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PREFACE

Soon after its fcunding i 1952, the Advisory Group for Aerospace Research and
Development recognized the nced for a comprehensive publication on flight test techniques
and the associated instrumentation. Under the direction of the AGARD Flight Test Panel
(now the Flight Mechanics Panel), a Flight Test Manual was published in the years 1954 to
1956. The Manual was divided into four volumes: 1. Performance, IL. Stability and Control,
I11. Instrumentation Catalog, and IV. Instrumentation Systems.

Since then flight test instrumentation has developed rapidly in a broad field of sophisti-
cated techniques. In view of this development the Flight Test Instrumentation Group of the
Flight Mechanics Panel was asked in 1968 to urdate Volumes III and IV of the Flight Test
Manual. Upon the advice of the Group, the Panel decided that Volume III would not be
continued and that Volume IV would be replaced by a series of separately published mono-
graphs on selected subjects of flight test instrumentation: The AGARD Flight Test
Instrumentation Series. The first volume of the Series gives a general introduction to the
basic principles of flight test instrumentation engineering and is composed from contributions
by several specialized authors. Each of the other volumes provides a more detailed treatise
by a specialist on a selected instrumentation subject. Mr W.D.Mace and Mr A Pool were willing
to accept the responsibility of editing the Series, and Prof.D.Bosman assisted them in editing
the introductory volume. In 1975 Mr K.C.Sanderson succeeded Mr Mace as an editor. AGARD
was fortunate in finding competent editors and authors willing to contribute their knowledge
and to spend considerable time in the preparation of this Series.

It is hoped that this Series will satisfy the existing need fr specialized documentation
in the field of flight test instrumentation and as such may pro note a better understanding
between the flight test engine~r and the instrumentation and data processing specialists. Such
understanding is essential for the efficient design and execution of flight test programs.

The efforts of the Flight Test Instrumentation Group membets (J.Moreau CEV/FR,
H.Bothe DFVLR/GE, J.T.M. van Doorn and A.Pool NLR/NE, E.J.Norris A&AEE/UK,
K.C.Sanderson NASA/US) and the assistance of the Flight Mechanics Panel in the prepara-
tion of this Series are greatly appreciated.

F.N.STOLIKER

Member, Flight Mechanics Pane!l
Chaismar., Flight Test
Iastrumentation Group
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SUNIARY

Following the selection of the instrumentation system, a suitable instal-
lntimon ml: be developed. Factors that influence this development are the subject
of s volumn.

The material is presented in a progressive manner starting with a review
of the mission profile requirements. Included are such factors as environment,
relic>ility and maintainability, and system safety.

The assessment of the mission profile is followed by an overview of elec-
tricul and mechanical installation factors. The material prescnted is primarily
directed at shock/vibration isolation systems and standardization of the electrical
wiring installation, two factors often overlooked by instrumentation engincers.

A discussion of installation hardware reviews the performance
capabilities of wiring, connectors, fuses and circuit breakers, and so forth.
Information is provided to guide proper selections.

The discussion of the installation is primarily concerned with the elec-
trical wire routing, shield terminations and grounding. Also included are some
examples of installation aistakes that could affect system accuracy.

The remaining two sections discuss system verification procedurea and
special considerations such as sneak circuits, pyrotechnics, aircraft antenna
pattarns, and lightning strikes.
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area

load determination dimensions
current amplifier

voltage amplifier

Automatic Direction Finder
Aircraft Number (wire gage)
American Wire Gage -
vire diameter

alternating current

altitude

load determination dimensions
basic ratio

distributed capacitance relative to distances r
and r,

1
stray capacitance to ground
coupling capacitance

coefficient of kinatic friction
coefficient of static friction
center of gravity

circular mrils

continuous wave

wire bundle diaometer

diameter of one strand of a wire
Defense Department Contract
diameter of a wire

direct currert

field intensity

emissivity

induced voltage, volts
common-node voltage

normal mode voltage

interfersuce voltage

signal voltage

interference voltage coupled to adjacent vire
plus excitation voltage

negative excitation voltage

electroexplosive device

Electromagnetic Interference

electromotive force
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the force prezesing the friction surfaces to-
gether

force reqQquired to overcome static friction
flat conductor cable

flat flexible cable

frequency

antenna gain

Glide Slope

High Frequency

heat transfer coefficient

current, amperes

common-mode current

force reQuired to move an object with uniform
velocity against friction

signal current

induced current causing a noise voltage
at R
1

coupling efficiency
length

low frequency

localizer

twvisted wire pair length
Medium Fregquency

air mass flow rate
nominal

Wire-pair twists per meter
over all shield

power density

power transmitted

heat dissipated
distance

signal source resistance to amplifier input
terminal

leakage resistance to system ground through
amplifier input terminal

resistance of a conductor at tsmperature, to
thermal resistance

total circuit rasistance

resistance of a conductor at temperzture, t

total resistive impedance

radio frequency
remote multiplexer digitizer unit

round wire cable
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root mean sQuare

loop spacing
loop spacing

plus signal voltage
negative signal voltage
sea level

equipment (heat sink) temperature, °C
air temperature, °C

lutra high frequency

signal level at receiver input
volumetric flow rate

signal voltage

very high fregquency

VHF omni range

width specified by the customer

weight of aquipment with connectors and
cables

pover delivered to load by receiving antenna
tranamitted power

load impedances

impedance of -

impedarce of Ce

impedance

temperature coefficient of resistivity
wavelength

pitch piane, spherical coordinate system
permeability

air density

air density at altitude

2ir density at sea level
Stefan-Boltzman constant

yaw plane, spherical coordinata system
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PRACTICAL ASPECTS OF INSTRUMENTATION

SYSTEM INSTALLATION

Robert W. Borek
Flight Mission Operations
NASA Dryden Flight Research Center
Post Office Box 273
Edvards, California 93523
USA

1.0 GENERAL

This volume has been written to preserve experience, share the practi-
cal lessons learned and present information that can be useful in the instal-
lation of aircraft instrunientution systems.

In order to limit the subject material, certain baseline conditions have
been assumed concerning the data acquisition system.

1. The progcram objectives have been established.

2. The instrumentation system has been sclected, bench tested and
proven.

3. The transducers for the parameters to be measured have been sel-~

ected, tested and proven.

The practical aspects of instrumentation installation includes a tre-
mendous amount of subject material. Accordingly, a treatise discussing the avail-
able material will probably never be complete. The real value then in an effort
such as this is to discuss those areas of instrumentation installation that are
oftentimeg subjects of concern. This information should be particularly valuable
to the novice instrumentation engineer who lacks adequate resources to guide his
installation.

The suggestions and guidelines contained within this volume may ba some-
vhat subjective. Terminology is a good example of an area where a difference of
opinion may exist. One example is the use of the word hardware. For editorial
purposes the accepted use of the word was modified in order to place a broad amcunt
of material in one section (Section 4.0).

There are no twc engineers who are alike, either by educational back-
ground, professional responsibilities or both. As a result parts of the material
in this volume may be inappropriate for some and deficient for others. There are
some flight test agencies that assign several engineers to one aircraft and con-
versely, other agencies that assign several aircraft to one engineer. In the for-
mer case, the engineer may be limited to responsibilities that involve only the
basic data acquisition system. Regarding the latter case, which is most likely
more common, to assure a quali:y installation the engineer must be concerned with
not only the basic data acquisition system, but all other electrical/electronic
phenopena not assigned to someone else. For example, such phenomena as lightning
and precipitation static, electromagnetic interference, and onboard telemetry an-
tennas are often sudbjects that require the instrumentation engineer's attention.
(Throughout this volume the terms "engineer" and "instrumentation engineer" will be
used interchangeably).

Practical experience has shown that if problems exist in any of the above
named areas it is usually the instrumentation engineer that gets involved. For
this reason Section 7.0, Special Considerations, was included in this volume to
provide information in these areas. For example, cdiscussions of lightning strikes
and antenna pattern correlation are not readily found in off-the-shelf texts.

The second problem mentioned above was the inability to separate and
completely discuss certain subjects. Shielding is such u subject. Shielding is
multi-faceted and deserves separate attention when discussing transducer instal-~
lation, pyrotechnics and lightning strikes. For example, shielding techniques used
for protecting aircraft wiring from lightning strikes are different from the tech-
nigques used for basic aircraft wiring, yet both reguirements must be accommodated
simultaneously. Therefore, discussions of shielding technigues are presented in
the appropriate sections and referenced from other sections where appropriate.

One final comment is necegsary. This volume was not written with the
intention of beirg a design handbook. The guidelines presented are in most cases
given as suggestions. This was done for two reasons. First, each instrumentation
system is unique and what works well for one installation may not work equally ’ell
for another. Second, the manner in which the material is presented is only meant
to cal, attention %o potential problem arsas and not to provide a universal solu-
tion. In szhort, the instrumentation engineer must carefully think through his own
problems using the material in this volume as a guideline whenever applicable.
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2.0 CONCEPTUAL DEVELOPMENT OF AN INSTRUMENTATION SYSTEM INSTALLATION

Environment, probably more than any other factor, influences the in-
otallation design of systems and subsystems in and on an aircraft. Thinking in
terms of an instrumentatior subsystem, aircraft environment is qulte ofter. the
primary reason for its installation. During the installation deslgn phare, it
simplifies the environmental analysis to separate environments into twe broad
categories: natural and induced. Environments are genevally thougbht of indi-
vidually. Separating them into two broad categories will assist in isolating
specific design problems. Natural environment congists of the various physical
day-to-day phenomena that are routinely encountered. However, in addition to these
natural environments, aircraft are also subjected to induced environments brought
about strictly by the operation of the aircraft and its subsystems. Typical
examples are elevated internal and external aircraft temperatures due to high Mach
numbers, shock and vibration, and electromagnetic interference due to conductive
coupling.

A well-designed, well-engineered, thoroughly tested, and properly main-
tained instrumentation system should not fail in operation. Experience has shown
that the occurrence of failures cannot be completely eliminated. In specifying
reliability regquirements, the cost of assembling an instrumentation system is
weighed against the cost and effects of in-service failures. This is an important
point because with a given reliability designed and built into a system, the aver-
age rate of failures is also built into the system. Reliability and maintain-
ability are characteristics that can be both created and destroyed. Their creation
is a result of careful planning, designing, testing and ultimately using a product
or system according to a set of specified procedures. Their destruction results
from lack of awareness of the procedures used during the assembly of the product or
installation of the system/subsystem. Ref. (Bl)

The identification and 1ntegrat10n of system safety requirements are
vital parts of an effective instrumentation installation in that these requirements
serve as the interface between a safe installation design and its safe operation
and maintenance. Safety requxrements are quite often factored into equipment and
hardware procurement and installation guxdellnes. Typical examples are equipment
environmental requirements and unit weight and size.

2.1 Environmental Criteria

An engineer must have firm environmental limits from which to work if he
is to design or develop an instrumentation system installation in a practical
manner. He must know exactly the environments to which each part of the system is
to be exposed so that the completed installation will operate satisfactorily.
Spec1a1 environmental requirements are often derived from the performance char-
acteristics of the aircraft.

2.1.1 General Applications

An environmental analysis for a general application usually is not as
definitive as that for a specific application, but it should include more en-
vironments because of its broader scope. Therefore, mission profiles of various
types of aircraft must be carefully analyzed to determine environmental require-
ments.

2.1.2 Specific Applications

The environmental requlrements for a spec1£1c aircraft installation will
result in a detailed approach since more information is available to aid in defin-
ing the requlrements For this reason, an environmental analysis for a hypotheti-
cal installation is usually performed. The analysis must include the flight ve-
hicle and its subsystems, equipments and compartments. Wherever the instrumen-
tation is to be installed, it should be designed to function properly even under
conditions which may only occur rarely.

2.1.3 State-of-the-Art Exceptions

In specific cases involving unique aircraft, it may be found that the
state-of-the-art may not allow an installation to be operational over the entire
range of its environment. Under these circumstances there is a tendency to favor
the environmental extremes, e.g. high temperature. This could create a problem
if the vehicle's mission requires low temperature operations. For example, a high
performance aircraft with high tenperature aerodynamic heating conditions based in
the Arctic may experience failures in components or hardware due to thelr inade-
quate low temperature characteristics. Where there is doubt concerning the sig-
nificance of any environmental value, an operational analysis should be performed
to determine the valicity of the value. 1In the above example of high temperatures
due to aerodynamic heatinq, the vehicle skin temperature may be 300° C (572° F), but
because of airframe insulaticn the temper:ture internal to the instrumentation
component muy be less than half of that value. in analysis may also show that the
high tempervature values represent brief or infregquent transient values and the
duration of low temperature conditions might be lengthy. Thus, from a practical
viewpoint the low temperature requirements are more important.
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2.2 Deterrination of Environmental Requirements

As pointed out earlier, the instrumentation engineer must have environ-
mentcl limits to worlt with. The procurement and installation of instrumentation
equipment and hardware depend on knowing these limits. In circumstances whare
environmental infcrmation is not known or at best minimal, the following sugges-
tions may be helpful.

a. Obtain as much data as possible relevant to the mission profiles.
' b. Establish the environmental conditions.

c. Determine environmental standards or specifications.

q. Document the results.

2.2.1 Assess Mission Profile

The misuion preofile is one of the most important factors to be considered
vhen making a determination of environmental requirements. The altitudes at which
the vehicle is to be tested, the speeds at which it will travel, and the type of
flight test conditions are of prime concern. For example, smooth or turbulent air,
for which data is to be obtained will provide the instrumentation engineer with a
set of guidelines within which the system must satisfactorily operate.

Alternate mission profiles should also be part of the basic plan. On
occasion the unexpected happens, and a wel®’ planned instrumentation system will
take full advantage of its designed capabilities should the true environment not
fall within the environmental design requirements.

Each phase of the aircraft's mission profile must be carefully reviewed
to determine the extent of induced environments. Profiles for ground operations and
storage should also be included. Oftentimes protective covers must be made to
protect instrumentation sensors.

2.2.2 Establish the Environmental Conditions

Review the aircraft mission profile and performance to establish the
environmental conditions to be encountered during flight testing such as altitude,
temperature ranges, turbulence, vibration, and internal temperatures. It is im-
portant to review both the exterior as well as the interior environments of the
aircraft. These determinations should be reviewed for each location where instru-~
mentation is to be installed. Ref. (1)

2.2.2.1 Natural Environments

Conventional aircraft depend upon aerodynamic forces for their operation;
as a result their entire migsion is confined to the earth's atmosphere. Accord-
ingly, they may be subjected to any combination of the natural environments. The
probability of encountering any particular type of natural environment depends to a
great extent upon where the aircraft is operating. For example, flight test con-
ditions in the desert regions are far different from flight test conditions in
tropical areas.

2.2.2.2 Induced Environments

The type and severity of induced environments encountered by conventional
aircraft depend primarily on the type of aircraft and its performance requirements.
For example, when operating from an aircraft carrier greater accelerations may be 9
experienced during takeoff and landing than during conventional operations. :

The types and combinations of induced environments are highly variable.
For example, aerodynamic heating and boundary turbulence are only a concern under
certain conditions of flight, and if these conditions are being investigated, then
the instrumentation installation must not only acquire the desired data, but oper-
ationally survive as well. In fact, it is these induced environmental rconditions -
that present cne of the greatest challenges to the instrumentation engineer. It is
his responsibility to use established environmental criteria and then design an
installation that will be safe, reliable and effective. Ref. (2)

2.2.2.3 {Unique Environmental Conditions

In some instances particularly those caused by induced environments, the
standard ervironmental criteria will not be very helpful. This is particularly
true for environmental limitations relevant to the interiors of compartments. In
such cases tests may be made by instrumenting a mockup under simulated conditions.
Or, if the locations do nct present an extreme environment they can be instrumented
in the aircraft and evaluated during flight test.
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2.2.2.4 Combined Environments

It is interesting to note that most of the environmental test specifi-
cations presently available sre based on single environments. Very little data
exists on effects of the various combinations of environments that may be en-
countered in actual flight testing. 7~ use, a system will never encounter any
single environment by itseif. Even though combinations of environments are en-
countered, the extremes usually occ»: singly, and it is these extremes that
are the most important. Do not o/erlook the possibility that the extceme of one
environment may intensify the effects of the other. Combinations of natural and
induced environments always exist together.

2.2.3 Determine Standards ~nd Table 2.2-1 Specification and standards -
Specifications Listing Some of the Environmental Requirements

for Aerospace Vehicles
A few of the more important

specifications and standards that pro-

vide environmental design information muruncm:ou] TITLE

for aircraft are listed in Table 2.2-1.

The standards and specifications in FLIGHT VEHICLES

this table have been grouped according MIL-I-5289 Instrumentation Installation for
to their application. Although the Climatic Test of Aircraft,
titles explain their contents, two in General Specification for

particular warrant brioef discussion.
AIRBORNE EQUIPMENT

2.2.3.1 MIL-STD-210 MNIL-E-8189 Electronic Equipment, Missiles,
. Booster and Allied Vehicles,
One of the more important General Specifications for
standards is MIL-51D-210. This MIL-E~5400 Electronic Equipment, Airbo
standard is an outgrowth of equip- —5= C ~qu pment, Alrborne
ment failures experienced during General Specifications for
World War II. The standard . MTL-E-6051 Electromagnetic Compatibility
establishes uniform climatic design Requirements, Systems
criteria for air, land ané Arctic
use. The information provided re- MIL-STD-461 Electromagnetic Interference

Characteristics Requirements

presents conditions of natural for Equipment

environment, not induced environment.

Although this specification (and the NIL-W-~5088 Wiring, Aerospace Vehicle
others also), relate only to military
equipment and hardware it goes with- ENVIRONMENTAL PACTORS

out saying that an instrumentaticn
: : MIL-STD-210 Climatic Extrem M.
installation must survive in the same ™ B;‘i,ipmef,t tremas for Military

environment as the system or sub-

system it is monitoring. Ref. (3). AEROSPACE GROUND EQUIPMENY
MIL-E-~4158 Electronic Equipment Grour.d;

2.2.3.2 MIL-W-5088 General Requirements for

The MIL-W-5088 specifi- MIL-§~008512 Support Equipment, Aeronautical
cation was initially published in Special, General Specifications
March 1951, superseding the AN-w-iga for the Deoign of
specification dated May 1945. Then, e .
as now, the specifications covered MIL-T-21200 Toat odulpment, for e path
the selection and installation of Syatems, General Specification
wiring and wiring devices used in -
aerospace vehicles. The initial in- MATERIALS
tent was to establish design cri- -
teria for wiring an aerospace ve- MIL-P-9024 i:gk;f.i:gx',o:::;ﬂﬁ;lH;;‘.’::"
hicle; not as a guide for subae- and System Segments, Gsneral

guent instrumentation instal- Specification for

lations. Fortunately, however,
over the thirty years since its in-
ception sufficient supporting data
has been added to this Mil Specification to provide guidance useful for instrument-
ation installations. Ref. (4). (See Section 4.6.5)

2.2.4 Document the Results

The accumulated environmental data must be compiled and documented in
report form or at least in such a manner so that it is available for others to use.
The writcen results should be clear, concise and complete. Further, the sources,
methods and technigques used to determine the environmental data should be included.
1f mockups or simulations are used to assisg!. in determining environmental data
values, then these procedures and results should also be included in the final
document.

2.3 BEnvironmental Factors

The most practical method available for designing an environmentally
qual’ "ied instrumentation installation is to use available hardware and equipment
developed to meet the specified environmental requirements. Experier.ce has shown,
however, that this methuod is not always possible. As a result various types of
environmental control must be used to accommodate environmentally limited hardware
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and equipment. Environmental control generally reguires consideration of €.lp.rn-
ture, pressure, corrosion, shock and vibration, and EMI shielding. Refs. (5, 6).

2.3.1 Temperature

One factor that must be taken into considsration in all combinations
since it is present in all environments is temperature. This must be distinguished
from heat. Heat is 2 form of energy, while temperature is a factor affecting the
availability of energy. In a Qquiescent state an instrumentation systeu is influ-
enced by the temperature resulting from heat generated by solar radiation and by
ambient air temperatures. System operation adds additional heat sources that
contribute to surface and compartment temperatures. At supersonic speeds, aero-
dynamic heating becomes the predominant factor, followed by electronic and pro-
pulsion egquipment heating, and then by solar radiation.

2.3.1.1 Heat-Producing Sources

Aircraft surface and c-mpartment temperatures result from one or more of
the four major heat sources: ambient air temperature, solar radiation, aerodynamic
heating and heat producing equipment.

a. Ambient air temperature - On the ground, ambient air temperature is
influenced by geographical location, season, prevailing winds, atmos-
pheric conditiongs and the nature of the earth's surface.

b. Solar radiation - Direct absorption of solar energy can increase
aircraft surface and compartment temperatures to well above the
ambient air temperatures. Solar radiation is of particular import-
ance to aircraft parked in the open. Depending upon the parking
surface and the reflectivity of the aircraft surface, varied amouncs
of direct and reflected radiation is absorbed. If the flight ve-
hicle's thermal capacity and heat transfer capabilities are high, the
absorbed heat will be stored in the material or distributed around

the aircraft surface with moderate temperature changes. If the
thermal capacity is small, temperature will rise more rapidly.

c. Aerodynanic heating - Thie is the heat produced by the compression
and friction of air sliding over the surfaces of the aircraft. This
heating is proportional to the square of the Mach number. However,
for Mach 1 and below the temperature rise can usually be ignored.
The relationship of stagnation temperature and Mach number is shown in
Figure 2.3-1. It should be observed that high temperatures become
a factor at speeds exceeding Mach 2. Ref, (B2).

qa. Heat producing equipment -

At speeds of Mach 1 and

below the princiomal source

of flight vehicle heat is 7000

the equipment within the A AN £ AT
flight vehicle itself: 6000l SEA LEVEL.
electronic equipment, B: STAGNATION
electrical rotating TEMPERATURE AT
equlpnent. electrical 5000} 15,240m
powor systems, and {50,000 ft)
mission related systems.
Although the heat produced
by any item of eguipment
could be critical, the
major internal heat sources
are generally the electrical
and electronic systems. The
trend toward miniaturization . 2000
has only compounded the prob-
lem. Smaller electrical units
have myde spoce for additional 1000
equipment. The result has been
a requirement for aore electri- 7 Y i
cal power and incrersed heating. O =22 ¢ &% o
In turn, the additional units .
increase compartment temper- SPEED, MACH NUMBER
atures and often create
"hot spots" that are difficult
to design around. Heating is
also & critical factor Figure 2.3-1 Temperature vs. Mach
in the compartments surrounding Number
the aircraft engines and APU's
Although thermal insulation is uaed, sufficient heat is still trans-
ferred tc these araas to severely restrict their use for many in-
strumentation system components.
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2.3.1.2 } o @_Co 1_Me

The primary objective of employing temperature control is to prevent
excessive temperature rise on and within the flight vehicle. Excessive heat
buildup can be prevented or removed by using either a passive or active heat
removal system. Passive gsystems use insulation and heat sinks, whereas active
systeas use a combination of passive plus cooling air (forced czuvection or
blowers) to minimize the temperature buildup.

2.3.1.2.1 Compartaents

1f the interior of the flight vehicle is one large open space, the heat
from the hot equipments will flow toward and heat the cooler equipmsent. By di-
viding the interior of the vehicle into compartments and properly locating the
heat-generating aqui nt and those equipments that need heating it is possible to
neutralize the negative affects of both types of equipments. If this approach is
not possible, then the heat-generating equipments should be located near the air-
craft structure so that the structure may act as a heat sink, assuming, of course,
that the aircraft skin will not be at a higher temperature than the equipment.
Dividing the interior of the vehicle into compartments does not guarantee that the
heat problem will he solved. The temperatures in the cooler compartments may still
rise due to conduction through the walls. The conduction problem may be minimized,
however, by insulating the walls to reduce conduction and/or by the use of inter-
compartment or inner wall air flow.

2.3.1.2.2 Compartment Wall Insulation

E.fective reduction of heat transfer to a compartment depends on the
amount and t) of insulation used and its placement. An inner wall airspace has

good insulating qualities, but the use of insulating material results in improved
qualities. The trade-off is in the insulation type, thickness and weight.

The emisgivity of the insulating material should also be considered since
radiation caen contribute a considerable portion of the thermal load to a compart-
ment. The use of aluminum foil-backed insulation will substantially reduce the
interchange of radiant energy.

In practice, the effectiveness of the insulation is reduced by insulation
compacting and moigture absorption. Thus the effective thickness of the insulation
is less than the actual thickness. The effects of insulation on the total thermal
load of a compartment is shown in Table 2.3-1. Ref. (B2).

The data shown Table 2.3-1. Example of Heat
in this table indicates Transfer, Insulated Compartment
that the total heat Walls.
transfer is reduced
by more than 40X by AMOUNT OF HEAT FLOW,
completely insulating
each compartment wall INSULATION JOULEBS/MIN x 10 (BTU/MIN)

with 1.3 centimeters

(0.5 inch) of Fiber-
glas. The total
heat flow is reduced

Standard insulation - 620 (587)
1.27 cm (0.5 inch) of

an additional 23X b Fiberglas over 25% of
doubling :he th:lck-y compartment area.

ness of insulation, 1.27 cm (0.5 inch) of 354 (335)

:a:tnée.:g:p‘;:tily Fiberglas overall.

insulated. 2.54 cm (1.0 inch) of 214 (203)

Fiberglas overall.

2.3.1.2.3 Intercompartment and Inner Wall Air Flow

The use of intercompartment and inner wall airflow is a very effective
method for removal of excessive heat build-up. The intercompartasent heat removal
is done by discharging coolinyg air into the heated compartment, thus reducing the
heat transfer through common walls. Table 2.3-2 shows the effectiveness of gnter-
compartment air flow.
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Table 2.3-2 Example of the Effects
of Intercompartment Airflow.

HEAT PLOW,
JOULES/MIN x 103 (BTU/MIN)

CORDITION

No intercompartment air flow; 204 (193)
bally skin and floor uninsulated.

No intercompartment air flow: 96 (91)
belly skin insulated only.

Intercompartment air flow; belly 160 (169)
skin an/ floor uninsulated.

Intercompartment air flow; belly 32 (30)
skin insulated only.

The heat-flow between compartments can be reduced further by discharging
the cooling air through the inner wall. This procedure is considered practical
only for small compartmente in high-speed vehicles because of the difficulty in
equalizing the air flow rates (see Section 2.3.2.1).

2.3.1.2.4 Choice and Location of Heat Sources

The amount of heat generated by equipment can be noticeably influenced by
the choice of available designs, while location within a compartment can determine
the problems that will result from generated heat. Each item of equipment shculd
be reviewed and selected as based on the following guidelines:

a. Does the equipment selected generate minimum heat? For example,
solid-state units usually generate less heat than their conventional
equivalents. It should be noted, however, that replacing one item of
equipment with another requires reviewing the substitute's environ-
mental capabilities. It is possible that the substitute item may
not perform satisfac'orily within the environmental ranges required.

b. Can the item be located go that the heat from it will not be dir-
ected to other items within the compartment? To prevent inter-
compartment "hot spots," equipments with a high heat output should be
well separated from each other, and if possible, away from units that
must remain cool. In most cases these two suggestions are mutually
exclusive. The priority is to disperse the hotter items in order to
prevent "hot spots." Then, if necessary, use heat shields between hot
and cooler equipments. The heat shields should be attached to heat
sinks so that a conduction path for the heat transfer is present.

If these procedures are not sufficient then consider the addition of
a forced convection heat-removal system, in which case grouping the
high heat generators together may be desirable.

2.3.1.2.5 Heat Removal Methods

. Regardless of the passive temperature protection methods used, the com-
plexity of today's aircraft creates heat build-up in available compartment space
that often makes the installation of flight test instrumentation very complex.
vVery often available areas within the aircraft cannot be used until provisions are
made for removal of heat generated by the aircraft systems and by the instrumen-
tation sysatem.

Heat removal is the process of conducting heat from a heat source tc a
heat sink.

a. Conductive Heat Transfer. Heat is transferred by conduction from
one object to another only when they are in direct physical contact.

b. Convective Heat Transfer. The process of heat transfer from the
surface of a solid to & moving mass of fluid, cither gaseous or
liquid, is called convection.

c. Radiant Heat Tranafer. Objects emit radiation ranging in
wave length from the far infra-red to the ultra-violet. The
radiation from an object can travel through a vacuum or throuih
gases with very little absorption. The radiation upon being inter-
cepted by another object will be partly reflected and partly reradi-
ated. Heat transfer by radiation does not require physical contact.
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2.3.1.2.6 Cooling by Conduction

Rffective conductive cooling requires materials that are thermally high-
1y conductive. The thermal conductivity of metals is generally directly propor-
tional to their electrical ccnductivity. Accordingly, conduction cooling requiros
good rstal-to-metal contacts. Quite often the thermal contact rssistance is mini-
mizsed by high temperature soldering, brasing, or welding. For removable items of
esquipwent vhen conductive cooling heat sinks are used, the metal-to-metal bond is
:nhnncod by using silicone grease. Inscallation methods are presented in Section

.2.1.2.

2.3.2 Pressure

Based on the assumption that both the instrumentation system and its trans-
ducers have been selected and environmentally proven, the effects of pressure on
the overall installation will be divided into two categories based on pressure
altitude: Environmental cooling variations and electrical arc-over and corona.

2.3.2.1 Environmental cooling

Since the density of air decreases with an increase of altitude, the
heat absorbing capacity of air de-
creases accordingly. Table 2.3-3
presents the hesat-absorbing cap-

acity of a given volume of air Table 2.3-3. Reduction of Heat
at various altitudes as a per- Absorbing Capacity of Air with
centage of its heat absorbing Altitude.

capacity at sea level.
Convection is a common method

often used for the removal of HEAT ABSORBING CAPACITY
heat from ipment and since ALTITUDE OF GIVEN VOLUME OF AIR
the air is less able to absorb METERS (FEET) AS PERCENTAGE OF THAT
and remove heat at higher alti- AT SEA LEVEL
tudes, the temparature of heat 100
producing components may rise o
above safe operating levels. 6,096 (20,000) 50
At a pressure alti-

tude of(approxinatoly 13,700 12,192 (40,000) 25
meters (45,000 feet), air
should no longer be considered 18,288 (50,000) 10
as a heat conductor. Under
tgese circunsta?ces, quip::nt 24,384 (80,000) 3

at needs cooling should .
mounted in an environmentally 30,480 ,100,000) 1

controlled area (see Section 4.2) o
and/or mounted to a cooled con-
ductive surface.

2.3.2.2 Electrical Arc-Over and Corona

The insulating effect of air between high-voltage electrodes or other
hiqh-tonlionhiointa decreases with decreasing pressure. At high altitudes, un-
pressurized high voltage equipment may have a voltage arc-over between the high-
tension points. At a pressure altitude of 12,200 meiers 40,000 feet) the voltage
breakdown potential is about 25X of the sea level threshold. At 186,300 meters
(60,000 feet) the voltage breakdown potential is 12.5% of the sea level threshold.
Conhactors, terminal strips, and relay contacts are subject to arc-over problems.
I1f voltages are not high enough or the air pressure is not quite low enough to
;:iport arc-over, minute arcs may take placa in the area of the high-voltage points.

s is known as corona and can damage ¢ nents and material as well as causing
considerable RF interference. Corona initiation potentials are known to be atly
reduced by the presence of dust, oil, component material corrosion, and chemical
reaction from previous corona occurrences. Connectors and terminations sed to
extreme altitude environments should be inspected and thoroughly cleaned, if
necessary, prior to re-exposure.

2.3.3 Shock, Vibration and Related Sources of Stress

In general, shock and vibration are treated ss separate and distinct
phenomena. Yet the distinction between the two is often difficult to determine.
For sxample, the difference between transient shock motion and periodic vibration
is clear, but the differences between shock and random vibration, which is not
periodic, is not obvious. For purposes of this discussion, shock will be con-
sidered as intermittent excitation and vibration as sustained excitation.

2.3.3.1 shock

Shock implies an impact, a collision, or a blow usually caused by physi-
cal contact. It represents a rapid change of loading or a rapid change of accel-
eration, with a resultant change of load. A shock motion can be defined by de-
scribing the history of an associated parameter such as acceleration, velocity,
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or displacement. Acceleration is the time rate of change of velocity. Acceler-
ation is used in defining shock; the implication of a relatively sudden change
in acceloration is always present. Acceleration by itself does not constitute
shock. For example, an aircraft subjected to stecdy-stete acceleration is not
undergoing shock.

Shock occurs when a structure is subjected to a suddenly applied fcrce,
resulting in transient vibration of that structure at its natural frequencies. The
magynitude of the vibration may be great enough to cause fracturing of brittle
material or yielding of ductile material. A secondary effect of shock is that
large accelerations, characteristic of the abrupt changes associated with shock,
may be transaitted to equipment and compcnents supported within a structure. This
secondary effect should be of major concern to the instrumentai.c:: sengineer de-
signing an instrumentation systeam installation.

2.3.3.2 Vibration

Vibration can be described as the variation, with time, of the magnitude
of a quartity to a specified reference, when the magnitude is nltarnatali greacer
or smaller than the reference. Vibration is in essence periodic, but chis periodic
nature may be disguised if several unrelated frequencies occur simultaneously.
Purely "white® vibration (in which all frequencies and amplitudes have equal prob-
ability) seldom occurs. Usually even in seemingly random vibrations two or more
frequencies will predominate.

2.3.3.3 Acoustic Vibration

Intense acoustic pressure loads are generated by the ncise from turbo-
jets, ramjets, rocket engines, and aerodynamic boundary layers. The high levels of
sound impinge on the aircraft skin and are converted to mechanical energy that can
r:;ch instxunontntion sensors, as well as supportive electronics, in the form of
vibration.

2.3.3.4 “hock and Vibration Protection

There are two broad methods of protecting an instrumentation installation
against the effects of shock and vibration: (.) select components and design tech-
niquee that can withstand the shock and vibration environments; (2) where the en-
vironments are too severe, it will be necessary to carefully locate and orient
components and equipment and most likely use isolation protection devices.

2.3.3.5 Sources of Shock, Vibration, and Acceleration

A quick review of the aircraft mission profile will usually identify most
of the sources of shock, vibration, and acceleration. A few are listed below:

a. Flying through turbulent air.

b. Maneuvers resulting in severe load factors.

c. Imbalance in reciprocating power plants.

d. High speed induced aircraft flutter.

e. Hard landings such as aircraft carrier requirements.
f. Firing of weapons.

All of the above sources can be considered as being external to the
aircraft. The list does not include internal effects from rotating or moving
equipment such as pumps, compressors, or actuators that generate vibrations of
multiple frequencies and amplitudes. Furthar, component failures should not always
be considered a result of the aircraft mission profile, aven if all the evidence

indicates it. Consider the following example:

The probles involved the failure of a miniature relay and its glass
seal. The bottom view of the relay and a cross section of one of its pin contacts
is shown in Figure 2.3-2.

RELAY P
RELAY PINS EL INS

®® ® ~—GLASS SEAL OLASS SEAL
e 09 LAY CASE RELAY CASE

GOLD- PLATED CONTACT

Figure 2.3-2 Bottom View of Relay and Cross Section of One of Its Pin Contacts
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The printed circuit wounting specification required that all componant
leads that mount on printed circuit boards should not protrude through the board
more than 0.76 millimeter (0.0:10 inch). The excess lead lengths were routinely
clipped off. The relay failure consisted of cracked glass seals surrounding the
pin contact. The cause of the failure vas determined to be a result of the shock
occurring during the process of clipping off the excess length of the relay pin
contact. At the instant of final metal separation, during clipping, rather severe
forces (or shock waves) were transfarred to ths pin contact. Future problems were
avertad by not clipping these pin contacts.

2.3.4 Moisture

Moisture is a term often used to mean humidity as well as various forxs
of condensation and precipitation. Specifically, moisture is a liquid and is
usually water that is diffused or condensed in relatively small quantities. water
in the form of vapor is always present in varying amounts in the atmosphere. This
vapor content in the atmosphere is referred to as humidity. When the temperature
of the air is reduced below the dew point, condensation occurs. In general.
dew formation takes place wvhen a given surface is above 0°* C (32° F). If the temp-
erature is below 0° C (32° F), the condensation will form frost. 1in some cases,
supercooled droplets will form vwhich later freeze to form ice. Heat loss from
radiation may cause sufficient coo’ing for the formation of dew.

Condensation can frequently be induced in an aircraft by changes in alti-
tude. The colder upper altitudes lower the air temperature within the aircraft, and
if the air is relatively moist, it can be sufficiently cooled to condense moisture
upon tha equipment and hardware within compartments.

2.3.4.1 Accelerated Corrosion

Moisture combined with dust and pollutant gases may result in an alka-
line, acid, or saline solution capable of causing accelerated corrosion. The pol-
lutant gases may originate independently of the airccaft environment or they may be
a direct result of the aircraft itself. Typi:al aircraft sources are fuel vapors,
fuel exhaust vapor, and gases due to weapon firings.

In tropical areas the combination of dust and moisture may nourish micro-
biological growth which produces further deterioration such as accelerated cor-
rosion or fungi.

2.3.4.2 Fungi

Nost fungi have an opt mum temperature range of 15° C to 35° C (59° F to
95° F), although there are formes that will grow at lower and higher temperature ex-
tremes. The average optimum temperature for fungi growth is 39° C (85° F), with
relative humiditv at 95 to 100 percent. Below 70 percent relative humidity there
is little opportunity for fungi growth. Other than high relative humidity and a
suitable tampersture, the only additional requirsment for fungi to thrive s
abundant fuood. This is supplied in large amounts by a great variety of organic
naterials produced by vegetation. Cordage, paints, adhesives, plastics, resins,
rubber are mostly made of organic materials and thus are susceptible to fungi.
Furthermorc, fungi do not attack organic materials alone, but some forms will
attack metals, glass, and clav products.

2.3.4.3 Moisture ard Fungus Frot.c:iion

In general thare are three xethods of protecting against the affects of
roigture and fungi. The most direct motiod is to carefully select fungus and
corrosion-resistant naterials. The second method is ‘.0 apply a protective ccating
on the item of hardwa e to be used, or on tna completed assembly. This method i3
not to be relied upon unlesr the entire assembly can be fully izmersed in the
coating agen-. A thLi.d asethod is to hermetically seal the equi t or item of
hardware. This methyd is effective but limited, sirce not all items (f herdware can
bct;:;:cd in this man’er The best method is to use combinations of all three
ne .

2.3.5 Electromagnetic_Incearference (EMI)

vhen electronic systems are connected together, problems can arise in the
foim of EMI. ENMI is ‘nterference which is created Ly the coupling of noise froa
one subsystem to anot. :r by means of conductive paths or by radiation. The tarm
most often used to categorize the entire area of the ENI problem is "EMI Environ-
ment." Accordingly, EMI is introduced into this discussion as a part of the total
aircraft enviromment. Since most instruvmentation ins*tallatiuns are primarily
concerned with conductive paths rather than radiation, the discussion will focus
its attention to that area. Ref. (7, 8)(B3).

2.3.5.1 Rerponsibility for EMI Solutions

One of the least defined portions of the EMI problem is that of rasponsi-
bility. The overali responsibility for tie control of ENI should rest within a
central authority within the prime organization. However, it is usually the in-
strumentation systeam that is affected by EMI and as a result it is the instrumen-
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tation engineer who must solve his own problems. To solve these problems a pro-
cedure must be established to gather meaningful data.

The EMI cata to be gathered that are relevant to the EMI environment are
of two types. The first type lists the values of susceptibility for each of the
various subsystems as referenced to an established noise level. The second type
lists tne individual contributions made by each subsystem co the overall system
noise level. The susceptibility data should define the noise levels that adversely
affect each ~ubsystem. The noise output data should define the individual values
of noise level and their location on each of the wires that are part of the sub-
system s0 that conducted noise levels can be traced. Both EMI data listings should
use units of voltage and current rather than decibels. The frequency spectrum of
each level noted should also be identified,

2.3.5.2 EMI Data Gathering

The possibility of an EMI probleuw can be estimated prior to the installa-
ticn from derived block diagrams that represent the instrumentation installation
and include the following information:

Location of the subsystem within the aircraft.
b. Electrical wiring data. (Available from the manufacturer)
(1) Capacitance/per unit of length.
{(2) Inductance/per unit of length.
(3) Resistance/per unit of length.
c. Power and signal levels.
(1) Freguency components.
(2) Current and voltage levels.
\3) Source impedances.
(4) Load impedancesg.

It should be pointed out that the above information should be based un
worst case conditions.

The first atep then, from "a" above is to locats the subsystems within
the aircraft. This is done by using the mechanical installation drawings and
positioning the subsystems by using the following criteria:

1. Subaystem (or transduter) requirements. A subsystem
may need a pagcticular position in the aircraft
due to the Lypet of measurement it must make (for
example, center-of-gravity or boundary-layer meas-
urements).

2, Subsystem function. Subsystems may need to be lo-
cated with respect to the function that they per-
form. For example, a data acquisition subsystem
that is used to monitor data from oniy one part of
the airciaft should be located close to that area
to reduce transducer wire lead lengths.

3. Power and weight. Subsystems which require high
currents should be located as close to their power
source as possible in order to reducc the effects
of cabling impedances. (Weight is also important
to the static znd dynamic balance of the aircraft
and must be considered when locating the subsystea.)

Once the location of the subsystem has been decided, an estimate can be
made of the routing of the cables. 7This will provide the basis for the information
needed in step b.

From the cakls routing information, the length of each cable can be
eatimatod. Then from the manufacturer's wiring data, the per-unit-length of cap-
acitance, inductance, and resistance can be determined. These unit-values mul-
tiplied by the total cable length will provide the values to be used in any com-
putations required for installation analysis. For example, these values can be used
to calculate ‘he reactance values of a transducer circuit wiring.

The power and aignal levels, step ¢, for each of the wires within the
various cables are then obtained for each subsystea. These levels of current and
voltage aleng with their freguency components can be used in conjunction with
::1::: of source and load impedances and cable data to compute the valuves of con-
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If calculations are necessary, the results can be used to eatablish
limits that define the immunity that each subsystem must achieve.

2.4 Rel il

The reliability of a product (or system) is generally defined as the
prsbability that the product will give satisfactory performance for a specified
period of time when used under specified conditions. Wwhenever the definition is
applied to a particular qiutan it is always necessary to relate probability to a
precise definition of satisfactory performance.

Instr ..mntation systems are often one-of-a-kind, and system reliability is
at best difficu' . to determine. However, the determination of component relia-
bility is much easier, since many of tae individual components are repeatedly used
in a wide variety of instrumentation systems. Over a pericd of years the instru-
mentation engineer should develop a listing of trouble-free components and hardware
based upon past experience. The phrase "trouble-~free" is used because the avera
instrumentation engineer does not usually think in terms of statimtical reliability.
Reliability statistically identifies three types of failure characteristics.

1. The early failure.
2. The wearing out of parts.

3. The chance failure.

2.4.1 The Barly Failure

The earli failure usually results from poor quality components (or
hardware) or deficient design techniques. These failures are usually corrected by
using standard “trouble-shooting" techniques. These failures may be observed
during initial systea operation or during the first flight mission. The early
failure can be minimized by using thoroughly tested and proven components, hard-
ware, and approved design installation procedures.

2.4.2 The Wearing Out of Parts

This type of failure is indicative of little or no system maintenance.
Thiese types of failures can usually be minimized by properly scheduled msintenance
and by upgrading the replacement parts.

2.4.3 The Chance Failure

These types of failures occur unexpectadly and at irregular intervals.
The occurrence of chance failures cannot be predicted, and it is not normally easy
to eliminate their occurrence.

2.4.4 Failure Occurrence

The three types of failures outlined above are each distinct and separate
for two reascns. First, each type follows a specific statistical dimension, and
second, different methods must be used for their elimination.

Unfortunately, early failures and wear out failures occur more often than
thay should. Early failures are often irjected into an instrumentation system
every time it is repaired or modified, either by an improper selection of replace-
ment components for those that have failed or by some faulty routing of wiring or
electrical connection. In a similar way wear out failures can make an inherently
reliable system very unreliable. In general, however, such wear out failure occurs
as an unaxpected fault induced by poor maintenance. (Ref Bl.) The important point
here is that the equipment or component is not at fault.

The so-called “chance" failure cannot be eliminated by good maintenance
practices or by any debugging or trouble shooting technique. Although not pre-
dictable the chance failure does follow certain rules of behavior such that the
frequency of their occurrence over a long period of time is approximately constant.

2.4.5 Reliability Design Practices

Further discussion of the three types of failures must lead into the
mathematics of reliability. Fortunately, the instrumentation engineer has two
deaign techniques that can usually offset lengthy calculations. The first of theas
tools is eguipment or t derating; the second tool, redundancy, is used for
instances vhen even derating may not help.

»

2.4.5.1 R t or C t Derati

Components are designed to withstand certain operational stresses, that
is they are rated for a definite operating voltage, current, vibration, tempera-
ture, etc. It can be assumed that when these rated limits are exceeded, the fail-
ure rate will rapidly increase. On the other hand, the failure rate decreases when
the operational stresses are less than the rated value. For example, if a compon-

ent is to operats at its rated stress, a reduction of its environmental stresses I
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will reduce the component's failure rate. For circumstances vhere reducing these
environmental stresses adds too much system weight, costs t50 much or are not
practical, then an alternate solution is to use a component of double rating and
opearate it at one half its rated stress value. In most cases, this may be less
costly. An ideal situation exists when the environmental stresc is reduced and the
componant ias derated.

2.4.5.2 Redundancy

Redundancy is an effective but very expensive method of attaining a
desired level of reliability. The use of redundancy is not a solution to all
reliability problems, nor is it a substitute tor good design. Its very nature
implies increased weight, complexity, space and power; not to mentior a usually
wore complicated system checkout. The sum total of all this is added cost in one
form or another. However, redundancy may be the only solution to some of the
problems that confront the instrumentation engineer.,

2.4.6 Stresses

The stresses that influence components can ge.erally be grouped into two
categories: environmental and operational.

Environmental stresses are present whether a component in a system is
actively operating or in a quiescent state. Typical natural environmental con-
ditions such as temperature, pressure, humidity, and solar radiation may cause a
deterioration of component strength which may affect its usc<ful life. In addition
to the natural envirorment, if induced environments such as vibration and shock
occur, then these combined stresses can cause a chance failure.

Operating stresses appear only when the component is in active operation.
These stresses normally lead to chance failures, but at the same time they also
contribute significantly to component deterioration resulting in wearout.

2.4 7 Anomalies

Anomalies can be resolved in three ways. First, the anomaly can be
proved to be caused by a procedural error that can be demonstreted and repeated.
Second, the anomaly can be explained by specific hardware failure. Replacement
and proper validated operation indicates a proper solut_.on to the anomaly. The
third type of anomaly is the worst case condition: The anomaly cannot be ex-
plained or repeated. The lack of a definite explanation makes it impossible to
"fix" the fault. Therefore, the action is to analyze the fault and perhaps apply
proper redundancy to achieve the intended operation.

2.5 Maintainability

Inherent maintainability must be established as part of the installation
during the design phase. The design goal is to produce a system installation for
which maintenance can be performed safely, quickly, easily, accurately and econo-~
mically. Ref. (9, 10).

2.5.1 Accessibility

Accessibility implies that a component or assembly can be approached with
relative ease for purposes of installation, removal or maintenance. A lack of
adequate access will often result in ineffective maintenance because personnel may
omit or delay maintenance of equipment or hardware that cannot easily be seen or
reached.

2.5.1.1 Access Location Determinations

The type, size, shape and location of access to an aircraft instrumenta-
tion installation is generally determined by the following:

a. Operational location and environmental capabilities of the equip-
ment to be installed.

b. Frequency of required accessibility.
c. The type of maintenance to be performed throcugh the access.

4. The type of test, equipment, calibrations and time necessary to
perform the required operation on the equipment.

e. The amount of space required to perform work on the installation.
f. Visual requirements.
g. Physical size of equipment behind the access.

Hazards inherent to the access itself, such as location near moving
parts, hot exhausts, high voltages or toxic fumes.
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2.5.1.2 Acceas Design Considerations

Access includes entrancue doors, inspection plates, and servicing points.
I1f possible, design the access cover plates large enough and in the proper shape to
allovw hardware and equipment installation, servicing, and removals. Wwhenever
nossible use hinged or captive covers. If this is not possible, then use a minimum
uumber of screws when designing the access plate. Shape code the access plate it
it must be installed in a certain way. Captive, quick-opening fasteners that do
not require special tools for opening or closing are preferred. Depending on the
size of the aircraft and the program requirements the following suggestions may
also be helpful:

a. Label each access area with its purpose. Clearly identify it with a
unique number or letter code.

b. I1f at all possible, provide visual access in areas where there is
danger from nearby electrical circuits when maintenance of these
circuits is required.

c. Make battery accesses large enough to permit safe handling, test,
maintenance or replacement.

d. Consider human factors when designing accesses. This type of effort
will assure optimum accessibility for all items requiring main-
tenance, irspection or removal.

2.5.2 Cable Routing

wiring is probably the most difficult type of electrical installation to
remove and replace and is almost impossible to reroute once it has been installed.
Further, regardless of how durable it may appear to be it is vulnerable to damage
by handling during installation and maintenance. And finally wiring is often in
the way when associated electrical equipment needs attention. However, many of
the problems encountered relating to wiring and cable installations can be mini-
mized if careful planning is made a part of the installation design phase.

wWhenever possible, individual wires and cables should be assembled into
harnesses that are held together by clamps and ties. If an advantage in routing
can be identified early in the installation design it can minimize less desirable
routings as the design develops. Routings should be selected vhich do not obstruct
access to ports, ducts, disconnects, terminals or equipment that may require re-
moval or adjustments. Avoid routing wire in cramped areas which will prevent the
inevitable growth of the wire bundle. Also consider the mechanical operation of
equipment or systems in the areas chosen for routing the wiring. Wiring and har-
nesses must not interfere with aircraft operations.

wiring should be routed so as to avoid damage from fluids or vapors. If
this is not possible, then provisions must be made to protect the wiring. Remain
clear of fluid lines since future failures of these lines may require maintenance.
In all cases, remain clear of lines carrying flammable fluids.

Wiring is often routed near access doors. If routed near the bottom of
an access door, the wiring is subject to abrasive contact damage by the instal-
lation and removal of equipment or by the entry and departing of operating per-
sonnel. If the wiring is routed near the top or sides of the door, they may pro-
vide inviting hand holds for personnel entering and leaving the vehicle. The alter-
natives are obvious: route the wiring away from the access doors in such a manner
as to prevent their abuse. If this is not possible, then provide for protection
of the wiring.

2.5.3 Minimize Maintenance Errors

Design subsystem interfaces such that equipment cannot physically be
installed improperly. Use proper connector keying, coded shapes, asymmetrical
mounts and other means to prevent inadvertent maintenance errors. (See Section
5.1.5 for methods of connector keying.) Design for rapid positive identification
of each itom of equipment. In-house designed and built equipment should have an
identification tag affixed to it listing name of equipment, serial number and draw-
ing number as a minimum. Ref. (11).

Minimize the complexity of maintenance by using a simple design which
includes interchangeability and standardized components. Reduce excessive main-
tenance time by using latches instead of screws. The use of latches facilitates
rapid access to the eguipment as well as eliminating loose or lost hardware, such
as screws that may cause electrical or mechanical failures.

2.5.4 Temperature Coasiderations

Excessive temperatures due to current flow, e.g., those that exceed the
wiring specifications, can cause a failure in two ways:

a. A breakdown of the insulation occurs.
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b. Altered conductivity characteristics of the conductor.

The effects of insulation breakdown at high temperatures is well known.
It usually melts and/or sublimes exposing the hare conductor. The altering of the
conductor characteristics is not so well known. Briefly, as the temperature in-
creases, the resistance of the conductor increases. The higher resistance in turn
will cause the temperature of the conductor and its insulation to rise further.
This effect if it continues will damage the connector contacts and will result in
complete failure at the point when the conductor melts, bhreaking continuity and/or
the insulation fails, causing an electrical short.

4
3

High ambient temperatures can also cause problems. Far example, consider
a sealed compartment of an aircraft sitting on the flight line under hot tropical
conditions. In flight, this compartment is cooled and is maintained at reasonable
operating conditions of low temperature and low humidity. Sitting or the flight
line, however, the compartment is closed and the air conditioning turred off. The
direct sunlight shining on the vehicle can raise the internal temperature to very
high levels. If the compartment temperature is rapidly lowered in preparztion for
operation, as it might be Jduring taxi, moisture may condense within the compart-
ment. This moisture may well cause problems related to the connector electrical
contacts unless adequate precauticns have been taken. At the same time the thermal
shock caused by the cooling effect can also cause interfacings of unlike materials
tv distort. Seals may open and insulation may crack or rupture.

This type of environment can cause the corrosion of connector contacts
anl connector shelle. The extent of damage will depend on the chemical character-
istics of the metals used. Typical metals that are used for shell construction
to prevent this corrosion are anodized aluminum, stainless steel or non-metals.
Contact materials are discussed in Section 4.1.3.2.

Temperatures below the specified wiring characteristics do not usually
cause conductivity troubles in a wiring system. In fact, the lower the temperature,
the more current a given conductor car carry. However, low temperatures can cause
wiring insulation to become brittle with subsequent fajlure during vibration.

2.6 Safety Requirements

The installation design of an instrumentation subsystem in an aerospace
vehicle requires careful consideration since it interfaces with nearly all other
subsystems. Congidering this complex interrelation, it is reasonable to assume
that a failure in one subsystem may affect one or more of the others unless the
installation design approach minimizes this possibility. Inherent safety in elec-
trical/electronic systems must begin in the early stages of design. Appropriate
review of safety requirements and objectives are important steps toward a prope~
installation. Ref. (B4).

2.6.1 Environmental Considerations

The components of the instrumentation system underge a number of environ-
mental extremes which mnust he considered before its performance can be predicted.
The failure of a component hecause of unanticipated and severe service conditions
can present a serious safecy problem. The environment and its severity must there-~
fore be an uppermost consideration.

2.6.1.1 Temperature

The engineer must verify that the system design is unaffected by temper-
ature extremes, or that it is compensated suv that temperature changes do not affect
the system functican. Provide for equipment cooling by selecting the most efficient
heat-dissipating components, and by locating equipment ou.it of areas of high en-
vironmental temperatures. Wwhenever possible, provide augmented cooling by using
forced air in cases where normal heat dissipation is inadequate. Circulate the air
within the equipment to achieve maximum heat-transfer from the major heat-generating
parts, with the lower heat generators closest to the incoming air. Minimize leakage
of cooling air to reduce the volume of cooling air required.

2.6.1.2 Pressure

It must be determined that the equipment is not degraded in operation K
because of the effects of altitude and sudden altitude changes. Employ hermetic
sealing and pressurization to preclude corona, electrical arcing between compo- :
nents, or damage to pressure sensitive components which will be operated in low :
ambient pressure or which are affected by a rapid change of pressure, i.e. poorly
vented instruments.

ot
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2.6.1.3 Vibration and Shock

The effect of aircraft vibration requires careful consideration. The
design must incorporate only equipment or components qualified to meet anticipated
vibration levels in all axes. In addition, specify fastening methods which prevent
components from loosening and damaging adjacent equipment.
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2.6.1.4 Humidity and Fungus

Select hardware that is capable of withstanding humidity up to 100¥%
whether directly ambient or indirectly by condensation, in and on the equipment.
Include in thir consideration tie exposure to salt-sea atmosphere and ensure that
electrical teraination points (connectors, terminals, splices, etc.) are given
protection to eliminate their susceptibility to the hazards of this environment.
Moisture collection at electrical terminal points cannot be tolerated. Selact
Liardware which will not be degraded physically or functionally by exposure to
fungus growth found in tropical climates; otherwise, provide exposed surfaces with
protective coatings.

2.6.1.5 Hazardous Fluids

Combustible vapor is likely to be present in many areas of the aircraft.
Use only those components or equipments which are incapable of causing ignition in
an explosive atmosphere.

2.6.2 Termination Arrangement

Avoid the termination of power and signal leads on adjacent pins of a
connector where possible. Isolate the wiring of critical circuits so that a single
short circuit occurring in a connector cannot affect other components. Use separate
connectors if practicable. Always consider the possibility of an inadvertent
pin-to-pin short circuit within the connector. Arrange terminations to minimize
this potential short-circuit hazard. Do not terminate the elements of a redundant
circuit in a single connector where the loss of such a connector will negate the
redundant feature.

Use terminal junction blocks only for wires and cables requiring in-
frequent disconnection. Provide for adequate spacing between junctions to prevent
leakage currents between circuits under extremes of environment. Physically iso-
late circuits which are degraded by proximity to other circuits. (See Section 4.7)

Workmanship is the key to connector and junction block dependability
and system safety. Therefore, the design cannot be considered complete until
the special techniques, tools, materials, and processes involved in production
are clearly specified.

2.6.3 Protective Devices

Provide protective devices for primary circuits and other such circuits
as required for protection from damage as a resuit of overloads or extreme service
conditions. Protect circuits, equipment, or parts which may be overloaded because
of malfunction, improper adjustment, componeat casualty, or other degrading effects
by employing isolation techniques in the circuit design. In addition, ensure that
the design incorporates protective safety features for personnel during the in-~
stallation, operation, maintenance, and repair of a complete equipment assembly or
its component parts.

2.6.3.1 Location

Locate fuses or breakers where they can be seen and replaced or reset
without removing other components. If possible, group the location in a central,
easily accessible area, and provide for spare fuses to be located near the fuse
holder. Identify each fuse for its proper value. Fuse caps of a quick-disconnect
type are preferred over the screw~-type; ensure that they are knurled and easily
removable by hand.

2.6.3.2 Detection

Provide a weans such as telltale lights or other sensory aids which will
promote the rapid detection of a blown fuse or breaker by the crew member concerned.

2.6.3.3 Temperature Effects

Consider the operating temperatures in the area where the protective fuse
or breaker is to be used. The fuse rating.must be adjusted up or down (uprating or
derating) to allow for the added or subtracted heat provided by the operating
environment. This design consideration is necessary to ensure that the device has
a dynamic factor of safety under expected service conditions. The specific elec-
trical overload protection varies greatly according to the intended use.

2.6.3.4 Multiple Circuit Protecticn

Do not allow several critical electrical components to be protected by a
single circuit breaker or fuse. An electrical short in a single component can
cause the circuit breaker (or fuse) to shut off power to the other components.
Provide multiple circuit protection where necessary.
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2.6.4 Material Selection

The selection guidelines for suitable standard parts and materials used
in the design and fabrication of the aircraft instrumentation system have been
carefully documented. However, various safety requirements may demand the selection
of materials which are not covered by these specifications. In determining the
suitability of parts and materials, give consideration to the following:

a. The space and weight limitations placed on the total installation.
b. The interchangeability of the parts with those in the drawings.

c. The parts and materials must be qualified to meet the performance
and environmental requirements imposed by the aircraft.

when possible, incorporate in the installation those items having bcth
the broadest characteristics and the greatest allowable electrical tolerances that
will fulfill the performance requirement of the system.

2.6.4.1 Stability

Several factors should be considered before selecting materials for a
specific function. The materials should be consistent and uniform with regard to
their chemical properties. Ensure that they are compatible with their operating
environment and are resistant to corrosion, fungi, moisture, temperature extremes,
sunlight, ozone, dust, and other service conditions. They must not be capahle of
supporting cowmbustion.

Anticipate unusual service conditions and select only the best possible
materials to meet the requirements. Specify metallic parts which are corrosion
resistant or provide for the use of a protective coating. Avoid the use of coat-
ings or finishes which may dugrade the material properties, or are subject to
chipping, cracking, or scaling. Similarly, suitably protect nonmetallic parts
against deterioration as a result of contamination by oil, grease, or environmental
elements.

2.6.4.2 Toxic Materials

Avoid the selection of materials that will liberate toxic gases cor liquids
under adverse operating conditions. Select materials that are easily fabricated
and repaired with a minimum of time or of special equipment. Ensure that assembly
and maintenance is consistent with average human effort, ability, and attitude.

The use of standardized materials, types, sizes, etc., is an aid in expediting
field maintenance.

2.6.4.3 Digsimilar Metals

Avoid the use of dissimilar metals that easily corrode. In the presence
of an electrolyte, such as moisture, electrolytic corrosion ensues. Corrosicn,
aside from physical degradation, destroys the operational and safety objectives of
electrical bonding. The adverse effect on other electrical terminal points is
apparent.

2.6.5 Fire, Toxic Fumes, and Operation in Hazardous Atmosphere

The requirements of the instrumentation system may involve operation in a
hazardous or potentially hazardous environment. Such requirements preclude the
more desirable alternative of avoiding these areas altogether. It is uecessary,
therefore, that all reasonable effort be made to achieve a design in which the
possibility of failure, destruction, or personal injury in these areas ig mini-
mized.

2.6.5.1 Explosion Proof Compconents

Ensure that electrical components located in an area likely to contain
flammable fluids or vapors from any source are explosion-proof. Explosion-proof
aeronautical equipment is defined as that which, when operated at any design load,
will not ignite an explosive mixture in the equipment or, if an explosion does
occur within the eguipment, this explosion will not cause any explosion or fire
outside the equipment.

2.6.5.2 Combustible Materials

High-power electrical components may be potential ignition sources to
solid combustibles or flammable fluids when resistance heating occurs due to a
malfunction. Ensure that rach components are nct fabricated from combustible
material and that they are located away from or shielded from combustibles. If
possible, provide overheat protection if equipment case temperatures, in a failure
mode, can approach the autogenous ignition temperature of the hagardous fluid.
Ensure that the materials used in the specific equipment cannot combine with ele-
ments of the operating environment to form toxic, corrosive, or combustible fumes.
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Likewise, design to avoid the possible liberation of fumes which degrade the per-
formance of the equipment or endanger the operator's health.

2.6.6 Personnel and Equipment - Safety Relationshiés

During the development of the instrumentation system, give consideration
tc proper grounding, shielding, interlocks, safety guards, barriers, and warning
markings. Minimize the hazards of electrical shock during routine maintenance;
even small voltages can generate currents that are hazardous to health. Also,
consider the limits of human strength in the various maintenance activities. Wwhen
equipment is heavy, bulky, slippery, or unigue in shape, provide mechanical guides,
handholds, rails, slides, or other aids tc make a safe and rapid installation or
inspection.

2.6.6.1 Equipment Installation

Instrumertation equipment should be desigred so that it cannot physically
be installed improperly. Use proper connector keying, coded shapes, asymmetriczl
mountg, and other means to prevent inadvertent maintenance errors. Design for
rapid positive identification of equipment malfunction and, further, for the rapid,
positive identification of the replacsable defective assembly or componunt. Simple
design which permits rapid isolation and repair of the faulty item reduca2s the
possibility of creating additional dam_.ge during the troubleshooting process.
Minivnize the complexity of maintenance tasks by employing a simple design which
includes interchangeability and standardized components. Reduce excessive main-
tenance time and possible electrical malfunctions as a result of loose or 1 st
hardware by employing captive components such as doors, covers, #nd fasteners where
practicable. Wwhenever possible and practical eliminate the need for maintenance by
using sealed components, self-adjusting, self-compensating, and self-calibrating
equipment.

Provide for equipment cooling tc maintain the required performance, life,
and reliability of components under any probable combination of service conditions.
where louvers or vents are used, provide filters or screeuns at suchk points to
prevent dust and insects from entering the equipment housing. Locate or configure
vents to prevent fcreign objects from being inadvertently inserted and contacting
high-voltage pcints.

2.6.6.2 Mechanical Considerations

Avoid sharp projections on cabinets, doors, and similar parts. Ensure
that doors or hinged covers are rounded at the corners and are provided with stops
to hold them cven. Include rrovisions to prevent accidental puvlling out of drawers
or rack-mounted equipment components which could cause equipment damage and injury
to perscnnel. De=ign and locate critical switches and similar controls so that
accidental contact by personnel will not place equipment in operation. Provice
positive m=sans to provent the inadvertent reversing or mismating of instrument
leads and electrical connections. Color c¢ode or mark components to prevent mis-
mating enly when more positive and foolproof means are not feasible in the design.

2.6.6.3 Batteries

Ensure that battery connections are made with reliable, sealed electrical
connections. Vent lead acid batterias to an area where ignition is not possible.
Provide nickel cadmium batteries with pressure relief vents, and hermetically
sealed batteries, where used, with adequate safety blowout plugs. Ensure that all
ven* lines, fittings, etc., are resistant to decomposition by the bzttery elec-
trolyte. Under no circumstances will batteries be located in crew compartments.

2.6.6.4 Lightning Protection

The metallic shell of the aircraft usually provides adeguate protection
against lightning strikes; however, the design should be thoroughly tested for
lightning susceptibility. The use of adeguate bonding techniques to ensure a direct
and omnidirectional path for cuirent across junctions or openings in the skin will
prevent possible vapor ignition from electric ircs across such junctions.

2.6.6.5 Hazardous Instrumentation

Experience has indicated that designing safety features into systems is a
more effective way to reduce accidents than campaigning to make humans nore safety
conscious. Not all hazards are of equal magnitude or criticality to personnel
safety and gquite often the most insidious hazards are those with which we are all
familiar. In these areas, familiarity often breads contempt. The instrumentation
engineer is often confronted with hazardous instrumentation and he may or may not
be familiar with established operational procedures.

2.6.6.5.1 RF_Radiation Hazards To Personnel

It is well established that microwave (RF) radiation can lead to bio~
logical damage to humans because of the heating effects which result from the
absorption of microwave energy by the body. Specifically, the eyes and testes are
known tc be more susceptible to microwave radiation than other parts of the body.
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The entire topic of biological damage ~ffects of RF radiation is quite
controversial. In most cases standards have not been established in the lower
frequency bands and operating guides presently used have been determined as a
result of analytical studies. The disparities at the higher frequencies gen-
erally retlect a basic difference in the experiwental approach. Accordingly,
"recommended maximum" levels of human exposure to RF radiation have been established.
One such guide is summarized in
Figure 2.6-1. The guide relates to
situations where accidental ex- :
posure occurs rcther than de-
liberate or medically controlled
exposures. The guide further 3
assumes that deviation from nor-
mal conditions can take place
...with caution. Ref. (FS).
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lavel for incident electromagnetic 003 ‘\ e "
energy of frequencies fror 10MHz N

to 100GHZ has been set at 10 o0 2 >

2 . a 3 1 3 Vv 30 100 300 K 3K 10K
mW/cm”, average over any possible 2
0.1 hour period. This exposure POWER DENSITY IN mw/cm
level is shown in Figure 2.6-1
and labeled as '"caution zone'",

Figv~e 2.6-1 Electromagnetic Ambient Exposure
Levels to Humans (Ref BS)

2.6.6.5.2 Laser Radiation Hazaris

Laser systemge are relatively new; however the number in use is increasing
rapidly. All too often new systems are introduced into inventory only to discover
that they are not safe; that is, they are hazardous to both personnel and equip-
ment.

e

Laboratory experiments have proven conclusively that fast-pulsed lasers
are considerably more hazardous than continuous wave lasers. Pulsed lasers in
the nanosecond a.ad fasier time regimes can cause eye damage at relatively low
average puwer levels. Accordingly, access controls and eye protection shculd be
required if any exposure is possible.
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3.0 SYSTEM INSTALLATION DESIGN MANAGEMENT

A safe and efficient instrumentation system begins with the installation
design. Such factors as standardization of the system wiring, system components,
and connectors will save installation time, weight, and cost.

Further, it is during the installation design phase that proper locations
should be chosen for equipment and wire routing. (See Section 5.3) Once the actu-
al installation phase begins, changes in equipment location and cable routing be-
come very time consuming and costly.

In addition to the careful routing of the wiring and wvire bundles, proper
electrical grounding methods must also be established.

Shock/vibration requirements are often overlooked during the installation
deeign phase. It must be remembered that isolation mounted equipments need addi-
tional space in which to be mounted, due to vertical and horizontal movement. This
movement also requires additional cable and wiring lengths.

3.1 Interrelation of Systems

In order to produce a safe and efficient instrumentation system, the
engineer must carefully design the installation interface. The mechanical and
electrical interfaces must preserve the integrity of both aircra4t and instrumen-
tation systems.

3.1.1 Mechanical Interface

Mechanical interfaces include the installation of all the system compo-
nents and their interconnecting cables. Each component must be carefully placed
within the aircraft and fitted so that the possibility of mechanical interference
of moving or free-to-move parts which could cause malfunction or damage is avoided.
For example, shock/vibration mounted equipment is often quite free to move. 1In
these circumstances, a full scale mock-up is very helpful.

3.1.2 Electrical Interface

With complex systems that are electrically powered there is always the
posgibility of creating designs in which power intended to actuate one component
may be inadvertently applied to some other component. Wwhenever possible, it is a
good practice to isolate electrical subsystems from each other. However, this is
not always practical and electrical system design should be carefully reviewed for
the latent sneak circuit. Also, there is the interface that ex/sts between power
generation or conversion equipment and their various electrical loads. It is
possible that two different components do not have proper grounding or grounding
igolation. Although sometimes difficuit to simulate, elcctrical mockups can be a
valuable tool in developing compatible electrical interfaces.

3.1.3 Electronic Interface

An aircraft is very often "over-loaded" with electronic equipment of
various types. As a result, an instrumentation installation can experience serious
problems due to ground loops, comnon-mode and other types of interference. Proper
degign may minimize this through isolation and shielding of sensitive wiring com-
ponents. This procedure is best done during the development of the installation
design. Even then, however, it is usually necessary to work with the final instal-
lation to reduce interference to an acceptable level.

.3.1.4 Integrated Design

From the viewpoin: of weight and performance, a high degree of integra-
tion (multi-purpose chassis) in the basic installation design looks like a good
engineering practice. However, this type of approach should be carefully con-
sidered and connector interfaces kept to a minimum. Highly integrated systems
not only require additional engineering and development but the design deficien-
cies do not usually appear until late in the installation and during the final in-
tegrated checkout. Further, integrated system checkout is more complex and
usually expensive.

3.2 Design Management

Most instrumentation installations are one-of-a-kind and must be speci-
fically designed for the particular application. The completed design effort is
made up of many tasks that must be carefully coordinated. In order to properly
manage the total effort, various controls must be levied on each effort. An
effective means of accomplishing this is to standardize the majoxity of components,
connectors, and wiring used. By using this technigue, volume, weight, power, and
reliability can be predicted.

!
;
i
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3.2.1 Available Installation Space

Because the center of gravity of an aircraft is fixed within specific
tolerances, the location of each piece of instrumentation equipment is important.
X Furthermore, there are certain itwms of equipment that can only be located in
i specific spaces or regions. Other items have preferred locations, but can be
o accommodated with some penalty elsewhere within the aircraft. Sow: " these prob-
lems of location are eased if the equipment is reduced in size. : also ef-
P ficient to install the various equipments closely together to Rinin.ze wasted
P space. This close packaging must be done carefully, however, to avoid arrangements
;o that may complicate environmental and maintenance considerations.

o A T

In locating equipment, three-dimensional models or mock-ups are a valu-
P able aid. If necessary, as the installation design develops, more sophisticated
t models or full-scale mock-ups can be conatructed to solve some of the more dif-
ficult sizing problems. The closer together electricali units can be placed, the
shorter the interconnecting wires will be, reducing both weight and volume.

; 3.2.2 weight Control

Most project managers start with the preconceived idea that all instru-
f - mentation systems are overweight. If weight control is a problem, the standard-
ization method of selecting the items to be installed will be very helpful. Al-
though considerable progress has been made in miniaturizing electronic circuits,
very little has been accomplished that would save weight in the installation
hardware, such as wiring, connectors, circuit breakers, equipment isolation
mounts, attachment clamps, and so forth. This is due primarily to “he environ-
mental requirements imposed on both the equipment and installation hardware.

Experience has shown that regardless of careful weight control planning,
the estimated weight of the installation will gradually increase from the time that
the project has started until it is concluded. Typically, a 25X increase in weight
can be anticipated over a four to five year period. It would seem to be practical
then to allow for this weight growth. Consider the following suggestions for
minimizing the initial installation weight.

a. MNinimize redundant transducers and wiring.

b. Minimize the use of individually shielded wiring by using multi-
conductor cabling with a common shield.

Shield the interference source rather than each affected wire.

Use crimp connectors rather than soldered connectors and whenever
possible, use modular terminal blocks.

e. Minimize wire and cable lengths by careful equipment installation
planning.

f. Although wiring that uses aluminum conductors would be a great
savings in weight, its use is not recommended. (See Section
4.6.4.3.5).

These suggestions are derived from a generalized instrumentation in-
stallation. It must be assumed that the selected components that comprise the
data acquisition system reflect a minimum total weight.

3.3 Instrumentation Installation Diagrams

The development of an instrumentation wiring diagram is basically the f
methodology of installing and routing individual wires and forming them into a wire :
bundle (or harness). Installation methods are well controlled by a wide variety of
procedures and specifications that dictate specifics. Accordingly, these details ‘
will not be repeated in this section. Howevar, careful and thoughtful planning is :
required to develop a good installation. For example, careful selection of con- .
nector shape and sixe, connector contact allignlents and standardized connector -
patterns can simplify system installation design, improve system reliability and
ease inspection. Refs. (12, 13).

1
H

3.3.1 The Block Diagram

The basic simplicity of the block diagram makes it an excellent choice for
presenting the related functions of a complex system. Such a diagram can show the
normal order of progression of a transducer signal for example, from its origin to
its final destination. In genezal a block, in a block diagram, represents one of
two things: (1) it may represent a space, component, or item of eguipment; or (2)
it may indicate a system within any of those items mentioned in (1) above.

YR S SNEAPL W PR A

For example, a block diagram may be ussd to represent the idea of an instru-
mentation system as shown in Fijure 3.3-1. In this example each block represents
removable components.
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s Figure 3.3-1 Block Diagram Representing the Concept of an Instrumentation System.

In Figure 3.3-2 the block diagram is used to facilitate an understanding
of the internal electronics of a transducer power supply.

The instrumentation engineer
3 must carefully determine the contents

of the block diagram since it is

usually the basis for a wiring diagram.
p In ~-1eral, the block diagram should be
ke).. simple and uncluttered. To achieve 30
this goal the instrumentation engineer w SERKES
should limit the block diagram to as few neCTFER
unrelated functi~ns as possible. For
example, if the block diagram has been
drawn to show trsnsducer signal paths, |
do not includa power distribution paths GATE
unless the powur distribution path is so
simple that adding it does not clutter up
the layout

i,

ouTPLT

!

The folloving suggestions are offered “u: " “:;:“

as an as=igtance in developing a block —l —L

diagr=

1. The block diagram is
often {. »asis from which the wiring FEsIsTOR
diagran .1 be drawn. Use the block
diagram as a simple and accurate
reference for drawing the wiring dia-

RESISTOR
NETWORR T Av NETWORK

gram. Figure 3.3-2 Block Di;gru of the
; . Electronics of a
2. Categorize the infor-
mation to bz shown and dcaw as many gg;:‘.‘c“ Pover supply

diagrams - -ay be required. For :
example, w...ag can be categorized N
as suggested in Section 5.4.1. The {
block diagrams may be combined in accordance with the rules governing the wiring H
categories. !

3. The block diagram should be drawn so that functions progress from ;
left to right as shown in Figure 3.3-3. b
4. The block diagram as drawn should be limited to squares, 1ectangles :
and triangles. Rectangles or triangles may be used for amplifiers
as shown in Figures 3.3-4 and 3.3-5. *
5. The dicensions of the squares, rectangles and triangles should be 1
kept as uniform as possible. However, their size is not fixed, i
since the sisze has no bearing on their importance. 1
6. A single heavy line should be used to show the path of signal pro- i
gression from block to block. 1
7. Arrowheads should be used on the signal path to indicate the direc- , P
tion of signal progression, see Figure 3.3-4. ‘ i
8. Some paths terminate at cowponents, such #s antennas, and these §
components should be shown by means of their standard graphic sym-
bols rather than b{ blocks.
9. If power distribution components are shown in the same block diagram
as signal sources, the power path lines should be of a lighter weight.
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m:h ci:tity of the diagram, do not use arrovheads on the power flow

pa nes.

10. g;lc::puonl of the components shown should be placed within the
ocks.

11. 1If possible, show the location for each component. Use dotted
lines for separation and label each location (Figure 3.3-5).
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Figure 3.3-3 Example, Block Diagram
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The suggestions listed above reflect the routine procedures Ifor preparing
a block diagram. Beyond these suggestions, the block diagram may take on any form.

3.3.2 connection Diagrams

In many areas of the electrical industry, the older term “wiring diagram®
has been replaced by the newsr term “connection diagram." At present, however,
both terms are still used intercuangeably. The following discussion will use the
terms interchangsably as suitable.

The different types of wiring or connection diagraxs may be classified
according to their general layout as follows:

1 Point to point interconnect diagram.
2 Highway or trunkline diagram.

3. Block interconnect diagram.

4 Schematic diagram.

3.3.2.1 Point to Point Interconnect Diagram

In this type of diagram esach wire is drawn from one component tc the
next; to connectors, terminals, and equipsent. The wires are routed as direct as
possible and are generally drawn in vertical and horizontal directions as shown in

Figure 3.3-6.

Each wire, connector, contact, and component is carefully identified.
e componants and sequipments are
idcntifiod by appropriate symbols,
abbreviations, or short functional

titles. This type of diagram is AFT BLK
often used in the installation of oISC "o lN%}:sgou
add-on systems. Each connection & 5
sust be carefully identified so Ty
that it can be located within e~ | 0 |mx el
the existing instrumentation r={ | € Lweer Pl
installation. | - | r }-ne0 v
Thav | ¢ o7 '0M0eC a
3.3.2.2 Highway or Trunkline Inter- ver— | » LveL ¢ b
Eonnoc¥ Diagraa ul 1 F
This type of drawing differs o B B et AT |-
from the point to point style in that ST : Pl L .-
3| Fo o <17 2
YEL— | T -vEL VEL [
v GAN z

Figure 3.3-6 Point to Point Inter-
Connect Diagram.
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the wires are merged, or joined, into m% sLawo of mu..gm

1ong single lines often called “high-
ways" or "trunklines.® This drawing
tachnigue is shown in Figure 3.3-7.
These bighways or trunklines do not
necessarily conform to any specific
bundles or harness. Tha choice is
usually left to the instrumentation
engineer. The example in Figure
3.3-7 does not show any harness
identification; therefors, the

|~ TOONSC

i 11

fp'-ﬂﬂ-r-rn-b]t

~EPEg S wcen

pese- 0904 C

tification and wiring harness

grouping, wiring harness routing,
and relative equipment location.
An example of a typical block ALTITUDE
interconnection diagram is shown TRANS-
in Pigure 3.3-8. A portion DUCER
of Figure 3.3-7 is included.

;

p——————svanc oty T
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trunkline technique was used to 1
save dnving time and space and H
not to provide wiring harness " o9
information. A .
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3.3.2.3 The Block Inter- oot 4 “f 4
Connection Diagram OUCER |2 oy ’
The block interconnec- Ry v==3 by
tion diagram is a combination of ¢ pmeoy -~ .
the block diagram and the trunk- = v
line diagram. Its purpose is to — 2 1
provide equipment connector iden- .
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rigure 3.3-7 Highway or Trunkline
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rigure 3.3-8 Block Interconnection Diagram

3.3.3 The Schepatic Djiagram j

A schematic diagram shows the connections and the functions of a circuit
arran t by use of graphic symbols. The diagram does not show the physical i
relationshipa of the components within a circuit. Several examples ave shown in
Figure 3.3~9. Six strain gages are shown al thy left hand of the
diagram, items (A) through (F). This combimation of schematic dlagram and point
to point diagram is often used to clarify the operation of transducers during in-
stallation checkout and duri:g trouble-shooting. Observe that (A) has been anno-
tated to indicate the excitation and signal wiring polarity.




The wiring diagram is the beginning of a very complex process.
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Figure 3.3-9 Use of the Schematic Diagram
as a Part of the Point to Point Diagram
3.3.4 Instrumentation System Wiring Diagrams

The

release of the final wiring diagrams to the aircraft instrumentation technicians

will implement all of the choices and decisions made during the installation design
These choices and decisions can be made easier, however, if careful prep-

phase.

arations are made prior to drawing the final instrumentation diagrams.
ly, the following discussion presents several wire routing procedures that can
assist the instrumentation engineer in optimizing the installation wiring diagram.

3.3.4.1

Preliminary Preparations

According-

For purposes of this discussion it must be assumed that the instrumen-
tation engineer has a finalized measurement requirements list in his possession.
This listing contains all of the required parameters, their range and total number
of transducers required.

The instrumentation engineer should inspect the aircraft as early into
the program as possible (see Section 2.1 also).
lustrate the necessity for becoming familiar with the aircraft.

The following examples will il-

a. BEnvironmental conditions - It is not uncommon for instrumentation
onents to be located in a hostile environment. The

wiring and c

tenpenture.o:gbntion, and pressure ranges of areas designed for
instrumentation use must be clearly understood. Extreme environ-
ments require special (and costly) wiring and components.

b. Available space - The space available for the installation of instru-
mentation wiring and components often determines instrumentation
size and installation methods. Access to these areas may require
special packaging and/or connectors. This is particularly true of
the smaller aircraft such as the fighter class.

st o b e o a e . .
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c. Wwiring and cable routing possibilities - wWire and cable routing is
dependent upon the location of each part of the instrumentation
system. The location of pressurized compartsents and structural
limitations can affect connector or lightening hole siza which in
turn will affect maximum harness size. Indirect wire routings will
also increase the possibilities of unacceptable voltage drops due to
excessive wire lengths.

rollowing the aircraft inspection the instrumentation engineer should
have a better understanding of those reguirements unigue to the instrumentation
installation. The majoxity of the instrumentation systems transducers and systes
components can now be identified in a block interconnection diagram.

3.3.4.2 component Standardization

For most applications the instrumentation system installation will use a
large number of in-house components. Standard components such as recorders, trans-
mitters, signal conditioners, power supplies, transducers, time code generators,
fuse boxes, and power distribution panels are typical examples. The importance of
the phrase “standard components" must not be overlooked. Each of these components
has been thoroughly tested and operationally proven. Their adaptability to a new
aircraft installation is a known factor. More important, however, is the previous
experience gained by using the "standard component." Its size, weight, and wiring
hook-up are well known and most important installation hardware is usually avail-
able from in-house supplies.

Using the identical component in a variety of instrumentation system
installations is & basic form of standardizaticn. Since each of these components
is phylically mounted and electrically wired in a rimilar manner, the installations
are simplified for the technician.

3.3.4.2.1 Transducer and Connector Standardization

Transducers and connectors are probably the best axamples of components
that benefit from standardization. Standardization can minimize installation time
and facilitate maintainability. Figure 3.3-10 depicts several examples of in-house
transducers standardized to conform to a four-conductor color coded cable. When-
ever possible or practical the attached connector should be standardized so that
uniformity of color, pattern, and circuit function exist.

standardization makes the task of drawing the wiring diagram easier and
minimizes the opportunities of making a mistake.
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Figure 3.3-10 Transducers With Standardized Connectors
Figure 3.3-9 is an example of transducer concentration in an area that

requires a wheel-well disconnect and an intervening connector at the aft compart-
ment.
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The wheel-well disconnect is a 50 contact rectangular connector.

"'I'llllIlIlIllIllllIIlllIIII-l-:------Ilu-..-g'.-....-..-.-.-q_—vww-ﬁw‘_,,_..-.“!______" —

The instru-

mentation engineer can arbitrarily assign the connector contacts as shown in Figure

3.3-11.

diagram if implemented will provide trouble frea operation.

Assuning that the mating half of the connector is wired accordingly, the
However, before power

is applied and the circuit functionally tested, it must be inspected by the tech-
nician and the slectrical/electronic inspector.
will have to follow each color from each four-wire cable to its respective contact.

An arbitrary selection scatters the four colors throughout the connector.

Using Figure 3.3-11 the inspector

Figure

3.3-12 shows the same connector with the four colors routed to carefully selected

contacts.
one cable for every two

horisontal rows.

contacts set aside for that purpose.

The colors as shown in Figure 3.3-13 are uniformly placed in coluans,

The shields can be routad through on

The same wiring procedure can be applied to the aft compartment discon-
nect which is in this example a 104 contact connector with the contact pattern
This example shows the 104 contact connector using a
contact identification similar to that of Figure 3.3-12.

shown in Figure 3.3-14.
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Figure 3.3-11 Arbitrary
Contact Selection

T

GRN

WHT
RED

BLK

GRN
WHT
RED
BLK
GRN
WHT
RED
BLx

GRN
WHT
RED
BLK

S1ONMDZXTreMINOPO®

L]

Figure 3.3-12 Planned
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Figure 3.3-13 Colors
Aligned As Wired
in Fiqure 3.3-12.

wWhenever possible, if all rectangular connectors are wired as shown in
Figure 3.3-12 the task of drawing the diagram and installing the contacts is made

much easier.
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Figure 3.3-14 104 Contact Connector, Aft Compartment Disconnect
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3.3.4.2.2 In-House Designed Instru-
mentation B -i nt

The standardization con-
cept of color coding and connector
contact assignment can also be ap-
plied to the instrumentation efyuip-
ment designed and constructed in
house,

Signal conditioning equip-
ment is probably the best example
of instrumentation equipment built
in house. Figure 3.3-15 shows por-
tions of the input connectors to
an eighty channel signal con-
ditioning box.

Channel 1 at connector
J1 shows the wiring pattern to be

+EXC (A), -EXC (B), +SIG (C), -SIG (D).

Referring back to Figure
3.3-10 and ueing the standardized
four conductor colors, red (+EXC),
green (-EXC), white (+SIG), black
(-S1G), J1, J2, and J3 will be wired
as shown in Figure 3.3-16. Several
contacts in each connector were re-
served for a shield bus and spares.

As before, the drawing is
standardized and errors in wiring can
be more easily detected.
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Figure 3.3-15 Excitation/Signal Polar-

ity Assignment at the
Signal Conditioner Input
Connector.

The output connectors J5 and J6 of the signal conditioning box are wired
as shown in Figure 3.3-17. The output signal polarity is shown at channel 1. All

other channels are wired accordingly.
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Figure 3.3-16 Color Pattern on the
Signal Conditioning Input Connectors,
Ji, J2, and J3

CH ) Ch 46
Ay <CaES s
e[ ISEL ¢ [ |¢E] ¢
sCEE| o <L lEE| =
“CISE w wCIvE ! e
s [ CF o *L cF 2
sLINE] & «[ [%E] 38
'LisEL 5 <LIsE) &
’[ :-ﬂu-ﬁ “[ ?tﬂhgf

v v

v v

w w

x X
s [ ; ;Pcz-; 49[ ; KP§7—;
of |tF! ¢ [ [:f] @
" [ ; C : sn[ i [~ ﬂ
e[ 1§F | & =[ 1§FE | '
w[ g: % n[ i: ;
“CIiE| 8 =L |iF]| &
Y Y A27 T 27

Figure 3.3-17 oOutput Signal Polarity
Assignment at the Signal Couditioner
Output Connector
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Using the standardized wiring colors shown in Figure 3.3-13, the output
connector color pattern should conform to Figure 3.3-18.

Although the above exam- (
ples relate only to the signal con- CHANNEL
ditioning chassis, the same stand- o ¢ B 6 |2
ardizing philosophy should be ap- yOnWOFrOE . '
plied to all wiring connections. ONONO_ Ok | 3. 4
Above all, be consistent because 1TOsgOROpO | @— 5, 6
in being consistent the instru- OxOwO,O0, |®e— 7,8
mentation drawings are predictable. b OaO;0y O
Predictability is a valuable aid =~ 2 6 M o
in troubleshooting installation 0g010gO¢ | = ' 10
draving and wiring errors. £ 0; 07000 @e— 11,12
.L.© O O O ,[|e—13,14

N e
BLK WHT BLK WHT

Figure 3.3-18 Color Pattern on ‘he
Signal Conditioning Output Connectors,
J5 and J6. .

3.4 Instiumentation Subsystem Compatibility

when considering the compatibility of a subsystem with the electromag-
netic environment, both conducted and radiated interference must be considered.
However, for purposes of this discussion it is assumed that the instrumentation
engineer is responsible only for the conducted interference since this is a factor
within the scope of the installation design and under his control.

The operational capabilities of eiectrical and electronic subsystems
require that data signals be free of interference (noise). The introduction of
noige into the subsystem can result in loss of data or as a minimum degrade the
overall subsystem operaticnal quality. Careful installation methods are required
in order to insure low susceptibility, particularly to low frequency transients and
400 Hz induction fields. Ref. (14, 15, 16)(B3).

The material presented here provides basic suggastions for eliminating
some of the more common problems encountered in noise control.

3.4.1 Interference Coupling at Low Frequencies

wires which are close to each other may couple energy from high level
wiring circuitry to low level wiring circuitry by induction field coupling. Th@s
is a near field coupling phenomenon and is divided into magnetic and electric field
coupling. These wiring circuits may be located in the same wire harness or near
each other in separate harnesses. Low freguency coupling is considered to occur
with wire lengths one-sixteenth of a wavelength or lower, as related to tae inter-
ference frequency. (See Section 3.4.3.2).

3.4.1.1 Magnetic-Field (Inductive) Coupling

Interference voltages are induced into the wire by flux linkage origi-
nating from an adjacent gource. The source of interference will be a generator
of magnetic flux which may be a transformer, a solenoid, or in most cases a cur-
rent carrying wire. The voltage induced into an adjacent wire or loop by a par-
allel wire of infinite length and carrying a current is diagramatically shown in
Figure 3.4-1, and mathematically expressed in Eq. (3.4-1).

-6 T2
E = (1.257 X 10 ")fLI 1ln . Eq. (3.4-1)
1
where E = induced voltage, volts I —»

f = frequency, Hz r
r2 F“(:)—‘— _I_

L = length, meters

L
1 = current, amperes
r, and r, = loop spacing,
. Figure 3.4-1 Voltage Ind i
p = permeability of the transfer gu a Loog Induced in

medium = 1.257 X 1078 Henrys/meter
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1f the susceptible loop is at an angle rather than parallel to the interference
source, then some lesser value of E will result.

The significance of Eq. (3.4-1) is readily apparent. The induced voltage, E,
increases with the permeability of the transfer media, p; line length, L; loop
size, r.; interference current, I; and frequency, f. 1t decreases with separation

of the Gires, r. The equation implies that the magnetic-field-induced voltage

would continue to increase with an increase in frequency. However, the self induc-
tance in the wiring circuit prevents this. Use Eq. (3.4-1) for low frequency coup-

ling only.
3.4.1.1.1 Coupling Reduction Methods

To reduce the potential effects of the magnetically coupled interference,
further examination of Eq. (3.4~1) and Figure 3.4-1 will be helpful. Figure 3.4-1 as
shown presents the worst case condition consisting of a very large locop area due to
the parallel wire circuitry. Thus, for the conditions shown, the following steps
can be taken to reduce the coupling interference:

a. Reduce the value of I in the source circuit.
b. Reduce the effective loop area by reducing the loop length, L.
c. Decrease the loop area by increasing the loop separation, r,.

qa. Apply both (») and (c) above. In general the value of L cannot be sig-
nificantly reduced since it is presumed to be as short as possible. The
greatest improvement results from increasing r, until the wire length is
directly adiacent to the ground plane.

Use a dedicated ground return wire instead of the ground plane return.
This metliod will avoid the common-mode impedance coupling problem. However, the
subject of how and where to ground the circuit often arises. If grounding is
required it should be done at one point only as discussed in Section 3.4.4. If
both ends are grounded then the equivalent circuit shown in Figure 3.4-1 has been
recrezted with all its inherent problems.

In practice, purchased equipments often times ground their internal
circuitry to their chassis enclosure which in turn is hard mounted to equipment
racks and system ground. Since it is usually impractical to unground these inter-
nal circuits from their chassis, the ground loop can be avoided by using an iso-
lation transformer at their input, thus isolating the circuitry from ground at that

end.

By far the best practice is that of twisting the dedicated ground return
wire with the original wire. The twist or transposition of a wire and its return
is a very reliable technique for minimizing a difficult interference problem.
Twisted pairs of wire are readily available for aircraft use. Then, finally, route
the twisted pair close to the ground plane.

3.4.1.1.2 The Unshielded Wire Pair

Two wire pair configurations are shown in Figure 3.4.2. The upper signal
circuit illustrates a signal wire pair being disrupted by the magnetic and elec-
trical field from a source wire having an alternating voltage Vs and an alternating

current Is

—1I DISTURBING WIRE
T T
IO TC (n " AMPLIFIER
I A
S| GNAL Lot} on
Ve SOURCE SRy
&{ GROUND PLANE,
— 1 DISTURBING WIRE
I TCZ r |r2 AMPLIFIER
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The current 1. produces a magnetic field which cuts both wires of the

signul circuit, thus inducing a voltage in the signal loop. The induced EMP is
proportional to the magnitude and frequency of I. and the area enclosed by the

asignal loop, but inversely proportional to r, and r,. (See Section 3.4.1.1).
Since r, and r, arae unequal, the distributed capacities c1 and C, are also unequsl.
These related differences between r, C. and x, c2 cause the electric field to pro-

171
duce a current Ix in the cignal circuit which develops a noise voltage across the

amplifier input resistance RL.

If the two conductors in the signal circuit are transposed (twisted) at
regular intervals, as shown in the lower part of Figure 3.4-2, then the distances
ry and r, approach equality and the resultant loop area becomes very small. 1If

the twist per unit length is uniform, then the loop areas tend to be equal, and the
induced voltages, being equal and opposite, cancal each other. 1In addition, the
twisting together of the signal pair has made c1 and C2 very close to equal values,

thus reducing the effects of the electirical field 3o that shielding the twisted
pair is leas of a problem. (3ee Section 3.4.1.2)

A few additional comments regarding EMI-contreol for reducing magnetic
coupling in wires and cables will be helpful in order to develop a better perspec-
tive of the problems normally confronted.

The above discussion implies that a twisted-wire pair is the best form of
unshielded wiring to reduce magnetic coupling. There are exceptions; for example,
the equivalent return wire for a coaxial cable is its outer shield. Since this
shield is located around the inner conductor, its geometric location is concentrin
with the inner conductor. But since the outgoing wire is also located here, the
effective distance to the ground plane is zero. This could be interpretecd as
saying that a coaxial cuble provides betrsr magnetic field isolation than a twisted
pair. In actuality, the better of the two can be determined from (1) the extent of
the magnetic-field gradient and (?) the uniformity of the twisted pair as compared
to the coaxial cable. 1In bocth of these requirements, if the twisted pair has high-
ly uniform twists per increment of length and the required total twists over the
total wire length, then it should perform better than a coaxial cable. The coup-
ling rejection offered by a uniformly twisted wire-pair is shown in Figure 3.4-3.
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Figure 3.4-3 Coupling Gain Offered by a Twisted Wire Pair. Ref. (BS5).
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3.4.1.1.3 Shielding a Cable from the Effects of a Magnetic Fisld

The usual shields used on shielded wiring do not provide si mificant
protection against magnetic coupling at low frequencies. However, there are two
nethods of reducing magnetic interference cdoupling which are associated with shield-
ing: (1) magnetic flux from its source may be isolated from the pick-up loop by
high permeability materials or (2) the magnetic flux may be directed avay from a
pick-up 1lo0p by high conductivity materials. Recent developments in cable shield-
ing have made available braided shields that provide 20 4B attenuation at 400 Hs
with minimum penalties of weight and flexibility.

High permeability materials restrict the flux leakage path from magnetic
components such as transformers and may also be used to enclose susceptible wiring.
High permeability tape has been us+d successfully to contain magnetic interference
from long lengths of power transmission cabling. (See Section 5.4.8.3).

Locp Orientation - Coupling between the source and pick-up loop is re-
duced to a minimum when the conductors are perpendicular to each other. However,
crossing cables at right angles in an aerospace vehicle is not always feasible.

3.4.1.2 Electric-Field (Capacitive) Coupling

In long cable runs, an appreciable capacitance can exist between adjacent
wires and from each wire to their shield or to the aircraft ground plane. Addi-~
tional capacitance will exist at connectors and in the wire bundle. The voltage
induced into a wire from an adjacent wire is a function of thase capacitances.
Figure 3.4-4 illustrates one concept of capacitive coupling between two adjacent

wires. Ref. (B3).

Referring to Figure 3.4-4, the interfering voltage E, couples through the
stray coupling capacitance Cc to produce a voltage E, on the adjacent wire. Both
wires have stray capacitance to ground as shown by Ca and cb' Bach wire is also
shown with its system load impedances 2y, 2, 24 and Z,. The stray capacitances
c, and Cp, are in parallel with their load impedances. An eguivalent diagram is
shown in figure 3.4-5.

T
.L ? m i '8 .]_ Z ¢ 22
Co 2q Eo Eyx Zy Cp 1 Eo
T T IR
- 'L = = =

Figure 3.4~4 Capacitive Coupling Figure 3.4~5 Equivalent Circuit of the
Between 1Two Wires Capacitance Coupling Shown in Figure 3.4-4

If the cable load impedances are very high, the frequency spectra of the
voltages E, and E, may be affected by Cc and cb For example, the voltage ratio

Ex/ko as derived from Figure 3.4-5 is,

I Zx2p/¢%x_+%p)

X o Eq. (3.4-2)
E L Zxdy/ (24 "'zb)
as suggested, if zx ir a high resistance load Rx' then
C k‘;f

E 3 q Iﬁ = ' E
X S q. (3.4-3)
° ¢’ JRx + linﬂczﬂ:bi ] :
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A plot of this ratio against Z, = R,

is linear until the reactance of
cc + cb is approached by Rx' after

which the ratio asymptotically ap-
proaches a value equal to Cc/(cc + cb)'

The plot of E /E against frequency

will have the characteristic shape
shown in Figure 3.4-6 for zx = Rx'

when zx contains inductive reactance,

resonances may cause variations in
coupling with frequency. Such
effects are most likely to occur at
higher frequencies. Wwhen Z, con-

tains capacitive reactance, it is
equivalent to an increase in Cp-

3.4.1.2.1 Reducing Capacitive Coupling

fon ~ — - mm e et crmmm s ma = -

L0G f —e

Figure 3.4-6 sx/xo Plotted Against

Frequency

The coupling capacitance C. can be reduced by increasing the wire sep-

aration, using a shorter length of wiring or by shortening either wire in the bundle.
when shielding is used on the sensitive wire, a large increase in Cp occurs as well

as a reduction in C.- The shield needs to be grounded at only one end to prevent

any low frequency interference.

An alternate but less satisfactory method of increasing cb and decreasing
Ce is to reroute the sensitive wire with wires that do not carry interference
signals. This is an effective technique if it is applied during the installation

design phase. (See Section 5.4.1).

Lowering the input impedance zx in the sensitive circuit is a very effec-

tive way to reduce Ce if it can be done by circuit design.

The value of zx must be

carefully controlled, however, because low impedance at both ends of the circuit may

contribute to magnetic coupling.

Another method by which interference may be cancelled out of sensitive

wiring is through the use of balanced lines fed by balanced circuits.

The signal

wire and its return are maintained at the signal potential with respect to each

other and are equally balanced between the ground potential.

The coupled inter-

ferance voltage appears equally on both wires, 180° out of phase, thus canceling
the interference. Two-wire shielded cable can be used to reduce this type of

CAPACITY SEYWLEN
CENTER CONDUCTOR AND
A - ALL OUTSIOE CONDUCTORS

interference coupling (see Section 5.4.4).

3.4.1.2.2 Capacitance Between Wires

The capacitance between un-
shielded parallel wiring is shown in
Figure 3.4-7 for two configurations:
two wires and a center conductor
surrounded by six others (see
Section 4.6.4.2). The capacitance
between parallel unshielded and
shielded wiring, for long lengths can
exceed the limitations for many cir-
cuits; for example, a very high speed
digital sampling circuit can be com-
promised by excessive transducer wire
capacitance. In either case, shielded
or unshielded, standard coaxial cable
>an be used to limit this impedance.

Wire and cable manufacturers
quite often neglect to include the
capacitance per unit length of their
wiring when printing their brochures;
therefore, Figures 3.4-7 and 3.4-8
have been included to provide typical
shielded wire capacitance infor-
mation.
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Figure 3.4-7 Capacitance vs Wire Gage
for Cables of Two and Seven
Unshielded Wires.
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. CAPACITANCE IN PICOFARAD PER FOOT (30 cm)
TYPE ONE WIRE TWO WIRE THREE WIRE ONE WIRE
SHIELOED SHIELDED SHIELDED DOUBLE SHIELDED
conriowaron | —T—3— | o ex | e | T ——>—
WIRE SIZE 16 18] 20] 22]16 8 20 | 22 20 22 22 22
89 91 74 |98 | 65 § 63 | 64 | 63 60 52 9% 340
CONDUCTOR
TO SHIELD (ErrvEr conoucTor | conductor | “Tacmnen Ire outer'?
pt/ 1130 cm) T0 SHIELD) TO SHIELD) SHIELD) SHIELD)
CONDUCTOR
TO CONDUCTOR 42 | 40 ] 38 | 37 36 30
pf/7ts 30cm)

Figure 3.4-8 Typical Capacitance of Various Types of Mil-Spec Shielded Wires

3.4.2 Interference Coupling at High Freguencies

High frequency signals may be defined as those for which the conduc-
ting wire lengths are longer than a guarter vave length of a given suspect fre-
quency. For example, the wavelength of 30 mHz is 10 meters and a quarter vave-
length is 2.5 meters. Thus, a conducting wire of 2.5 meters in length or longer
may be susceptible to interference at 30 mHz. (See Section 3.4.2.2). For these
wire lengths the distributad reactances cannot be considered as lumped values
and standing waves may exist along their length. It is not useful to distinguish
between magnetic and capacitive coupling since these lumped value concepts cannot
be used because of standing wave and impedance variations. As a result, along its
length a wire could be sensitive to magnetic or electric fields.

3.4.2.1 Coupling Effects

The emphasis at very high freguencies is on minimizing the circuit wiring
dimensions of wire shield ground connections, by-pass capacitance ground leads and
similar wiring associated with low impedance circuits. It is mandatory that the
wiring of filters be carefully controlled to prevent inductive coupling between the
input and output of the filter, which renders the filter ineffective.

At high frequencies, any open-ended wire should be given careful attention
to determine if it is a pick-up point for high frequency excitation. Since small
stray capacities will provide effective coupling to a high impedance point at high
frequencies, wires can fregquently be excited when they are attached to unused
connector pins or open switch contacts. At a guarter wavelength distance, such open
wires will be carrying maximum current and can readily couple into other wiring or
circuits by the fields generated. An open wire may represent an effective antenna
in the presence of stray electromagnetic fields. High radio frequencies are readily
coupled into power wiring either nagnetically or electrically, depending upon the
standing wave which may be excited in the power wiring at the coupling point.

Conductive coupling is particularly difficult to avoid at high freguencies,
since multiple point grounding may be required. A very short length of wire can
represent an appreciable common inductive reactance to connected circuits. It is
particularly important at high fregquencies to insulate shielded cable sheaths so
that they cannot make contact and form common return connaections with other shislded
cables. The wiring to a by-pass capacitor may represent more inductive reactance
than the capacitive reactance of the capacitor, making it an ineffective by-pass
and altering associated filter design constants.

3.4.2.2 Grounding Concepts at High Frequencies

At high frequencies, groundinq concepts must be directed toward massive
multiple grounding practices, since with single point grounding, standing waves may
occur on ground leads. All connectors must be electromagnetically tight to reduce
RF currents extornal to the shield. A massive ground plane should exist between
equipments connected to the cable, and the cable should be carried close to the
ground plane. A second alternative is the maintenance of nco other ground path than
the external cable shield between equipments; this is extremely difficult at very
high frequencies because of paths to ground through stray capacity and power leads.
The objective is to avoid RF currents to the external surface of the cable shield.
Such currents can couple signals into or out of the inner cable wiring. To reduce
such coupling, double shielding is frequently used in radio frequency cabling.

3.4.3 General Grounding Considerations

The aircraft ground system must meet the requirements for personal safety
as related to the electrical power system, lightning protection of o?uip-.nt and
electromagnetic compatibility by providing a quiet, “earth" potential common/bus
for the grounding of electronic equipment. The latter reguirement is met by the
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signal ground system as a part of the overall ground system. The signal ground
system must function as a ground over a wide frequency range, as determined by the
requirements of the inatrumentation system.

Grounding techniques for the power systems and for lightning protection are
well dovolop:x and have been well documented. Signal ground systems, however,
still provide a problem area for the instrumentation engineer.

3.4.3.1 Power Grounds

There are two primary concepts regarding power ground returna. These are
the structure common return and the wire common return. In the structure common
return one side of the power system is grounded at the power source and all loads
use the aircraft frame or structure as the return conductor. In three-phase con-
nected ac systems the nsutral is grounded at the source and all single phase loads
use the structure for the return circuit. The principal advantage of this concapt
is the reduced weight resulting from the elimination of the many large gage power
return wires. The disadvantage of this common return concept is that it does not
distribute the pnwer efficiently. The flow of currents throughout the structure
produces voltage drops within the structure. Although these voltages are usually
saall as compared to the operating level of the power source, they are often of
sufficient magnitude to create potential interference problems in any electronic
system that chooses to use the aerospace vehicle structure as a power return. Even
systems using the structure as a ground plane for shield ground are subject to
induced voltages in susceptible circuits (see Section 3.4.4).

In the wired return concept all systems are grounded at one point only
and use wires for all return circuits. The wired return system eliminates the
vehicle structure as an impedance common to all systems and therefore greatly
minimizes the problem of ground loops which exist with the common structure return
concept. The reduction of ground loops and common impedance eliminates most of the
instrumentation system interference problems.

3.4.3.2 Single or Multi-Point Grounding

Instrumentation installations very seldom have only one ground. In fact,
in order to minimize instrumentation interference problems such as common mode
coupling, (see Section 3.4.4.2) as many ssparate grounds as necessary are used.
Ref. (BS). Separate ground planes for signal grounds, shield grounds, and pri-
mary/secondary power grounds are desirable. These individual ground planes are
eventually connected by the shortest route back to the system ground point where
they form an overall system ground reference. This method of grounding is usually
called a single point ground.

The problem of using the single point ground method is in its implem~nt-
ation. For example:

a. Equipments throughout the instrumentation system use interconnecting
cables. These cables are often shielded.

b. Pay tic capacitance exists between subsystems or eguipments within
¥ . ,ystem because each chassis is carefully grounded to the struc-
ture on which it is mounted. The result tends to compromise the
single point grounding attempt.

Cable shields and their grounds connect some of the subsystems together
#0 that more than one grounding path from a given subaystem to the grounding point
exists. At high frequencies, the parasitic capacitive reactance represents low-
impedance paths and the bond inductance of an equipment-to~ground point results in
higher impedances. The result is the possibility of common-mode current flow or
unequal potentials developed among the equipments in all subsystems. Ref. (17).

The circumstances that tend to prohibit the implementation of a single-
point ground technique support the idea of a muiti-point ground. Thus, rather than
trying to control «- -ipme. wunds, shield grounds and so forth, if all sutsystems
were heavily : . v a’'. meous, low-i dence solid ground plane, common-mode
currents and o:uus EMI [ .olems would be minimized. The problem here is that it is
difgicult to create a common low-impedance equipotential ground plane in an air-
craft.

In reality the choice of which t{pe of grounding asthod should be used
can be resolved by pointing : '+ that the single-point grounding method works better
at lovw frequencies and &2 muvl - 3int ground works better at high fregquencies.

The decision to . . single-point grounding or multi-point grounding
requires a determination of vhere the low and high fregue ch:;rover point is
located for the subsystem involved. One method of detsraining s changeover
point uses the decoupling-voltage transfer curve shown in Figure 3.4-9. At the low

frequency end of the two curves shown the transfer curve shows a 6 dB/octave
slope. Typical experimental data is plotted with the calculated approximation
data. Two points are marked on the curve, one at A/16 and one at A/4.
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Single point grounding is suggested for wire or cable lengths less than
A/16. Multi-point grounds are suggested for line len longer than about A/4.
The frequency range between the two points is a non-linear transition region as
shown by the experimental data curve. Combinations of both single point and multi-
point grounding may be required for line lengths in this frequency region.
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Figure 3.4-9 Decoupling-Voltage Transfer Characteristics for Both
Calculated and Measured Data

The choice of the point A/16 is somewhat subjective since the point
arbitrarily identifies the end of the linear portion of the experimental data
curve. There are some texts that select A/20 as this point. Ref. (BS).

(See Section 7.4.1.2).

3.4.4 Data Signal Grounds (Low Level)

All low level (1.0 volt or less) meagurement systems must be provided
with a stable ground plane. 1Its primary function is to assure that electronic
equipment chassis are maintained at zero potential. A single point cannot have a
voltage since the word “voltage" implies a potential difference between two points.
Therefore, a system reference ground can be theoretically established by simply
selecting a single point somewhere on the system ground plane. Ref. (BS5).

Signals can be measured with respect to the system ground plane only if
the system user can guarantee thac all of the input signals will be fully floating
with respect to the system ground plane. If the input signals are referenced to
another ground, either accidently or deliberately, then the difference in potential
between the two grounds will either add or or subtract from the true value of the
signal being measured. To avoid this problem and to preserve flexibility, high
accuracy low-level instrumentation systemsg should be installed using full-floating
signal inputs.

when and if it is not practical to connect the signal source to the
system ground, then it is necessary to establish a second low impedance grounding
point. This second ground is generally called the signal ground. It is important
that the signal ground also be a low-impedance path in order to reduce the voltage
difference, the smaller this voltage difference, the smaller th¢ common-mode vol-
tage.

The signal ground is frequently isolated from other grounding planes and "
it is generally undesirable to connect the signal ground to the system ground
uniou ii; is done with a low impedance copper bus or its egquivalent and then at one
point only.

3.4.4.1 The Ground Loop

A ground loop is created ==t
by connecting together more than (5 |
~ \

\ { \
ohe type of ground plane to the ' ! Amp |
same circuit. As pointed out ) LA—— -
earlier two separate grounds F
ars seldom at the same abso-
lute voltage. Therefore, s
their potential difference
creates an unwanted current path ¥ - FLOATING
ilil ui:iu with one of I.ho . G-CHaSSIS
signal leads as shown in Figure .
3.4-10. Actually there are two SIGNAL GROUND POTENTIAL DIFFERENCE SYSTEM GROUND
ground loops shown in this figure.
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Figure 3.4-10 Improper Circuitry Show-
ing Two Ground Loops
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The first ground loop con-

sists of the potential diZference

path existing between the signal

Yround and the system ground and

n series vith the lowsr amplifier

lead wire. The second Yround loop

is shown by the heavy lines. The
. path is through the shield from the
| signal source to the amplifier. Al-
i ternating currents in the shield are
f coupled to the -1gtu1 pair through the
distributed capacity in the signal cable.
This current then flows through the dis-
tributed capacity in the signal source
impedance and to ground thus creating an
additional noise signal. Either one of
these ground loops 1s capable of genor-
ating a noise signal of suflicient magni-
tude to obscure the low-level data signal.

-t

F-FLOATING
G-OwnEss

POTENTIAL DIFFERENCE )
The circuit as shown in Figure SIGNAL GROUND SYSTEM GROUND

3.4-11 shows !‘i u. 3.4~10 with the two

1 ted.
m:om.lzop 1'.““,, op.r:? '*,-;,.'“‘ ii:,‘,:‘i' - Figure 3.4-11 Elimination of Ground Loops
source and the signal cable shield are shown in Figure 3.4-10.
grounded only at the signal source and
the ground loop through the signal cable shield has been eliminated by removing the
shield to chassis ground jumper wire.

The following guidelines can be derived from the above discussion:

a. A lovw-level data signal must have a stable systema ground and a stable
signal ground.

b. Ground loops in either the signal circuit or the signal cable shield !
can affect the operation of a low-level data circuit. '

c. A signal circuit should be grounded at only one point.

4. The signal cable shield should not be attached to more than one ground
plane (or system).

e. Ground the floating signal circuit and the signal cable shield only
at the signal source.

3.4.4.2 In-Phase Signals & Common-Node Voltages

A signal that appears simultansously at both the amplifier imput termi-
nals with respect to a common reference point is referred to as an in-phase signal
or by its more popular name, a common mode voltage. Since it does not contribute
any useful data information to the system it must be classified as interference
(noise) and rejected.

Common-mcde voltages are not unusual or a special problem. But they are a
constant source of aggravation that can occur in every low-level (less than one
volt) instrumentation system in that the amplifier sees only a complex signal which
is a combination of the data signal and the common-mode signal. To solve this
problem, differential amplifiers with floating inputs are used. The differential
amplifier rejects the common mode voltage and accepts only the data signal. The
performance rating of such an amplifier ability to reject the common-mode voltage
is called “common-mode rejection."

The common-wmode voltages that create the most problems in low-leval 1
circuits are those generated by electromagnetic or electrostatic coupling in trang-
ducers and/or their signal wiring systeam.

3.4.4.2.1 Common Mode Rejection.

One of the most important procedures to follow in eliminating noise in
low level systems is to assemble aircraft signal wiring so that any noise pickup
will sppear equally on both sides of the signal wiring pair, remain equal and
appear simultaneously at both input terminals to the differential amplifier.

The following relationship shows how the wiring circuit conditions convert
some of the common-mode voltage into an error voltage which is combined with the
useful signal. (Reference Figure 3.4-12).
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B = K, * By (—r—r:: T - -‘-;%—1;) Eq. (3.4-4)
vhere:
g, = Signal voitage.
E, ™ commoh mode voltage.
R, = Signal source resistance to amplifier input terminal.
R, = Signal source resistance to amplifier input terminal.
n, = Leakage resistance to systea ground froa amplifier input terminal.
Re = Leakage resistance to system ground from amplifier input terminal.
l_ = Normal mode voltage that is converted and appears across amplifier
input terminals A and B.

OIFFERENTIAL
AMPLIFIER

SYSTEM
GROUND GROUND

figun 3.4-12 Common-mode rejection

As shown by Eq. (3.4-4) the common-mode voltage can be made zero if R, and R,

could be made equal or infinitely large. Since these extremes are impractical to
attain, it then becomes important to assemble a circuit that comes as close as
possible. Accordingly, the following procedures are suggusted:

Select a signal source that has a low output impedance.

b. Alvays use a "balanced line" from signal source to amplifier input.
(see Section 3.4.1.2.1).

c. Keep the signal wiring as short as poesible. (see Section 3.4.1.1).

d. Select a signal source which has a center tap on itas output, if
possible. (see Section 3.4.4.2.2).

3.4.4.2.2 The Applifier Quarqd ghield

Differential dc amplifiers with floating inputs are gensrally designed
with an internal floating shield which surrounds the entire input section. This
floating internal shield is called a "guard shield" by most manufacturers.

The guard principle requires that the amplifier guard shield be driven
by the common-mode voltage appsaring at the two differential amplifier inmput ter-
minals. This means that the guard shield must always be stabilized with respect
to :ho incoming signal pair. Refuxring to Figure 3.4-13, this can be done as
follows:
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a. Connect the amplifier guard shield to the signal cable shield and
make certain that the cable shield is insulated from chassis ground
or any part of the system ground. This assures that the internal
amplifier guard shield is extended nut along the entire length of
the signal cable.

| b. Connect the center-tap of the signal source to the signal cable

) shield. If the signal source does not have a center-tap connect the
f signal cable shield to the low or shielded side of the signal source.
g This step stabilizes the amplifier guard shield and signal cable

: shield with respect to the signal source. (Note: the center-tap

, connection should not be used if the guard shield in the differen-
tial amplifier is permanently connected to one of its signal input
terminals).

c. Connect the signal cable shield and its tap at the signal source to
the signal or transducer ground which should be located near to the
signal source. Do not permit either the signal pair or the signal
cable shield to contact any ground point. This procedure limits the
maximum common-mode voltage to asome value that is the difference in
potential between the signal (or transducer) ground and the overall
system ground.

a. Ground the amplifier chassis, the equipment rack if one is used, the
low side of the amplifier output and the output cable shield to the
system ground. This final step stabilizes the data acqguisition
system with respect to the system ground.

CONNECT CABLE SHIELD TO
CABLE SHIELD  pogaMPLIMER INPUT GUARD SHIELD

GROUND SHIELD ™\ - F \___\ GROUNDED
AT TRANSDUCER' \ OuTPUT
\ : \I TRANSDUCER PRE
JH | )
\ / . =
e — w— — R — —— —— — —

FLOATING INPUT
COMMON MOOE VOLTAGE

-
* i
TRANSDUCER SYSTEM |
GROUND GROUND ‘

Figure 3.4-13 Preamplifier with "guard shield" input

3.4.5 Reducing Conductive EMI

One of the most effective methods of reducing the conductive EMI environ-
ment is through the proper harnessing and routing of wire bundles within the air-
craft. (See Section 5.4.1). During the design and layout of the aircraft instru-
mentation installation each of the wires going to each of the sub-systems should be 5
placed into bundles (harnesses) according to their classification. Wires that carry i
high power should not be put into the same bundle with those that carry data signals.
Once the wires are put into bundles according to their function, they must again be
classified according to their subsystem interfaces. This is done so that all of the
vires serving one subsystem can have their shields returned on one wire and so each
subsystem can have its own ground return.

Aot am i el b

Grounding systems are of particular importance because of their effect in .
minimizing ENI. It is also one of the most difficult to deal with. The reason for
this ias the fact that the various subsystems in the aircraft have been built by
different people at widely separated locations. Each of the designers designs his
subsystem about a ground plane within the subsystem. This creates the problem of
segmented grounds which must be dealt with during the integration of the sub-
systems. It is very important, from the standpoint of EMI, that these different
ground planes be made slectrically the same as that of the aircraft. Any impedance
in the connection of these ground planes to that of the aircraft is a possible
point for the develcpment of noise, particularly in the common mode component of
the conductive EMI environment. A method of reducing this problem that is worth
considering is the use of balanced gystems. This entails the use of dc-to-dc
converters, transformer coupling input and output signals in each of the sub-
gystems. This allows the subsystem designers to design about his own ground plane,
and for the subsystem to operata about this ground plane in the aircraft, since it
could be kept isolated. The overall effect of this approach is to reduce the common
mode and self-induced EMI.
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Conductive isolation is generally accomplished through the use of trans-
former coupling. This provides a high impedance path to all spurious signals. The
ratio of transfer for the spurious signals can be shown to be the same as the ratio
of the interwinding capacitance to the capacitance across the transformer.

The use of conductive isolation has advantages and disadvantages. The
advantages are that the use of conductive isolation greatly aids in the control of
ENI, provides a balanced system and reduces the need for bulky and powex consuming
brute force filter techniques. The primary disadvantage is that it adds coaponents
to the subsystem and this can cause a reduction in the overall reliability of the
equipment. These advantages and disadvantages must be weighed in determining
whether or not to use the technique.

Too many engineers use elaborate schemes in order to control the reaction
of their ipment to noise. Some of these schemes reduce the overall reliability
of the equipment. Therefore, every effort should be made to use “simplicity" and
good common sense.

1f a proper amount of thought and research is put into the problea of
EM!, the troubles that arise when a system is assembled will be greatly reduced.
In the past these problems have been left to take care of themselves, the “cut and
try" wethods have been used at the time that the system was integrated. A little
forethought and planning can eliminate the need for "fixes" at the last minute,.

3.4.6 Bonding

Electrical bonding is the process of mechanically connecting certain
metal parts together g0 that they will make a good low resistance electrical con-
tact. Bonding is required to ensure that a system is electrically stable and
relatively free from the hazards of lightning, static discharge, electrical dis-
charge and to assist in the suppression of RF interference. In general, the re-
sistance of an electrical bond should be in the order of 0.0025 ohm.

Grounding refers to the establishment of an electrically conductive path
between a circuit and some reference point. The reference point can be earth, the
equipment enclosure, or the aircraft structure. Good grounding techniques depend on
good bonds. A uniform grounding philosophy is required to avoid conductive coup-
ling, low-impedance ground loops and hazardous operations. Refs. (17, 18, 19)(B5).

3.4.7 Conduit Groundse

Conduit ground is generally used to prevent personnel shock hazards and
to carry lightning current. Conduits, however, can also be a source of interfer-
ence due to possible ground loops, conductive coupling, and/or poorly bonded con-
nections.

Conduits made from solid or woven strands of metal may be used effective-
ly to shield cables and wiring from RF radiation. However, to do Bo requires a
good bonding to ground.

A good RF ground requires a short, high conductance lead. The inductive
reactance of ground leads at radio frequencies requires a very short or leadless
ground to avoid high impedance connections. Each length of conduit should be
grounded at a single point. As the frequency increases even a relatively short
bond to ground tends to become an effective radiator.

3.4.8 The_ Bond Strap

Many articles have been written on the subject of the bond strap and it
is unnecessary to repeat available information. Ref. (20). However, from the
point of view of installing an instrumentaticn system a few comments regarding
their design way be helpful.

The best performing electrical bond is a permanent, direct, metal to
metal contact such as that provided by welding or brazing, for example. Semi-
permanent joints, such as provided by bolts or rivets can provide effective bond-
ing. Howevezr, the relative motion of the joined members is likely to reduce the
bonding effectiveness by introducing a varying impedance.

Bonding jumpers are relatively short, either braided or stranded
conductors for application where interference, frequencies to be grounded are below
10 MHEZ.

To provide a low impedance path at RF fregquencies, it is necessary to
minimise both the self-inductance and the residual capacitance of a bond so as to
maximize the parasitic resonant frequency. Since it is difficult to change the
residual capacitance of the bonding jumper and mounting, self inductance becomes
the main controllable variable. Thus, bond straps are preferable to round bonding
jumpers of equivalent cross sectional area.

S0lid metal straps are usually preferred for the majority of applica-
tions. Braided or stranded bond straps posseas some undesirable features. Broken
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strands may act as efficient antennac at high frequencies, and interference may be
generated by intermittent contact between strands. Further, oxides may form on

each strand of non-protected wire and cause corrosion. Because the corrosion is not
uniform, the cross sectional area of each strand will vary. The non-uniform cross-
sectional areas and possible resulting broken strands of wire may lead to gener-
ation of EM! within the jumper or strap.

A rather common use of the
bonding strap is shown here in
Figure 3.4-14. A bonding strap

is required to electrically ground ;ﬂgﬁ&?ﬁ—-\

equipment that has been electri- SHOCK

cally isolated from the aircraft MOUNT(REF)
structure by shock mounts. This gg:g:nc MOUNTING
bonding is required to ensure STRUCTURE(REF)
that the equipment is electri- [

cally stable and relatively free

from the hazards of electrical 1@
static discharge and to minimize
RF interference.
Figure 3.4~14 Shock Mount Using a

The length of the bond- Bonding Strap
ing strap is its most important de-
sign criterion. The length is a major determinant in the bonding straps dc
resistance. The length also determines the impedance at higher frequencies.
Accordingly, both bonding jumpers and bonding straps should be no longer than
12.7 centimeters (S5 inches) in length.

The width and thickness of the bonding strap are difficult to assess.
But since the strap needs vertical and some horizontal flexibility it becomes
apparent that the limiting factors are more mechanical than electrical. In gen-
eral, a good mechanical design and proper installation will provide a satisfactory
electrical design also. A useful guideline for achieving minimum bonding strap
impedance (inductance) is to use a length-to-width ratio of approximately 5:1.
Figure 3.4-15 shows the influence of bonding-straps and an AWG size 12 wire. Their
impedance is comnared as a function of frequency.

The metal used for the bonding strap should have low resistivity and be
reasonably strong so that it will not fail during normal vibration and shock.
Further, it must withstand whatever stresses may be imposed upon it during in-
stallation and equipment maintenance. Ref. (B3).

CURVE A- Solid Bond Strap 100
Length: 12,7 cm (5 inches)
Cross-section: 0.2 cm

(0.08 inch) diameter. Ly
AWG size 12 wire

30
CURVE B- Braided Bond Strap "
Length: 12.7 cm (S inches) E'3
Cross-section: 2.54 x 0.16 cm g /
(1 x 0.063 inch) 10
=
CURVE C- Solid Bond Strap =
Length: 12.7 cm (5 inches) 3
Cross-section: 2.54 x 0.0076 cm P4 y
(1 x 0.003 inch) g 3
w
a *
b3 g
= NS
w ! ¢
[ %3
3 o
3
§ S
w 3 / (9
o
<
g Q..{V
5 1A &
2
(=]
z

.03

ol -
1004z 300 | Mz 3 10MNz 30 100MH2
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Figure 3.4-15 Impedance of Wire, Braided and Solid Bond Straps. Ref (B5)
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3.5 Protective lsolation 3ystems

Sensitive instrumentation equipment is normally designed with integral
mechanical isolation systems. However, in some circumatances isolation systems are
not provided as part of the design. Accordingly, the instrumentation engineer
should be familiar with some of the standard isolation methods.

In some cases the shock and vibration forces are so severe that it is not
practical or ever possible to design an equipment structure to withstand the en-
vironment. In such ~ases an isolation system must be used to bring the forces to
within tolerable levels. Isolators are used for equipment isolation, dampers may
be used to reduce peak amplitudes and special stabilizers are used when an unstable
configuration of equipment is involved. Refs. (B2, B6, 21).

3.5.1 Shock and Vibration Damping

Damping is used to reduce shock and vibration amplitudes by dissipating
some of the energy in the form of heat. Further, damping reduces resonant ten-
dencies of structural members. There are four basic types of dampers:

1 Hysteresis
2 Visccus
3. Friction
4 Air
3.5.1.1 Hyste:zssis Dampiny

Hysteresis damping is the result of the gradual dissipation of energy
that occurs within a flexing body due to imperfections in the elastic properties of
materials. In a material that is not perfectly elastic, the strain energy is not
recoversd fully at each removal of stress. The energy lost is due to hysteresis
and is dissipated in the form of heat.

3.5.1.2 Viscous Damping

Viscous damping results from the »>pposing force that a fluid generates to
resist a change in motion. All fluids have an internal friction that resists
relative motion between particles. The type of device that uses vigcous absorption
of shock and vibration is similar to that discussed for air damping in Section
3.5.1.4.

3.5.1.3 Friction Damping

Friction is the force which acts between the contacting surfaces of two
objects and tends to resist their sliding motion. If the resistance to sliding
prevents motion of one of the objects rclative to the other, it is called static
friction. If the resistance opposes the motion of both moving objects it is called
kinetic friction. The force required to overcome static friction is shown here in
the equation:

F, = C,F, Eq. (3.5-1)

where

]
i

The force applied in the direction of motion, just sufficient to start the
object moving.

cg = The coefficient of static friction is a constant for a given substance under
given conditions.
Fc = The force pressing the friction surfaces together.

A force, F, required to move an object with uniform velocity against friction is

defined by:
Fk = chc . Eq. (3.5-2)
where

Cx = The coefficient of kinetic friction

1f Cq is equal to Cy+ the frictional force is defined as Coulomb friction. in

general, friction materials do not provide a constant frictional force since the

static friction does not egual the kinetic friction. Mathematically, however, in
considering friction damping, it is assumed that the frictional force is constant,
regardless of the position or velocity of the vibrating mass.
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. The Coulomb damping force is of a constant magnitude and is independent
of displacement. Since the damping force is constant, this type of damping should
not be used in a system that is excited at resonance unless the driving force is
known to be less than the frictional forces.

3.5.1.4 Air Damping

Air damping results from the direct transfer of energy from a vibrating
system to air. In comparison, air daxping is a form of viscous damping. At room
temperatures, air has about one-fifteenth the viscosity of water and the damping
obtained is very small compared to oLher forms of viscous damping. As a result,
air dampers are preferred over friction or viscous dampers only for isolating light
weight components.

A useful type of air damping system is the orificed dash pot. This type
of air damping system does not rely on air viscosity alone. Since the damping
system uses trapped air rather than free air, adiabatic and turbulence character-
istics of air also become factors in its operation. The principie of operation is

shown in Figure 3.5-1.

The damper is composed of a piston that fits tightly against the walls of
a cylinder that has two holes at the top. Movement of the piston causes pressure
changes within the chambers that force air out through the holes (orifices).

Air damping is incorporated
into isolation mounts by means of a
bellows that forces air through a
hole as the bellow is distorted by
the relative movement between the
equipment and the mount. The force
required to move the air through
the hole is lost by the system and
limits the amplitude and resonance.

o
~a

A bellows sealed except
for a hole is effective for motion
in both the vertical and lateral
directione. For example, the
damper supported mass moves
down, the bellows flattens and
its volume is decreased. This
increases the bellows internal
pressure and air is forced out
through the holes. As the damper
supported mass moves up the re-
verse occurs and air is forced
into the bellows through the holes.
Lateral movement results in similar |
type of internal pressure different- ’
ials causing distortion of the
bellows and thus effecting a damp-
ing action.

_ The columr. and wall thick- Figure 3.5-1 Principle of a Bellows
ness of the bellows are critical fac- Type Air Damping System
tors in the design of an air damper.
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I1f the walls are too thin they will stretch during internal pressure build-
up. The thicker the walls, the higher the shock-transmission factor.

It should be remembered that air damping generally has altitude limita-
tions and cannot be used at high altitudes unless it is used within suitably
pressurized compartments.

3.5.2 Isolators

Isolators used for airborne equipment may be categorized according to
their construction and material used in the flexing or resilient element. The
resilient element can be rubber, woven metal mesh, a coil spring or a combination
of woven metal mesh and coil spring. The isolator performance is dependent upon
the combinations used in the basic design.

3.5.2.1 Vibration Isolators

Vibration Isolators do not depend upon the digsipation of energy in
performing their function of force or motion reduction. The operate on the prin-
ciple of permitting the mounted equipment to move as it tends to move in response
to the applied forces and to its inherent inertia. Isolators have relatively low
stiffness to permit this motion of the equipment to take place without transmitting
excessive forces to the support. This lack of constraint permits the mounted
equipment to experience 4 relatively large motion if applied forces are large.
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3.5.2.1.1 Rubber lso.ators

Rubber has been used in isolators from the day that they were first
designed, although cork is also used in ground systems, and until World war II all
airborne applications used natural rubber. During the later parts of wWorld War 11l
and since then synthetics have been used instead of natural rubber and for most
applications synthetic rubber possesses gualitiss that are far superior. For
example, rubber synthetics maintain their elasticity and tensile strengths at
higher temperatures better than natural rubber. In addition, the synthetics are
less likely to deteriorate when exposed to oil.

The deflection of the rubber isolator tends to increase with time under
conditions of continuous wear, particularly at elevated temperatures. This ten-
dency to distort is known as drift or plastic flow. In an airborne environment
this drifting can eventually result in a "bottoming-out® of the isolators during
high amplitude vibration. For a properly selected rubber mount, the weazing should
be conservative enough to compensate for drifting. Most manufacturers of isola~
tion mounts include drift data as part of the descriptive literature.

There are two general types of construction for rubber isolators: open
and cup types. The open type consists of a molded rubber form borded to a metal
mounting flange and a core. The core or cylinder is in the center of the isolator
and attaches to the equipment. (See Figure 3.5-2).

SQUARE DIAMOND ROUND

Figure 3.5-2. Examples of Rubber Isolators

The cup-type isolator has
the rubber resilient element and its @
core enclosed in and bonded to the cup
which acts as a housing. This design
has the advantage over the open type
in that if the resilient element fails, ;I
the cup and core will hold the equipment atg;:ggso

captive. The principle of operation is
shown in Figurs 3.5-3.

7/

3.5.2.1.2 Metal Spring Isolators ELASTOMER
e N
The metal-spring type of SUPPORTING \\
isolator is shown in Figure 3.5-4. MEMBER \\

Y
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Figure 3.5-3 Cup-Type Isolator Principle
of Action.
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SNUBBING COL LAR

CADMIUM PLATED
STEEL
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ALUMINUM ALLOY
BOTTOM PLATE

- p— oy ient

Figure 3.5-4. Metal~-Spring Isolator, Cup-Type.

Metal springs do not drift, are least affected by temperature as en-
countered in aircraft equipments, and have a relatively long service life.

This type of isolator requires an auxiliary damping device, which may
be a vented bellows, metal mesh or a friction damper as shown in Figure 3.5-4.
The design uses a combination of damping devices, the nylon friction damper and
a damper spring. (See Section 3.5.2.2).

3.5.2.2 Shock Isolators

Shock isolators have stiffer springs than vibration isolators and there-
fore have a higher natural

frequency. The resilient ele- Table 3.5-1 Comparison of Shock
ments of shock isolators are al- Vibration Isolator
ways non-linear, while it is not Characteristics.
uncommon for a vipration isolator
to use a linear spring. Some of the p
characteristics og shock and vi- SHOCK ISOLATORS VIBRATION ISOLATORS
g:ggzog.;fg%ators are compiled in 20-40 Hz natural 7-25 Bz natural
frequency. frequency.

Shock isolators are used ) .
for equipment mounts i.a environments Resilient elen_\ents Resilient elements
where vibration is much less of are very nonlinear. are linear or nonlinear.
a problem than is shock. For
example, the shock isolator Natural frequercy Natural frequency
characteristics shown in Table changes with amp- changes little or not :
3.5-1 are not generally used litude vibration. at all with amplitude
for protecting equipment in vibration. :
manned aircraft. For environ- !
ments experiencing high-amplitude Very little pro- Provision for equip-
low-frequency vibration, the use vision for equip- ment movement.
of shock isolators can be more ment movement: .
detrimental to the equipment than

rigid mounting. 1In conventional

aircraft, severe shock is usually :
accommodated through the use of modi-

fied vibration isolators. Some of the methods used consist of a vibration iso-
lator designed with stiffer linear sprirys or an added damper spring.

3.5.2.3 A Brief Comparison of Shock and Vibration Isolators ]

Vibration isolators are ineffective against shock, and shock isolators do
not protect equipment from vibration frequencies Lelow the |2 times the isolator's . ;
fundamental frequency. Therefore, the selection of the proper isolator depends on ;
the frequency and magnitude of the mechanical excitation and guite often requires v o
a compromise that will best satisfy the requirements. :

T™wo idealized curves for the vibration amplitude of isolation mounted
equipment are shown in Figures 3.5-5 and 3.5-6. Curve A shows the response of equip-
ment on soft vibration isolators having a natural frequency of 8 Hz. Curve B shows
equipment mounted on stiff shock isolators with a natural frequency 25 Hz. 1Isolator
A, with a fundamental frequency of 8 Hz, begins to isolate at about 12 Hz. Isola-
tor B, with a fundamental frequency of 25 Hz, does not offer any protection from
vibration below 35 Hz. (25)JZ = 35 Hz. Therefore, to protect against frequencies
below 35 Hz the soft isolator of the type A is required.
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Figure 3.5-5 Response Curves for Figure 3.5-6 Force/Deflection Curves
Two Types of Isolators. Ref (B2) for Isolators in Figure 3.5-5
Ref (B2)

3.5.3 stabilizers

while not strictly isolators, stabilizers perform an important function in
the protective environment. During resonant or shock conditions, tall equipment, for
example, that is bottom mounted can sway. A stabilizer can prevent this from happen-
ing. The stabilizer effectively has no stiffness in the vertical direction. Hori-
zontal stiffness is providei by a resilient predesigned element that buckles under
a light horizontal load. It buckles again under further increasing horizontal load
and then stiffens slowly in compression under severe horizontal loads.

e

The stabilizer is placed between the equipment and riyid supporting struc-
ture as shown in Figure 3.5-7. Also shown (in the circled enlargements) are the char-
acteristic movements during horizontal shock conditions.

1
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STATIC CONODITIONS SHOCK CONDITIONS

Figure 3.5-7 Stabilizer Under Static and Horizontal Shock Conditions. Ref (B2)
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4.0 SELECTION OF INSTALLATION HARDWARE

The word hardware as used in this section refers to the wide variety of
support items that are used to install, connect together, and protect beoth elec-
trically and environmentally the major parts of the instrumentation installation.
In order to illustrate some of the problems that may arise during hardware se-
lection, several items common to all installations have been selected for dis-
cussion.

The hardware items discussed in this section were chosen on the basis
that these items, perhaps more than any others, are not always given proper
attention during the selection process.

D L iiutee o T

4.1 Connector Selection Considerations

During the design of aircraft instrumentation systems, the selection of
connectors is often set aside until other more apparent decisions have been made.
; Yet proper connector selection is as crucial to reliable instrumentation system
design as are the active and passive components that make up the rest of the sys-
tenm. :

%_
|
|

Many engineers are indifferent to connectors. This attitude is encouraged
by conflicting military specifications and the proliferation of poorly written
vendor catalngs. Most of the system application problems result from the inability
to determine the connectors' environmental capabilities since qualification tests
are not written as they occur in real life. Consequently, laboratory testing often
provides highly unrealistic results.

The interfacing of a connector with system components is a critical
factor, for this is where the majority of operational problems occur, problems such
as the type of connector contact, electrical performance, and connector mismating.
For example, an engineer may be very careful in selecting a connector with the
proper environmental and electrical capabilities and yet completely overlook the
design requirements for preventing connector mismating. The instrumentation
engineer must solve the probleme that are left him by the connector manu-
facturer and the military specifications.

Prior to specifying the connector, a checklist should be made of all the
installation and system operational factorg. The checklist serves as a basis from
which an adequate and reliable selection can be made.

4.1.1 Conflicting Military Specifications and Vendor Catalogs

In general, connectors are selected after a process of comparative evalu-
ation, and the factors used in the evaluation reflect the user's needs and the
applicable military specification (or other similar sets of fixed requirements).
However, user experience is probably the best source of information about connector
performance. Just how important user experience is can be illustrated by comparing
published vendor data with vendor-quoted military specifications, as described
below.

Temperature range is a significant indicator of connector performance,
and for this reason is often used as a selection criterion. Figure 4.1-1 is taken
from a vendor brochure describing the performance of a low profile connector de-
signed to military specification MIL-C-38999. Note that there is no change letter
following the military specification
number. This indicates that the
vendor design relates to the basic

military specification, which was
released in October of 1966. Figure SCOOP-PROOF AND
4.1-2 presents the applicable para- I.IJW PROFILE CONNECTORS ... :
gaphs of th:h quoted nilitary speci- tD 10 MIL-C-38999 . !
cation as they were written in o Wik contact do ?
October 1966. = Lihtevih/w e sosp prot o
© Eavirsamentresistant
The operating temperature -

range of the connector described * Oponitieg tamparaturs range am S 200G b + 200G (—8°F to +342°F)

in Figure 4.1-1 is %=29° C to +200° C o Crimp snag-in contacts in the rear release contact retention assembly

(=85° F to +392° F)". However,

~29° C does not equal -85° F. There
is no way to know which temperature
is correct without calling the vendor.
There is a similar discrepancy in the
military specification. In Figure
4.1-2 (a), the maximum operating tem-
perature for series IIB connectors is
200° C (392° F), as gquoted by the
vendor. Ref. (22). The discrepancy
occurs in Section 3.6.1 of the sub~
ject MIL Specification where the
environmental temperature require-
ments are stated to be 177° C (392° F).
Refer to Figure 4.1-2(b).

m ministure circular connectors are
environment-resisiant and designed to meet the critical per-

formance and design requirements of MIL-C-38999. Engineered
for high density circuitr: canabilities, these connectors are
designed to operate at temperatures ranging from —29°C to
+200°C {—85°F to +392°F). Thay are readily adaptabie to both
commercial and space age requirements where size, weight,
low-profil prooi design and high reliability aie key
factors. connectors are offered in nine shell sizes. A
total of 53 contact arrangements are available that will ac-
commodate from 3 to 128 contacts using AWG wire sizes 16
through 28. Conrtacts are of high conductivity copper alloy with
gold plated finish.

Figure 4.1-1 Vendor Data Quoting Mili-
tary Specification Performance and De-

sign Criteria
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1.3 Classification. OComnectors. Connectors fabricated to this specifica-
tion are classified as follows:

a, Series:
I - LIT Growunded - 150°C (302°F) Max. operating temp.
II - A. JT Low Silhouette - 150°C (302°F) Max. operating temp.
11 - B. JTS Low Silhouette ~ 200°C (392°F) Max. operating temp.
(a) Connector Classification.
3,6.1 Environmental Requirements. Connectors shall be capable of satisfac-
tory performance, during or after, as applicable, subjection to the following
environmental conditions:
a. Temperatures from -55°C (-67°F) to 150°C (302°F) for Series I and
IIA connectors. Temperatures from -55°C (-67°F) to 177°C (392°F) for Series
Ii5 comectors with the exception of solder-mount receptacles which have an

upper limit of 150°C,

(b) Connector Temperature Requirements.

Figure 4.1-2 MIL-C-38999, October 1966.

Figure 4.1-3 shows the current version of the military u.2cification,
MIL-C-38999 (G), which was released in December 1977. In this version, the design
operating temperature range is stated to be -65°C (-85°F) to 200°C (392°F), indi-
cating that the lower temperature limit compounds the confusion caused by the
discrepancy in the vendor advertisement, because it looks as if the connectors have
been designed to meet the later military specification and not the one quoted.

This example demonstrates that the instrumentation engineer is at a
disadvantage if he must rely entirely on brochures, catalogs, or even military
specifications for meaningful connector performance criteria.

The instrumentation engineer, in addition to having to deal with incon-
sistencies in the stated performance criteria, must decide whether the equipment
will perform as stated in the environment of his particular application. In the
past, environmental specifications have always been especially difficult to inter-
pret for airborne system applications. The following questions illustrate the
types of factors that must be considered:

1.2.1 Design considerations. Connectors are capable of satisfactory performance
juring or alter, as applicable, subjection to the following environmental conditions:

1.2.1.1 Temperature. Temperatures from ~65° (-85°F) to +200°C (392°F) (see 1.3.1d).

(a) Connector Classification

d. Temperature ranges:
Series I and II: Finishes -
A - Bright cadmium plate over nickel (conductive) -65°to +150°C
(inactive for new design).
B - Olive-drab cadmium plate over a suitable underplate (conductive)
-65° to +175°¢C,
- Anodic (nonconductive) -65° to +200°C.
- Fused tin, carbon steel (conductive) -65° to +150°C,
- Corrosion resistant steel passivated (conductive) -65° to +200°C.
- Electroless nickel coating (conductive) -65° to +200°C.
- Hermetic seal or environment resisting corrosion resistant steel
(conductive plating) -65° to +200°C,
Series III and IV: Classes -
C - Anodic (nonconductive) -65° to +200°C.
F - Electroless nickel coating (conductive) -65° to +200°C.
K - Corrosion resistant steel passivated (conductive) -65° to +200°C,
W - Olive-drab cadmium plate over a suitable underplate (conductive)
-65° to +175°.
- Corrosion resistant steel passivated (conductive) -65°2 to +200°C.
Corrosion resistant steel with electrodeposited nickel plating
(conductive) -65° to +200°C.

ZMmMoon

= -
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(b) Connector Temperature Requirements

Figure 4.1-3 MIL-C-38999G, December 1977,
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Are the vendors' tests made using specified load current or de-rated
current? This is important, because quite often the connector is not evaluated
using all the connector pins.

Do the evaluation tests include all of the connector parts assembled as a
complete connector? Usually the test procedure is not explicit. Specifications
for testing often say merely that a "wired, mated connector shall be subjected..."

Are the listed specifications meaningful? The data may not be relevant
for the intended application. Many specifications state clearly that the test
conditions are seldom directly related to actual environmental conditions.

Thus, before an engineer can decide which connector is proper, he must
read all related material completely and carefully.

4.1.2 Connector Environmental Considerations

The requirements of high performance aviation and missile instrumentation
have generated more realistic connector specifications. These specifications
reflect the need for connectors to withstand the combined effects of wide varia-
tions in teaperature, shock and vibration, and atmospheric pressure and environ-
mental moisture. Further, some connectors may have to withstand corrosion, ex-
plosion, or physical abuse.

4.1.2.1 Temperature

As shown in Figure 4.1-4, with forced convection, the connectors avail-
able today not only operate continuously at 200°C (392°F) but can also maintain an
environmental seal against air and moisture despite thermal expansion and compres-
sion or thermal shock.

~ 480 250
L'
<
w ..==:=:::::::
-4
£ 400
& MIL-C - 26500 (USAF) 200
Y SIZE 22 WITH 55 NO. 20 CONTACTS
g st on g
= 320 e
& 150
@ S
= FORCED COMVECTION =
< AIR VELOCITY 400 FPM g

240 ' i
2 Yoo §
c 100 é
g -
S is0 4 ]
s MiL - C - 26482 (ASG) ®
S SIZE 22 WITH 55 NO. 20 CONTACTS s
2 Tso «
5
o
*2 8o

50% NATURAL 100%

§ RATED CONVECTION RATED
] CURRENT CURRENT [ O
Z
2 11 _
o O $ }
© 0 20 40 6.0 8.0

CURRENT (AMPS) FOR CONNECTORS PER MIL-C- 26482 8 MIL - C - 26500

Figure 4.1-4 Maximum Ambient Temperature versus Typical Sustained
Current Capability MIL-C-26482 and MIL-C-26500 Connectors.

For many years airborne (MIL-C-5015 and MIL-C-26482 type) connectors were
considered to be capable of operating in 125°C (257°F) ambient temperatures. This
interpretation was based upon thermal shock (i.e., temperatures cycling from -55°C
(=67°F) to 125°C (257°F)) rather than upon any consideration of the continuous current-
carrying capabilities at 125°C (257°F).

The need to provide connectors capable of continuous operation at high
temperatures required a careful study of the combined effects of temperature and
current as a function of time. As shown in Figure 4.1-4, the MIL-C-26482 con-
nector would have to operate in ambient temperatures well below 125° C (257° F)
when carrying any appreciable current.
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Also shown in Figure 4.1-4 is the NIL-C-26500 type connector. The two
curves indicate a considerable improvement at 200°C (392°F) while carrying 50X rated
current. MNotice also that the connector can operate continuously at 125°C (257°F)
at 100X rated current.

Figure 4.1-4 illustrates the sustained current capability of the connector
as a function of ambient temperature. The figure does not reflect connector contact
temperature, which is the sum of ambient temperature and the temperature rise due to
the flow of electrical current through the connector; this is shown in Figure 4.1-5
for a NIL-C-26500 series connector.

Figure 4.1-5 graphically illustrates the exposure time limitations of two
different connector sizes based on a contact temperature of 239°C (462°F). The
ampere ratings are taken from MIL-W-5088 G for a wire gage of 20. For example, a

12-pin connector can operate continuously at 120°C (250°F) with an individual

contact current of 7.50 amperes. However, the same contacts carrying ?.75 ampeares
can operate continously at nearly 205°C (400°F). The limiting factor is the con-
tact temperature of 239°C (462°F). Figure 4.1-6 identifies the contact wiring
geometry for the connectors used in Figure 4.1-5. Ref. (23, 24).

-~ 12-pin connector

——= 55-pin connector
300 < Amperes 600
ORI T - S Ambior
Ambi i — e —
temperature, \ 367 300 tempersture,
0 1 1.0 10 100 1000~ ¢
Exposure time, hr
L ] 1 41
0 5 10 36

Exposure time, min

Figure 4.1-5 Connector exposure time and temperature limitations
based on contact temperature of 239°C (402°F). Based on MIL-C-26500.

One of the most common errors in
selecting a connector is to dis-
regard the similarity of a wire
bundle and a connector. The
instrumentation engineer must
remember that a single AN 20
gage wire in free air can
safely carry 11 amperes. This

same size wire in a bundle or (o le

conduit can carry only 7.5 amp- 0O p©O

eres, however. The use of multi- 0000

pin connectors like those shown

in Figure 4.1-6 should be con- o fo) o

sidered as a wire bundle and de-

rated, if required, for current

capacity. 55-pin connector 12-pin
Connector performance connector

is affected not cnly by tempera-

tures that are elevated for long Figure 4.1-6 Connector Wiring Geometry

periods of time, but also by wide Evaluated in Figure 4.1-5.

and rapid variations in tempera-

ture, or thermal shock which can cause elastomers, plastics, and metals to
expand or contract at different rates. This may cause seals and insulation to
fail, making the connector more vulnerable to moisture and corrosion.

4.1.2.2 Shock and Vibration

Among the most severe mechanical stresses to which a connector can be
subjected are those induced by vibration. In general, connectors cannot be pro-
tected by external shock-absorption techniques. Instead, they must be self-damping
to prevent contact chatter.

The selection criteria for connectors that are required to withstand high
levels of vibration and shock are basically mechanical: the smaller their size and
weight the better. Careful consideration should be given to vibration before
overly large connectors are selected. Furthermore, the connector specifications
should be checked to be certain that the vibration specifications are meaningful.
The vendor's tust conditions often do not represent the environment in which the

b b Ay AL e

Ml P Tt &k o e b n m &




52

connector is to be used. A typical example are tests performed using only one
en:ironnont at a time. Vibration testing should be done during teaperature cy-
cling, etc.

4.1.2.3 Prassure and Moisture

‘ Trapped air and moisture can both contribute to voltage breakdown in a

b connector, patticular1¥ if pressure changes like those that accompany changes in

i aircraft altitude are involved. In aircraft applications, another environmental
factor must also be considered: Aircraft may fly only on sunny days, but the use
; gf tgxic fuels may require that the aircraft be thoroughly washed with water after
{ anding.

{ A connector may be designed to be resistant to moisture, but improper

b installation may destroy or degrade this resistance. Thus, careful consideration
of connector specifications and careful review of connector installation procedures
are necessary for satisfactory connector performance,

I1f operation in a low pressure/high altitude environment is anticipated,
the connector insert should be chosen accordingly. Properly designed inserts
provide an effective high altitude corona barrier as well as protection against low
altitude voltage breakdown.

4.1.2.4 corrosion

) In most aircraft, the bulk of the instrumentation system ig located
within a confined instrumentation bay. However, some sensors and their connectors
may be subject to corrosive fumes or fuels, and these must be carefully selected.
In addition, in some aircraft the fumes from corrosive fuels may penetrate the
ingtrument bay. The connectors in all such areas must be carefully inspected
immediately before every flight. Intermittent circuit operation often indicates
that the connector pins are contaminated; under these circumstances the contacts
must be carefully cleaned. Therefore, the instrumentation engineer must review the
connector environment carefully and select the connectors that are appropriate for i
these installations.

4.1.2.5 Explosion

The hazard in operating any electrical connector in an explosive atmos-
phere ig possible sparking. The sparking that occurs while mating or demating a 1
connector can be igsolated by using an explosion-proof connector that mechanically
isolates the contacts prior to mating or demating. This can be done by using a

SIS AL S SIS ALY, B DT i
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Figure 4.1-7 Basic Explosion-Proof Connector Design

e

shell and insert design of the type shown in Figure ¢.1-7. 1In Figure 4.1-7, A is
a compressible seal that forms with B as the connector shell! is inserted. The pins,
C, do not mate until this seal is well establighed.

4.1.2.6 Physical Abuse

Overly large connectors are often used as bulkhead connectors, and the
proper tool for their mating and demating is a web-wrench. Large pliers or jaw
type tools with teeth should never be used to mate or demate these connectors.

[PPSRy
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Ne doubt other environmental hazards exist that have not been menticned.
However, the instrumentation engineer should follow the same procedure in each
case: he should find out the requirements of the environment and select the con-
nector accordingly.

4.1.3 Selection of Connectors

Among the considerations that affect the choice of connectors are the
appropriate connector and contact size and the appropriate connector type in terms
of connector configuration and contact material. In addition, the connector choice
should reflect not only present needs but also allow for future system growth.
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4.1.3.1 Contact 8ise (Wire Gage)

Signal and power wiring are routed through separate connectors, a prac-
tice which results in additional connector requirements. For example, wire gage
must usually be no smaller than AN 22 or, in some cases, AN 24 due to the minimal
tensile strength of the wire. This limitation may constrain the choice of con-
nector and contact density.

4.1.3.2 contact Materials

To permit an electrical connector to be repeatedly mated and demated, pin
and socket contacts are used. These contacts represent one of the most important
arts of the electrical interconnection system. It is the responsibility of the
nstrumentation engineer to design an adeguate and reliable interconnection system,
because without good contacts, the interconnection system is useless.

Copper alloys are the most commonly used base materials for electrical
contacts. During the 1940's most contacts were silver plated. when requirements
such as prolonged storage became more common, the silver plating was thinly coated
with gold to prevent tarnishing and corrosion. However, the silver migrated through
the gold, corrosion occurred, and the resulting increase in contact resistance was
wrongly blamed on the gold coating. Ref. (25).

The time it takes for migration to occur can be extended by using a gold

plating of 762 x 10'6 to 1270 x 10'6 millimeter (0.00003 to 0.00005 inch). Further,
if several successive platings of gold are used, the contacts can be used at
ambient temperatures up to 200°C (392°F). Above this temperature, more expensive
materials such as rhodium must be used for plating. Unfortunately, however,

rhodium is not as good a conductor as gold.

Another difficulty with gold plating ig encountered during soldering.
when gold plating on a contact is heated, an allcy forms with the solder. This
alloy has a high nelting point, often creating a cold solder joint. Fortunately,
this problem can be avoided by using crimped contacts.

The use of gold and other precious metals for electrical contacts is
being re-evaluated for another reason: the high price of the metals themselves.
One way to reduce costs is to use less metal. For many years some specifications

have quoted a gold plating thickness of 2540 x 10"6 millimeter (0.0001 inch).
However, this thickness specification has been reduced by half, as evidenced by
MIL-G~45204B. In fact, most non-military ground applications now use a gold

6 millimeter (0.00002 to 0.00003 inch).

plating thickness of 508 x 10~% to 762 x 10~

Another way to reduce cost is to use leaded nickel/copper as a base
material for contacts in place of brass, beryllium/copper and phosphor bronze.
Leaded nickel/copper is easy to machine, resists oxidation, solders readily, and,
according to the vendor's brochure, has low contact resistance.

4.1.3.3 Contact Resistance

Whenever there is an interconnection in an instrumentation wiring system,
the resistance due to the contact becomes part of treé circuit. However, contact
registance makes up only part of the total resistance in a circuit, which consists
of source, line, contact, and load impedances. However, total resistance is often
difficult to determine. Vendors often neglect to state the contact size, maximum
current, test current, and potential drop, and refer the user to the appropriate
military specifications, which in turn often give information that is irrelevant
for the purpose.

Past experience has shown that contact resistance must be determined
analytically. Any attempt to actually measure contact resi~! .nce in an existing
electrical circuit in an aircraft will be less than sati. ory. because in order
to measure the contact resistance, the connectors somewhere within the inter-
connecting wire must be disconnected. Consequently, the resistance due to the
disconnected connectors cannot be measured. Furthermore, it cannot be assumed that
the resistance of a contact or circuit is the same before and after the circuit has
been hroken. The resistance of a given contact no doubt changes each time the
connector is re-mated. Finally, the airborne environment may cause special prob-
lems not readily measurable on the ground.

Contact resistance is not readily determined, but in general, this is not
a problem, not because contact resistance should be ignored but rather because
actual resistance problems are more likely to be related to inadequate contact
gseating, a defective crimp or solder joint, or a poor connector mating. Ref. (26).

To give an idea of the magnitude of contact resistance as compared with
total circuit resistance, total circuit resistance can be expressed as follows:

(4.1-1)

Ry = Ryire * Reontact * Raource * Rload Eq.
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where R represents resistance and R, is total circuit resistance. Then
the following values may be assigned for a typical example: Riire = 2
ohms, Roource ™ S ohms, and R oaa = 120 ohms. For illustration purposes,
perform the calculation using each of three values for contact resistance:

= 20 x 10~3 -3 ohms

= 10 x 10~3 ohas, Reontact
2

R ohms, and R

contuct1 contact3 = 30 x 10

The equations for these three values of contact resistances are then as follows:

2 ohms + 10 x 10~> ohms + 5 ohms + 120 ohms

k.4
"

t
g R, = 2 ohms + 20 x 107> ohms + 5 ohms + 120 ohms
and
R, = 2 ohms + 30 x 10> ohms + 5 ohms + 120 ohms
or
R, = 127 ohms + 10 x 10™> ohms
R, = 127 ohms + 20 x 107> ohms
and
R, = 127 ohms + 30 x 10”3 onms
Clearly, contact resistance is very small compared to total circuit
resistance.
The same point can be illustrated in another way. The percentage of
Rcontact x 100
change due to contact resistance may be expressed as R
t
Therefore, for R the effect of contact istance is 10 x 1073
' r contactl e contact resis ce =1
-3
- ie 3. 20 X 10 -
x 100 = 0.0079 percent. For Rcontact it ig =—==—— x 100 0.0157
2 127
ercent, and for R it is 29—5—19:3 X 100 = 0.024 percent
P ' contact, 1 127 =9. P :

In the example above, a circuit with only one contact was evaluated, and 1
it was assuned that the connector was properly assembled and mated. In practice,
several contacts may exist in a single circuit. For extremely low voltage appli- |
cations, however, such as in low millivolt sensor circuits, contact resistance
makes up a higher percentage of total resistance. In these applications, the
number of connector contacts should be minimized, particularly if the input imped-
ance of the sensor amplifier is less than or equal to lo(Rcontact)'

Contact temperature is the total of ambient temperature and the tempera- j
ture rise due to the flow of electrical current through the connector. The effect ]
of contact temperature on contact resistance can be calculated by using the formula 4

Rt = Ro {1 + a(t - to)] EqQ. (4.1-2)

where

R, = resistance of a conductor at the temperature t, ohms

t

Ro = resistance of the conductor at the temperature to, ohms

a = temperature coefficient of resistivity, that is, the ratio of the change
in resistivity due to a change in temperature. The dimensions of this
quantity may be expressed in ohms/°C/ohm or ohms/*F/ohm.

For example, the temperature coefficient of resistivity, «, for an-
nealed copper is 0.00393. For a one percent increase in operating temperature,
the resistance will increase by nearly 0.4 percent.
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4.1.3.4 Contact Types

Conductors are usually attached to the connector pins and sockets (or
contacts) in one of four ways: soldering, crimping, welding, or wire wrapping.
Each has advantages and disadvantages in terms of quality, ease of performing the
connection, and speed of repair in the shop or field. Ref. (26).
4.1.3.4.1 Soldering

when properly done, a soldered connection is a nearly perfect joining for
two conductors. Yet soldering doas have disadvantages. Some of them are:

. A tendency to corrode. (Even resin core corrodes in the presence of
moisture. )

. The amount of training and certification reguired.
The absolute necessity of cleaning the joint.
. The need for close temperature control.

The fact that soldered joints are only good at temperatures up to 149°C
(300°F).

The wide variety of hand tools required.

4.1.3.4.2 Crimping

Crimping has become the most popular joining method for multicontact con-
nectors. Its advantages are:

It is noncorrosive.

Skill requirements can be minimal if one type or size of crimp contact is
called for. (Experience is necessary to recognize the differences between
various types and sizes of crimp contacts; accordingly, this could be a
disadvantage.)

A joint can be adequately inspected visually (through the inspection hole
in the body of the contact.)

Cleaning the joint materials is not necessary.
. Field rework is easy, since few special tools are required.

. Because of the crimping tool's characteristics, the quality of crimping
is uniform.

. Crimped connections are light in weight.

. Crimping is fast and simple.

The disadvantages of crimping are as follows:

. The crimping tool requires an insert for each different contact gage.
Periodic calibration is required for the crimping tool.
Crimping tools are initially expensive.

A variety of tools and inserts must be available to handle the variety of
manufactured contact types.

4.1.3.4.3 Welding

Precision welding machines have increased the acceptability of this method
for joining conductors and contacts. The advantages are:

welding can be automated, which provides faast, reliable joints and elimi-
nates many human factors.

The joints can withstand high temperatures.
. The joints are strong mechanically, usually stronger than the wire itself.
The disadvantages of the system are:
. visual inspection is not practical.

Welding equipment is expensive.

Cleanliness and surface preparation are absolutely essential.
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. Specialized training is necessary.

. Field rework is not practical.

4.1.3.4.4 Wire Wrapping

The wire wrapping operation depends more on the toocl than on the operator
for high quality results. Despite the advantages of the technique, however, wire
wrapping has not generally been accepted in the flight testing environment. The
wire wrapping operation has been accepted, however, as a reliable attachment tech-
nique internal to electronic chassis where the wrapped contact will never be dis-
turbed. The advantages are:

The hand tools are inexpensive.

The procedure is fast and easy to learn.

. The wrapping procedure is nonchemical and nonheating.

Preliminary preparation of the wire wrap terminal and wire is not re-
quired.

Joints are field repairable.
The disadvantages are:

The technique generally requires the use of solid rather than stranded
wire.

Stranded wire, if used, must be presoldered.

Contact density is limited, particularly in minature connectors.
. Re-uge of posts is limited.

A wide variety of wrapping bits is necessary.

4.1.3.5 Connector Contact Requirements

During system installation design the instrumentation engineer must take
system expansion into consideration. Spare contacts must be available in each
connector. Thus, the requirement for spare contacts will affect the choice of
connector size and the quantity of connectors purchased. Typically, tue number of
spare contacts required is 10 to 15 percent of the individual connector density.
The overall instrumentation connector and contact requirements should be continu-
ously reviewed to insure the availability of spares.

To permit future system growth or possible contact failure there should
be spare connector contacts for all of the wiring sizes used in the instrumentation
system and for all of the special purpose contact types, such as those used for
thermocouples. Further, during system instrumentation the connectors containing
the spare contacts must be carefully distributed throughout the installation.

4.1.3.6 Insertable Contact Type Connectors

Connectors that use crimp contacts, in which the contacts are both in-
sertable and removable, are usually assembled by the user. Extreme care is neces-
sary to prevent the contacts from being damaged. Cleanliness is also vitally
important. Small pieces of insulation can easily become trapped within the con-
nector or contact, preventing the inserted contact from seating properly. It has
been estimated that improper contact seating accounts for more than one-third of
all connector failures.

Connectors with insertable contacts can be assumed to be reusable.
However, this is true only as long as every contact position is usable. On oc-
casion, valuable connectors must be discarded because a contact cannot be removed
from the connector.

The connectors presently being used have removable contacts that are held
in place by a spring clip. The spring clip may be part of either the contact or
connector. Experlence has shown that connectors using a contact designed with an
1ntegrated spring clip can often be salvaged when the contact cannct be removed by
ordinary procedures. The salvaging procedure requires drilling and can only be
applied to the socket contact.

The process of removing a socket contact from a connector requires care-
ful alignment of the socket and drill bits. The procedure involves drilling out
the socket contact with a drill with a diameter that has been carefully selected so
that the socket walls are entirely removed during drilling. Careful alignment and
drill size are required to prevent damaging the insert material. The socket con-
tact provides self-centering for the drill as the drill is slowly fed into it.
After the socket contact has been drilled away, the remaining spring clip can
easily be removed.
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4.1.4 Procurament Considexations

Two of the most often overlooked criteria in connector selection are
procurement lead time and, to a lesser extent, procurement cost. A lead time of 8
months to 1 year is not uncommon for the purchase of certain types of connectors,
; ‘ and during this period, prices usual.y increase at least once. Because of these
! ' factors (time and money), enough spare connectors and the associated contacts,
‘ shells, and so forth, should be ordered initially. An additional reason for ini-
i ) tially purchasing adequate spares is subsequent availability. Manufacturers ter-
i minate the production of connectors, connector shells, and contacts without warn-
X ing, and asaess surcharges if the production line must be re-tooled. The cost of
5 re-tooling is usually prohibitive, thus precluding the purchase of spares.

4.1.5 Connector Selection Checkl'ist

The following factors should be considered when selecting a connector.
The checklist has been compiled from a wide variety of connector brochures and
specification listings and should cnly be used as a guide or reminder. The items
are not in any special order, and some liave not been discussed ir the text. Fur-
ther, the listing should not be considered complete. Ref. (26, 27).

. vhat type of connection should be used (crimping, soldering, wire wrap-
ping or welding)

Will the connector seal before locking?
. what provisione are there for cable strain relief?
Should the connector be polarized? (See Section 5.1.5 for definitions)

. what contact density should be used? What gage contact and wire?

. what environmental capabilities should the connector have?

. what type of insert material should be used?
. Does tlLe conn:ctor demonstrate positive lock?
. Should the connector be reusable?

. 1s the connector visually inspectable for correct assembly and correct
installa.. an?

. 1g the connector compatible with existing in-house connector hardware?

. 1s the connector compatible with existing applications (for example,
quick disconnect)?

. Are the contact arrangements printed on the insert readable? 1
. 1s there provision for cafety wiring?
. Does the connector have a satisfactory history of usage?
. Are new tools required to assemble the connector?
. what is the projected delivery time?
what is the overall cost of the connector? Is it complete in one sealad ¢
and dated package or are sever. 1 purchases required to complete one 4
connector?
. Does the connector provide a useful contact arrangement? * B
. what is the physical lacation of the connector in the system?
. Will the connector zorrode, tarnish, oxidize, or contaminate easily?
. Does the connector have surfaces that can be damaged during mating? ?

. Does the connector design minimize the accumulation of moisture and other
contaminants? ;

. Can the connector's shield termination requirements be met? Does the
connector meet contact regquirements?

. Does the connector have a standard (readily available) design?

. Does the connector have enough spare contacts to accommodate spare wires?
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. Is the connector under consideration the least expensive connector that
will meet all requirements?
. Is the lead time on the procurement satisfactory?
4.2 Selection of a Forced-Air Convection Cooling System

_ The high heat loads in closed compartments require the use of forced
convection to keep equipment temperature within acceptable limits. Natural con-~
vection.il not considered as useful under these environmental conditions. Forced
convection transfers the heat from an object at a much faster rate than is possible
by using natural convection.

The effectiveness of forced convection can be increased by providing
greater surface area, fins for example, over which the air is directed. The ad-
ditional heat transfer provided by fins more than offsets the slight increase in
regsistance due to the metallic heat flow path of the fins. The following general
factors should be considered when using fins.

a. The fins should be made of a metal that has a high thermal con-
ductivity.

b. The fins should either be integral with the part or bonded to the
part with a good metal-to-metal contact so that there is a mini~-
mum of heat path resistance.

c. Short, rather thick fins are more effective than long thin ones.
The temperature drop from the base to the tip of a long fin may be
appreciable thus tending to make the fin less effective.

. Blowers used as a source of air motion for removing heat from equipment
can be divided into two general applications.

a. Blowers internal ‘o the equipment.

b. Blowers external to the equipment. This type may be used with open
or closed equipment.

4.2.1 Factors That Influence the Choice of Blower Application

The application of a blower to the internal air circulation in pressur-
ized or closed vented equipments is determined primarily by the equipment internal
pressure and by the air flow requirements.

With pressurized equipment, the basic problem of heat removal rests pri-
marily with the ability of the blower to provide internal circulation of the hot
air so that it comes in contact with the inner surface of the case, thus effecting
a heat transfer. Such blowers usually operate at a fixed speed, resulting in the
same air circulation for all environmental conditions. With closed vented equip-
ment, internal blowers with no means of speed control may be used, provided that
at all environmental operating conditions the external heat dissipation from the
equipment case is sufficient to prevent equipment overheating.

since the pressure level within closed vented equipment is reduced as the
altitude increases, the air flow capacity of the internal blower and its ability to
improve the heat distribution within the equipment is reduced. However, if com-
ponents within the equipment tend to reach their temperature limits, then a re-
quirement for increased flow rate is necessary. Such usage is limited since at low
pressure (high altitude) the blower required to maintain a mass flow of air con-
sistent with that of a higher pressure often contributes its own heat to the
significant temperature rife in the cooling air as it passes through the blower.

when blowers are used externally to supply air flow over open equipment
surfaces the demands placed on the operating characteristics are considerably more
severe. It is entirely possible that sufficient air flow may be unobtainable for
large heat transfer requirements. Very careful evaluation of the equipment heat
transfer requirements and pressure drop is necessary prior to selecting a blower.
The blower should be selected on the basis of calculated air requirements at the
maximum operational altitude.

4.2.2 Example - Determination of a Finned Heat Sink and Selection of a
Blower (Fan)*

Airborne electronic equipment requires sufficient cooling to prevent
destruction of components or degradation of performance. The most direct solution
to the problem would be to determine the cooling air required for acceptable tem-
perature rise of the equipment. However, these tests are often time consuming,
cumbersome, and impractical. Another soclution to the problem would be to test for

*Based on a memorandum by Leon H. Weirather, NASA Dryden Flight Research Center,
Edwards, Calif., Apr. 5, 1971.
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cooling requirements at laboratory ambient conditions and extrapolate to altitude.
Again, this is time consuming, and the equipment is not always at hand to perform
such testing.

Because of space and weight limitations, it may be desirable to pre-
select the heat sink and fan for some installations. The procedure given here may
be used to predict the cooling performance of thase systems.

The approach suggested is directed toward the ccoling of small to mod-

erately sized <645 cnz(loo in2 base area) sealed electronic packages which require
heat sinking for proper operation.

Assumptions

(a) There is zero thermal resistance between the electronic package and
the heat sink.

(b) All of the heat generated by the unit is transferred to and dis-
sipated by the heat sink.

(c) The heat is dissipated uniformly over the heat sink.
(d) The heat transfer is steady-state, and isothermal conditions exist.

(e) The ambient air (cooling fluid) temperat.re is always less than the
temperature of the heat sink.

4.2...1 Selecting the Heat Sink

Heat transfer by convection follows the relationship:

Q =hA (T, - T,) EqQ. (4.2-1)
where

Q = heat dissipated, watts

h = heat transfer coefficient, W/inz ec

A = area

T, = egquipment temperature, °C

Tz = air temperature, °C

Each material and mechanical bond or interface between the internal heat
generating components and the exteinal cooling fluid presents a thermal resistance
or impedance to the heat flow. For most electronic equipment, the internal thermal
characteristics are not known. However, the total amount of power to be dissipated
is usually known, and an estimate can be made of the maximum allowable case temperature.
1f a thermal joint compound is used, the case-to-sink thermal resistance is very
small for typical installations and can be ignored.

The thermal resistance (Rt) to convective heat transfer is 1/hA and Eq.
(4.2-1) can be written

Q= %: (T, - Ty) Eq. (4.2-2)
or
)
R, = s (T, = T,) Eq. (4.2-3)

Using the power dissipation value and the maximum allowable case temperature rise
(T1 - Tz)' the required gea level heat-sink-to-cooling-air thermal resistance can

be determined from Eq. (4.2-3).

For laminar flow, convective heat transfer varies as the square root of
air density. Therefore, since

m=% .5 Eq. (4.2-4)

s"tg alt _ [ pSL
Rt SL pa

From the relationship of Eg. (4.2-4), the thermal resistance at the required
altitude may be found.

then
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‘desirable, if not mandatory. Forced air convection cooling depends primarily upon

Now, using the thermal resistance value at altitude, the required heat dis-
sipating surface area can be determined from Figure 4.2-1. This figure shows the re-
lationship between the heat dissipating surface area and sink-to-ambient thermal re-
sistance for flat fin-type extrusions mounted in a vertical position. The curve is
applicable for a uniform distribution of dissipated power over the sink.

Most heat sink extrusion manufacturers specify the heat dissipating surface
area per unit length. After selecting the desired shape, the required extrusion
length may then be determined,

The foregoing procedure for determining natural convection heat transgfer
is based upon laminar flow conditions. The flow may be turbulent in some installa-
tions, and the resulting "scouring“ effect upon the gtagnant boundary layer along
the fin surfaces increases the thermal transfer to the cooling fluid. Consequently,
the results obtained from the suggested approach are conservative in these cases.

At high altitudes, and especially if there is a considerable temperature
difference between the equipment and the surrounding environment, radiation may
have an appreciable cooling effect. It may therefore be advantageous to determine
the amount of radiation cooling experienced by the heat sink selected.

If we assume that an electronics package in an aircraft compartment is a
small body completely enclosed by a large body, then the amount of heat diszipated
by radiation is:

Q= aeo (1,* - 1,% EqQ. (4.2-5)

where

heat dissipated, W

area, cm2 (inz)

™
1]

emissivity of heat sink, 0.96

12 4

Stefan-Boltzmann constant, 5.672 x 10~12 watt/cm® - K

11

Q
[}

(3.657 x 10711 watt/in? ' kY

T

1= heat sink temperature, K

H
I

2 = air temperature, K

The area in Eq. (4.2-5) taken to be the area of the base of the heat sink
since the fins contribute little additional radiative surface. An emissivity of
0.96, a value typical of painted surfaces, may be used for the heat sink. The tem-
perature to which the sink will rise due to radiation cooling may be found by solv-
ing Equation (4.2-5) for T, as follows:

(e e zt) O
T, = -—-Rz—a—— Eq- (4.2-6) 1

1
Radiation conling is, of course, independent of pressure or density of the air.

4.2.2.2 Selecting the Blower (Fan) and Heat Sink Combination

In some cases, the extrusion length as determined above for natural
convection may be impracticably long. Forced convection cooling will then be

EE PV

the characteristics of the air flow, fin spacing, and the degree of coupling to the
air stream and is practically independent of other physical characteristics of the
sink. Therefore, a reasonably sized sink, compatible with the dimensions and
mounting requirements of the equipment, should be selected, and then the forced air
cooling requirements are determined for this sink.

From mass transfer relationships the following may be expressed:

Q

chp ('1‘1 - Tz)

Eq. (4.2-7)
where
Q = heat dissipated, W
K = coupling efficiency
m = air mass flow rate, lb/min
c_ = specific heat of air at constant pressure,

p 0.2 calories/gram/°C -+ (7.62 W=-min/1lb°C)




Tl = heat sink temperature, °C

T, = air temperature, °C

The coupling efficiency (K) is 0.2 for wide spaced fins and 0.6 for close-spaced
fing. An intermediate value of 0.4 will be satisfactory in most cases. The spec-
ific heat of air at constant pressure (c_) can be considered constant for the

altitude ranges normally encountered by flight test aircraft.

It is seen from Eq. (4.2-7) that heat transfer ia dlrectly propor-
tional to mass flow. However, fans are volumetric devices; i.e., for a glven speed
a fan delivers a constant volume of air per unit time regardless of the air density.
Therefore, a fan must be the proper size to deliver the required mass flow at all
operating cond1t1ons The fan must be capable of delivering a maximum volumetric
flow rate which occurs at the highest altitude at which the fan is to operate.

The air mass flow rate required to keep the equipment temperature rise at
the allowable level is found from:

|;| = Eq. (4-2"8)
ch Tl - Tz
The required volumetric flow rate may then be determined from:
v=D_ ‘ EQ. (4.2-9)
Pa
where
Vv = volumetric flow rate
m = mass flow rate
Pa = density of air at altitude

Selection of the correct fan requires knowing the pressure drop associated
with the flow passing through the system. Finned heat sinks (air flow parallel to
the fins) present very little impedance to the air flow, and the pressure drop is
small. A typical sea level pressure drop for this type of configuration is 0.5
centimeter (0.2 inch)Hzo.

Using the maximum volumetric flow rate required (at maximum altitude) as
determined from Eq. (4.2-9) and the sea level pressure drop, we may now select
a fan from manufacturer's catalogs. Fan performance data are usually published for
standard sea level conditions. We may assume that maximum volumetric flow as
determined above for maximum altitude will be the same at sea level for conven-
tional constant-speed fans. Thus, the usual catalog data may be used for fan
selection. For airborne applications, it is usually advantageous to select a 400
Hz ac fan. These fans are physically smaller and have greater shaft speeds than 60
Hz and dc powered units.

Special types of fans are available for high altitude applications. 1In
these fans the shaft speed varies inversely with the air dengity, thus delivering a
greater mass flow at low densities than can be obtained with constant-speed devices.
Another advantage of these types is that they require less power at low altitudes
than conventional fans. Performance data for the high altitude fans are usually
given in terms of mass flow, altitude (density), and pressure drop, as well as the
standard sea level performance curves.

In most cases of forced convection, the effec.s of radiation and natural
convection are relatively small (as compared to forced convection) and may be
dlsregardzd However, the effects of the various modes of cooling may be combined,
if so desired.

4.2.2.3 Checklist for Selecting a Heat Sink and/or Blower (Fan)

The steps required to select a finned heat sink extrusion and/or a fan to
cool airborne electronic equipment are summarized below:

(1) Using the known value of heat dissipation and the maximum allowable
temperature rise, find the sea level thermal resistance to natural convection from
Eq. (4.2-3).

{2) Find the thermal resistance at the required altitude from Eq.
(4.2-4).

(3) From F1gure 4.2-1, find the heat dissipating surface area required
to obtain the thermal resistance at altitude.
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(4) Select an extrusion of the desired shape from the manufacturer's
catalog, and determine the length necessary to provide the required heat dissi-
pating surface area.

(5) Determine the cooling by radiation (if desired) from Eq. (4.2-6).
‘ (6) Combine the effects of natural convection and radiation (if desired).

{ If it is found that natural convection and radiation heat transfer are
i insufficient to cool the equipment with a reasonably sized sink, proceed with the
foliowing steps:

E (7) Select a sink sized to the dimensions and mounting requirements of
the equipment.

(8) Find the air mass flow rate necessary to keep the equipment temper-
ature rise to the acceptable value from Eq. (4.2-8).

(9) Determine the volumetric flow rate at the maximum altitude from
Eq. (4.2-9).

(10) Assuming a sea level pressure drop of 0.5 centimeter (0.2 inch)
H20, select the fan to meet the requirements of (8) and (9) above.

(11) Combine the effects of the various modes of cooling (if desgired).

3 The technique described provides only an estimate of the cooling require-
i ments for an airborne electronic unit. The accuracy of the technique obviously is
4 dependent upon the validity of the assumptions made and upon the accuracy of the
estimates of the true conditions. No attempt has been made to determine the errors
involved.

This relatively straightforward approach can be easily and qguickly used
by technical personnel to obtain estimates of cooling requirements. If the elec-
tronic unit is known to be operating near its temperature limits or if the unit is
esgential to the mission, laboratory tests should be performed under simulated
environmental conditions to determine the adequacy of the cooling.
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Figure 4.2-1. Thermal Resistance Vs Surface Area for Flat Vertical Fin Type Extrusions.
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4.3 Selection of Mechanical Isolators

Depending on the type of flight vehicle, the mission profile will vary
and thus he a factor in the selection of isolators. The different classification
of aerospace vehicles include airplanes and helicopters. There are a variety of
differences in the design of these vehicles and the flexibility of wings, tail
surfaces, and the fuselage will vary. Each type of flight vehicle has a different
response to excitations from its mission profile. Further, differert responses are
introduced by the type of engines used. Different excitations are produced by
reciprocating engines, turbo props, turbojets, ram jets, etc. Wwhile isolators are
selected mainly for protection against vibration, the shock environment must also
be considered.

Generally, the most severe shock occurs during landing and booster-assisted
or catapult assisted takeoffs. The direction of shock is as important as the
intensity. Highly maneuverable aircraft spend a considerable length of time in
such attitudes as climbing, diving, loops and rolls. Because of this, the aircraft
attitude should also be considered when selecting an isolator.

The selection of isolators and the isolation mounting system is dependent
mainly on the space available for both the isolation system and the expected sway
or displacement of the equipment. For example, if the space available warrants
that an equipment be higher than it is wide, resulting in a high center of
gravity, then a bottom-mounting system should
be used with stabilizers. Other factors to be
considered are the shock and vibration environ-
ment, including the excitation frequencies, the
stiffness of the supporting structure and the Y
environmental design limitations of the equip-
ment itself. Ref. (B2).

Equipment in an aircraft is subjected to i

shock and vibration in &ll directions. This > 1= X
requires a six-degree-~of-freedom system with e
translational movement in the vertical, longi- L/f*' G

tudinal and lateral directions as well as ro- ‘(A;*’

tational movement about these three axis. 2

The six degrees of freedom are shown

in Figure 4.3-1. An installed item of

equipment will have a natural frequency Figure 4.3-1, Six-Degrees-of- .
in each of these axis and each must be Freedom System about the Center
considered when designing the isolation of Gravity.

system. For example, if isclators

of equal stiffness are located uns etrically about the center of gravity of an
equipment, certain of the translational and rotational modes will couple., Stated
another way, when coupled, vibration cannot exist in one mode without existing in
its coupled mode. Thus, a horizontal force through the center of gravity will not
only displace the equipment horizontally, but it will cause it to rotate.

Each coupled mode has its own frequency and it must be considered in the basic
design. Isolators may be arranged in a variety of mountings, but in general all
the variations can be grouped into a few basic types, and/or combinations. Typical
examples are shown in Figure 4.3-2, (a) through (e).
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{(a) Underneath Mounting System Showing Design Dimensions.

Figure 4.3-2. Basic Isolator Mounting Systems




200

MAX

(b) Center of Gravity Mounting (c) Double Side Mounting
Systenm. Systenm.

OQOUBLE ACTING SINGLE ACTING, SHARE
LOAD EQUALLY WITH
BOTTOM |” OLATORS

\

e l

EQUIPMENT EQUILIBRIUM
POSITION

\r

AN

v

(d) Top and Bottom (Over and Under) (e) Inclined Isolator Mounting System.
Mounting System.

Figure 4.3-2. Concluded.

4.3.1 Underneath Mounting System

The underneath mounting system is the most widely used, since most chassis
configurations are suitable for this application and there are less limiting require-
ments. This Biltel is used in applications where the distance from the base to the
center of gravity of the supported equipment does not exceed isolator spacing by a
ratio greater than 0.25. This relationship is necassary to maintain required
stability and isolation. Figure 4.3-2(a) illustrates the design dimensions for
equipment having a uniform density. The center-of-gravity height to isolator
spacing ratio limits the use of the underneath system for narrow axis eguipment.
However, in most applications the height of the center of gravity seldom exceeds
0.36 of the overall height of the equipment. This permits equipment having ratios
of equipment height to isolator spacing up to 0.7 to be mounted in this manner.
Choosing the proper isolators for an underneath-mounted rectangular object is
relatively simple. The total weight is divided by four; then the appropriate isola-
tor is selected, and placed at the four corners. However, if the center of gravity
of the equipment is located unsymmetrically in the horizontal direction, the isola-
tore at each corner will be different. The load on each isolator can be calculated
by using the following formulas and Figure 4.3-3. W is the weight of the equipment
with connectors and cables attached.

Load on isolator 1 = W (Al"} 2 (ﬂ‘—f-a—z) EqQ. (4.3-1)
Load on isolator 2 = W (zri4z) (512253) Eq. (4.3-2)
Load on isolator 3 = W (FyR% x2) (223+53) EqQ. (4.3-3)
Load on isolator 4 = W (zri2wz) (s8b+2) EQ. (4.3-4)
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Figure 4.3-3 Load Determination Dimensions.

4.3.2 Center-of-Gravity Mounting Systems

In center-of-gravity mounting systems, the isolators are located in a
plane that passes through the center of gravity of the mounted equipment, as shown
in Figure 4.3-2(b). It is a refinement of the undernsath mounting system in that
while coupling of certain rotational and horizontal modes in the underneath system
is unavoidable because of the unsymmetrical placing of the isolators relative to
the horizontal plane through the center of gravity, these same modes are always
decoupled in center-of-gravity systems. With coupled modes, the spread between
natural frequencies of a system is greater, reducing isolation efficiency. If the
highest natural frequency of the mounting system is set well below the forcing
frequency, it may put the lowest frequency at a level that introduces instability
in the system.

4.3.3 Double Side Mounting Systems

Double side mounting systems, also called double-level side mounting, are
normally used on equipments that have a height-to-width ratio greater than two and
a tendency for excessive flexing. Eight isolators are used, with four each placed
symmetrically on opposing sides of the equipment so that the figure formed by the
isolators is a cube. The double side mounting system is shown in Figure 4.3-2(c).
The extra isolators provide additional support points that distribute the load more
equally to the chassis. In addition to being uged for equipment with a height-to-
width ratio greater than two, the double side mounting system should be used for
very heavy equipment from a safety standpoint. With attachment points near the top
and bottom of the ejuipment, it is more secure than the other systems. In fact,
satisfactory results have been obtained with equipment having a height-to-width
ratio up to five. The maximum limit of this system is reached when the structural
rigidity of the equipment allows excessive bending to take place.

4.3.4 Over-and-Under Mounting Systems

In an over-and-under mounting system eight isolators are used, but in-
stead of being mounted at the sides of the eguipment as in a double side mounting
system, the mounts are placed at the top and bottom of the equipment. This system
is used when the space for the equipment provides an overhead support to which the
isolators can be fastened. This system is also useful when the height-to-width
ratio of the equipment exceeds one and a half, so that a bottom-mounted installa-
tion would tend to be unstable. Most of the discussion about the double side
mounting system applies to this system. In the over-and-under mounting system, the
mounts located at the top of the equipment carry an equal share of the load with 1
the bottom mounts. To do this, double-acting mounts are used, or the isclators are
mounted so that they support the equipment as do the bottom mounts. Figure 4.3-2(d)
shows the over-and-under mounting system, with two ways of mounting the top iso-
lators.

4.3.5 Inclined Isolator Mounting System

when four isolators are used and they cannot be located in a plane through

the center of gravity, decoupling can be accomplished by inclining the irolators,

as shown in Figure 4.3-2(e). When equipment is bottom mounted coupling occurs be-

tween translational modes because of the unsymmetrical position of the isolators

relative to a horizontal plane through the center of gravity. This dissymmetry R

causes external forces from the isolator horizontal stiffness, to apply a turning

moment to the equipment when the equipment is displaced sideways. However, if the

isclators are inclined instead of being placed vertically, motion along either of

the principal axes results in deflection of the isolators in both the radial and
i axial directions. Because the isolators are inclined, the usual reference of ;
| horizontal and vertical is changed to radial and axjal. In this system, a trans- M
: lational motion results in external forces from both the radial and axial isolator :
: stiffness. The angle of isolator inclination and the isolator horizontal and 3
: vertical stiffnesses are quite critical in this mounting system. It is a special p
: purpose application of isolators and requires detailed analysis to operate suc-
ceggfully.
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4.4 Selection of Displays and Controls for Crew Area

Aircrew instrumentation displays and controls require an understanding of
the information to be presented and of the methods that most effectively transfer
this information into correct control actions. Displays must suit the particular
conditions of use and be converted into inputs that humans can perceive. Accord-
ingly, lights, indicators, and other displays are used as methods to present infor-
mation to the operator.

To provide the proper displays it is necessary to consider viewing dis-
tance, level of area illumination, instrument lighting (indirect, flood, edge and
rear). The selection of displays must be based upon evaluation of the advantages
and disadvantages of indicators, scales, numeral style and size, color and shape
coding, labeling, zone marking, etc. The controls for these displays must logi-
cally relate to the display being controlled by providing specific control function
and display flexibility. Refs. (B7, 28, 29, 30).

4.4.1 Displays

The instrumentation engineer must know the total number of controls and
displays required to present essential information to the operator. 1In general,
for aircraft circumstances the visual sense is the most suitable input channel for
system status information.

The instrumentation engineer/designer of a visual display must determine
the purpose and the conditions under which a specific display is tc be used. The
conditions (cramped cockpit) and purpcse (warning panel) often dictate the shape,
size, and location of these displays. Operational conditions which must be con-
sidered include the viewing distance, illumination, angle of view, adjacent dis-
plays, arm-length distance, and cockpit control panel compatibility. Also to be
considered is whether or not a cockpit camera is to be used to record instrument
panel readings.

The best viewing area is located directly in front of the crew member,

but this is the area where mission related instruments are clustered. 1In general,
the instrumentation engineer is given areas located at the periphery of the field
of view and/or the area located between the crew members' knees. These particular
areas create a definite design challenge for the instrumentation engineer. In con-
sideration of these cockpit areas, the engineer must ensurc that all display details
are continually in the field of vision; free of excessive parallax; free from light
reflections; and visible in bright sunlight.

If cockpit cameras are used to monitor portions of the cockpit panel, the
size and type of the display details must be compatible with the lowest expected
light level as well as the image resolution and granularity of the photographic
film. Lighting due to direct sunlight should be considered and resulting high
contrast of details minimized.

The design and spatial placement of displays and controls should make it
easy for the operator to select the proper control and operate it in the correct
manner.

The instrumentation engineer (designer) must also determine what the
operator's reaction is going to be towards the controls and displays. For example,
precise, stable information is better displayed by a digital readout rather than a
meter/needle readout. The digital readout is faste: and will be read accurately
more often than other type meter displays. However, because of familiarity the
pilot oftentimes prefers the round D'Arsonval type display.

4.4.1.1 Indicator and Status Lights

Lights are often used to convey routine information and to warn of danger-
ous conditions, or to call attention to malfunctions. The effectiveness of a
signal light depends upon its color, its brightness, and location. In addition, it
must be intense enough to provide adequate contrast in ambient illumination. The
total number of colors used for lights should be kept to a minimum and the designer
must select color combinations which prevent confusion, such as yellow and amber.
These colors tend to change with age and when illuminated by a high intensity bulb
may look alike. Recommended colors are green, amber, red, wh:te, and blue.

In determining any color of a display the designer should try to match

standard concepts and previously-established standards. Table 4.4-1 below relates
colors to typical functions.
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Table 4.4-1 Lamp Colorns and Their Related Functions

COLOR FINCTION

Red Stop:; Danger: Vierning: Emergency
Green Go; Power ON; Gii° Proceed

Amber Standby; Caution; Intermediate steps
White Routine Operating Conditions

Blue Auxiliary Data; Information

Since most signal alarm lights are normally re-set, a press-to-test
feature should ke provided for testing all the lamps.

when control panels are located out of the field of direc: view, a master
warning light located directly in the operator's field of view is necessary so that
the operator may direct his attention to these peripheral areas. Jdeally, every
gignal lamp is clearly identified.

4.4.1.2 Labels

Various research efforts have been conducted to determine what factors
give the greatest legibility of printed material. Although thes.. results are not
entirely consistent, it is possible to generalize on some of the conclusions.

The legibility of characters is affected by contrast between character
and background, character height, ratio of character height to width, and ratio of
height to line width. The following recommendations are given for good legibility:

1. Panels and dials should have white lettering on a dark (or black)
background in aircraft.

2. A height-to-width ratio of 3 to 2 is recommended for charactars on
panels and scales.

3. For white characters on a black background, the best legibility is
given by a line width of 1/7 to 1/8 the character height. If black
characters on white background must be used, the lines should be
about 1/6 the character height.

The sizes and spacings of lettering must be increased proportionally
with greater viewing distances and lower lighting levels.

4.4.1.3 Panel Meters

The D'Arsonval meter movement is very popular because of its basic sim-
plicity, inherent response characteristics, basic analog compatibility and history
of usage. Although modified versions of this type of meter (servometric meter)
improve its accuracy and minimizes vibration-induced pointer movement, this mod-
ification does have certain undesirable features:

1. Requires a separate power in addition to the signal input.

2, Positive indication of meter failure or loss of input is more dif-
ficult to determine. (The standard D'Arsonval meter drops off scale
with loss of signal.) The servometric meter, however, leaves the
pointer at its last position.

Although a wide variety of multiple movement meters exist, the poor ‘
readability of the smaller multiple scales cancel any advantages gained. For
nearly all purposes the circular meter is the best choice.

4.4.2 Controls

The proper selection of a control device for a specific purpose requires
a complete understanding of the function and purpose of the control, what it con-
trols, and its relative importance to other controlr. Careful consideration must
also be given to the information required by the crew member in locating, identify-
ing, and using the control. 1In addition, any limitations impored by constraints on
the crew member should also be considered.

4.4.2.1 Toggle Switches

The most frequent1¥ used control device is the toggle switch. Some of :
the factors which dictate this selection are that toggle switches require little i
panel space, visually indicate status (except momentary switches), and are easy to i
activate during a wide variety of flight conditions. Functions utilizing momentary i

switches in most cases require a status indicator located in the vicinity of the
switch.
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For situations which require wearing gloves a wedge-shaped tab handle
provides a large grasping area with which to actuate a toggle switch. One advan-
tage of the larger wedge-shaped handle is its length which increases the operator's
mechanical advantage during activation. One obvious disadvantage is its minimum
deflection angles for a three-position switch.

4.4.2.2 Push Button Switches

In general push button switches are used for applications requiring rapid
initiation of a function, for high-frequency-of-use gituations and for applications
requiring positive visual response.

For circumstances when the identifying legends are a part of an illum-
inated push button, the use of the larger size push button (2.0 centimeters,
0.8 inch) should be considered. If two or more push button type switches are
mounted side by side, barriers should be inserted between them to limit the finger
movement during switch actuation.

4.4.2.3 Rotary Switches

Rotary switches are usually employed when four or more detent positions
are required. As a multiple switch the rotary switch is generally more suitable
for high currents than the toggle switch. However, as the number of detent po-
sitions increases the possibility of seiecting an incorrect position also increases.
Similarly, if the rotary mechanism jams, all other switch functions are inhibited.
For this reason critical functions are better left to toggle switches.

4.4.2.4 Selecting Controls

In selecting the instrumentation contrcls and their size and locaticn,
the engineer must consider the effects of flight clothing. Particular attention
should be directed at restricted arm movement due to heavy clothing and the size
of the control based on itg actuation with a gloved hand or finger (if required).

After reviewing the control requirements, the engineer should take into
congideration the following suggestions:

1. Select controls having motions compatible with those of the display.
For example: a toggle switch thrown up should be in the ON position;
a knob turned clockwise should increase the quantity it controls
(slide switches from left to right or from bottom to top).

2. Select either a linear control or a rotary control for making a
small adjustment over a short range. If the range of adjustment is
large, a multi-revolution rotary control is desirable.

3. For adjustments which are made in a limited number of discrete
steps, consider a detented control for a rapid and easy operation.

4. Position controls (knob, push buttons and switches) a sufficient
distance apart to preclude operator int- rference with adjacent
controls when the cperator wears gloves.

S. Select controls for ease of identification by physical feel and
operational position.

6. Try to keep the quantity of controls to a minimum.

7. Select controls that provide the operator with a positive feel

or visual indication assuring that switching has occurred.

One of the important considerations in the relationship between displays
and con rols is the control-display ratio. A small turn of the knob should result
in a small response from the knob's movement. An additional point is that an
operator under heavy stress may forget an "unnatural" relationship of control
function and revert to the "natural" one, (item 1. above, for example), causing
system failure or loss of data.

There are some controls which must not be operated except at the right
moment. Controls of this kind can be guarded by recessing, by use of hingad safety
covers, by careful out-of-the-way location, by screw~driver adjust, or by locking
devices.

4.5 Selecting Fuses and Circuit Breakerxs

Either fuses or circuit breakers may be used for circuit protection;
however, circuit breakers are preferable on any circuit whose failure affects the
gafety of flight. This preference is primarily due to the fact that resetting a
circuit breaker is generally safer and quicker than changing a fuse.
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At the instrumentation-bus level where the total current regquirements are
in the tens-of-amperes, circuit breakers are used for a combination of purposes,
e.g. as on-off switches. If and when a fault occurs it is usually at the sub-
system level and the circuit breaker provides convenient on~off capabilities to de-
energise the instrumentation bus. However, fuses provide a wide range of ratings
and trip characteristics not available in circuit breakers. At the sub-system
level then fuses can offer these advantages:

1. Economy with low weight and volume.
2. Ease of design and installation of fuse boxes.
3, Availability in a wide variety of ranges below one ampere.

wWhenever the circuit design mixes circuit breakers and fuses, careful
attention must be given to insure proper coordination of system protection.

From an environmental point of view, fuses and circuit breakers can be
affected by a combination of shock, vibration, and temperature. Thus engineering
care must be exercised in the selection of both fuses and circuit breakers, their
location and installation. Ref. (31).

The fundamental design philosophy of aircraft instrumentation wiring
should include automatic protection that will isolate a wiring fault to a single
circuit. The primary congsideration should be the protection of the instrumentation
wiring so that the danger of smoke, fire, and toxic fumes is minimized. Further,
the circuit protection must be designed so that any fault occurring in one circuit
does not affect other operational circuits. This objective can usually be achieved
by using the proper circuit protective devices, proper wiring sizes, and careful
circuit designm.

The choice between circuit breakers, fuses, limiters, or other protective
means is influenced by several factors:

1. Characteristics of the protective device.

2. Replacement of the protective device after failure.
3. Physical and environmental constraints.

4. Circuit application.

When to use a circuit protection device:

1. For any wire length carrying current wvhich may cause the wire to act
as a fuse,
2. A circuit protection device should be used whenever a conductor

diameter is reduced to a smaller diameter conductor.
4.5.1 Fuses

A fuse is a strip of metal having a very low melting point. The metal
strip can be made of lead, lead and *in, tin and bismuth or some other low-melting-
temperature alloy. It is placed in a circuit in series with the load so that all

load current must flow through it.

when the current through a fuse exceeds the capacity of the fuse, the
metal strip melts and breaks the circuit. The strip must have low resistance and
yet it must melt at a comparatively low temperature. Wwhen the strip melts, it
should not give off a vapor or gas which will serve as a good conductor since this
could sustain an arc between the melted ends of the metal strip. The metal alloy
used must be of a type which reduces the tendency toward arcing.

Fuses are generally enclosed in glass or some other heat-resistant insu-
lating material to prevent an arc from causing damage to the electrical equipment
or to parts of the aircraft. Fuses used in aircraft are mechanically classified as
cartridge type, plug-in type, or clip type. Each of these types are easily removed,
inspected, and replaced. Refs. (32, 33).

4.5.1.1 Fuse es

Three basic type of fuses will be considered.
(Consult the manufacturer for specific applications).

1. Normal Fuse - This type may or may not be current limiting. Normal
fusgn contain a uipgle element and possess a time-current character-
1st1c)curve which is smooth without discontinuities. (See Figure
4.5-1
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2. Time-Delay Fuses - Time-delay fuses may or may not be current limit-
ing. These fuses are often referred to as “dual-element" in that
they are designed with two elementsa: a thermal cutout with very high
time-lag characteristics which accommodate transient overloads but
"fuses" on continuous light overloads, and an element which "fuses"
only on heavy overloads or short circuits. The thermal cutout is
designed to pass momentary surges such as motor starting and switch-
ing transients. The time-current characteristics show a non-uniform
curve with considerable time-lag. (See Figure 4.5-1).

\ 3. Very Fast-Acting Fuses - These fuses do not have a time-delay fea-

ture as they are designed to be extremely fast during short-circuit
conditions. Very .ast acting fuses are designed to protect semi-
conductor circuitry because of their fast response to overload currents.
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These fuses may or may not be current-limiting. (See Figure 4.5-2). For a fuse
to be current limiting, the fuse under short-circuit conditions must limit the2
inatantuneous peak current to a value less than that which would flow if the fuse
were not in the circuit.

4.5.1.2 Fuse Pntings (Standard Definitions)
Fuses are rated according to current, voltage and interrupting capacity.
4.5.1.2.1 Cunient

Generally, all types of fuses must be capable cf carrying 110% of
their rated current in free air at room ambient temperat.ure until thermal equil-
ibrium lu estiblished. These types are required to cpen within one hour at 135%
current load. Time-delay type fuses are further required to hold for a minimum of
12 secouds at 200%. Cartridge type time-delay fuses are available which will hold
for 10 seconds at 500%. The current rating of all types of fuses will be affected
by anbient temperature.

4.5.1.2.2 Voltage

; Th: voltage rating stated for a fuse is the maximum rms ac and/or dc
voltage at which the fuse 18 designed to operate. Fuses can be used for any vol-
tage less tiram the maximum rating.

4.5.1.2.3 Interrupt Capacity

This defines the maximum current at rated voltage that the fuse can
safely interrupt where the recovery voltage does not exceed the rated voltage.
(Recovery vo'tage is defined as the voltage impressed across the protective device
after ‘e circuit has been interrupted and after the high frequency transients have
subsidcu. )

4.5.1.3 Environmertal Considerations

The fcllowing conditions should be reviewed and used as a basis for
fuse evaluation.

1. Temperatuie: Figure 4.5.2 shows the effect of temperature on
the operating characteris’.ics for very fast-acting, time-delay
and ncrmal opening fuses. Time-delay fuses are more sensitive
to temperature enviroiment. because of thr thermal cutout ele-
ment.

2. Altitude: Up to altitudes of 21,34C meters (70,000 feet) the
interrupting rating of a fuse is usually not affected. The alti-
tude data is actually based upon the ambient temperature a2t maxi-
mum altitude: thus, altitude aerating is based upon temperature
rather than ambie:ut pressure.

3. Atmospheric: Mcst atmospheric environments do not pose any
protlems for fuses. In a corrosive environ-ent it is suggested
that all ferrules, fuse-holders, fuse blocks, etc., be plated.
In addition, suitable housings should be constructed to protect
fusing elements f-om corrosive liquids.

4, Shock and Vibration; Fuses for Mil-Standard operation are
evaluated for both 100% rated current and no current conditions.
as specified by MIL-STD-20Z. In general, the typrcal fuse used 1
by the instrumentation engineer is evaluated at cvcles of 5 to }
2000 per second, and accelerations up to 3Cg or with displace- :
ments up to 1.27 centimeters (0.5 inch) double amplitude.

4.5.1.4 Fuse Selection !

Normal and very fast-acting fuses should be sized t¢ adequately protect
wiring and should not be continuously loaded in excess of 80% of the fuse ratings.
Characteristics of the time-delay fuses allow them to be sized closer to the current
load. However, circuit conditions sl:ould be thoroughly investigated before making
such a decision to prevent unnecessary fusiny action.

Deper ng on the ambient temperature al the fuse iocation, the curient
rating of the fuse may have to be derated or uprated. Nominal ratings (as marked
on the fuse) are for an average tempé&rature of 24° C (75° F), although this value i
may vary with diiferent manufacturers If the fuse must operate at higher ambient 4
temperatures, a larger nominal rating must be specified to compensate for the dif- 1
ference in ambient heat. The opposite is true in a colder ambient area.

Most components cai be aldequately protected from overcurrents and short-
circuit by selecting the proper fuse., The¢ prime factor to be considered is current
limitation. It is important to limit this current to as awall a value as possible
since damaging thermal and magnetic energies vary witn the square of the current.
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FPor flight critical circuits in non-piloted vehicles, for example, it is
esgential that the fuse be of the highest rating possible consistent with cable
protection. These circuits should be carefully engineered to take cognizance of
the cable-fuse combination ensuring that short-time transients do not cause circuit
faulting. Non-critical circuits can be fused on the basis of the lowest rating
consistent with reliable egquipment operation. Careful engineering and testing is
gecommended to demonstrate the effectiveness of such protection under flight con-

itions.

Fuses, particularly high-capacity units, dissipate considerable energy
and their installation should allow for heat rejection so that the temperature rise
of the fuse does not exceed that of the cable. Excessive rise in temperature of
the fuse itself can change the desired time-current protection rating of the fuse
and alter the initial cable protection design. Care should and must be taken in
dispersing the heat since adjacent equipment can likewise be affected.

4.5.1.4.1 short Circuit Wire Protection

Manufacturer's charts are available that relate maximum time-current
capabilities of wire types. A typical chart will depict the amount of short-circuit
current that the conductor can safely withstand. 1f the short circuit current avail-~
able during failure exceeds the conductor specifications, the protective device then
has the task of current-limiting. Time-delay, normal, and fast-acting current-
limiting fuses are available which will protect wires from this type of damage.

4.5.1.4.2 Motor Protection

Due to motor starting transients. time-delay type fuses are recom-
mended for the protection of motor circuits. Because of their inherent delay, time-
delay fuses can be sized close to the full load rating of the motor, thereby pre-
venting motor burnouts which might otherwise occur from overloads. If dual-element
time-delay fuses are used for motor protection they should be sized at 125% or less
of the full load rating of the motor.

The types of motors for use in aircraft instrumentation require care-
ful individual analysis for each application to assure compatibility with their pro-
tective devices.

4.5.1.4.3 Rectifiers, Semiconductors

Very fast-acting, current-
limiting fuses are recommended for pro-
tection of rectifiers and solid state com-
ponents where the available fault current
must be limited to a value which the com- Table 4.5-1 Resistance and Voltage
ponent can safely withstand. Generally, Drops Across Small Fuses.
knowing the ampere-squared-seconds and
the peak half-cycle current limitations
is sufficient to select the proper

VERY PAST ACTING FUSES

“Yimi i - Voltage Drop
current-liniting fuse and assure pro re  cCoud ot Average at pated
tection, Rating Resistance Rasistance Rasistance  Current

Approximate Chas
4.5.1.4.4 Fuse Resistance and

Joltac ~ 1/100 150 310 263 2.63
Voltage Drop 1/32 24 83 40.0 1.25
. 1/16 6.6 10.6 6.9 0.43

. One important factor /8 1.6 3.1 6.0 0.75

that is often overlooked when select- ;g 2 e P 1.8
ing a very fast acting fuse is its re- 1/2 1.0 4.3 2.7 1.4
sistance and voltage Arop. Some typical ;/4 gqg 315 Sg. 32,
values are presented in Table 4.5-1. 1-1/2 ) ’ 0.13 0.20
The cold resistance is measured at 10% g 8%2 gig

or less of rated current. The hot res-
istance is measured at 100% of rated
current after 5 minutes. These resis-
tance values can be used as a guide but the actual resistance of any individual
guse may vary due to manufacturer's tolerances and the degree of loading of the
use.

Instrumentation systems routinely use precision voltages of five
volts or less. As shown in the table under the column titled, "Voltage Drop at
Rated Current" it is evident that precision voltage values can be compromised by
careleas fuse selection.
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4.5.1.5 Fuse Coordination

Coordination defines the
ability of the protector with the
lowest rating, to open before pro-
tectors with higher ratings open.

Isolation of a faulted cir- FUSE A
cuit to the point of origin is very
desirable in any power system. Air-
craft in particular cannot tolerate
nuisance outages. Properly selected
fuses will coordinate with one another
throughoat overload to short-circuit FUSE B FUSE C FUSE D
currents. Figure 1.5-3 ghows a typical
protective device coordination.

Fuses A and B will coordinate with

each other if, and only if, the

total clearing energy of the down-

stream fuse B is less than the Figure 4.5-3 Fuse Coordination
melting energy of the upstream

fuse A when C and D carry their normal currents. Fuses C and D should be in-
dividually coordinated also.

(
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4.5.2 Circuit Breakers

A circuit breaker as used in an ajircraft is constructed to be capable of
automatic circuit interruption under fault conditions and also capable of repeat-
edly performing this function when the defined set of fault conditions occur. In
general these devices are used for cable protection and should be selected to match
the thermal characteristics of the cable. Circuit breakers are designed for fre-
quent operation and are often used as emergency switches. Refs. (34, 35, 36).

4.5.2.1 Circuit Breaker Types

Circuit breakers are classified according to their method of operation as
thermal, magnetic, or combined thermal-magnetic. Further, circuit breakers may be
"trip-free" or "non-trip-free." A non trip-free circuit breaker is so designed
that the circuit can be manually held cIoseE when carrying overload current that
would automatically trip the breaker to the open position. (Not recommended for
aircraft use}. A trip-free circuit breaker is so designed that the contacts of
the circuit breaker cannot be held closed when carrying overload currents that
would automatically trip the breaker to the open position. None of the circuit
breaker contacts will reclose while the operating mechanism is held in the closed
position. (Used for aircraft applications.)

4.5.2.2 Circuit Breaker Ratings

Circuit breakers are rated for continuous current carrying capacity,
naximum interrupting capacity and operating voltage of the system(s) in which they
are to operate.

Aircraft circuit breakers are generally desigmed for 28 volt dc circuits
and 115/200 volt 400 Hz ac circuits. In the case of magnetic breakers, however,
the trip time may be different for ac and dc circuits. Thermal breaker trip time
is dependent on current and ambient temperature and is independent of voltage.
Circuit breakers are generally not interchangeable across ac or dc. A breaker
should be used in the service for which it was designed (ac or dc) since changing
the usage will change the time delay and trip points.

Circuit breaker ratings are usually based on the ability to carry 115
percent of its rating continuously without tripping, and with the ability to trip
within one hour on 138% of rated load. The circuit breaker should be capable of
carrying 100% of its rated current at 57° C (135° F) ambient. 1In addition, the
manufacturer's calibration curves for "trip time" vs. percent rated current often
depict minimum and maximum trip times at 200% of rated load and at specific ambient
temperatures.

Because failure of a circuit breaker to interrupt a fault presents an
electrical fire hazard, careful consideration should be given to the class of
breaker required based on the available short-circuit current capacity and poten-
tial recovery voltages of the electrical system under consideration.

4.5.2.3 Tripping Characteristics

Circuit breakers are available with the following characteristics:

Umearad

a. Overcurrent - Instantaneous or inverse time.
b. Directional overcurrent - instantaneous or inverse time.
c. Current balarce ~ Instantaneous or inverse time.
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d. Differential current - Instantaneous or inverse time,
("Instantaneous' is defined as less than 0.015 seconds.)

The "trip-free" circuit breaker can be reset against a fault, but will
trip automatically as long as the fault exists, even if held in the reset position.
Trip-free circuit breakers are generally recommended as giving the maximum amount
of protection and safety. The non-trip-free circuit breakers at one time were
recommended for c¢ritical circuits which had to be maintained at any cost, but
current thinking is that all airecraft circuit breakers should be trip free.

4.5.2.4 Thermal Circuit Breakers

Thermal circuit breakers are dependent upon a temperature rise in the
sensing element for actuation. Normal operation is achieved by the deflection of a
bi-metal thermal element which will open a circuit when a predetermined calitrated
temperature is reached. Temperature rise in the sensing element is caused princi-

pally from load current IZR heating. The thermal element will also integrate heat-
ing and cooling effects from external sources and will tend to derate or uprate from
room temperature calibration with corresponding fluctuations in ambient temperature.

The size of the thermal element, its configuration, and its physical and
electrical characteristics will determine the amount of current carrying capacity
of the circuit breaker. 1In some cases, a heater coil is placed next to and elec-
trically in series with the thermal element to augment self heating of the thermal
trip element. This is done for ratings below five amperes.

4.5.2.4.1 Thermal, Magnetic Assist

In order to protect wiring, upstream components, and the breaker it-
celf from needless long thermal and mechanical stresses during high fault level
currents, an electro-magnet is added to the thermal breaker. This magnetic cir-
cuit consists of a few turns of large cross section conductor in series with the
thermal element and has little effect on the total breaker impedance. The magnetic
assist usually has a cross over point well above the normal overload calibration
range; therefore, there is very little effect on the normal thermal response trip
time. For high overload conditions, however, the current generates sufficient
magnetic force to trip the breaker magnetically without waiting for the bi-metal
to deflect. This type of design results in very fast trip times for high over-
loads that approach near instantaneous tripping times.

4.5.2.4.2 Thermal, Temperature Compensated

A temperature compensated circuit breaker uses a thermal responsive
element that compensates for changes in ambient temperature. The compensating ele-
ment is usually electrically isolated from and independent of the current carrying
thermal trip element. The compensator acts only when a change in ambient tempera-
ture occurs.

4.5.2.5 Operating Positions

On push-pull manual circuit breakers the position or condition of the
circuit breaker is indicated by the push button. A colored band (usually white)
will show when the breaker is out and in the "off" or "tripped" position. Pushing
the breaker in will restore the breaker to the "on" condition. See Figure 4.5-4.

Breaker Shown in
Tripped Position

Breaker Shown in
Biack Closed Position

Figure 4.5-4 Push-Pull Manual Circuit Breaker
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For trip-free toggle-lever manual circuit breakers the toggle moves to
the tripped position when the circuit breaker "trips." To reset the circuit breaker
2 the toggle is moved to the full “open" position and then to the "closed" position
y at which time the contacts are reset. A tripped toggle-lever can be readily dis-
tinguished in a row of circuit breakers, some of whgch are closed and some of which
are "tripped" by the position of the toggle-lever. Figure 4.5-5.

Tripped Position

%

3 Closed Position

3 Figure 4.5-5 Toggle-Lever Manual Circuit Breaker

4.5.2.6 Circuit Breaker Coordination

I1f the circuit in Figure 4.5-6 develops a fault as shown the current in-
creagses accordingly (shown parenthetically) it i1s possible that circuit breaker "A"

could trip before circuit breaker "B." This is possible since both breakers are of
the same "family" and have highly similar characteristics. Ref. (37).
A 8 {FAULT)
o °
I0AMP SAMP
(55 AMP) (50 AMP)
C( 5AMP
l Circuit breaker "A": Type MS 26574-10

Circuit breaker "B": Type M5 26574-5
Circuit breaker "C": Type MS 26574-~5

Figure 4.5-6 Circuit Breaker Coordination

B .

Assuming the complete circuit to be at room temperature the following
conditions could exist as taken from a vendor's catalog:

s

Circuit breaker "A": Trip time minimum for a :
550% rated load is about 0.1 second. K
Circuit breaker "B": Trip time wmaximum for a :
1000% rated load is about 0.3 second. -

If circuit breakers are to be used then a different family of circuit
breakers can provide adequate coordination. There are several to choose from and
one such circuit breaker can provide a minimum time of 0.33 seconds and a maximum
time of 1.0 plus seconds at room temperature. This range of time used for circuit
breaker "A'" would enablc circuit breaker "B" to trip first.

The coordination of circuit breakers at different temperatures is de-
termined using this same procedure.

4.5.2.7 safety Conditions

Manual reclosure of a non-trip-free circuit breaker on a fault is an
undesirable situation from a safety standpoint. If a circuit is so critical that
it must be maintained even under fault conditions, consideration should be given
to the use of parallel circuitry with duplicate circuit breakers.
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Adverse ambient temperature conditions should be taken into account in
planning circuit breaker installations. The tripping time of thermal circuit
breakers is affected by ambient, both at or near rated load and under overload
conditions. Use of a thermal circuit breaker permits the maximum utilization of
circuits when the temperature-time tripping characteristics of the circuit breaker
approximate the temperature-time curve of the cable protected. If a thermal
carcuit breaker and the cable being protected are in widely different ambients,

: derating or uprating the circuit breaker should be considered in planning the

: installation. Toggle-lever circuit breakers have the advantage of ease of oper-

; ation and can be used conveniently as a combination of switch and circuit breaker.
Toggle-lever circuit breakers in critical circuits, however, should be protected by
qguards to prevent accidental opening or closure by bumping, snagging, falling
objects, etc. (See Figure 4.5-5)

Push-pull circuit breakers have the advantage of being less susceptible
to accidental opening, and are usually available with greater interrupting cap-
i acities. They are, however, difficult to operate with heavy gloves on.

4.5.2.8 Typical Problems

1. Difficulties experienced during qualification testing of circuit
breakers are often a result of inadequate test equipment, improper
test procedures, unrealistic requirements, or combinations of all
three. The test procedure must recognize the design purposes of
a circuit breaker.

2. The selected trip limits must be realistic and conform to the re-
quired performance data.

3. Problems can develop when wires are attached to the circuit breaker
terminals. When the bolts are tightened the seal between the break-
er body and the terminal lug may crack. This crack may not affect
the strength of the breaker body, but it does violate the environ-
mental seal.

4. The large and heavy three-phase circuit breakers are screw mounted
rather than stem mounted. Without adequate solid mounting, the
breaker may "trip" during vibration.

S. Circuit breakers of the type which use cams in its mechanism to hold
the actuator in the closed position may fail during vibration if the
activator push button is noct firmly pressed when closing.

6. Push-pull circuit breakers of the type shown in Figure 4.5-4 display
a white band when in the tripped position. In low level lighting
conditions visual monitoring of the band is difficult.

7. Circuit breakers of either the push-pull or toggle type are par-
ticularly susceptible to inadvertent activation or damage. Special ]
precautions should be taken to protect the circuit breakers by
providing protective panels or barrier guards.

4.5.3 Limiters

A limiter is a device which responds only to high values of overcurrent
and should be carefully applied with this criterion in mind. It is an aircraft
fuse specifically designed with a high temperature melting point to protect elec-
tric power distribution systems against short circuit currents. It is manufactured )
to have a closely-controlled curve of melting current versus time. The use of a i
silver or copper link having a high melting temperature makes it relatively more
insensitive to wide ranges of ambient temperature than a normal fuse. Ref (38).

Historically, the term "limiter" is drawn from the use in 60 Hz circuits : |
where the blowing time was less than a quarter-cycle, effectively "limiting" the
fault current. Such operation does not occur at 400 Hz and the limiter must not be
considered to have limiting action.

4.5.3.1 Limiter Types

There are two basic types of limiters which are used in aircraft elec-
trical power systems.

1. The most widely used limiter is of the knife blade style. Some
designs provide visual indication of a blown limiter by a spring
activated pin that extends from the limiter body.

R W W S TN

2. The other type of limiter ig the bolt-on type with an insulating
window covering the link for visual inspection.
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4.5.3.2 Limiter Ratings

Limiters are rated according to voltage, current and interrupting capa-
bility.

Voltage Rating: Knife-blade type limiters carry a 120/208 volt, 400 Hz
ac or 125 volt dc voltage rating. Bolt-on type limiters may be applied in circuits
up to 41 volts ac or dc. CAUTION: Consult manufacturer's specifications of the
two presently available types, neither are entirely suitable for 125-volt dc appli-
cation.

Current Rating: Knife-blade type limiters are designed to carry 200%
rated current for five minutes, and open at 240% within five minutes. These lim-
iters have nominal current ratings from 1 to 60 amperes. Bolt-on type limiters
have current ratings from 35 tc 500 amperes and follow a typical fuse melting curve
with specified tolerances.

Maximum Interrupting Ratings: The maximum interrupting ratings for knife-
blade type limiters are 6000 amperes at 120 volts ac, 4200 amperes at 208 volts ac,
and 6000 amperes at 125 volts dc. Bolt-on type limiteys have interrupting ratings
of 10,000 amperes at 32 volts ac¢ or dc.

4.5.3.3 Environmental Effects

The temperature ratings extend from -54° C to +125° £ (-65° F to +257° F)
without significant changes in operation. Altitudes up to 21,340 meters (70,000 feet)
do not affect the interrupting rating of the limiter. The termirals on aircraft
limiters are silver plated to prevent corrosion and the body is designed to with-
stand extremes such as fungus, salt spray, sand, and dust. Overall these devices
are designed to meet established envirocnmental requirements, and these design require-
ments should be reviewed as part of the hardware selection process.

4.5.3.4 Limiter Selection

Limiters are useful for isolating high-capacity cables whose short
circuit current might damage the generating system. Thus, limiters in aircraft
are usually applied as back-up protection for circuit breakers and in multiple
cable circuits for isolating a faulty cable.

where the available short-circuit currents exceed the interrupting rating
of a circuit breaker, an aircraft limiter may be used to limit the short circuit
current to within the breaker's capability. Figure 4.5-7 is a family of curves
showing current as a function of opening time for limiters.

High-capacity limiters need not be accessible for replacement in flight.
Since limiters are usually physically located at or near the main bus it is not
safe to attempt replacement until power is removed from the bus.
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Figure 4.5-7 Time-Current Characteristi~s of a Typical
Aircraft Limiter
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4.5.4 Fuse/Limiter Comparison

The difference hetween fuse and limiter applications may be shown by
these two examples: Power leads from the bus to an engine are normally subjected
to severe overloading for a short time only. Proper protection of such a cable,
still allowing for maximum utilization of a small light cable, can best be achieved
by a "slovw blow" fuse or other protective devices designed with a current-time
characteristic which conforms to that of the cable. In contrast, the power leads
from a main bus to a sub-bus usually car y continuous current levels; voltage drop
limitations and characterietic loads usually result in conditions in which maximum
utilization of the cable is not required. Yet, the main bus and sub-bus must have
isolation protection should the sub-bus feeder cable become grounded. This can be
done very well by a limiter. Under short circuit conditions the limiter will open
&nd relieve the main bus more quickly than a “slow-blow" fuse.

Limiters should be installed to allow for proper heat dissipation. Particular
care should be taken to prevent installing high current rated fuses or limiters in
such a way that excessive generated heat does not affect adjacent equipment to which
the limiter is attached. Limiters must also be installed in such a way that undue
mechanical strain will not be imparted to the limiter link or its case.

4.5.5 Reliability After Inspection

Resettable protective components should not be allowed to develop a
history of “tripping". A tripped device may be faulty, may be in a faulty circuit,
or may be improperly applied. A tripped circuit should receive immediate postflight
analysis.

4.6 The Selection of Wires and Cables

The prime function of a wire is to successfully provide a transmission
line for the routing of electrical energy under specified environmental conditions.
The selection involves the consideration of the many different aspects of its
construction. An understanding of the electrical, mechanical, physical, and chem-
ical capabilities of the materials involved will result in the selection of a wire
that will perform in a manner best suited to the system requirements. The proper
selection must take into account the conductors, insulation, shielding, jacketing,
size, and weight as well as availability and cost. In addition, when specifying
;12n;1 w§§inq the wiring twist per unit length must be considered. (Section

4.1.1. .

The majority of the familiar wiring and cable types are standard and/or
traceable to Military Specifications, often, by more than one, since a particular
named material may be made in many formulations, thus resulting in different char-
acteristics. Refs. (4, 39, 40, 41).

4.6.1 Wire Gages

The American Wire Gage (AWG) series numbers are practically the only gage
system now used for wire in the United States. However, a variety of reference
books are readily available that relate other gage systems such as the British
Standard. Since the AWG concept is based on inches, metric conversions will not
be included in the following material.

The basic diameters originally guoted for the AWG spanned from AWG 0000
(0.4600 inch) thru AWG 36 (0.0050 inch). This permitted 40 differsnt wire sizes.
The wire sizes were determined by applying the law of geometric progression. (This
progression has later been extended to AWG 37 thru AWG 56). Ref. (BS8).

The ratio is determined by the following:

i = ph~l Eq. (4.6-1)
Where

I = the nth term = 0.46000 inch (AWG0000)

& = first term = 0.0050 inch (AWG 36)

b = basic ratio

n = total number of sizes = 40 since there are 40 different sizes.

b= 39,’%8—2% = 1.122932 EqQ. (4.6-2)

t
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¢ The following examples will illustrate how the rule is applied to the
design of the AWG table.

what is the solid wire diameter of AWG 187
Use the data provided in Table 4.6-1.
I=a(®™? Eq. (4.6-3)
Let a = the AWG 36 wire diameter = 0.00500 inch
b = 1.122032 (the basic ratio)
Since a is the first term (or the diameter of AWG 36) then the value
] of n for AWG 18 is 19 since AWG 18 is the 19th wire gage from the end of the table
: listing and n - 1 = 18.
Thus:
18
I = 0.005 (1.122932°")

The diameter of AWG 18

0.04030 inch

. From Table 4.6-1 of wire gage listings, the diameter of an AWG 18 is 0.0403
3 inch. Notice that the calculations are only true for a solid wire.

TABLE 4.6-1 Manufacturer's Data Solid and Stranded Wire, AWG 22-16.

AWG s0l1id wire “AWG squivalent” stranded wires
Wire Circular Approxinate Stranding, Circular Approximate
size mil area outer diameter, number of wires X size mil area outer diameter,
an (in.) cm (in.)
22 640 0.0643 (0.0253) 7 X 30 700 0.076 (0.030)
19 X 34* 754 0,079 (0.031)
26 X 36 650 0.076 (0,030)
20 1020 0.0813 (0.0320) 10 X 30 1000 0.089 (0.035)
19 X 32+ 1216 0.094 (0.037)
26 x 34 1032 0.091 (0.036)
. 41 X 36 1025 0.091 (0.036)
I
: 18 1620 0.1024 (0.0403) 7 X 26 1769 0.122 (0.048)
16 X 30 1600 0.119 (0.047)
19 X 30* 1900 0.1325 (0.049)
41 X 34 1627 0.119 (0.047)
65 X 36 1625 0.119 (0.047)
16 2580 0.1290 (0.0%08) 7 X 24 2828 0.152 (0.060)
19 X 29+ 2426 0.147 (0.058)
26 X 30 2600 0.150 (0.059)
! 65 X 34 2580 0,150 (0.059)
105 X 36 2625 0.150 (0.059)

*AN size referred to in NIL-W-5088.
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As taken from a Table of Standards and Values the circular mil areas of
AWG 36 and AWG 18 are:

AWG 36 = 25 CM
AWG 18 = 1620 CM
The circular mil area of AWG 18 is approximately 64 times that of AWG 36.
The weight is approximately 64 times that of the AWG 36 and the resistance is about
1/64th. Using the example above the following general rule can be applied:
An increase of 35 gage numbers doubles the resistance.
halves the ~ross-sectional area.
halves the weight.
An increase of 6 gage numbhers multiplies the resistance by 4.
divides the cross sectional area by 4.
divides the weight by 4.
An increase of 9 gage numbers multiplies the resistance by 8.
divides the crosas-sectional area by 8.
divides the weight by 8.

A decrease of 3, 6, or 9 gage numbers has the opposite effect.

Y
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It is important to note again that AWG numbers are true AWG for %%%gég
solid wires only. Because of the complications introduced by the use of s ed
wire, it is the practice for some wire manufacturers to omit the gage type and use
only wire size as determined by the circular mil area.

The criteria for calling a stranded wire by a particular gage number is
based on the circular mils being somevhat the same as that of a lolgd wire, since
they both have nearly similar electrical characteristics. However, notice the
diameters. The diameter of a stranded wire, with nearly the same total circular
mils, will be different in diameter from the AWG solid wire. Compare the diameter
values listed in Table 4.6-1.

4.6.2 Circular Mils (CM):

The cross sectional area of a single conductor determines its resistance
and current-carrying capacity. Since most wiring is circular in cross section, it
is the practice to use a unit of area which is itself circular. This eliminates
the factor n, in the calculation of cross sectional area.

A circular mil (CM) is a unit of area equal to the area of a circle whose
diameter is 0.001 inch or one mil.

. . 2
Area in Circular Mils = (955?°gegoin 1nches) Eq. (4.6-4)

’

For example, referring to Table 4.6-1 the approximate outer diameter
of an AWG size 22 wire is .0253 inches.

2
2.0253)" = ga0 om Eq. (4.6-5)

Circular Mils (CM) = (_5_33T

4.6.3 The AN VWire Gage Size

The use of circular mil area as a criterion for selecting wire gage size
can be illustrated by referring to Table 4.6-1. Notice the variations in circular
mil area and the outer diameters of each wire. These variations may not only
affect the proper selection of wire termination hardware but may alaso affect the
maximum designed current flow; the one exception, however, is the AN type wiring
designated by the asteriskx. The AN type wiring (gage size) is MIL specified and
current ratings and termination hardware are addressed in MIL-W-5088. (See Section
4.6.5).

4.6.4 wire Construction

Quite often airframe wiring is thought of as only a means of conveying
electrical energy from one point to another. As a direct result many instrument-
ation engineers overlook some of the design considerations inherent in the con-
struction of airframe wiring.

4.6.4.1 Solid Wire Conductors

Solid wire conductors are generally the least expensive, but they are
physically quite rigid. Solid wires cannot withstand flexing, and wires smaller
than AWG 22 may change their molectlar crystalline characteristics during vibra-
tion, and fail. 1In general, for aircraft uses, solid wiring should be limited to
very short lengths and reld rigidly in place. Further, it is recommended that
coaxial cables be used with stranded center conductors rather than solid conduct-
ors. The use of solid conductor wire wrapped terminals should be limited to wiring
internal to equipments properly installed to withstand shock and vibration forces.

4.6.4.2 stranded Wire Construction

Stranded wire conductors were developed for the practical considerations
of greater flexibility and flex life. A stranded wire can withstand vibration much
better than a s0lid wire. Further, any surface damage such as nicking or cutting
when the insulation is stripped off, can have less mechanical significance on a
stranded wire than a 30lid wire.

Stranded wiring is more expensive than equivalent solid wires and its
weight and resigtance is slightly greater. It should be remembered that the flex-
ibility of a finished insulated wire is affected not only by the conductor strands
but also by the insulation type and thickness.

4.6.4.2.1 Lay or Pitch

The lay of a helically laid wire is the unit axial length for one full
turn of the helix. Similar wire sizes are often commercially available in dif-
ferent. lay lengths, although just about any length can be made. The shorter the
lay, the greater the flexibility and strands would be less likely to untwist or
flare out when stripped bare. But shorter lays are more costly, elongation is
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reduced and the extra working of the lay could make the copper more brittle. The
direction of the lay length is important with some insulation stripping machines.
Left and right helical lays are shown in Figure 4.6-1.

i RIGHT HAND LEFT HAND
‘- LAY LAY

Figure 4.6-1 Examples of Right and Left 'iand Lay.

[ 4.6.4.2.2 Stranding Combinations

There are several types of stranding combinations available SOmMe dve.
stronger, and more flexible: others are ch..per. renerilly, all of the individual

area,

4.6.4.2.3 Concentric Stranding

section, which permits the best centering of a wire within its covering. This
allows the application of a uniform thickness of insulation.

The mathematics of circles and diameters shows that 6 wires fit quite

s0 on, stranded wires (see Figure 4.6-2(a)).

TOTAL NUMBER OF
’3‘;“;32: STRANDS PER
NDS LAYER
\ / /

/
NUMBER OF

STRAND DIAMETERS
IN CROSS-SECTION

(a) ' (b)

Figure 4.6-2 Geometry of a Concentric Stranded Wire

.

By far the most popular stranding is the true concentric. Alternate
layers of stranding are applied in left and right hand lays. The bare ocutside
diameter of this type of stranding is quite predictable as 3, 5, 7, 9, etc., times
the diameter D of one strand as shown in Figure 4.6-2(b).

4.6.4.2.4 Uni-Directional Stranding

In this design, each succeeding layer of wires is laid in the same dir-

ly predictable. However, uni-directional construction is more flexible than true
concentric and has & longer flex life. It is also less expensive than true con-
centric since the manufacturing process can lay more than one layer of wire at a
time.

strands of wire are of the same s.ze; that is, each strad is the same circular mil

Concentric stranding consists of a central wire surrounded by one or more
helically laid layers. Concentric stranding gives an almost perfect circular cross

nicely around one wire, and each succeading layer fits neatly if it is increased by
8ix more wires. This results in “natural" groupings of 7, 19, 37, 61, 91, 127, and

ection. The final result is almost circular and its bare diameter is not accurate-
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4.6.4.2.5 Bunch.d Stranding

This stranding method twists the wires together without a pre-determined
pattern. This is the least expensive way to strand wires, but the end result is
more of a heragon in shape with no real uniformity. The peripheral shape can be
made more circular, with added cost, by an additional drawing operation thru a die
that re-forms the strands. Examples of bunched stranding are shown in Figure 4.6-3.

BUNCHED 19 STRANDS 19 STRANDS
STRANDING NATURAL 01E FORWED

Figure 4.6-3 Examples of Bunched Stranding.

4.6.4.2.6 Stranded Wire: Problems

During the era of soldered contacts on connectors and terminals., the
peripheral geometry of a single wire was somewhat incidental as showm by the var-
ious soldered terminals in Figure 4.6-4.

Figure 4.6-4 Scldered Terminal and Connector Contacts.

The advent of the crimp contact, however, required that a round wire be inserted
into a cylindrical barrel. Since each contact is made for more than one wire sisze,
the largest wire size must be round so as to fit into the barrel quickly without

disturbing the strands.

One further comment regarding a round stranded wire relates to wire
strippers. Wire strippers are designed to strip round wires, and ncn-rounded vari-
ations can result in wire damage to individual wire strands. A loss of oae or mcre
wire strands will limit the wire current capacity.

4.6.4.3 Conductor Mateyrials

Usually the system installation requirements determine the character-
istics of the wire conductor with economics and availability helping make the
choice. Conductor materials are selected for their physical as well as slectrical
characteristics. The conductor must have high tensile strength and elongation,
good workability, flexibility and flex life, acceptable conductivity and resiste-
ivity, low brittleness and high resistance to corrosion. Zopper is by far the best
choice in metals. Taking into account all of its qualities, copper has the best
combination of electrical and thermal properties, malleability, strength, and the
ability to be coated or alloyed for special applications. This is not to discount,
however, other good metals and alloys that can be used for special purposes or as
they become economically practical.

4.6.4.3.1 Electrolytic Tough Pitch (ETP) Copper

This metal is the the most commonly used for electrical conductors. ETP
copper is refined to a high degree of purity, the main impurity being a small
amount of copper oxide which could cause embrittlement at high temperatures. Some
exanples of the types and conductivity are: (as related to pure copper)

A. Soft copper - About 99.9%X conductivity.
B. Medium Drawn copper - about 97% conductivity.
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c. Bard-drawn copper - about 97¥ conductivity.

There are other ETP coppers, but they are not commonly used for wiring conductors.

4.6.4.3.2 Oxygen Free High Conductivity (OFHC) Copper

OFHC copper is refined by & special process to a very pure grade of
copper with practically 100X conductivity. The improvement in conductivity over
ETP copper is of minor importance, but the OFHC copper has more ductility which
adds appreciably to the mechanical capabilities of the copper.

4.6.4.3.3 Copper Alloys

The trend towards miniaturization and high strength conductors has led to
the development of various copper alloys with exceptional mechanical capabilities.
These types can have from 200X to 500X more tensile strength than that of copper
alone and also have better flex life. Due to different manufacturing methods and
results, it is always best to specify the desired performance of the alloy rather
than just calling out the specific alloy. Although dozens of alloys are commer-
cially available, only those which are generally used will be described,

4.6.4.3.3.1 Cadmium-Chromjium-Copper Alloy

Cadmium-Chromium-copper alloy, Alloy 135, exhibits quite consistent
and good physical characteristics with approximately 85% conductivity. Of the
copper alloys, this type has about the best tensile strength and flex life. 1Its
high tensile strangth and low elongation makes this wire especially suitable for
use in wirewrap applications requiring small wires.

4.6.4.3.3.2 Cadmium-Copper Alloy

Cadmium-copper alloy, Alloy 80 or 85 types, is a high-strength alloy
used in fine wire applications. This alloy has approximately 85% conductivity, is
easy to work with and is relatively inexpensive. However, this alloy has a soften-
ing temperature of approximately 175° C (347° F).

4.6.4.3.3.3 Zirconium-Copper Alloy

Zirconium-copper alloy, of the Alloy 63 type, has good physical charac-
teristics and can be used up to 400° C (752° F) without trouble.

4.6.4.3.3.4 Coppsr-Covered Steel Wire (Also called COPPERWELD)

Copperweld is not an alloy in the true sense of the word. It is made
by fusing an ou*er shell of copper onto a central steel core. This combines the
excCellent properties of copper with the high strength of steel. The normal con-
ductivity is 30 or 40%, but where the application requires the transfer of radie
frequency energy, the conductivity approches 100¥ due to 'skin-effect'. Copperweld
has much better flex life and twice the strength of copper alone.

4.6.4.3.4 Wire Coatings

Copper has an inherent tendency to oxidize. At room temperature, bare
copper will slowly combine with the oxygen in the air to form a surface coating of
black copper-oxide which gets thicker with time. Raising the temperature will
accelerate the process. This oxide coating transforms copper into a very poor
conductor. Various coatings are used to retard this oxidizing process.

4.6.4.3.4.1 Tin Coating

Tin coatings are the most commonly used. In addition to being an
inexpensive way to protect the copper from oxidation, tinning the wire aids in its
solderability. Coating the wires with tin adds to its cost, but this price in-
crease more than offsets the copper oxidation preventative capabilities. Tinning,
does, however, slightly increase the basic resistance of the wire.

4.6.4.3.4.2 Heavy Tin Coating

Heavy tin coated wires are the same as normally tin coated wires,
except that the individual strands are coated 3 to 4 times as thick. Used with
high-frequency induction heaters the tin is melted in the stripped area only,
bonding the strands together for much easier soldering. This together for much
eagier soldering. This wire is heavier and stiffer than normally tinned wire and
costs approximately 10% more, but this is made up for by its easier soldering by
machine.

4.6.4.3.4.3 Pre-Fused Tin Coating

For pre-fused tin coating, the individual strands are heavy tin
coated, then fused all along the length of the wire prior to becominy insulation
covered. The strands remain bonded together when stripped anywhere along the
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length. This makes for very easy soldering, but the wire is much more rigid than
normally coated wires and its flex life is reduced.

4.6.4.3.4.4 Tin Over~Coating

For tin over-coating, the individual strands are normally tin coated,
then the whole stranded wire is given an extra tin coating. This extra tin coating
bonds together the outer perimeter of the strands. The strands remain bonded
together when stripped anywhere along the length. This makes for very easy solder-
ing. This wire is more rigid than normally tinned wire, but the bonding is easily
broken under flexure.

4.6.4.3.4.5 Tin Top-Coating

) For tin top-coating, the individual strands are bare; then the whole
stranded wire is given a tin coating. Tin top~-coated wire has the same properties
as tin over-coated wire; it is less expensive although it is also less corrosion
resistant.

4.6.4.3.4.6 Silver Coating

Silver coating is a highly desirable coating with excellent eiec-
trical properties. Silver coated wires have high conductivity, good solderability,
excellent oxidant resistance, and is good for use up to 200° C (392° F). At radio
frequencies, the losses of silver coated wire are very low. Silver coated wire
costs more than tin coated wire, and its potential for wicking is considered a dis-
advantage.

4.6.4.3.4.7 Nickel Coating

Nickel coating is a highly desirable coating with excellent elec-
trical properties. Nickel coated wire has excellent oxidation resistance and is
good for use up to 300° C (512° F). The solderability of nickel coated wire is easy
enough with the use of corrosive fluxes. Nickel coated wire is comparatively
costly, and because of its hardness, it is not recommended for use with crimp
terminals.

4.6.4.3.5 Aluminum Conductors

Aluminum conductors have bheen used for years in the electrical power
industry, and large sizes have been used in aircraft. In general, the aluminum
conductors used to date have been 8-gage or larger. These wires were practically
pure aluminum and had very poor mechanical characteristics. Experiments performed
with wires smaller than 8-gage and of the same nearly pure aluminum content de-
graded rapidly duriny handling.

One very bothersome problem was the removal of the oxide coating that
immediately forms on the conductor when it is exposed to air. For example, copper
conductors in a stranded wire are plated to insure a guaranteed transverse con-
ductance (conductivity between wire strands). Initially the stranded aluminum
wires were not similarly plated and good transverse conductance was never achieved.
Today, however, the conductors are plated and good transverse conductance is nor-
mal.

Regardless of the many problems encountered with aluminum electrical con-
ductcrs its advantages relative to weight alone make it especially desirable in
aerospace applications. Size-for-size shielded aluminum wires can provide up to a
66 percent reduction in weight when compared to copper.

4.6.4.3.6 Copper~-Aluminum Systems

As aluminum wire technology advances, the acceptance of aluminum wiring
will probably be slow. The logical manner of progression is a mixed system of
copper and aluminum. To date, however, the effort to use existing copper termin-
ations have been less than successful. The copper alloys are particularly active
in producing electrolytic corrosion when exposed to an aluminum alloy. Platings
can be used for mutual protection, but the cut ends of the aluminum wire strand
expose its core. The exposed core adjacent to any exposed copper alloy only needs
moisture to start corroding the aluminua.

4.6.4.4 Insulation and Jacket Materials

There is no perfect, all around insulation material. Accordingly, there
are a great many insulation and jacketing materiais available, each with its own
application. The selection then of the best material becomes a compromise between
what is needed for the system installation and of what is available.
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Selection of an insulation material should be based on the intended use
under various conditions requiring knowledge of the electrical, environmental,
chemical, physical, and mechanical factors. Other factors governing selection in-
clude material compatibility with encapsulation, potting compounds, conformal
coatings, adhesives, shrinkable tubing, marking capabilities, and toxicity.

4.6.4.4.1 Voltage Rating

The voltage rating as given by the manufacturer is the safe operating
maximum voltage that may be continuously applied to a finished wire. This v:lue
represents a safety valve that takes into account all of the normally expressed
electrical stresses. For a given insulatior type the wall thickness is directly
proportional to its voltage rating.

It is a mistake to assume that a wire with a higher voltage rating is a
better wire since there is nothing to gain by using a wire with a higher voltage
rating than required. The penalties are added cost, size, and weight.

4.6.4.4.2 Environmental Characteristics

Sustaining the operating characteristics of a material is usually de-
pendent upon the ability of the naterial to resist the harmful effects of its
environment.

4.6.4.4.2.1 Temperature

This is the operating temperature range over which the insulated
wire is expected to operate continuously without any loss of its basic properties.
This includes the ambient temperature plus the increase in temperature due to
current flow. (See Section 4.6.5.)

4.6.4.4.2.2 Porosity of Insulation (Moisture)

Moisture resigstance is the ability of a material to resist the
absorption of moisture during conditicne of humidity. The presence of moisture in
a material greatly reduces the insulation electrical capabilities.
4.6.4.4.2.3 Aging

Combinations of extreme environmental conditions will contribute to
the daterioration of the wire insulation over prolonged periods of time.

4.6.4.4.2.4 Ozone Registance

Ozone resistance is the ability of a material to withstand a high
concentration of cxygen (ozone) produced by the discharge of electricity in the
air. The external eanergy field around a wire, if sufficiently intense in air, will
generate surface discharge and convert atmospheric oxygen into ozone which may be
destructive to the insulation.

4.6.4.4.2.5 Oxidation Resistance

Oxidation resistance is the ability of a material to withstand the
surface degradation caused by the normal cxygen in the air.

4.6.,4.4.2.6 Radiation Resistance

Radiation resistance is the ability of a material to withstand
erposure to nuclear radiation and is expressed in rads-gamma. Degradation will
occur more readily when the insulation is operated at its rated high temperature,
or when outgassed material is present.

4.6.4.4.2.7 Resistance to Chemicals, Fluids, and Gases

An insulation material will vary in its ability to withstand contact
with any chemical, fluid, or gas. Of the many possible acids, oils, alkalines, sol-
vents, gases, or other corrosive and contaminating elements, a material can with-
stand some with ease, yet break down rapidly when exposed to others. Hence, each
material must be investigated separately in accordance with the expected gystem
atmosphere.

4.6.4.4.3 Mechanical and Physical Characteristics

Sustaining the operating characteristics of a material is also dependent
upon the ability of a material to stand up under physical abuse or movement re-
quired by handling and use in a system.

4.6.4.4.3.1 Abrasion Resistance
Abrasion resistance is the ability of a material to resist surface

wear or other abrasive conditions. This is the most comnon and abusive condition
that a wire is subjected to.
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4.6.4.4.3.2 Cut-Through Resistance

Cut-through resistance is the ability of a material to resist pene-
tration by a pointed or knife~like edge. This is important in tightly wrapped or
wirewrap systems where the wire may be pressed against a sharp corner.

4.6.4.4.3.3 Flammability (also called Flame Resistance)

Flammable: The material will burn, even after the flame source has

been removea.

Self-Extinguishing: The material may burn, but will extinguish
itself once the flame source has been removed.

Non-Flammable: The material will not burn under any condition,
although it may char a little.

4.6.4.4.3.4 Cold Flow Resistance:

Cold flow resistance is the ability of a materiai to withstand a
physical pressure from an outside force for long periods without any permanent
deformation. This resistance also augments cut-through resistance.

4.6.4.4.3.5 Flexibility

Flexibility is the ability of a material to be bent sharply and re-
peatedly without damage. Very important in wire handling.

4.6.4.4.3.6 Flex Life

Flex life is a measure of the ability of a.material to withstand a
specified number of sharp bends without damage. This is important in systems that
require repeated equipment changes.

4.6.4.4.3.7 Adhesion of Insulation to the Conductor:

The adhesion of the insulation to the conductor is a measure of the
ability of a material to remain bonded to the conductor during wire preparation.
Important when handling lengths of 30 centimeters (12 inches) or less.

4.6.4.4.3.8 Elongation

Elongation is the percent increase in length that a material can be
stretched before there is any sign of rupture or break; this characteristic is very
important in system harness fabrication.

4.6.4.4.3.9 Tensile Strength

. Tensile strength is the basic strength factor of a material. It is
the ability of a material to withstand the specified tension without damage, such
as breaking, cracking, or tearing. After aging, the tensile strength is decreased.

4.6.4.4.3.10 OQutgassing

Outgassing is the evaporation or sublimation of materials because of
exposure to the vacuum conditions of space. In space, outgassing will degrade any
insulation, especially those that contain plasticizers, flame retardants, or other
modifiers. In such materials, even a slight change can nullify the additive prop-
erties of the modifiers. Outgassing degrades the radiation resistance properties
of an insulation.

4.6.4.5 Insulation Material Types

) Licted in Tablc 4.6-2 are some of the typical insulation materials and
their characteristics as judged from routine experience.
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Table 4.6-2 Comparative Environmental and Mechanical
Characteristics of Some Typical Insulation Materialg
Resistance to -

Insulation Moisture Abrasion Cut- Flam- Chemical Weather Ozone Oxidation
Material through mability

PVC good fair poor self ext. good good good exc.
PTFE exc fair fair non-flam. exc. exc. exc. exc.
FEP exc fair fair non-flam exc. eXC. exc. exc.
Polyalkene good good good self ext. good exc. good. exc.
Kynar good exc. exc. self ext good exc. good -———
Kapton exc exc exc non-flam exc. exc. exc. exc.
Nylon poor good good self ext. good good good exc.
Mylar good exc, exc. flammable good - - -~
Polyethylene exc. poor poor flammable good good exc. exc.
Silicone poor fair poor flammable fair exc. exc. exc.
Neoprene good exc, good self ext. good good good exc.
Butyl good fair fair flammable good exc. good exc.
Kel-F good good good non-flam good good good .-
Polypropylene good good good self-ext good exc good exc

4.6.4.5.1 Polytetrafluoroethylene - PTFE ~ TFE (DuPont: Teflon)

PTFE is a popular and versatile fluorozarbon insulation material.
PTFE has excellent electrical, thermal, and chemical propertiegs. It is excellent
for use in high frequency applications, and its high heat resigtance aids in solder-
ing operations. PTFE is rated at +200° C (392° F) with silver-coated conductors,
raised to +260° C (500° F) with nickel-coated conductors. PTFE is expensive, but
this disadvantage is offset by its ease in handling and its higher current-carrying
capabilities, which makes it possible to operate with more current in smaller wires.
PTFE is also good for use in space environments. The use of PTFE is limited by its
poor abrasion and cold-flow resistance and its poor adhesion to conductors which
makes it too slippery to handle in short lengths of 30 centimeters (12 inches) or
less. PTFE has relatively poor marking churacteristics, since in time, blue turns
to gray and red turns to orange, although some of the newer additives improve these
properties. PTFE is sometimes doubled with other materials, where each material im-
proves the lesser properties of the other.

4.6.4.5.2 Fluorinated Ethylene Propylene - FEP (Dupont:Teflon 100)

FEP has almost the same advantages in use as PTFE with its excellent
electricai, thermal, and chemical properties. The differences, though small, are
important. FEP is rated at +200° C (392° F), 50° C (122° F) lower than PTFE. Hence
its heat resistance and soldering capabilities are just a little poorer than PTFE.
But FEP is less costly than PIFE because the manufacturing techniques are simpler.
FEP is easier to color-code. FEP is sometimes doubled with other materials, where
each material improves the lesser properties of the other. A new type, foamed FEP,
is getting some usage, since it has a low dielectric constant and is even better
electrically than PTFE.

4.6.4.5.3 Cross-Linked Polyalkene - Under an Over-Jacket of Cross-Linked
Kynar:

Cross-linked polyalkene under an over-jacket of crosslinked Kynar is one
of the better combinations of insulation materials. This combination is lighter
than PTFE, but the biggest advantage of a crosg-linked aaterial is its excellent
radiation resistance, which allows it to operate in space environments. This com-
bination exhibits good elecirical and excellent mechanical properties, since each
material improves the legser properties of the other. C(Cross-linked alkene is also
formulated with a cross-linked imide mater ial, which further improves the mechanical
properties of the primary insulation. This formulation is then covered by a very
tough imide over~jacket which also has excellent radiation resistance.

4.6.4.5.4 Polyimide (DuPont: Kapton)

Kapton is one of the better insulation materials. It is a very tough
material with excellent mechanical, theimal and chemical properties. Its radiation
resistance is outstanding. Kapton in very thin-wall construction is used in com-
bination with other insulation materials, where each material improves the lesser
properties of the other. Kapton is not easy to work with because it is stiff and
difficult to strip. Ref. (42)

4.6.4.5.5 Nylon

Nylon, a member of the polyamide family, is a very tough insulation
material. Because of its toughness, it is used extensively as an over-jacket. The
use of Nylon is limited by its relatively poor electrical properties and its poor
moisture resistance. The nature of Nylon limits its use to wires under 0.635 centi-
meters (0.250 inch) in diameter.
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4.6.4.5.6 Polyethylene Terephthalate (DuPont: Mylar)

Mylar is a tough insulation material with a good balance of electrical
and mechanical properties. In very thin-wall constructions, Mylar is used as an
cver-jacket to prevent migration through shielding braid. Often, Mylar is formu-
lated with copper or aluminum to form a shielding braid that is laid over a shield-
ing braid already present to improve the shielding efficiency. The use of Mylar is
limited by its flammz™Hility.

4.6.4.5.7 Polyvinylchloride (PVC)

Polyvinylchloride (PVC) is the most popular and versatile low-cost in-
sulation material for operation at temperatures to 150° C (302° F). PVC has accept-
able electric properties at power and audio frequencies. PVC is soft, flexible
material. At additional cost, copolymers with additives are made that improve the
el=~trical and mechanical properties of PVC. The use of PVC is limited by its poor
cut-through resistance. 1In addition, at low temperatures PVC insulation stiffens
and may crack when bent. PVC insulation is also susceptible to solder iron damage
during the assembly stages. To some extent, crimped contacts alleviate this prob-
lem.

4.6.4.5.8 Polyvinylidene Fluoride - (Pennsalt: Kynar)

Kynar is & very tough insulation material with excellent cold flow and
abrasion resistance. The use of Kynar is limited by its high capacitance losses
due to its relatively high dielectric constant. Kynar is usually used as an over-
jacket over another insulat.on material, where each material improves the lessger
properties of the other. Kynar can be used as a replacement for Nylon. It is not
quite as tough as Nylon, but it has much better moisture resistance.

4.6.4.5.9 Polyethylene

Polyethylene, a member of the polyolefin family, has excellent electrical
properties, but poor mechanical and thermal properties. Polyethylene is very light
in weight and performs very well in high freq eucy applications due to its low
capacitance losses. The use of polyethylene 18 limited by its flammability, its
poor abrasion and cut-through resistance, its low heat resistance and its stiffness,
although some of the nev additives improve these properties. Polyethylene is
usually used under an over-jacket of a tougher material. Cellular or foamed poly-
ethylene has better electrical properties than solid polyethylene, but they are not
as durable.

4.6.4.5.10 Silicone Rubber

Silicone in all of its many formulations is used mostly in high
voltage applications. This material has good electrical and thermal properties and
better radiation resigstance than most other thermoplastics. The use of silicone is
limited primarily by its flammability, although during burning it develops a white,
non-conductive ash which temporarily forms an added good insulation. Silicone is
also limited by its poor mechanical properties a1l its poor moisture and chemical
resistance.

4.6.4.5.11 Polychloroprene - Neoprene

Neoprene is a tough insulation material and for this reason is
usually used as an over-jacket. Neoprene is excellent for use at power and audio
frequencies, and at low voltages. The use of Neoprene is limited by its poor
thermal properties, and its high capacitance losses due to the high dielectiric
constant.

4.6.4.5.12 Butyl Rubber

Butyl is somewhat similar to Neoprene. Though not as tough as
Neoprene, Butyl has good electrical properties. Butyl is a flexible material and
is compatible with the more exotic fuels.

4.6.4.5.13 Monochlorotrifluorcethylene (3M: Kel-F)

Kel-F has almost as good properties as PTFE. It is tougher than
PTFE, but doesn't operate as well at the higher temperatures. It is not as popular
as PTFE since the cost is about the same, but its versatility is not as good as
PTFE.

4.6.4.5.14 Polypropylene

Polypropylene, a member of the polyolefin family, has good electri-
cal and mechanical properties. it is a tough material, as good as Nylon, which
makes it practical for use as an over-jacket. The use of polypropylene is limited
by its poor operating characteristics at moderately low temperatures. Polypropy-
lene has poor marking characteristics, since in time, blue turns to gray and red
turns to orange. Presently, the main area of use for Polypropylene is in tele-
phone communications cable.
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4.6.4.6 Shielding

Important circuit advantages are gained by the addition of a metal shield
around an insulated wire. The purpose of the shielding is (1) to prevent external
electrical energy fields from entering the internal conductor and interfering with
the circuit signal, (2) to restrict the electr.c field generated by the innev
conductor from radiating into adjacent or nearby conductors, or (3) to act as a
secondary conductor in matched or tuned circuits. Basically, shielding prevents
noise, cross-talk, RF leakage currents, and shock to personnel, since in any high
intensity power area, such as radar, ac power circuits, motors, multi-conductor
cables, etc., any conductor can act as the secondary winding of a transformer and
pick up thase external energy sources.

Like other elements of a wire, there is no perfect construction method
for shielding. There are compromises between the amount of electrical energqgy

shielding that can be obtained, the flexibility lost, and the additional size, weight,

and cost. Twisted pairs is the easiest and best protection method for two wires to
cancel the electiomagnetic effect between two wires. This is most effective for a
balanced pair, at low frequencies. But for general use shielding, an insulated
conductive metal covering is the best method.

4.6.4.6.1 Braided Round Wire Shielding

By far the most common and most effective gshielding is braided round
copper wires suitably coated to prevent corrosion and oxidation. This method gives
reasonable flexivility and flex life, with good coverage from 80X to 98X depending
upon how Closely it is braided. Termination methods, while not simple, are well
knowa. This method adds the most in size and weight but is the least expensive,
since it is the easiest method to manufactura. These shields should not be placed
directly over thermoplastic insulation materials since heating the shield during
soldering, for example, could cause the insulation to "flow" and permit the shield
to come 1n contact with the inner conductor.

4.6.4.6.2 Braided Flat Wire Shielding

Braided flat wire shielding is widely used. It is made the same way as
round wire shielding except that the individual strands are flat, The build-up is
much smaller and lighter, but termination is difficult, requiring special tech-
niques. Braided flat wire is limited by its poor flex life (approx. 10-15 flexes).
Braided flat wire should not be laid in tigat bends, since the bends can cause the
flat wires to kink and break, resulting in a loss of shielding effectiveness.
Clamping the shielding near any point of flexing or bending will also cause the
strands to break.

4.6.4.7 Jackets - Over-Jackets - Secondary Insulation Materials

Jacket insulation materials are often laid as an over-jacket over a
primary insulation to give added protection to the construction. The best jacket
materials are those that can be used in thin-wall construction that gives to the
finigshed wire or cable the mechanical, environmental, and chemical properties that
the unfinished wire lacks. Secondary insulation materials selected should always
be temperature matched and compatible with the prilary insulation, since migration
between materials occurs which could contaminate the insulations.

Jackets are almos*: always laid over a shielding braid to insulate the
shield from ground, other shields, or personnel.

Jackets are also used as a binder over groups of wires or cables to make
a multi-conductor cable.

In addition to materials normally used as insulations, jackets can be
made of fibrcus or textile braids, suitably treated to give protection to the wire
or cable.

4.6.4.8 Multi-Conducter Cables

Increasingly complex circuitry mskes the use of many wires within a
single jacket a practical solution. A multi-conductor cable is simply a group of
individual vires covered by an overall jacket to hold the wires together in a
bundle or harness. There is no end to the types and combinations of wires that can
be and are made into multi-conductor cable constructions. The properties of multi-
conductor cable are cumulatively those of the individual conductors and the insu-
lation materials.

In multi-conductor cables, the wires can be laid concentrically, bunched
or parallel, as desired. Shielding can be placed over individual wires or groups
of wvires or over all the wires under the jacket, in any of ths acceptable shielding
braid constructions. PFillers or binders are often uased to give a roundness to the
finished cable.

Individual jackets and overall jackets should be compatible with each
other in their electrical and environmental properties and, if desired, they should
be capable of sliding against each other, enabling free movement during bending.
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Somatimes a wulti-conductor cable withdiut an overall jacket is desired.
This harness is simply spot-tied together at proper i:tervals.

The current carrying capacity of multi-conductor cables is much lower
than those of individual wires due to the greatly decreased surface area of a wire
oxgo-.d to the atmosphere. EKach aulti-conductor cable must be investigated for
this reduced capacity (See Section 4.6.5).

4.6.4.9 Color Coding

: Color coding of wires is simply a system for easy identification by
' personnel. Color coding is done by solid colors. colored tracer strips or bands
: over a solid color background, colored braids or surface printing.

: Color coding gerarally follows the requirements of MIL-STD-681, which are
: universally known and accepted. This specification allows the use of 10 basic !
: colors and assigns a number to each color (see Table 4.6-4). Ref. (43).

Table 4.6-3 MNIL-STD-681 Coloxr Code

Number Color Number Color i
(4] Black 5 Green
1 Brown 6 Blue
2 Red 7 Violet
3 Orange 8 Gray
4 Yellow 9 white

MIL-STD-681 allows for the use of only these 10 basic colors with up to
three color stripes on a white background. More than three stiipes has been found
to be impractical.

For easy identification when there is more than one stripe, the first
stripe is much wider than the others, which are read in sequence. Using the NUMBER-
COLOR system, a wire can easily be identified. For example 9346 i, a wire with a
9-White background (always white), followed by a 3-Orange stripe (wide), followed
by a 4-yellow stripe (narrow), followed by a 6-Blue stripe (narrow).

MIL~-STD-681 also gives functional relationships to certain colors or
color combinations which saves a great deal of time for personnel to identify
certain functions generally associated with circuitry.

For color retention black is the preferred color for radiation resistance
applications. WwWith PTFE or polypropylene insulation, blue and red rhould be avoided,
since in .ime blue will turn to gray and red will turn to orange. The use of heat
guns should be avoided as black colored insulation absorbs heat quicker than the
lighter colors.

4.6.5 Wire Gage Selection |

The actual selection of the wiring that is installed in aerospace ve-
hicles is carefully guided by suitable specifications that have been developed over
the years. Once such specification is MIL-W-5088H. (Ref. 4).

4.6.5.1 History of MIL-wW-5088H dated 20 July 1979

This specification was initially published in March 1951, superseding the
AN-W-14a specification dated May 1945. Then as now, the specification outlines the
selection and installation of wiring and wiring devices used in aerospace vehicles. :
The intent was to establish a design-selection criteria for basic aerospace vehicle
wiringy. Fortunately, over the thirty years since its inception, sufficient support-
ino data has been added to this specification to provide guidance for instrumen-
ta’ion subsystem installations.

Two basic types of information are required for the selection of a wire
size. The fiist is the data that defines the current carrying capacity of a single
wire in free air at sea level ambient temperatures. The second is environmental
operating information relative to using the wire as part of a wire bundle at alti-
tudes other than sea level.

The importance of the type of data contained in MIL-W-5088H cannot be
overemphasized. The instrumentation engineer can use this data to optimize the )
gelection cf wire size and current carrying capacities or use it to evaluate wiring k
already installed in the aircraft. E

The installation of instrumentation wiring requires a thorough knowledge 3
of the subsystem to be tested, the test procedures to be used, and the mission
profila. For example, evaluation of a landing-aid subsystem may require that the
instrumentation system be operational only for altitudes below 3 kilowmeters




T e c———i G s = e

L (e et Y T

y b

(10,000 feet). If so, ther selections of cable size and current capacity are not
critical factors. At increasingly higher altitudes, however, altitude becomes a
critical selection factor and must be considered.

4.6.5.2 Using MIL-w-5088H Selection Criteria

To illustrate the use of MIL-W-5088H, Figuree 3, 4, and 5 (From MIL-
W-5088H) have been re-printed in this section as Figures 4.6-5, 4.6-6, and
4.6=-7, respectively.

Figure 4.6=5 shown here is wire size as related to its ampere current
capacity and environysntal temperature as measurei at sea level. Remember that
the vire size (or gage) as shown is only true for the AN conductor (see Section
4.6.1). For purposes of clarification only wire sizes AN 24 through AN 6 are shown.
wire sizes 4 to 4/0 have been omitted.

SINGLE WIRE IN FREE AIR
WIRE SIZE 2

N 4 22 20 1816 14 12 10 ; 6
o

25388

AMBIENT = AT W *C)

Ad b

TEMPERATURE DIFFERENCEIWRE RATING MINUS THE

20
Y NOT TO BE USED AS A SINGLE WIRE

10 T T ) T T rTrrTr Y T =T T T T T T
1 2 3 a4 S & 789 20 30 40 S0 60 708090100 200 300

CURRENT AMPERES

Figure 4.6-5 Single Wire in Free hir

Figure 4.6-6. This is the first time that a complete bunrdle derating graph
has appeared in MIL-W-5088. Prior to this issuance (H), bundle percent loading was
fixed at 20X. This new graph now includes 40, 60, 80 and 100 percent loading and has
extended the use of this Military Specification.
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DERATING LOADING
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' L) 9 3 (14 21 28 29 33 » 4t

NUMBER OF WIRES IN BUNOLE
Figure 4.6-6 Bundle Derating Curves.
Figure 4.6~7. The altitude derating graph has been modified to include

:iutudo in meters. The following exasples illustrate the use of these three
gures.
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ALTITUDE (x 1000 FEET)

Figure 4.6-7 Altitude Derating Curve
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Assume a wiring harness consisting of 12 AN 20, 200° C (392° F) rated
wires. The harness will operate in an ambient of 25° C (77* ¥) at 3 kilometers
(10,000 feet) altitude and 110° C (230° F) at 15.2 kilometers (50,000 fee%) alti-
tude. All twelve wirea will ba operatad at their maximum capacity. Determine the
maximum current capacity of the wiring harness for both altitudes.

a. Referring to the "Single Wire in Free Air" curve in Figure 4.6-5,
determine the AT cf the wire to determine free air ratings.

Example 1: AT for 25° C (77° F):
200° C - 25° C = 175° C (347° F)
Example 2: AT for 110* C (230° F):
200* C - 110° C = 90° C (194° F)
The free air ratings of size 20 wire are:
Example 1: AT of 175° C (347° F), use 28 axperes.
Example 2: AT of 90° C (194° F), use 20 amperes.
b. Refer next to the "Bundle Derating Curves" shown in Figure 4.6-6.
The 100 percent loading curve is selected because each wire is to carry its maximum
loading. Next locate 12 on the abscissa since 12 wires are being used and de-
termine the derating factor of 0.53.

c. Now derate the size 20 wire free air ratings using 0.53.

Example 1: 28 amperes x 0.53 14.8 amperes

Example 2: 20 amperes x 0.53 10.6 amperes

d. The wire bundle must nov be derated for altitude. Refer to the
"Altitude Derating Curve" in Figure 4.6-7.

Example 1: The derating factor for 3 kilometers (10,000 feet) = 0.92.
Example 2: The derating factor for 15.2 kilometers (50,000 feet) = 0.71.

e. Derate the wire bundle further by using the altitude derating factor
determined in (d) and the current values determined in (c) above.

Exaaple 1: 14.8 amperes x 0.92 = 13.6 amperes
Example 2: 10.6 amperes x 0.71 = 7.5 amperes
£. The total bundle current capacity for example 1 is:
13.6 amperes x 12 = 163 amperes
The total bundle current capacity for the same bundle in example 2 is:
7.5 amperes x 12 = 90 amperes.

The significance of these two examples is the different amounts of cur-
rent that the same 20 gage wire can carry. The instrumentation engineer has two
choices in selecting the wire sire for a subsystem installation. Either design to
a worst case condition (example 2) or design for a specific need (example 1). The
choice is not always easy.

In the previous examples, the installation wiring was specified and sup-
porting calculations were made to determine the maximum current capacity of the wire
harness. If the results had been unsatisfactory, new calculations using a different
wire size would have bheen required.

In a situation where existing wiring must be used, the calculations need
to be performed in a reverse sequence. Using the previous example of twelve AN 20

gage wirea at 15.2 kilometers (50,000 feet) and 110* C (230° F) ambient, if 9.0 amperes of

current vas required, all other conditions remaining ths same, the only deaign
possibility would be to reduce the size of the wire bundle so that it can carry
more current. Accordingly, from example 2:

{a) Free air rating of a size 20 wire: For a AT = 90° C (194° F), the
rating is 20 amperes.

(b) Derating the value in (a) by the altitude derating factor: 20 amp-
eres x 0.71 = 14.2 amperes

(c) Then since the bundle size is unknown use the current valve deter-
mined in (b) and solve for the bundle derating factor that results in 9.0 amperes.
14.2 amperes x derating factor = 9.0 amperes.
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Derating factor = %igf = 0.63.

A 0.63 bundle derating factor provides for only eight wires in a bundle
under these conditions. At this point it might seem reasonable to use the initial
design of twelve conductors but separate the wiring into two bundles and then at
the connector combine them again into a harness of twelve. This may or may not be
a good idea as discussed in the next section.

4.6.5.3 Connector Selection as a Part of Wire Bundle Desigm

The discussion of the NIL-W-5086H specification thus far- has related
only to wire gage selection; however, the Nilitary Specification does comment brief-
ly on wire termination devices.

TEST CURRENT

Maximum current ratings of contacts and maximum allowable voltage
drop under test conditions when assambled as in service are shown
below. Maximum total current to be carried per connector is the

same as that allowable in wire bundles as specified in MIL-W-5088.

CURRENT RATING (MIL-C-5015 (G) test method)
Max. Current Test Current Potential Drop

Contact Size Rating (amps) (amps) (millivolts)
16 22 13 50
12 41 23 50
8 73 46 25
4 135 80 14
{ 0 245 150 12
i Figure 4.6-8 Example of Connector Contact Ratings
Roferencing MIL-W-5088. Ref. (4).

f The Military Specification is careful to point out that the current ra-
1 tings in figure cannot be directly applied to connector contacts. However, the

connector manufacturer has used MIL~W-5088 as a design aid and has published
connector data as shown in Figure 4.6-8.

One of the problems associated with correlating connector and wiring
epecifications through thes use of MIL-W-5088 is that the design changes in one
often affect the other. For example, the maximum current ratings shown in Figure
4.6-8, circa 1980, do not correlate with the wire bundle ratings shown in Figure
4.6-10 , MIL-w-5088H. The connector manufacturer does, however, have the correct
approach to connector selection because one of the most common errors made in
selecting a connector is to disregard the effects of the wire bundle configuration.
A connector converts ali of the wires routed through it into a bundle, particularly
high density connectors. Thus, all of the factors that limit bundle configuration
should also be considered when selecting a connector.

To assist engineers and designers in the proper application of their
connectors, the manufacturer wil. usually provide useful design criteria infor-
mation. The time-temperature curves shown ir Figure 4.6-9 are an example of the
type of information that the manufacturer prcvides. The charscteristics show in
Figure 3.6~9 represents a connector with a shell size 12 and size 20 contacts
designed to meet high temperature requiremen s. Although the information shown
represents a sea level environment, the fact that the temperature curve limits are
bared on a connector contact temperature of 239% C (462° F) permits comparative wire
bundle/connector calculations. Assuming the connector to be equivalent to a wire
bundle, the effects of the connector dielectric block in which the contacts are
positioned will be equated to the wire insulation characteristics. The data sup-
plied by the manufacturer states that the connector will operate satisfactorily at
altitudes in excess of 18.3 kilometers (60,000 feet). Example 2 in Section 4.6.5.2.1
will be used as a basis to evaluate this connector.

The wire bundle (connector) consists of twelve wires (contacts) of gage
gize 20. The contact temperature limitation of 239° C (462° F) will be cons'dered
as equivalent to the wire temperature rating shown in Figure 4.6-5. Froa tha pre-
vious example the ambient temperature will be 110° C (230° F) at 15.2 kilowiters
(50,000 feet). As shown previously, 9.0 amperes can be continously routed through
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a wire bundle of eight size 20 wires at 200° C (392° F). The Question to pe answvered
is this: If only eight of twelve wires in the bundle could carry 9 amperes, can

the connector tolerate all twelve wires in their original bundle form; e.g. eight
wires carrying 9.0 amperes and 4 wires carrying 7.5 amperes. The answer is impor-
tant. If the connector cannot tolerate the continous current, then a new design

approach is required.

300 AMPERES i 600
TN L
AMBIENT 200 AMBIENT
TEMPERATURE, 300 TEMPERATURE,
100 *F
0
0 A 1.0 10 100 000
EXPOSURE TIME, Hr.
L L1 11 .
o s 10 3060 12 -P{N CONNECTOR

EXPOSURE TIME, Min

Figure 4.6-9 Connector Exposure Time and Temperature Limitations Based
on Contact Temperature of 239° C (462° F).

(a) Detvermine the "Single Wire in Free Air" rating:
AT = 239° C - 110® C = 129° C (264°* F)

From Figure 4.6-5 obtain the current rating of an AN 20 wire at a
AT of 129° C, rating = 24 amperes.

(b) Refer next to Figure 4.6-6 "Bundle Derating Curve" and derate the
connector (wire bundle) for 100 percent loading. The derating factor for twelve
contact (wires) is 0.53.

(c) Now derate the "Free Air Rating” of (a) by the bundle derating
factor found in (b) above.

24 amperes x 0.53 = 12.7 amperes.

(d) The connector (wire bundle) must now be derated for altitude. Refer
to the "Altitude Derating Curve," Figure 4.6-7. The derating factor for 15.2 kilo-
meters (50,000 feet) = 0.71.

(e) The first step is to derate the connector (wire bundle) using the
bundle derating current valve from (c) and the altitude derating factor from (d)
above.

12.7 amperes x 0.71 = 9.0 amperes
(f) The total current capacity for the connector is:
12 (contacts) x 9 amperes = 108 amperes

The 9.0 amperes from (e) indicate that the connector can be used to carry
the continous current *hat reguired the bundle separation.

One further calculation may be of interest.
It was possible to route eight wires carrying 9 amperes and 4 wires

carrying 7.5 amperes through the connector rated in Figure 4.6-9 because the con-
nector vas designed to tolerate much higher temperatures than the wiring used.
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From the calculations shown in Section 4.6.5.2.1, Example 2, the total bundle

current capacity at 15.2 kilometers (50,000 ft) for a 110° C (320° F) ambient was
90 IIYCICI. This 9C amperes can be distripbuted in any way deemed necessary. For

example:
10 wires at 9.0 amperes = 30 amperes

6 wires at 9.0 amperes and 6 wires at 6 amperes = 54 amperes + 36 amperes
= 90 amperes.
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As lo as the bundling rating of 90 amperes is not exceeded for the same
operational conditions, any combination of current ratings not exceeding 90 amperes
is satisfactory, although concentrated high-current wiring could cause “hot spots”
which should be avoided.

' Figure 4.6-10 is a re-printing of Table I as it appears in MIL-W-5088H.
: It should be noted that this Table is a departure fros all previous wire current
ratings shown in MIL-W-5088. First, the Table no longer includes single wires and
second, the basis for ampere ratings are different as explained in footnote 2.

]
i
TABLE I. Current Rating of Wires. 3/ |
(See 3.8.8.1, 3.8.8.1.1, 3.8.8.3) b
Continuous duty current (amperes) 2/ j
| Conductor Wire Wires in bundles, groups or harnesses
material size
1 Wire temperature rating
E 105'c 150°c 200°C
Copper 1/26 2 3 4
or 24 3 4 S
Copper 22 4 6 7
Alloy 20 S 8 10
18 7 11 14
4 16 8 12 16
14 11 17 22
12 15 22 29
10 19 30 38
8 26 39 50
6 as 53 68
4 48 "2 93
2 66 100 130
1 78 118 148
1/0 89 135 173
2/0 106 159 203
3/0 125 186 241
4/ 146 22 287
3
V4 8 17
) 23
Aluminum 4 30
2 43
1 50
1/0 57
2/0 68
3/0 76
4/0 86

The use of these wires requires procuring activity approval.

Rating ia for 70° C ambient, 33 or more wires in the harness

with no more than 20% of harness current capacity being used,

at an operating altitude of 60,000 feet.

3/ Current rating of wire terminating hardware is not covered by
this table.

Notes: 1. Ratings are for copper conductors size 4/0 through

size 22 znd copper alloy for size 24 through 26.

e

Figure 4.6-10 Reprint of Table I, MIL-W-5088H.

4.6.6 Example - Selection of a Wire Conductor and Its Insulation Material

i

Examples of selecting the proper AN gage sixze of wiring are presented in
Section 4.6.5. However, gage selection is only part of the decisions to be made
prior to specifying the type of wiring to be used for any given installation.

The following example discusses some of the typical problems encountered
as a result of selecting nickel-plated and silver-plated Teflon covered wiring for
an aircraft instrumentation installation.
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4.6.6.1 Conductors - Because of the installation temperature requirement of 250° C,
(482° F) in the engine areas, nickel-plated copper was selected as one of the con-
ductor materials. This material does not solder easily without the use of cor-
rosive fluxes; thus all connections were crimped rather than soldered. The nickel
plating, however, alters the ductility of the overall wire, and careful crimping
techniques are requirei to ensure an adequate crimp. Because of regquired weight
restrictions a gage size of AN 24 vas selected.

The conductor chosen for the extremely long wire runs in the fuselage
was silver-plated copper. This material combination is more susceptible to oxi-
datior than nickel-plated copper, but is somewhat lower in ohmic resistance. The
minimum wire size selected for these long wire runs was AN 26, but due to breakage
problems, AN 22 wire was finally uscd. Here again, crimping was chosen rather than
soldering for nearly all applications. Because of the weight problem incurred in
changing fron twenty-six-gage to twenty-two-gage wire, the use of aluminum conduc-
tors was invistigated. The investigation revealed little development in termi-
nation techn.ques and little or no past experience in aircraft environment. Further
congideration of aluminum was discontinued, and the weight penalty was absorbed.

4.6.6.2 Conductor Insulation - Off-the-shelf Teflon PTFE insulation was selected
to satisfy the environmental conditions. Teflon insulation has good temperature,
dielectric, abrasion-resistance, and chemical resistance properties. A polyimide
outer cover was specified for the nickel-coated copper to provide additional
abrasion resistance and to inhibit the tendency of Teflon to cold flow.

Some of the problems associated with the wiring were breakage, insulation
damage, and radial cracking of the insulation. Breakage and insulation damage wvere
caused by mishandling; however, modified handling procedures reduced the occurrence
of breakage. Radial cracking of the insulation was due to incomplete curing at
elevated temperature during application of the insulation to the conductor. An
improperly cured wire was detected during harness fabrication, and a bend test was
developed to detect this deficiency during incoming inspection.

Briefly, this bend test was done by wrapping a short piece of the wire around
a tapered mandrel and immersing it in a solution of normal methyl pyrrolidone. An
under cured coating appeared "crazed," whereas the properly cured coating did not.

The silver-coated copper conductor was specified as using a production tape-
wrap insulation that consisted of two oppositely wound layers of polyimide each
with 50 percent overlap. After application of the tape wrap, a dispersion coating
of Teflon was applied to provide an environmental! seal and a chemically resistant
barrier for the polyimide. (This type of construction is availsble off-the-ghelf
per applicable Military Specification). Chemical resistance w:s important because of
the presence of engine tfuels. Teflon is impervious to engine fuels, but the poly-
imides are not. However, precautions were taken to use the Teflon-covered con=- |
ductors in the fuel/engine areas.

During the early stages of installing the completed harnesses in the aircraft
a variety of minor problems occurred. Breaking and insulation damage were caused :
by mishandling, and additional handling procedures were written which effectively
reduced these pro.lems. Breakage and insulation damage were checked before and
after harness installation by a continuity check and an insulation/resistance
check.

A problem of low surface-insulation resistance occurred when the black color-
ing added to the dispersion coating was found to contain an excess of carbon, which
rendered the coating less resistive than the S megohms specified in the procurement
contract. This did not create problems in the 11% vac or 28 vdc power circuits,
but it did create a potential problem to the low voltage caution and warning sens-
ing circuitry. The potential problem exists when the low resistance insulation
comeg in contact with ground through a resistance path of 4 megohms or less. As
shown in Figure 4.6-11, this digpersion coating may make contact with the conductor
through the metallic portions of the crimp splice.

LA

OUTER METALLIC SLEEVE
WIRE

bt
e v bt e s ok L

FOSSIBLE POINT OF CONTACT i

DISPERSION COAT

INNER METALLIC BARREL

Figure 4.6~11 Crimp Splice Showing Possible Dispersion
Coat Point of Contact.
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Acceptance testing originally did not include measuremsnt of the dispersion
coating. The acceptance testing procedures were modified to include these tests,
( and no further problems of this type were encountered.

4.6.6.3 Vire Splices - Crimp splices were chosen in liev of solder splices to
achieve better compatibility with nickel-plated wire. Ducing harness fabrication,
sample pull tests and careful calibration of all crimping hand tools eliminated the
possibility of defective crimping.

f Pull tests performed during harness fabrication detscted such problems as

‘ defective crimping tools, incorrect wire size, and incorrect ferrule sizes. Prob-
lems encountsred early in the program included inadeCuate crimping, whick allowed

i the wire to pull out, and overcrimping, which crushed the wire strands and made thea
; brittle and more susceptible to breakage. The problems of crimping techniques were

: eliminated by providing additional training for the less experienced technicians. i
; Later on in the proyram the wire splicing was replaced by using modular terminal

junctions. (See Section 4.7).

4.6.7 Selection of Flat Cables

Flat, flexible, multi-conductor cable is one of the newer technical
advancements in the conductor field. Flat cable can provide a substantial savings
3 in size and weight. It is very flexible and can be folded, bent around corners,
twisted, spiralled, accordioned, cemented, or clamped. Flat cable provides elec-
trical properties that can be closely controlled. Flat cable comes in a variety of
styles: Laminated or etched, flat or round conductors, with or without shielding.
NMust of the normally used jacket materials can be supplied as the insulation. Flat
cable applications are limited by the fact that the designer must determine and fix
his needs permanently, well in advance. Changes cannot be made, or at the least
are very difficult to make. Termination methods have been a problem, but non-
complicated, reliable connectors, at reasonable prices, are available on the mar-
ket for use with the more conventional 'standard' flat cables. Ref. (44).

Y

4.6.7.1 Flat Cabling - Definitions

Before digcussing the characteristics of flat cabling a basic under-
standing of the various concepts must be establizhed. The following section will
provide flat cabling definitions, some typical comparisons and applications.

4.6.7.1.1. Flat Conductor Cable (FCC)

Flat conductor cable is an electrical cable consisting of three or

more solid, rectangglar nickel-plated copper conductors. The conductors are em-
bedded in high performance insulating material in a flat and parallel configuration

(Figure 4.6-12). §

INSULATION
MATERIAL

METAL
SHIELD

INSULATION
MATERIAL

e AEHRTTL sl

GROUND
CONDUCTOR

EX DTN WS

SHIELD OR
GROUND
CCNDUCTOR

CONDUCTORS

METAL
SHIELD ;

Fig. 4.6-~12 Shielded FCC with Offset Edge Conductors 4

4.6.7.1.2 Flat Flexible Cable (FFC)

Flat flexible cable encompasses all categories of wiring geometri-
cally combined into a flat and parallel configuration. The wire may be rourd-gsolid,
round-stranded, rectangular (FCC) or etched. The conductors are laminated between
thin flexible insulating films and held in a flat configuration (see Figure 4.6-13
and Figure 4.6-14). This type of cable is often referred to as ribbon cable. Ribbon B
cable, however, is usually of a lighter comstruction. Ref. (45). ‘ E
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; {0azs s 008 "

NO. 28 AWG 7 x 3{7 x .127)

TINNED STRANDED
C@Pa CONOUCTORS

194° F (90°C) PVC INSULATION
FLAME RETARDANT

Figure 4.6-13 AWG 28 Stranded Color-Coded Flat Cable
{50 Conductors)
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: 83,97 £ 63 mm
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(2.083 ¢ .020)
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2| 1,07 © .08
{.042 * 003} §

NO. 26 AWG(.404) ]

BARE SOL!
COPPER CONDUCTORS

194° F (90° C) PVC INSULATION
nowR FLAME RETARDANT

P TP R

Figure 4.6-14 AWG 26 Solid Color-Coded
Flat Cable. (50 Conductors)

4.6.7.1.3 Ribbon Cabling

Ribbon cabling consists of conventional round-solid or round-stranded
insulated wires laid side by side and bonded together. Examples are shown in Figure ‘
4.6-15 and Figure 4.6-16. Ref. (47). ;

30 AWG = 0.81mm (. 20

26 AWG = 0.89mm (.035 in) ‘
26 AWG = 1.00mm (.038 in)

24 AWG = 1.12mm (044 in) ;
22 AWG = |1.30mm {.05) in)

Figure 4.6-15 Stranded Tinned Copper Conductors Insulated and
Bcnded Together to Form a Ribbon Cable
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Figure 4.6-16 Stranded Tinned Copper Conductors Insulated and
Twisted Into Pairs Formed Into a Ribbon Cable
4.6.7.1.4 Flexible Circui_ Board

The flexible circuit buard is produced by etching. After the con-
ductors are etched, they are laminated with a protective insulation. The laminate
may be as simple as a sprayed-on insulation or a complex conductive shield.

4.6.7.1.5 FCC Capabilities

The space saving feature of flat conductor cables was recognized and
first patented in 1884 (note the words "flat conductor'). The advantages of flat
flexible cables (which includes FCC) are so many that it is surprising that round
cable is still used. Probably the bigg=ast single factor that has retarded its use
is the connector. Tine tedious time consuming factors of stripping and soldering
each conductor fairly well offset the savings potential, and wiring mistakes can
still occur. However, mass termination methods developed during the last five
years or so have pushed the FCC technology into the realm of consideration. Using
the mass-termination techniques the connector makes contact with all the conductors
of the FFC in one single operation. Two methods are presently available. The
crimping technique during which the flat conductor is pressed into a U-shaped
channel that cuts through the insulation and then is bent inward until its upper
edges dig back into the conductor. Refs. {46, 47, 48)

The other te~hnique ic used with both flat and round conductors. Contact
is established on the innesr edces of a fork that actually cuts into a round con-
ductur and defecrms a flat conductor into a U shape.

Shielded flat conductor cable is not as easily mass terminated and, in
many cases, a flat-to-round termination is the only flight-qualified method allowed.
This is due primarily to the ease of inspection. The method is shown in Figure
4.6-17 (refer to Figure 4.6-12 for shield ground location).

FORMED

FLAT WIRE
{SHIELD GROUND} FLAT WIRE

TUBE

RESILIENT
POTTING FORMED CONFIGURATION
MATTERIAL STAKED TOP & BOTTOM

ROUND WiIRES
Figure 4.6-17 FCC-To~Round Wire Crimp Transition
In general, mass termination techniques for the FFC such as the ribbon

type are rather well established. However, the FCC is less easy to work with and
is probably less familiar to the instrumentation engineer. :

T
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The flat cable with flat conductors has some distinct advantages worth
noting.
1. Increased surface area is available for cooling; thus, a flat con-
ductor cable can carry more current for the game cross sectional
area.
2. More current for the same cross sectional area implies that the

required conductor can be reduced in size; less copper means a
weight savings possibility.

3. Even though a flat-conductor cable is usually wider than the con-
ventional cable harness, the addition of more conductors requires
overal®™ current derating due to temperature rises. The derating
though is less for the FCC than for a conventional harness.

4. FCC lends itself to a wide variety of geometry combinations thus
facilitating their use as signal lines. For example:

a. Interfering signals can be separated by using conductors near
each edge.
b. Crogs talk can be minimized by applying guard vires inter-

spersed with signal wires.

c. Application of jacketing material can help reduced cross-talk
between FCC assemblies.

d. Conductor-less spacers can be used during FCC design tc¢ inolate
sensitive circuits.

4.6.7.1.5.1 Design Applications - FCC

A high percentage of existing shielded cable in round wire cable
(EWC) systems can be replaced by non-shielded FCC by controllirng the conductor
grouping and harness locations. This is a major advantage of the FCC system, par-
ticularly if the instrumentation system is self-contained and isolated. This
advantage diminishes as the aircraft systems and instrumentation systems require
mutual isolation.

4.6.7.1.5.2 Weight Comparisons

In general, the FCC conductor-contact connectov system, developed by
NASA/Manned Space Flight Center, provides appreciable weight savings over the current
RWC connectors. The primary savings, however, is the cable itself.

Figure 4.6-18 shows a comparison of shielded and non-shielded FCC as com-
pared to a AWG 26 RWC. The savings in weight is worth noting. Notice that two
breakpoints exist, one at AWG 24 and the other at AWG 26. The rapid change in

s}ope suggests that the weight savings tend to occur by using the smaller AWG wire
sizes,
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EQUIVALENT CONDUCTOR GAUGE (AWG)
Fig. 4.6-18 weight Saving Chart, FCC vs. RWC

4.6.7.1.5.3 Space Savings
Space gavings is inherent in the geometric cross-section (Figure

4.6-19). Thus, the space savings is minimum for a single bundle but increases
rapidly with the number of FCC routed through the same hangers. (See Figure 4.6-20).

SR A it ik s ke i vt & s € e

LT SRTOR O




102

[

1.
2.

0

u-rf("‘g

g

7

FCC PERCENT SPACE SAVINGS
3

7°IC 1?7 8 19 20 2 2 B 4 B N 27T 2

EQUIVALENT CONDUCTOR GAUGE (.WG)
Figure 4.6-19 Space Saving, FCC vs. RWC.

Figure 4.6-20 Space Savings Separation Comparison of RWC and FCC.

4.6.7.1.5.4 Cost Savings

Realistic cost savings can only be derived b{ including cost of
materials (cable, connectors, supports, etc.), design, develo
fabrication and installation. These factors are compared in Table 4.6-5.

, and harness

FCC must be applied early in the program.

The major cost saving for the FCC is the harness fabrication
cost.

Connector costs are about the same if the pin-socket type FCC
connector is used.

The cost savings for FCC increases as the wire sise (cross-
section) decreases.

}‘h& cost of clamps and supports for the FCC system is generally
exs.
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Table 4.6-5 Cost Comparison - FCC vs. RWC Systems
Sub-1tem FCC Cost Saving (%)%
{tem Percentage
. Of Majo~ Item Sub-item Major Item
! Engineering -5
N System 25 -10
Harness Layout 25 -10
: ‘ Production Drawings 25 0
: Schematics, etc. 25 0
g : Development 20
' Materials 28
£ Cable 40 0
% Connectors 40 35
! Clamps 5 50
3 Supports H 75
L { Harness Fabrication — 80
Harness Installation 40
a. To realize the cost savings indicated, FCC must be applied early in the
E program to eliminate redesign, redevelopment, and requalification.
9 [ _J
Based on non-program- 1 ]
matic decisions, the cost 4 m\ !
savings for FCC are only z o, -
realigsed for the smaller H )
cross-section conductors. " / '
Progrmtic dinpnu. how - g ° . }
ever, may indicate that 1 {
space and weight are more " L — — i
important. In this case s i
a savings can be well de- ] / |
fined as shown in Figure = i
4.6-21. T - ]
(1] [0~ munnm AOMS WRE Aaues
2 . N N
" = ” - 2" »
EQUIVALENT CONDUCTOR GAUGE(AWG)
Figure 4.6-21 Cable Cost Savings - ‘_
FCC va. RWC )
4.6.7.1.5.5  Fla: Conductor Re-Routing :
wiring transitions can be L,FCC |
effected in two basic ways. First, a .
flat conductor can be changed to a !
round conductor and then back to the
flat conductor (Figure 4.6-17). H | ~~SOLDERED OR WELDED
Second, the conductors can be re- H 1 1
routed within the FCC (Figure 4.6- agr‘?i;m x-81 EPOXY '
22). These changes should be made o M 3
at a point in the harness where ade- : :
quate anchoring of the joint is pos- 5
sible. A third method, rerouting 4 . 3
within the connector, is possible ! i
if it has not been potted. SISLE  CONDUCTOR ;
IT FROM STOCK Kl
LE 4
2X1] ] A
Figure 4.6-22 Re-Routing Conductors
thin an FeC.

4.6.7.1.5.6 Reliability and Ingpectjon

The lamination materials used in FCC construction have a tensile
strength almost five times that of those used with conventional round wires. Be-
cause the flat conductors are laminated this st.nu:: is directly added to the con-
ductor, providing an overall cable strength many s that of conventional
round wvire conductor (RWC) harness.
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The inspection of non-shielded FCC is greatly facilitated by using trans-
lucent laminates. This permits visual inspection of the conductors and insulation
layers. Many cable faults covered by the opaque insulation of RWC systems a'.e
readily apparent in chis t{r of FCC systam. Inspection of shiclded FCC, huiwever,
cannot be accomplished by this visual method.

Two methods are suggested for checking conductors when shielded FCC
sSystems are used.

The first method suggested is a sampling YX-ray check" incorporating a
table top radiographic device and a Polaroid camera.

The second method uses a time-domain reflectometer. The time-domain
reflectonster is a system utilizing pulse reflections to locats discontinuities
along cables. A pulse-by-pulse burst is sent continuously down the cable under
investigation and the reflected signals are monitored on an oscilloscope. This
method snables the user to viev the characteristic impedance of the cable. It will
algo provide the location and nature of any discontinuity.

Both methods have distinct advantages. Nethod ons will locate laminate
problems such as air bubbles and foreign material, vharsas method two checks only
the conductor integrity.

4.6.7.1.5.7 Usefulness In Flight Test Applications

Briefly, unless the instrumentation installation is sufficiently
large, the use of FCC is not an effective technique, particularly on a one-of-a-kind
basis. The use of FCC as a packaging technigue should be considered for such
installations as instrumented wing pods or similar small, self-contained subsystems.

The use of FcC r cables with aluminum conducters offer additional
advantages in weight, cost, and availability. BHowever, efficient seals must be
developed tO prevent corrosion problems associated with the use of aluminum.
(See Section 4.6.4.3.5).

4.7 Selection of Modular
ons

when terminal jurctions
were first developed, they wera
used to replace terminal strips,

feedthrough blocks, grounding wike
studs and strips. Bach manu-
facturer desi their own

modules and vwiring contacts.

It was soon recognised, how-

ever, that the majority of junc-
tions operated in the same en-
vironment as connectors. Ac-
cordingly, applicable connhector
standards were used to further de- \
velop the torminal junction capa- X R SOCKET
bilities. 3

One of the advantages of
:::.:g connector standards is that

ENVIRONMENTAL
SEAL{SILICONE)

MOOULE MOUSING

GASKET(S1L ICONE)

nal junction wiring termin- 7 4— W
ation can be assembled using ,\\\\\\\\\\; )
crimp contact tooling, thus /4

eliminating unigque tooling and MODULE BASE

MODULE CROSS SECTION

support services. Wwith issu-
ance of MIL-C-39029, proven crimp
contact design and the AM standard
dimensions wers demignated, thus

{PIN AND RETENTION SOCXET)
WIRES

UNUSED HOLES
ARE PLUGGED

standardizing the terminal junction.

The development of the
terminal junction hss provided the
instrumentation engineer wvith a
unigue termination. Other com~-
ponents such as switches, relays,
circuit breakers, etc., can be de-
signed to accept the same type of
contact system using the same con-
nector tooling.

8- PIN MUOULAR TERMINAL S8OARO
4-PIN/ 2-PIN BUS CONFIGURATION

The performance reguire- Figure 4.7-1 Typical Modular Terminal
nents of connectors and terminal Junction.
junctions should be comparable, since
they are used in the same onvironments. Therafore, the selection criteria for multi-
gin cloctr}ca% co)nnoctou can also be used tou guide the selection of terminal junc-
ons. Ref. (49). .
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Since junctions are terminations, evaluation and test methods cosmon to
other termination devices should be used to describe and evaluate these items. Most
of the standard ratings for envirommental connector contact systems apply equally
well to junction contacts. Typical requirements can be found in NMIL-T-81714,
*General Specifications for Terminal Junction Systems." Ref. (50). The selection
con:iderntionl will be divided into three categories: Electrical, Mechanical and
Environmental.

4.7.1 Electrical Considerations
1. Provide Guaranteed Electrical Engagement

To assure adequate contact engagement, connector standards normally define
a "minimum electrical engagement" (or electrical overtravel). These dimensions con-
trol contact tip location, shape, and "point of first engagement" of the socket
pressure member.

This "minimum electrical engagement" is the distance beyond the
"point of first engagement" that the full diameter of the pin extends. First en-
gagement occurs when the full diameter of the pin is deflecting the contact pressure
member. A minimum guaranteed electrical engagement shnuld be specified that is
equal to the requirements set forth in MIL=C-39029 or its equivalent.

Typical installation problems include improper seating of the pins
into the block. Although the circuit will “ring through" showing continuity, a
slight pull on the wire will remove it from the terminal block. Once the users are
familiar with this problem, the proper insertion technigque is developed and the
problea is eliminated.

2. Provide Stable Contact Resistance

Bacause tne contact system used in junction modules may be different
from previous “sockets," the methods used to test its performance should be care-
fully examined. One example is the need to test for stable contact resistance.

The size and shape of terminal junctions, and the ways in which they
are likely to be mounted, make the wire exiting from them susceptible to side pull.
To b: sure proper contact performance iz unaffected, the following points should be
conslidered:

(a) The forces applied to the wires should be kept below the mini-
aum crimp tensile value for the appropriate contact size.

(b} Over-exarcise of the wire should be avoided if the test is to
be performed before environmental testing.

(c) Dynamic t.cting of the contact system should be performed
regularly to an established criterion.

3. Provide Continuous Dielectric - -~paratior.

Air puths should be prohibited Letween contacts which are supposed
to be insulated from one another. This is a design requirement which could be
overlooked in junctions because of tha various bussing arran nts used. However,
it is an essential requirement. Lack of continuous dielactric separation can lead
to corona damage at high altitude, and to moisture entrapment at sea level appli-
nations.

4.7.2 Mechanical Considerations

1. Specify the Shorteat Practical Contact to Eliminate Bent and Broken
Contacts.

Junction contacts should be of the shortest length compatible with
good elsctrical integrity; this makes them less susceptible to bending. They are
also lighter, have greater conductivity, and are simpler to inspect.

Requirements should specify ths shortest acceptable length. MNew
devices with longer contacts would not present a hazard -because they could not be
inserted and locked in place in the devices designed for the short pins. Bowever,
if requirements call for a longer contact, the shorter contacts will become a
hazard, since they may be capable of being inserted and locked in place without
sroviding electrical integrity.




2. Require a Damage-Resistant Internal Contact.

In years past, some connector users found themselves with problems
caused by socket contacts that were readily damaged by the insertion of oversized
probes, or by bending moments applied to probas mated with the contacts. Two
regquiresents assure ucers of abuse-resistant contacts.

(a) Closed-entry socket design.
(b) Probe-damage resistance, as verified by a test method.

3. Require a Contact System with No Plastic in Compression with the
Electrical Joint.

When contact systems arc insulated, the insulation should not be
used as a functional part “f the electrical joint. If contact pressure systems are
dependent upon the mechanical strength of plastic parts, they become subject to:

(a) Catastrophic failure if the plastic distorts because of mech-
anical or electrical overloads.

(b) Tolerance problems encountered in the molding of the plastic
part which in turn result in a variable contact pressure.

4. Require Redundant Contact Retention Devices

Contact retaining devices should have more than one active member
(or “tang"). Bxperience has shown tuiat two or more tangs can be provided, and the
additional reliability inherent in this approach should be a mandatory design
requirement.

Single tang systams can induce secondary probleas resulting from the
non-symmetrical load they impose on the contact. For example, such loading makes
it difficult to gut a contact ramova. tool over the contact because the barrel is
pushed to one side.

5. Require Vibration Dampening

Junction modules must provide vibration dampening through correct
design ~f wire sealing grommets. This is needed to minimize wire fatigue, as well
as to protect the contact system.

when vibration tests are performed on junction modules, the wires
¢xiting from the modules should be clamped to vibrating points on the fixture at
specified distances from the modules, rather than attached to non-vibrating points
rclatively far from the test specimen. The clamping of wire bundles on the fix-
ture itself, at standard distances, more accurately siaulates a correct install-
ation and provides wo, 3 meurintful data.

6. RejJire Wire Support

Proper grommet dusign, along with wire supports for larger wire
sizes, materially reduces stress on the larger crimped terminations and controls
the wire denving. Junctions will be subject to mary di{ferent modes of instal-
lation, and will be handled by many people who have had little or no training.
Thui ., additicnal support of the less flexible wire sizes is a desirable safety
element.

7. Asquire Clear a.ud Perdanent Identification

A primary function of junction modules is the interconnection of
wires installed into equ:pwent. In any such installation, even an untrained oper-
ator should be able to recognize the desired termination point. He will find such
recognition .wuch easier if all identification markings are satandardiszed.

Standardization of identification should consider the following cri-
teria: marking on grommets, housings, and frames must be clear and remain legible
after extended hondling, abrasion, and environmental exposure. Narkings pust resist
all common solvents, oils, and fuels. The system should be such that the loss of
continuity of the markings cannot result in an altered identification with new
meaning. Jrommets must be clearly marked to show what electrical circuit arrange-
men* they contain. (Here, permanence of identification is essential.) Narkings
should be proviled on frames (rails and tracks) which will serve to identify rows
of contacts in the installed modules.

8. Specify Minimum Weight and Space

The need for space and weight savings is self-evident; in overall
system terms, junctions can offer large cost savings by reducing size and weight
alone. 1In evaluating the size of a junction, the overall space occupied by a
wired assembly (including access for contact installation and service loops in
wires) should bs investigated.
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9. Must be Capable of Different Mounting Positions: Wires Perpandicular
or Paraliel to Mounting Surface

A major limitation of most conventional terminations is that their
attachments protrude perpendicu)ar to the mounting surface. This mounting surface
is usually also the mounting surface for the wire harness, which requires the wicing
to be brought out to clear the attachments. This clearance requirement results in
loss of available spaca, and at timea cun present a safety hazard.

Frames (rails and tracks) must provide for mounting junctions in
either of two positions:

(a) With wires exiting from modules in a direction perpendicular
to the mounting surface (modules upright).

(b) With wires exiting parallel to the mounting surface (modules
lying on their sides).

This flexibility in mounting makes possible space saving, optimum
access for contact installation or replacement, and shorter (and therefore lighter)
wire bundles which exit from the module in the appropriate direction.

10. Require Flexibility in Busing Arrangements

Junctions must be so designed that adequate busing configurations
are prcvided. Busing of contacts in rows of four or more rather than in pairs is
desirable, since it allows direct replacement of terminal strips or binding posts
where the standard practice of attaching three lugs and providing one test point
has be 'n followed. One eight-contact modul bused in two vertical rows of four
contacts each can replace two such binding ppsts, while permitting wires to exit
normally on each side of the junction.

11. Require Tamper-Proof COnfinenent of Modules Within a Frame Mounting

one of the prxmary advantages of terminal modules over terminal
strips and similar devices is that they allow the user to mix modules of varying
arrangements and contact sizes. The frames and modules should be so specified
that the user can assemble combinations of modules in his manufacturing facility.

12. Inspectable for Correct Busing after Completion of Final Assembly

On unsealed terminal strips, a user can visually inspect for cor-
rectly bused terminals. A junction module may be 1 sealed assembly containing a
specific busing arrangement which is indicated by exterior marking. One of the
worst problems that could be encountered would be for the actual busing arrange-
ment to differ from the one indicated on the exterior surface. For this reason,
users must be able to inspect completed modules for correct busing. A 100 per-
cent electrical verification of the busing arrangement indicated should be a man-
datory inspection criterion.

12. Iaspectable for Seal Integrity

Experience in the fabrication of connactors has shown that the
junction module grommets must be inspected for seal integrity. The manufacturer
should also test finished junctions 100 percent for proper assembly and seal integ-
rxty This may be accomplished by applying air pressure through probes inserted
in the wire sealing grommets after final assembly.

4.7.3 Environmental Considerations

1. Require a Contact Rating Which Results in Coolar Operation than the
Attached Wire

A basic design criterion for wiring systems has been to require
the contact to operate at a lower temperature than the connected wire. Junction
contacts should be free of "hot spots." Materials, plating, and configurations
should be such that internal heating due to slectrical res ltance is less than
the attached wiire. When junctions contain bused contacts, they should be rated
for a specific current load. Each busing arrangement contained within the module
should not exceed its maximum rated ambient tempearature.

2. Require Corrosion-Resistant Materials

Junction modules must be capable of meeting standard corrosion
resistance requirements, such as 48-hour salt spray exposure. To assure general
oqgnuibilxty with the surfaces on which they are mounted, standard connector
shes should be used for the mounting frames.
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3. Require Fuel and Solvent Resistance

Junction modules are recommended to replace non-environmental resis-
tant devicea which cannot be inutalled, without lurplo-onn protection, in areas
conte-‘nated with fuels, oils, hydraulic fluids, cleaning solutions, etc.

4. Require Fully Desined Temperature Ratings

Any discussion of the temperature ratings of a junction murt include
definition of three basic points:

(a) what electrical loads can they handle at specified maximum
ambient temperature?

{b) 1s operation at this temperature to be continuous and, if so,
wiat is the estimated life?

(c) will the device remain environmentally sealed after maximum
teaperature exposure and continue to meet all performance ratings?

A junction should k> rated to carry its maximum electrical load
vhile exposed to its maximum ambient temperature. The temperature ratings speci-
fied must be based on the requirement that the device mevut all performance criteria
after exposure. It is unacceptable to have an environmental part which has lost
its seal integrity; such a part may collect moisture.
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5.0 INSTALLATION OF THE INSTRUMENTATION SYSTEW

One of the most important requirements of an instrumentation system

: installation is to insure optimum performance. The system must ba installed in

£ such a manner that it will not be subjected to damaging conditions of any kind.

: From amcong the many details that must be considered in the instailation, several

subjects common to all installations have been selected for discussion. These are:

: ; (1) the installation of wiring; (2) connector mating; (3) determination of wire
i : bundle sise; (4) equipment location; (S) installation procedures that minimize EMI;
' and (6) some typical transducer installation problems.

5.1 wiring harness Routing and Instal’'ation

} : Instrumentation wiring may be installed and routed one wire at a time or
; several at a time. In whatever combination wires are installed and routed, the

finished product is a wire bundle or harness. The following section will review
the practical considerations to be made during the installation and routing of
instrumentation wiring and harness build-up. Ref. (51).

ERRL S )

5.1.1 Harness Protection

The first step to be taken in the installation of instrumentation wiring
is to verify that the routing areas are ready fcr the buildup of a wiring harness.
Where the wire harness passes near sharp or abrasive surfaces and may come in
contact with these surfaces due to movement during handling or flight, the harness
aust be suitably protected to avoid any damage. Protection must be provided where
these conditions exist. Particular attention should be given to bulkhead holes and
cutouts, protruding rivets or fasteners, and moving parts.

$.1.1.1 chafing

Wire harnesses must be protected .rom damage that may result from rubhing
against a surface, an edge, or any other object. Locations of possible abrasion
damage (chafing) to the harnesses are:

&. Where a harness pasaes around a corner, a shelf, bracket, equipment,
or structure.

4 b. where a harness passes through a hole and a clamp or grommet alone
is not adequate. J

c. Where a harness is exposed to excessive contact by personnel or
equipasent .

d. where a harness passes near sharp edges of bolts, nuts, or rivets.

$.1.1.2 Moving Parts

Harnesses that are attached to assemblies where relative movement occurs
must be installed and protected in such a way as to prevent damage caused by the
movement. This includes abrasion caused by one harness rubbing against another or
by twisting and bending. Wire harnesses should be routed and/or protcctive devices 1
installed to provide for permanent wire protection from abrasion and/or othar damage.

Harnesses should be installed to twist instead of bend across hinges.

$.1.1.3 Protective Grommets and Clamping

Harness protection can be provided by covering sharp protrusions or sharp
edges with cushioned material. Wwhere harnesses are routad over or through struc-
tural members, caterpillar or split-type grommets can be used as shown in Figure
5.1-1. If the harnesses must be supported to prevent the possibility of chafing,
such as may be the case where the hole is much larger than the harness, then cable
clamps of the type shown in Figure 5.1-2 must be used. (See Section 5.1.2.4.4.)

i Bl e an b

I1f suitable supporting structure is not available for attaching the .
clamp, the clamp may be attached to lines carrying jnert fluids such as nitrogen or .
water. If an inert line is used for clamp support, then the clamp supporting the

wire harness should be attached as close as possible to the clamps supporting the

inert line.
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CATERPILLAR
GROMMETS

Figure 5.1-1 Protective Grommets

5.1.2 Harness Routing

All electrical wire harnesaes should be routed to avoid abrasion, cutting,
or piercing of the outer insulation by contact with rough surfaces, sharp edges, or
shock-mounted equipment. Harness assemblies clamped to the structure should be
routed as directly as possible and protected near entrance areas where the harness
ig susceptible to use as handholds, steps, or other misuse. Wire harnesses may come
in contact with other harnesses provided they are suitably attached ard routed to:

a. Provide accessibility for inspection and maintenance.

b. Prevent harness dete.ioration from high temperature or low tempera-
ture extremes.

c. Minimize possiblity of damage.

d. Minimize the need for protective materials.

5.1.2.1 Routing Near Flammable Fluid Lines

An adequate separation must be maintained between harnesses and lines
carrying flammable fluids. Where barriers exist that preclude contact between
harnesses and fluid lines, the requirements fcr separation aad mounting do not
apply. Clamping and securing of harnesses to a preasure or flammable fluid line
should not be permitted, although in exceptional cases harnesses in engine areas
may be clamped to a flammable fluid line for separation.

5.1.2.2 Routing near Non-Flammable Fluid Lines

Where necessary due to structural characteristics, harness assemblies may
be clamped to a non-flammable fluid line for separation. Installations must be
separated from non-flammable fluid lines by an adeguate distance, which is usually
specified in the installation documentation.

5.1.2.3 Slack

Slack in harnesses between clamp installations must be provided to avoid
strain on wires/cables in the harness. Slack should be minimized in order to
achieve a neat and orderly appearance of the inatallations, but sufficent slack
must be provided for the following purposes:

a. To permit ease of maintenance, including connector coupling and un-
coupling.
b. To prevent mechanical strain on wires or cables, junctions, and

harness supports.
c. To permit movement of shock-and-vibration isolated equipment.

Slack should not be gso great that the harness under its own weight, or
under acceleration or vibration loads, contacts sharp or rough objects that might
damage the harness. Movement of the harness by hand should not cause the harness
to touch any adjacent surface. Movement by hand is defined as applying sufficient
forces to move the harness without visibly distorting or moving the mounting clamps
or causing the harness to slide within the clamps. Adequate distance must be

— - S U, : . . =Y
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maintained between the harness and any adjoining structure. If the slack permits
the harness to come in contact with a sharp or rough object which could cause
damage, one or more of the following should be done:

B it

Reduce the slack in the harness.

A S

a.
b. Increase the distance between the object and the harness.

Provide additional support for the harness.

Q

d. Add enough protecticn to the harness and to the sharp or rough
object to adequately protect the harness from damage.

$.1.2.4 Harnesses and Equipment Accessibility

where possible, all wire harness installations should be quickly remov-
able regardless of function, location, or form of electrical connection. All
H harnesses should be installed so that installation or removal of egquipment is
ff pernitted. Wire harnesses should never be pulled to facilitate installation, nor
f to obtain additional slack.

5.1.3 Support Clampirg

The primary purpose of clamping is to secure and support the wire har-
necs. Clamps are also utilized to reduce or eliminate vibration, to maintain
clearance, and to relieve strain on vwire/cable terminating devices, shock/vibration

mounts, and other equipment.

5.1.3.1 Clamping Requirements

The standards, specifications, and engineering drawings that apply to
installation of wire harnesses should include the clampin, requirements for proper
1 harness support. When installing wire harnesses that utilize clamping devices, the
. following should be considered:

Prevent chafing and wire movement within the support clamp. %

L. Provide clearance when harnesses are routed through or adjacent to 2
bulkheads or structural members.

E ’ c. Maintain proper grouping during routing (see Section 5.4.1)

4 d. Prevent mechanical strain that would break wiring, cab! 3, or con-
‘ nections.

e. Prevent excessive movement under vibration.
f. Perait free movement of shock/vibration-mounted equipment.
g. Prevent interference between harnesses and other equipment.

5.1.3.2 Temporary Support Provisions

All wire harnesses should be adequatcly supported during installation to
prevent damage due to excessive bending, kinking, or strain. Such supports should
be of a type which will not cause cold flow of wire ingsulation. Temporary supports
for harness connectors must not cause distortion of the wire entry holes in the
rear face of the environmental sealing grommet «r otherwise result in deterioration
of the connector environmental seal.

5.1.3.3 Clamping Devices

In the instaliation of harnesses, positive locking clamps must be used *
for harness support. Clamping devices must be of suitable size and type to hold -
the harness firmly without damage after fastening and without changing the cross- ;
sectional shape of the harness. 3

$.1.3.4 Clamp Installation

Wire should be supported by clangs as specified on the applicable instal-
lation drawing. To insure proper fit, it is recommended that provisions he made to
allow deviation of clamp sizes larger or smaller than specified on the instal’ation
drawving. Loop type clamps, as illustrated in Fiqure 5.1-2, should be uged.
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Figure 5.1-2 Loop Type Clamp Installations

The following guidelines are suggested for installing clamps:

a. The size of the clamp must permit the clamping device to close
without deforming.

b. Washers or other spacer devices should not be installed between the
mounting tabs of the clamping device to obtain proper fit.

c. Deformed clamps should be rejected.

d. Clamps must be of sufficient size so that the harness is held firmly
in place without the need of wrapped sleeving or tape, or the use of
filler materials.

e. Clamp size should be adequate to hold the harness securely in posi-
tion without being pinched, deformed, or damaged.

f. clanplng devices must have sufficient grip to prevent sliding or
thsting of the wire harness inside the clamp after tightening to
the point of gap closure.

5.1.3.5 Clamp Support

Harness assemblies supported by clamps should be secured to the vehicle
structure. Wwhen harnesses are routed over or through structu:rzl members that have
grommets or any other protrusions and sharp edges, the harnesgs should be supported
by clamping to prevent the possibility of chafing. Where necessary, due to struc-
tural characteristics, harress assemblies may be clamped to other harnesses or
nonflammable fluid lines for minimum separation.

5.1.4 Cable Shield Terminations

when shield terminations are being made, extreme care must be exercised
in selecting the proper method, materials, and tools to assure a reliable connec-
tion. All shields that are terminated using ferrule rings must be covered with a
snug, flexible, insulating sleeve. For the purpose of this discussion the term
ferrule is defined as a ring used to terminate shielding. The ferrule may be of
solder or crimp type and is so constructed as to permit attachment of the cable shield(s)
and shield return wire if required between the ferrule sleeves.

3

5.1.4.1 Initial Preparation

Prior to the application of the cable shield terminations, verify that
the shield braiding is not cut, nicked, or scratched durlnq removal of the cable
jacket insulation. Inspect all termination hardware (i.e.,” ferrules, 1nsu1ated
gsolder sleeves, etc.) to assure that the hardware is of the correct type and size
and is free of tarnish, corrosion, or obvious damage. Verify that the ferrule place-
ment will be properly staggered to avoii excessive harness diameter buildup and will
not exceed the maximum allowable distance from the .connector backshell.,

$.1.4.2 Shield Terminating Types and Installation

shield term:nation of cables can be classified as either grounded or
ungrounded, and their installation must be in accordance with the applicable draw-
ings, wire list, or specifications; but the following criteria can be used as a
basis for acceptable practices:

a. Shield terminations should be staguered in order to limit buildup of
harness diameter.
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b. Shield terminations must not be positioned in a harness so that they
occur under cable clamps or within the potted areas of electrical
connectors.

c.

Shield terminations for coaxial cables must be in accordance with

the connector manufacturer's instructions, when not specified on
installation drawings.

5.1.4.3 Insulation Stripping

when terminating a cable shield, the cable insulation must be cai.srully
stripped from the cable. The amount of insulation removed is dependent upon the
shield termination location and length of shield braid required for the ferrule
assemdbly. The removal of jacket insulation must not nick, cut, or damage the
shield braid in any way. There must be no evidence of cracked, split, punctured,
or damaged insulation on either the conductor(s) or jacket insulation.

5.1.4.4 Location

Cable shield terminations should be located as suggested below and as
indicated in Pigure 5.1-3.

a. On connectors with strain relief clamps, the measurement should be
made from the back of the strain relief clamp.

b. On connectors without strain relief clamps, measurement should be
made from the extreme back portion of the assembled connector.

c.

On potted connectors, the measurement should be made from the ex-
treme back portion of the connector and/or potted area.

CONNECTOR

SHRUNK SOLODER
INSULATED CONDUCTOR SLEEVE

BRAIDED SHIELD
FOLDED BACK

SHRINKABLE
SLEEVE

- BRAIDED SHIELD
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‘-—OUTER INSULATION

SHIELD RETURN
WIRE

(1.5 INCH)
MINIMUM

10.0 ¢m (4.0 INCHIMALIMUM ———————8n{

CONNECTOR

SHIELD RETURN WIRE
INSULATED
CONDUCTOR OUTER INSULATION

BRAIDED SHIELD

SHRUNKX SOLDER SLEEVE

= 4 \\
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Figure 5.1-3 Solder Sleeve and Related Shield Coverage
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5.1.4.5 Shield Return Wires

where electrical circuit design requires continuity of the cable shield
through a connector or to ground, a shield return wire is used. Shield return
wires are fabriceted from insulated, flexible, stranded type wire with the same
temperature rating as the shielded cable. Wwhen the insulated wire is to be con-
nected to an electrical connector cortact, the wire gage is determined by the
contact to which it is being connected; otherwise a minimum wire gage of AWG 22
will be used. Shielded return wires formed by braiding or extending the shielding
braid of cable in the form of pigtails should not be used.

The minimum length ¢f shield return wires should be 5 centimeters (2 inches).
The maximum length depends upon the staggered locations of the ferrules, but an attempt

should be made to keep the length of the shield return wire as short as possible
without causing undue tension.

5.1.4.6. Typical Wire Shield Termination

All shielded wires, whether grounded or floating, should be terminated with
the application of crimped ferriles or solder sleeve ferrulegs. There is a wide
variety of shield termination designs available. However, two basic types have
been selected for illustrative purposes. The first type is shiown in Figure 5.1-4.

It is a crimp type and is used at the shield end. The second type I3 shown in
Figure 5.1-5. This is a solder sleeve and can be used either at the shield end or
at an insulation "window" located between the wire ends. (Ref. (52).

Crimp type end terminations are made of metal and require a crimping
tool. For the type of terminaticn that does not have au insulated jacket or sleeve
as an integral part of its design, two choices of insulation are available; either
"shrink tubing" or the insulation cap made by the mznufacturer of the termination.
At first thought the use of "shrink tubing" sounds like a reasonable choice, but
remember, heat is required to cause the tuhbing to shrink, and in most aircraft
hangars, motorized heat guns are not allowed because of motor sparking. However,
the manufacturer's insulation cap, which slides on and locks, can be readily in-
stalled with the proper crimping tool.

One disadvantage of the metal crimp type is its sharp thin edges which
if not properly handled can nick the wire and cut off strands of the braided shield.
However, if the manufacturer's instructions are carefully followed this type of
termination is very satisfactory.

The solder sleeve termination can be used either at a window or at the
cable end. Window strippirig as shown in Figure 5.1-5 allows continuity of the
shielding for maximum EMI protection. Another advantage of the window type of
termination is that the sghield remains intact without cut ends under the heat
shinkable sleeve. The sleeving material, however, tends to cold flow, and under
flexing conditions the sharp ends of broken or accidentally cut shielded braid can
"work" their way through the sleeving. For the same reason, the solder sleeve
must be carefully inctalled when it is used as an end termination.

The cold flow problem associated with the shield ends can be alleviated
by folding the shield back over the insulation jacket. The cable braid must be
smooth, flat, and carefully trimmed. Using this procedure locates the smooth braid
fold at the area where wire flexing occurs.

As pointed out earlier, the solder slewve is applied with a heat gun.

Thus, all shield terminations must be made during harness buildup in areas other
than the hangar if motcrized heat guns are used.
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Figure 5.1-4 Crimp Type End Termination
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Figere 5.1=-5 Application of Solder Sleeves
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FLUXED SOLOER PREFORM BRAIDED SHIELD

ASSEMBLY JUST PRIOR TO SOLDER FLOW

CONDUCTOR

HEAT SHRINKABLE SLEEVE

(SHRUNK TO REQUIRED FORM) SHIELD RETURN WIRE

SHIELDED CABLE BRAIDED SHIELD

SOLDER HAS FLOWED

Figure 5.1~5 Concluded

5.1.4.7 Wire Shield Terminations and Connectors

whenever a wire harness contains many individual shielded wires, in which
each shield acts as a Faraday cage, continuity through the mating connector inter-
face is optimized by using an individual connector contact for each shield. This
implies that as many contacts are needed in the connector as there are shields. To
reduce the number of extra contacts necessary for shield continuity, a technique
of looping is sometimes used. In this technique, the single dedicated contact per
shield is disregarded. Instead, one contact may carry up to four or five indivi-

dual wire shields as shown in Figure 5.1-6.
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JACKETED
CABLE

SHIELDED
JACKETED
CABLE

INSULATION SLEEVE

sugLDig 1"
JACKET A PRIMARY T
CABLE | IMARY INSULATION
— — - ‘\Q~
= ‘4’(_\ S,
)
SHIELD RETURN WIRE
CONDUCTOR

SHIELD RETURN WIRE
(ALTERNATE METHOD)

Figure 5.1-6 Terminating Two or More Shields to a Common Conductor
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The looping method compro-
mises the Faraday elding by using
short lengths of unshielded wiring
as jumpers. Cables carrying sig-
nals above one MMz should not
use this method, but rather
should us2 a coaxial cable
contact or connector.

An improved method of
shield termination is shown in
Figure 5.1-7. This wethod elimi-
nates the j r wire used to loop
together the individual shields,
thus tending to preserve shielding
integrity.

Referring again to Figure 5.1-7,
in part A, the braided wire pigtail
for each shielded wire is folded over
the inner ferrule, flattened and
evenly distributed about its peri-
phery, as shown in B. In the next
step, C, the stripped and fanned
end of the shield return vwire is
placed under the outer ferrule in
contact with the braided shields,
and the outer ferrule slides into
position over the inner ferrule.

The assembly is crimped, and a
shrinkable insulation sleeve
is placed over the ferrule and
shield return wire as shown

in D.

One of the advantages of this
method is that it permits much shor-
ter unshielded conductor lengths with
a minimized buildup of the harness
diameter.

$.1.5 Connector Mating

wWhere similar connectors are used in adjacent locations, the wire har-
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caBLE .
_/‘ MSULATED WIRE /
SAMDED SHIELD MGTAIL
- A
CONDUCTONS
OUTER FERRULE
SMELD AETURN
wIRE
SAADED SWELD MGTAILS FOLDTD
SRAIDED SHELDS SACK OVER INNER FERRULE
]
COOUCTONS
SHIELD RETURN
wIRE
BRAIDED SMELDS SR ABLE

SHIELD RETURN
WIRE

ORAIDED SWELDS

0

Figure 5.1-7 Shield Termination Using
an Outer Ferrule Ring

nesses should be routed and supported in such a way that improper connections
cannot be made. When this requirement cannot be accomplished by routing, special
connectors, identification, or procedures must be provided to ensure proper con-

nector mating.

The mismating of a connéctor is a human error, and an examination of its
occurrences alwvays reveals additional human errors. For example, on one occasion,
the cables to the yaw-rate and pitch-rate gyros were interchanged in the control
systea of a drons vebhicle. The interchange occurred after the cables were dis-
connected to enable a battery to be replaced after the system was checkcd out and

before a mission wvas flown. The connectors were mismated and then not inspected.
It was erroneocusly assumed that the proper connections would be made after the

battery was replaced.

The problem of connector mismating can be minimized a advance planning
and design. There are several ways to pravent connector misma

common is connector polarization.

5.1.5.1

Connec Polarization

Connector polarization consists of arranging the comnector shell, the
insert configuration, or both, in such a way as to prevent connector mismating.
Polarization should be used throughout an instrumentation systeam. Ref. (53).

5.1.5.1.1 Insert Rotation

A rather common technigue of polarization varies the orientation of cone
nector insert within its shell, as shown in Figure 5.1-8. Rotating the insert with
respect to the shell resulte in several different pin and socket configurations, of
vhich no two are alise. Figure 5.1-8 illustrates several configurations created by
rotating the inserts at different intervals. The choice of rntation interval is
specified by the manufacturer. Others besides those shown may be used, such as

20°, 2%°, 30°, and so forth.

. but the most
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Position A Position 8 Position C Position D Postion E

Figure 5.1-8 Polarisation Achieved by Insert Rotation

At first glance, the rotation of the inserts appears to provide a
; satisfactory solution to the connector mismating problem. Yet, even rotated insert
! connectors can be mismated if the insert is of soft material. Oftentimes brute
; force is used to make connector couplings, and under these circumstances, pins can
be forced into the soft connector insert material.

R - x ——=

3 One of the better
and more commonly used methods for

the prevention of misconnection is 6

the use of keys and keyvays to ]

align the two mating connector REF. Py
i‘ shells. Of course, the con-

nectors must be correctly

assembled in order to take 3

advantage of the polarizing

concept. A typical combination

1 of keyways is shown in Figure 5.1-

. 9. Seven locations for the main

4 or polarizing keyway are shown.
The polarizing keyway is the wider
one. The other narrower keyways
usually remain fixed in the posi-
.ions shown. This method of po-
.arization relies solely on keyway

{ configuration, since the orienta-
tion of the insert remains the same.
However, insert keying can also be
nn:til in conbig;tion vit_h inc:rt ro-
ta v a wide ety o
poh:?:cgrg::ﬁ:gratim.v‘:gaig, £ Figure 5.1-9 Shell Keying a Round
owever, the connectors can be Connector.
aismatched if the socket insert
material is soft.

5 .5.1.3 Shell Keying With Rec lar Connectors
The stud and slot u:::runt identified by the arrows in Figure
© 1=10 exemplifies a simple but eff ve way to prevent connector mismating.

. .8 polarization method can be implemented in dozens of ways, and, if necessary,
fadricated by the user.

i i, V4

PN P v, 25y

-Plug shell

Receptacle
shell
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5.1.5.1.¢ Corner Polarisation

Figure 5.1-11 shows another polariszing technigue that can be used
with rectangular connactors. There are polarising nuts in four corners, and the
nuts can be polarized in different ways, providing doszens of different polarizing
combinations. Correct assembly is required for proper mating of the polarized
shalls. MNotice in Figure 5.1-11 that the polarisation pont locations A and B pro-
vide the matched nut-pairs 1-4, 4-1, 2-5, 5-2, 3-6, and 6-3.

Polarizing post
Location A

22828
oo XK 22
Receptacie Location B Post

Figure 5.1-11 Corner Polarization

¢
&

5.1.5.1.5 Other Ways to Prevent Connector Mismating

Insert rrtation and keyway mating technigues add to the cost of the
basic connector; as a result, other, less effective methods are often used.

1. Barness Restriction

During the wirinjy of a system, the cable to each connector can
be tailored in length to prevent it from being matsd with any connactor other than
the one intended. This method is effective if the connactor couplings are far
enough apart to prevent the cable length from being chaaged by brute force.

2. Variations in Connector Size and Shape

Using various connector sizes is an excellent way to prevent
mismating. However, the use of different connector sizes is not always practical,
because attempts to mate different sized connectors oftentimes bend the pins. Less
important, the larger inventory of connectors means that the advantages of stand-
ardization are lost. Similarly, a mixture of rectangular and round connectors can
be used. Before this techrique is used, however, the resulting inventory buildup

should ba carefully considered.
3. Blocking Pins in the Socket Insert

This method makes the best use of the standardiszatior concept
and minimigzes inventory buildup. Certain contact sockets are blocked, thus pre-
venting a pin contact from entering. Only those plugs and reccptaclo- with the
proper pin-socket geometry will mate. Blocking pins can be used to advantuge on
identical pieces of equipment that are installed side by side.

5.1.6 Connector Inspection
Immediately prio: to mating, examine each connector to ensure that:
a. The insert faces are clean and free of chips, dirt, or any other
foreign materials that would damage the pins, or that would prevent
them froa easily entering the socket.

b. There are no bent, damaged, or misaligned pins or sockets, nor any
splits, cuts, gouges, or other damage to the insert.

c. The pins or sockets are not abnormally recessed or extended.
d. There are no nicks or fractures in the connector shell or inserts.

e. The plating is free of flaking, porosity, or roughness.
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f. Connectors with removable "0* rings, seals, or grommets are properly
installed in the connector halves prior to mating.

qg. Connectors are properly marked so that the "P" and “J" numbers
match, and pin and socket configurations are compatible.

Caution shoild be exercised when mating connectors so that damage does
not occur to connector pins or sockets. Under no conditions should connectors and
their harnesses be subjected to undue manual force during the installation process.
The following precautionary procedures must be adhered to:

a. There must be adequate wire length for bundle flexing during con-
nector coupling and uncoupling.

b. Wire harnesses (excluding coaxial cables) must not be twisted more
than one-gquarter turn between a connector and the first clamp when
aligning connector keyways, and should an additional one-~Quarter
turn be required, this required twist must be made batween the other
Support clamps. Coarial cables must never be twisted during mating
operations.

€. Wire bundles must not be pulled to obtain the required length needed
to complete the mating of connectors. Appropriate slack between the
co:?octor and first clamp should be assured prior to connector
mating.

5.1.7 Connectoxr Protection

All connectors should have protective caps installed throughout all
stages of fabrication and installation, except when mated. The caps provide both
environmental and physical protection and are usually a standard requirement for
all plugs and ruceptacles. However, most metal prctective covers are made of
aluminum, and experience has shown that the cross-threading or gouging of the
protective cap tends to produce metal particle contamination. This problem can be
avoided, however, by using plastic covers. MNost plastic covers are made of poly-
ethylene and are somevhat flexible. Plastic covers of a slip-on design are used
extensively by the connector manufacturers as protective covers during shipment but
should not be congidered as a substitute for the metal cap design. Plastic caps
similar to the metal caps are also made and are available for threaded or clamp
connectors. These types of caps can be considered a substitute for metal caps. A
common and highly satisfactory use of the plastic protective cap is in the stowing
of unused wired electrical connectors. In most flight test enviromments, it is
standard practice to place a plastic cap on each connector and then wrap the con-
nector in protective tubing that is subsequently tied shut.

whether the protective cap used is metal or plastic, it must, as a mini-
mum, fulfill the following requirements:

a. Protect the electrical contacts from damage.

b. Protect the connector threads or locking atuds from damage.

c. Be highly resistant to abrasion and cracking.

d. Be brightly colored so as to be highly visible.

e. Fit the plug or receptacle tightly.

f. Be easy to install and remove.
5.2 Determination of Wire Bundle Sire

The installation of instrumentation and its wiring usually requires
careful fit checks of the couponents, hardware, and cable bundles. The problems of
routing wire bundles through existing bulkhead access holes and other similar areas
of restricted space can be made easier if the size of the wire bundle designed on

paper can be estimated. The following formula and sample calculations illustrate a
useful method for estimating wire bundle size. Ref. (54). The estimation is:

1
D = 1.13 (a?N)?
vhere
D = diameter of bundle
d = diameter of cable or wire

N = total number of each vwire of diameter (d) used in the bundle

oty ~ NPT
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Example (1): A typical cass is the calculation for a twisted-shielded pair.
The cable cross section is ovel with a twist rather than round, and when msasured
for the value (d), two values are obtained: The maximum value in this example is
0.61 centimeter (0.24 inch), the minimum value is 0.41 centimeter (0.16 inch).

ror the calculation the maximum value will be used:

Example 1: Let N = 40 total /(twisted-shielded pairs)

4 = 0.61 centimetar (0.24 inch)

1
1.13 [(n.61%) x 402
1.13 x 3.86 centimeters

D

= 4.36 centimeters (1.72 inches)
The circumference equals nD, wvhere n als 3.141 and D = 4.36 centimeters

(1.72 inches). Therefore, the calculated circumference is equal to 3.141 x 4.36 cen-
timeters, or 13.7 centimeters (5.4 inches). The measured circumference is equal to

13.2 centimeters (5.2 inches).
This formula is also valid for wires and cables of mixed sizes:

Example 2: Consider a wire hundle consisting of two different size wires:
(a) d1 = 0.14 centimeter (0.uS54 inch)

Nl = 25 wires

(b) d.2 = 0.61 centimeter (0.24 inch)

nz = 16 wires

Total the values dzl:

(a) (0.14)2 x (25) = 0.49 cm?

(b) (0.61)2 x (16) = 5.95 ca?

Total = 6.44 cm’

Then;

1
D total = 1.13 (6.44)2 = 2.87 centimeters
calculated circumferences = n x D

R X 2.87 centimeters

[}

9.01 centimeters (3.55 inches)

Neasured circumference = 8.9 centimeters (3.5 inches)

5.3 Equipment Location

Nany equipments are sensitive to shock and vibration forces, and it ma
be impractical to rely solely upon an isolaticn system to reduce the forces to with-
in tolerable limits. This is especially true at locations within the aircraft that
experience high lavels of shock and vibration. Because of this, it might be an ad-
vantage in some cases to consider changing the location of the egquipment to a part
of the aircraft that puts less of a requirement on the equipment. This procedure re-
qQuires that a complete shock and vibration analysis be made to determine the levels
that exist at suitable locations within the aircraft. Examples for an F-104 air-
craft will illustrate the procedurs. Refs. (55, 56).
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Table 5.3-1 Correlation of Vibration Categories with F-104 Aircraft Locations.

CURVE APPLICATION

1) BQUIPMENT WORMALLY IBSTALLED OM VIBRATION ISOIATORS T TESTED WITH NIOID
NOUNTING, DUE TO UMAVAILABILITY OF ISOLATION.

2) BQUIPMENT MOUNTED ANYWEEAR IN UMPOMBARD GLIDE VEMICLES (UNLESS VIMICLE I8
CARRIED ATTACHED TO OTHERR AIRCRAFT, IN WHNICH CASE LOCAL EWVIRCMMENT IMNPOSED
BY THE CARRIER AIRCMAFT NUST BR CONSIDERED) .

1) BQUIPMENT NOUNTED IN FUSEBLAGE FORMARD OF CG EXCEPT WHEW ENGINK I8 MOUN-
TRD IN FOMMARD FUSELAGE.

| ] 2) BQUIPMENT NOUNTED IN PUSRLAGE AFT OF CG EXCEPT WEEN EWGINE IS MOUNTRD \
IM AFT FUSBLAGE.

3) EQUIPHMENT MOUNTED IN WIMG INBOARD HALP OF SENI-SPAN EXCEPT WHEM EMGINE IS
WING NOUNTED.

1) BQUIPMENT NOUNTED IN THAT SECTION OF PUSELAGE FOMIARD OF AFT OF CG IN
WNICR ENGINE IS MOUNTED. (EXCEBPT RNGINE COMPARTMENT, SER "D").

2) BQUIPKENT MOUNTED IN WING OUTRCARD HALF OF SENI-SPAN.

(o]
J) EBQUIPMENT NOUWTED IN WING TIP PODS.
\ 4) EQUIPKENT NMOUNTED IN ANY WING IN WHICH EMGINEK(S) ARE NOUNTED.
D 1) EBQUIPMENT MOUNTED INSIDE THE EWGIME COMPARTNENT OR ENGIME PYLOM. *

1) BQUIPMENT MOUNTED DIRECTLY TC ENGINE. (NOTE: ENGINEERING NAY PRESCRIBE A
LESS SEVERE TEST BASED ON SPRCIFIC DATA OM A GIVEN ENGINE INSTALLATION IPF
SUCH DATA IS AVAILABLE).

1) BQUIPKENT MOUNTED IN HELICOPTERS (EXCEPT POR ENGINE CONPARTMENT OR NOUNT-
ING DIRECTLY TO ENGINE, IN MHICH CASES COMBINE “F" WITH "D" OR "P" WITH
“E" RESPECTIVELY, USING THE HIGHER VALUES FROM BACH OF THE CURVES.

2) THE LOWER FREQUENCY PORTION OF CURVE "F" (S Hz TO 32 Hs) IS COMBINED WITH
THE PORTION OF CURVE “C"™ ABOVE )2 Hz FOR EQUIPMNENT MOUNTED IN POWER OPER-
ATED MUDDERS, ELEVATORS OR AILERONS.

* Certain boundary conditions will exist where equipment is mounted in one compartment,
but sxtends into another, or way be ted on the engine compartment bulkhead or {
firewall and subjected to engine vibration, but not actually be in the engine com-
partment. BEngineering must evaluate such situations as they arise.

The vibration cate- !
gories shown in Figure 5.3-1
have been developed in the
outline form shown in Table
§.3-1. These vibration cate-
gories have been identified

for an F-104 and are shown € L1356
in Figure 5.3-2. It must be D £106
noted, however, that equip~-

ment locations in an aircraft C 66
cannot be selected solely on + 86
the basis of shock and vibra-

tion considerations, since to t 26

do 80 might alter the aircraft
static balance or subject the
equipment to excessive environ-
mental extremes.
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® COMBINE CURVE "C" WITH LOWER PORTION OF
CURVE “'F "IBETWEEN 5CPS AND 32 CPS) FOR
EQUIPMENT IN POWER OPERATED ELEWATOR, RUDDER,
; OR AILERONS. ¢

=

D
(INSIDE ENGINE
COMPARTMENT )

8 — -~ ¢
(OUTSIDE ENGINE
cg COMPARTMENT)

Figure 5.3-2 Vibration Category Locations in a High Performance Aircraft

5.4 Installation Procedurses that Minimize EMI

Major efforts in the field of electromagnetic interference control and
reduction have usually been concentrated on components, equipments, and, in some
cases, entire subsystems. Rightfully so, for these are the areas where most of the
problems are found. However, in working out these equipment problems, very little
attention is given to the wiring and cahling which interconnects these aquipments
or subsystems. Little or no information is available concerning such matters, and
when it is available, it usually reports on an ingenious scheme which in the end
turns out to be a custom installation.

One of the most useful interference control techniques is separation.
Unfortunately, thie technique is difficult to achieve in an aerospace vehicle. The
possibility of maintaining minimum separation distance for all wiring and equipment
is seldom possible. For this reason, a comprehensive and systematic method is out-~
lined below to guide the installation of wiring and cabling in closely confined areas.
The use of such a method can provide conformity of installation and ultimately
result in interference reduction.

5.4.1 Wire Classification and Harnessing

One of the most useful methods for achieving EMI control is based upon
the separation of wires and cables into similar classes of power handling and
susceptibility levels during their installation.

Mil-W-5088 and MIL-STD-461, Notice 4, classifies wiring into four to six
groups in order to maximise isolation between wiring/cabling classifications. The

method is only briefly outlined below, since each installation should be considered
individually. Refs. (¢, 8, 57, 58, 59, 60).

5.4.1.1 Category I Digtribution Power Wiring
1. Three phase distribution wiring (115/200 volts ac).
2. Single phase distribution wiring (115 volts ac).
3. Other wiring carrying {115 volts ac).
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There #re two sources of coupled snergy that can cause interference: The
magnetic field and the electrostatic field. Of the two, the magnetic field is the
most difficult to control, since shielding is basically ineffective. The practical
method of magnetic field isolation is physical separation, where the currant carry-
ing wires are isolated from other power lines. MNotors, relays, most power trans-
forwmers, actuators, and other power devices are insensitive to induced voltages and
transients. Therefore, it is possible to group all distribution power wiring into
one cathori. The primary, or feeder wiring is not grouped with the distribution
wiring to minimize damage in the case of fault current.

5.4.1.2 Category II - Secondary Wiring
1. Low voltage power circuits.
2 Low voltage lighting circuits.
3. synchro and servo circuits not in Category II:.
4

Equipment power supply wiring routed to other eguipments within the
same aystem for dc voltages up to 5000 volts.

Secondary power wiring is generally classified as wiring carrying power
at voltages less than 115 volts, ac/dc. Secondary power wiring can be a problem in
confined areas such as cockpits, radio racks, conduit runs and other similar areas
of high density wiring. Since the magnetic field is directly related to the cur-
rent, and since -ccondcr¥ power wiring is often routed with sensitive wire bundles,
it is necessary to identify this wiring as a separate category.

5.4.1.3 Category IIl1 Control Wiring

1. All instrumentation wiring that involves the operation of relays
(the solenoids), stepper switches, intermittent pulsing energy such
as cameras, etc.

2. Any basic aircraft wiring that carries pulsed energy caused by
system operating characteristics, such as flashing high intensity
lights.

The wiring in Category III is identified as wiring that carries transient
magnetic or electrostatic fields. Category III is similar to Category II except
that it also includes transient energy. If transients do exist but do not affect
other systems or wiring associated with safety of flight, then Category III wiring
may be changed to Category II.

5.4.1.4 Cateqgory IV - Sensitive Wiring

All microphone circuits.

All audio and video signal circuits.

All sensitive control circuits and gain controls.
Signal wiring requiring shielding.

Al) meter and bridge type circuits.

All computer signal circuits.

N O e W N e

All demodulator signal circuits.

There are many varieties of wires that make up this category. Most of
the wiring in this category is susceptible to electrostatic types of energy because
of the high impedance characteristics of these circuits. Low impedance circuits
are susceptible to magnetic fields. However, a low impedance circuit can also act
as a carrier of electrostatic energy that can conduct spurious energy into a
sensitive circuit such as a microphone input into an amplifier. Most of the above
wiring is required to be shielded.

5.4.1.5 Category V - Susceptible Wiring
1. All antenna coaxial cables.

2. All wiring to electro-explosive devices (sce also Section 7.2)

3. All wiring pertaining to aircraft systems, particularly the flight
safety related system and indicators.
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Past experience has shown that certain wiring is particularly susceptible
to almost all levels of electrical energy. Such wiring ghall be routed free of all
other categories of wiring and must not be grouped into a bundle unless associated
with its own unique system. For example, UEF radio antenna cables may be grouped,
provided that individual ghielding integrity is good. High power transmitter
antenna cables and radar pulse cables, however, should be routed separately.

5.4.1.9 Category VI ~ System Wiring

This category is a compromise established for the convenience of instal-
lation. To minimize extensive analysis of uncertain wiring categories and to
reduce the resulting separation requirements, Category VI may contain certain
system wiring that otherwise would be placed in Categories 1I, III, and IV. Cate-
gories I and V must not be considered. Category VI system wiring mdy be created
only after careful analysis has shown that the wiring is free of interference. For
example, an automatic flight ccntrol system (AFCS) has Category V wiring as part of
its cabling. These bundles and other AFCS wiring in the immediate area can be
grouped and reidentified as Category VI system wiring. It is suggested that each
system bundle be identified and routed separately. It is vot recommerded that
Category VI subsystem bundles be mixed or grouped together with other syatem wir-
ing.

5.4.2 Separation Design Limits

Minimum coupling between wires of various categories can be controlled by
specifying the minimum 4istance between cables to be maintained throughout a cabie
routing. Table 5.4-1 gives the ideal minimum separation data for physical
separation. Unfortunately, these distances cannot usually be maintained in most
aircraft because of limited space. Accordingly, compromises must be made.

Table 5.4-1 Ideal Mininum Separation Distances Between Categories
[In centimeters (inches)])

CATEGORY DESCRIPTION SEPARATION, cm (in.)
- ——— e ————————

Primary Power 30.5 (12)

Distribution Wiring 15.3 (6)

1I Secondacsy Wiring 7.6 {3)

III Control Wiring 7.6 (3)

v Sensitive Wiring 7.6 (3)

\'4 Susceptible Wiring 7.6 (3)

VI System Wiring 7.6 (3)

Classifying the categories as "transmitters" and "receivers" can help in
understanding why the categories are spaced as shown in Table 5.4-1. Further, the
comparison will assist in the process of making compromises later on. Categories
I, 11, and III can be classed as transmitters and Categories IV and V as good
broad-band receivers. Category V' however, contains both transmitters and receive
ers that have been shown as not interfering with each other.’

5.4.3 Separation Compromises

Practical cunsideratiors for the installation of wiring bundles require
some careful modification of both the categories and spacing. There will be
areas in the aircraft where the installation of instrumentation wiring will be
bundled together or routed too close together. Three examples are noted in the
following paragrapha.

5.4.3.1 Lightening Hole Routing

Wire bundles must maintain their spacing until they immediately enter the
lightening hole and should break away as soon as possible after passing through.
whenever possible, categories should be grouped and routed as follows: Group
categories I, II, and IIl together and route through the same lightening hole.
Route categories IV, V and VI separately whenever possible, although IV and V can
be grouped together and routed through the same hole if necessary.
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5.4.3.2 Common Connectors

For purposes of routing, connectors are considered to be the same as
lightening holes; however, Category IV signal wiring should be separated into
input and output wire harnesses and routed through their ceparate connector. (See
Section 5.4.1.4).

5.4.3.3 Conduit Routing

The groupxng of wiring categories and theily routing through conduit is
similiar to the grouping use for clamping wire bundles. Their parallel routlng
distances must be kept to a minimum so as to minimize the interference coupling.
Unrestricted use of metallic conduit should be dxscouraged since the reflected
inner fields for categories IV, V, and VI could increase their mutual coupling,
particularly category VI, wh1ch is a compromise to some extent in the first place.

1
H

5.4.4 Special Wiring

Special wiring includes all types of wiring configurations other than the
sxngle-conductor-insulated wire. Special wires are always used for the control of
interference and in the wire-category outline, special wires are used for isolation
purposes where the physlcal distances must be reduced for pract1ca1 reasons.
Therefore, the special wiring would replace the single conductor wire under certain
installation conditons.

p- 2o

There are two basic types of special wire: twisted wires (two or more)
and shielded conductors (one or more}. Twisted wires are used for control of
radiated or induced magnetic fields, and the shielded wire is used for the con-
tainment or exclusion of electrostatic fields. Combinations of both are used where
the circuitry may be susceptible to magnetic and electrostatic fields. Configur-
ations recommended for use include the following: twisted pairs, shielded twisted
pairs, shielded single conductor, and the various configurations of coaxial cable.

Special wiring is used only when and where necessary if not called out in
the system design. Use of special wiring is an admission that the system is sus-
ceptible or radiates over some specified portion of the electromagnetic spectrum
(just as a gasket is an admission that a perfect mcchanical joint cannot be
obtained). Requirements for extensive use of speciil wiring may be reduced by
con31der1ng the EMI effects prior to the de51gn of the electrical/electronics
portion of the system. To avoid grourd circuit nroblems it must be emphasized
that all shielded wire must be insulated with an external non-conductive jacket.

One of the penalt.es incurred by u51ng shielded wiring is its additional
weight. This added weight can be minimized if all the Category IV signal wiring is
placed within a common shielded jacket; not only does this save weight, but it also
minimizes the problems associated with tying individual shields together.

Instrumentation equipment racks are frequently so highly congested that
wire separation as shown in Table 5.4-1 is an impossibility. The problem can be
resolved by considering each wire as it leaves its connector as a separate case.
The wiring can then be grouped into categories at a distribution center or terminal
strip. W1re lengths can vary from one-half to three meters (1.5 to 10 feet).
Lengths in excess of three meters (10 feet) should be considered for classification
into categories. Since space isolation is not possible, the only recourse is to
specify the use of special wiring. Power wiring should be twisted with the ground
return for wires grouped under Categories I and II. Single and two conductor sig-
nali w1r1nq should be shielded (Categorles IV and V). In general, the requirements
for special wiring to achieve isolation does not exist after the wiring has entered i
the proper categories. 3

In referring to Figure 5.4~1, it will be noticed that the categorized
wiring has been labeled in a definite order. When using parallel runs (where all
of the categor1es are in the same "plane"), it is desirable to locate the bundles
for minimum uouplxng The suggested order would be: I, 1I, III, VI, 1V, and V i
where Category 1 is always the farthest dista.ce from any terminal board wiring K
and/or Categories IV and V. Category dedicated modular junction terminals provide M
optimum isolation.

5.4.5 Ground Wires

Ground wires must take the category of the mating "hot" wire. Twisting
of pairs of wires usually refers to the hot wire and the (ground) return. Twisted
pairs of wires may be used on circuits of either transmission (Categories I, 1II,
and III) or circuits of recept1on (Categories IV and V). The former teduces the
magnetic field coincident with current flow and the latter inhibits induced mag-
netic fields. Twisted wires may also .e used to reduce the loop aperture where a
tight twist results in minimum loop area (see Section 3.4.1.1.2).

5.4.6 Ground Studs

. All ground studs will take on the category of the attaching wire. This
immediately implies that only one category can be connected to a given ground stud.
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5.4.7 Engineering Control

The careful planning that is required to identify wiring categories can
e defeated unless proper engineering control is exercised. As shown in Figure 5.4-1,
. each wire is carefully identified as to its category. This is done specifically
E , for illustrative purposes only. The identification of categories is properly done
f as a part of the wiring list as shown in Table 6.4-1.
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Figure 5.4-1 Category Oriented Schematic Diagram. (Ref 59)

R i s i L LTI




AT T e e e o e e e

TR

128

Applicuation of a classification plan to all the instrumentation wiring in
the aircraft will result in a considerable reduction of syatem interferences caused
by inadvertent coupling. Wire classification is a distinct aid in the solution and
tracking down of many electromagnetic compatibility problems. The classification
plan does not conflict with circuit or interconnecting wiring design but is merely
a specified installation procedure. The preparation of drawings that assign identi-
fication numbers to the wiring are not affected by the wire classification require-
ments, nor are removals or additions of equipment to an existing installation. Eco-
nomically, the costs of engineering design are more than offuet because of the mini-
num rework for a given installation design. Wire classification eliminates the wide
v:riancel in compatibility found on aircraft that contain a random wiring classifica-
tion.

5.4.8 Miscellaneous EMI De-Coupling Methods

Although the provisions for magnetic and electric field de-coupling
should be included during the design and installatior phases, there are problems
that may occur later during the flight test program. A few "quick-fixes" for these
problems are briefly outlined below.

5.4.8.1 “Zipper Tub.ng"
ciBEe shields 100

Existing installations
often present problems that pre-~
vent rewiring or redesign. A
ready-made “zipper-tube' may be a
satisfactory solution for unshielded
wire bundles. Ref. (61).

80

€0

zipper or slide_fasten_gr MAGNETIC WAVES ELECTRIC WAVES PLANE wAVES|
shield tubes are available in gev-
eral sizes from 1.9 centimeters

(0.75 inch) to 12.7 centimeters

ATTENUATION
P
o

(5.0 inches) in diameter. In- 20

trinsic shield braids include both

non-permeable (e.g., tin-plated,

copper-wire mesh) and perne;bie typ: o !

(e.g., tin-plated, copper-clad, stain-

lesg-steel wire mesh). In addition 0! d ' 10 100 1000
to acting as a Faraday shield, the FREQUENCY IN MEGANERTZ
permeable braids offer shielding to SHIELDING EFFECTIVENESS
magnetic fields. Figure 5.4-2 shows -

the EMI characteristics of a one Figure 5.4-2 Shielding Effectiveness

type of Yzip-on/zip-off" tubing. of One Type of Zipper Tubing.

Ref (61).

5.4.8.2 Mesh-Tape Shields

A useful quick-fix technigue for shielding a cable bundle is to use wire
mesh tape applied as a wrapping to cover the cable. Typical material is tin-plated,
copper-clad steel, knitted to a width of 2.54 centimeters (1 inch) and a thickness
of about 15 mils. The permeability of the tape also offers some magnetic field st~
pression. ‘

Table 5.4-2 Group I is representative of a tin-coated copper clad
steel, double vire mesh with about 50% air space, and an equivalent permeability of
about 300. Wrapping and advancing the wrap at one half layer per turn results in
the low frequency (f < 10KHz) shielding effectiveness for the different radii
shown.

Table 5.4-2 Low Frequency (£f<10 KHz) Magnetic Shielding
Effectiveness of Types. Ref. (BS).

GROUP MAGNETIC TAPE RADIUS OF WIRE HARNESS, cm (in.)
(Poil) r=0.254 (0.1) r=0.635 (0.25) r=2.54 (1.0)
Technit Magnetic Tape 30 4B 21 dB 16 aB
I
Metic, 0.01016 cm Tape 32 4B 24 aB 18 4B
(0.004 in.)
Co-Netic, 0.01016 cm Tape 45 aB 37 @B 31 a8
{(0.004 in.)
IX
Co-Netic, 0.0254 cm Tape 52 4B 44 4B 38 4B
(0.010 in.)
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5.4.8.3 Netal Foil Tapes

Still another tape available is the solid flexible metal tape. This
method is inexpensive and guick; however, it may be aifficult to retain the "solid* '
wrapped covering if the cable bundle is often flexed during use. Some tapes are
made with a conductive adhesive to improve the continuity of wrapping when the
bundle is flexed. It is vitally important to maintain complete coverage during
‘ wrapping, since air gaps will reduce the magnetic shield effectiveness. Table
P 5.4-2 Group 11 contains examples of solid foil tapes.

;o Magnetic foil tapes are available in thicknesses that vary from two mils

3 to ten mils, and width variations from 1.27 centimeters (0.5 inch) to 5.08 centimeters
: (2 inches). A minimum foil overlap of S0X is suggested in order to maintain the ad-

hesive bonding. Double wrapping is also suggested in cases when flexing will occur.

5.4.8.4 Conductive Heat Shrinkable Tubing

o

This type of heat-shrinkable tubing is made of a material whose inside or
outside surface is electrically conductive., The conductive coating is usually a
silver deposit which remains intact and conductive after shrinking.
100kHz MHz 10M42 100MHz 1GHz 10GH2
120 120
B 100 100
£
g ® 80
§ %
ps PaN
2 60 60
w /
e 40 10
3 Vv
< 20
= 20
; 0 0
) 100kHz TMHz 10MHz 100M4z 1GH2 106Hz
4 Radio Frequency 1
Figure 5.4-3 Electric-field Shielding Effectiveness of Heat-
; Shrinkable Boots. Ref. (B5)
3

Special connector bouts are available that provide EMI shielding, shield ;
grounding, and strain relief in the termination of connector backshells. Typical
attenuation characteristics of conductive coated heat shrinkable boots provide in
excess of 30dB of attenuation in electrical fields at 1 GHz to nearly 10048 at 100
KHz as shown in Figure 5.4-3.

5.4.8.5 Ferrite Beads and Rods

A special type of EMI quick-fix is the ferrite bead and rod. Smaller
than a pencil eraser, one or more of these beads or rods may be slipped over in-
dividual wires coming from a common power supply or other system suspccted of
conducting EMI or RF transients. It is important to note that they are ineffective
below 10 MHz and are usually limited tc about 5 amperes of dc or 400 Hz power sources.

b Mol ARl . L

When the ferrite bead or rod is slipped over a wire, the magnetic-field
intensity concentrates in the lower reluctance path of the bead or rod rather than :
the surrounding air. Figure 5.4-4 depicts the attenuation characteristics of the fer- ;

rite bead.

5.5 EMI Control During Installation and Maintenance of Crew Area Switches : i
and Digplays , 5

Design objectives for instrumentation controls and displays in the

cockpit must include features for installation and maintenance. Installation/re-

moval must be straightforward and accomplished without rexoval of other panels or

haxdware. Dedicated cable(s) must provide sufficient length to provide display ; ]

removal/installation. Adequate mechanical protection of the electronics located on i :

the back side of the panel should be provided; this can take the form of a complete ; 3

housing or "bumper bars". ;
4

-l i P,

Maintenance relates to the ability to ensure serviceable operation of
equipment. Careful design and parts layout will be a distinct advantage during
trouble~shooting and parts replacement. Standard, well-identified components are a
necessgity. Up~-to-date schematics are invaluable.




130

60
(-]
v
Z a0
9
8 - 30 BEADS
per}
8 18EAD —\ | g
& 20
: z

) , / \
o¢i==;;::: |
10 Mrz 20 30 s¢ 70 100 M2 200

5.5.1 Design Guidelines

RADIO FREQUENCY (MEASURED IN A 30-OMM SYSTEM)

Figure 5.4-4 Comparison of Attenuations of Ferrite Beads
Ref. (B5).

.

Although the basic design for most display and control panels are engi-
neered by groups proficient in such design, it sometimes is necessary for the
instrumentation engineer to design auxiliary panels. The following list suggests a
few fundamental requirements.

1.

Displays and controls that are susceptible to damage or to inad-
vertent activation as a result of normal pilot/crew operations shall
be appropriately guarded.

Time-ghared displays should be used whenever continuous monitoring
is not required. This approach conserves panel gpace and improves
grouping.

Fixed scale, moving pointer meters are generally preferred.

Scale graduations generally preferred progress by one, five, or two
units, in that order.

Avoid non-linear scaling.
Flight control and navigation displays should use “fly-to" pointers.

wWhen operations follow a sequence or logical pattern, group the
controls/displays accordingly.

The control devices used on most panels consist of toggle switches,
pushbutton switches, rotary switches and circuit breakers.

5.5.2 Special Installation Requirements

Attenuation offered by shielding materials to electric, magnetic, and
electromagnetic waves are achieved in a theoretical manner. In actual practice,
however, this attenuation is compromised and not easily realized. Nearly all
instrumentation systems have penetration areas. For example:

1.

Cover plates and access covers.
Meter windows.

Digital or display windows.

Shaft extensions (potentiometer).
Cooling vents.

Switches.

Fuses, cartridge type.

Indicator lamps.

Signal shields not fully insulated.
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10. Power and signal leads.
11. Connectors.
5.5.3 Typical EMI Installation Problems and Solutions
Leakage or penetration through designed "holes" are typical of control
panels, display panels, and ground test equipment. These penetrated areas result
in shielding discontinuities and ultimately degrade EMI immunity. Generally, these
problems occur through design oversight rather than inadeguate methods or proce-
dures to control them. A few typical problems and their solutions are suggested in
é the following examples. Refs. (57, 60). i
: 1 Problem- Cover plates and access holes. ;
5 Solution - Properly installed EMI/RFI gaskets which allow a press- ?

1
2. Problem - Meter and Display Windows. i
/

ure-tight fit.
Solution - Electroformed mesh of 100 lines per inch will provide a
light transmissibility in excess of 80 and adequate EMI attenu-
ation. Various types of this mesh are available and can be attached
¢ to the window or sandwiched between two windows.
3. Problem - Rotary switch shafts extending through panel usually are
poorly bonded.

L Solution - A cup or spring washer is inserted over the shaft under

the knob. Pressure is exerted by the knob thus providing a low re-
sistance path. (Figure 5.5-1).

KNOB

METAL SLEEVE SET SCREW

////// “a
///\ﬂ ......

THREADED NECK

OF SWITCH SHAFT OF SWITCH

CUP WASHER

l\\’§/vL\norAav SWITCH

Figure 5.5-1 Rotary Switch - Spring Washer Bonding. Ref. (57). 1

PANEL

T

: 4. Problem - Push button switches can generate interference through :
switch assembly contacts and radiate this noise through the actuator i
shaft. !

Solution - The switch can be shielded by a conductive "boot" and 1
conductive housing covering the switch body.

5. Problem - Fuse cartridges exposed to noisy environment.
Solution - Fuse holder with fuse can be mounted within grounded box.

6. Problem - Panel or indicator lamps designed with a press-to-test
feature.

Solution - A procedure similar to panel meter EMI control is used.
Provide a mesh screen to cover the lens of the light assembly. Be
sure to provide proper grounding through assembly to chassis panel.

7. Problen - Interference generated by toggle switch can be radiated
through switch assembly by the toggle switch handle.

! Solution - Add a jrounding clip to the handle (see Figure 5.5-2) and
i ensure that the switch assembly is grounded to the panel.




EDE ey = e, - s nelhE ST T T

132

TOGGLE SWITCMH
HANOLE

GROUNDING
CLIP

@—— MOVEMENT —&»

PANEL

TOGGLE SWITCH

Figure 5.5-2 Toggle Switch Grounding Clip. Ref. (57)

8. Problem - Elusive common mode noise.
Solution -~ A check of the insulation which covers the shield may
re eal an area where chafing or accidental damage has allowed the
shield to be accidently grounded.

5.6 Transducer Installation Considerations

The installation of an instrumentation sensor on or in the test aircraft
warrants careful attention and careful follow-up to insure that all personnel
involved with the installation understand the sensor's purpose. The importance of
follow-up is best illustrated by the following examples:

5.6.1 Microphone Installation

A series of 0.635 centimeters (0.25 inch) and 1.27 centimeters (0.5 inch)
microphones were installed with their diaphragm flu:h with the aircraft skin to
meagsure boundary layer noise. The system was satisfactorily checked out, and Qual-
ity Assurance was asked to approve the installation. Shortly thereafte , the
aircraft was ferried to the flight test area and readied for flight. .nal tests
were made of the microphone system, and the results indicated that onc microphone
had failed and at least three others had shifted in their response. The microphone
diaphragms were checked for damage, and the problem was readily apparent. Quality
Assurance had stamped each diaphragm as A-OK and ready for flight. A brief investi-
gation reveal~d that the installation and engineering checkout were satisfactorily
made at loc. an "A* but the inspection of the microphone installation was carried
as an ope.. iiem in the aircraft log book to location "B." Upon arrival at location
"B" a mechanical inspector had cleared the item and stamped each diaphragm aa "OK"
for flight, inadvertently causing the damage.

The problem of follow-up is readily apparent in this example but the
solution is rather complex. In general, it is difficult to monitor the exact times
of an aircraft ferry flight. It can be assumed that it will occur during first-
shift operations and further assumed that second-shift personnel will "work off"
open items. Without proper notation in the aircraft's log book, accidents such as
the one described are very likely to happen.

Sensitive and unique transducers such as microphones are always prone to
mishandling by grour” - ews not familiar with transducers of this nature. Deliber-
ate and knox . -;sab. yervision is a must if these transducers are to be properly
protect: .

5.6.2 Presgsure Tubing Contaminants

A variety of flexible low pressure tubing specifically designed for
high temperature has Lean used repeatedly with electromechanical pressure recorders.

The clock-type wechari - “1side the recorder is very dslicate, and proper operation
is dependent on keepin * mechanism clean. The high-temperature flex tubing
mentioned above is mr actured to very high standards, and under most operating

conditions it would not cause a problem. However, using this type of tubing did

cause the interim clock mechanism to operate in a less than satisfactory manner.

The problem was caused by a few very fine "hairs" vhich impeded the motion of the
clock mechanism. The source of these hairs was the real problen. where did they
originate? The answer was the high-temperature flex tubing! An examination of the
tubing surface under a 10 power lens revealed the tubing material to be rather gener-
ously compounded of very fine Fiberglas "hairs." A review cf previous failures in
the subject recorders indicated similar symptoms. The problem had always been solved
by thorough recorder cleaning, since all symptoms indicated “stiction" in the clock
mechanism. This type of tubing was later replaced in all aircraft using this type

instrument. Needless to say, the cleaning rate of the recorders diminished considerably.
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Although this problem occurred several years ago, a similar type of
tubing is still marketed today. Flexible high-temperature tubing of almost any
composition creates a problem when used with instrumentation systems requiring very
clean operating conditions. For example, all tubing lengths must be carefully
flushed out prior to use to eliminates foreign material trapped inside juring the
manufacturing process. Further, this flushing process must take place after the
flex tubing is cut to length, because most materials rate residue during the cutting
process. This residue can very easily be "trapped" within the tubing.

5.6.3 Nose Boom Transducers

The flow vane and atatic orifices should be installed at lesast one fuse-
lage diameter shead of the nose. The mount for the boom ahould be rigid enough to
sinimize deflection. due to acceleration and loads effects. Special care must be
taken to align the longitudinal ax‘; of the boom so that flow vane "struts" are
accurately parallel to the airplane Y and 2 axnes. The sideslip vane (normally the
vane closer to the nose) must project vertically downward. Adequate guards must be

rovided to protect these vanes from physical damage during the hangar-ground
ntervals. Ref. (62).

The effects of boom bending due to acceleration and airloads, upwash due
to the boom and airplane, and cross flow components resulting from pitching or
yawing rates will introduce errors in the measured flow angles as compared to
the actual litgllh. angle of attack and sideslip. The magnitude of each effect
must be investigated for each particular installation.

The advantages of the nose~boom pitot-static tube are:

1. Small increasing position error with increasing Mach number, com-
pared to fuselage static system.

2. Insensitive in indicated ambient-pressure readings for angles of
attack from 0° to +12°.

3. Accurate measurement of stagnation pressure between angles of attack
of -13° to +32°.

The disadvantages of the nose-boom pitot-static tube are:

1. A long, slender boom presents aerodynamic heating problems at Mach
numbers above about 3.

2. Ambient-pressure errors increase at angles of attack larger than
+12°,

The advantages of the hypersonic flow-direction sensor and fuselage
static system are:

1. Stagnation pressure can be sensed accurately over large angle-of
-attack (~20* to +40°) and angle-of-sideslip (120°) ranges.

2. High temperatures at Mach numbers greater than 3
can be withstood.

The disadvantages of the hypersonic flow-direction sensor and fuselage
static system are:

1. Risk of the servosystea failure during flight.

2. Large position error and sensitivity to variations in angles of
attack.

5.6.4 Strain _Gages

A discussion of aircraft sensors is not complete without a few comments
and observations related to installation factors which contribute to strain gage
error and/or strain gage failure. Refs. (B9, 63)

1. Excitation Veltage. = An output uncertainty of 1% will contribute to
an error of 1X of reading.

2. Lead Wire Resistance. - Take into consideration length and gage of wire
runs, fuses, and connectors as vell as temperature environmental
effects on wire resistance. Consider using remote sensing of exci-
tation power and constant current gage excitation sources.

3. Gage Rasistancs
During the installation design consider using a 3-wire system

to compensate for lead vire resistance variations when only one
gage is used. This technigue is effective to about 320° C (600° F).

A Al e  Masdbi
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4. Completion Resistors and Temperature Change.

M! change in the bridge completion resistance can cause a zero
shift error that appears as strain. The error is dependent on
the amount of temperature change and the variation in the change
of the letion resistor due to the same temperature change.
These completion resistors are usually installed in signal con-
ditioning boxes where the temperature change is small. when they
are installed in this manner the resistors are usually of small
size and low power ratings; thus, self-heating is the prime con-
tributor to drifts due to temperature.

As useful guideline, bridge completion resistors should be
rated for at least ten times the power dissipation calculated i
by design. Precision wire wound resistors, which are more
stable than carbon resistors, should always be used frr com-
Pletion, balance, and shunt calibrate circuitry.

S. Strain Gages and Temperature

Strain gages drift with rature, but this drift can be mini-
mized by using temperatiire compensated strain gages.

{ 6. Test Variations
It is of primary i?orunco to be aware of and limit varia-
tions in the lead wire lengths used in bench calibrations, loads
calibration, and flight loads measurements.

7. Strain Gage Lead Wires
When connecting to the two lead wires of a strain gage bridge
it is important to prevent stretching of the wires. The errors
created by the change in resistance are often secondary, however,
since the lead wires usually separate.

8. Connectors and their associated wiring are the major problem in
getting a strain gage circuit to properly operate.

Review the following when a related problem is suspected:

1 1) Proper contact crimping at connectors.

2) Thermal ENF's created by bulkhead divisions, chassis walls, and
potted “glards*.

3) Connector contact corrosion.

4) Connector vibration during flight; loose connectors or wrong ‘:
gage contacts.

5) Installation wiring errors.

9. Strain Gages Installed in Electromagnetic Fields

Inductive pick-up in the presence of high level electromagnetic
fields can be significantly reduced by bonding together two identical foil gages.
The two gages are bonded one on top of the other so that the grids coincide in the
plan view. The tabs are cut off as shown in Figure 5.6-1 to accommodate the wiring
connections. The foil grids should be very closely bonded together to minimize
inductive coupling.

TWISTED PAIR
WIRES

PR FPRRY- W W PYPRE SN SV S

TWO IDENTICAL
FOIL GAGES

S0 Foar RIDS
- CONCIDE IN PLAN
VIEW(STACKED)

/
ELECTRICAL
JUMPER

BAKELITE OR

FOIL ~ J EPOXY BASE

Figure 5.6-1 Back-to-Back Foil Gages
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6.0 INSTRUMENTATION SYSTEM VERIFICATION DOCUMENTATION

One of the most important aids to guaranteeing high quality test results
is the preparation of effective system verification documentation. Well-formulated
verification procedures and related documentation not only aid in coordination of
requirements, but also serve as an effective method in guaranteeing the validity of
the instruwentation system operation. Complete and well written documentation can
help ensure that: Ref. (Bl0)

a, All gystem performance rejuirements are verified.
b. Valid performance criteria have been established.

c. All requirements, ficilities, personnel and communications links are
identified and their support justified.

q. Test methode, procedures, and test equipment have been reviewed.

e, Methods for collecting the testing output and analyzing the re-
sults have been clearly defined and established prior to the start
of the testing.

f. Valid measurement technigues and their expected results against
which actual inputs and results are compared have been established.

g. Systems and/or subsystem problems have been identified and their
solutions formulated.

6.1 System Verification and Calibration Procedures

1f necessary, provide step-by-step calibration procedures to demonstrate
that the ingtrumentation operates correctly and with the proper outputs. These
procedures can be broken down into three test phases:

Phase 1 - Develop installation inspection and pre-energizing procedures
that will assist in ensuring safety of flight. A typical checklist should verify
that:

(a) All units of equipment have been installed and that their location
and orientation are proper. All cables, cooling provisions, trans-
misgion lines, etc., have been installed in accordance with the
appropriate plans and specifications. Further, that continuity
exists for all equipment interconnections.

(b) The applicable test equipment is available, operationally satis-
factory, and properly calibrated.

(c) All authorized changes, modifications, and alterations have been
completed.

(d) Adeguate access has been provided to all equipments for purposes of
maintenance.

(e) All moving devices are free and clear of obstruction.
(£f) All pre-energizing procedures have been accomplished.

Phase 2 -~ Verify that initial turn-on or exercise of the system and its
preliminary testing include step-by-step procedures. The procedures should provide
for testing the equipment electrical supply circuits, including all power distri-
bution panels, switches, circuit breakers, and interlocks. Include unique procedures
for testing the torquing of connectors, for proper installation of RF transamission
lines and waveguides, loading and focusing of cameras, and other special operations.

Fhase 3 - Make certain that the installation calibration includes com-
plete instructions for calibrating the instrumentation transducers. The test re-
sults must verify that all imstrumentation transducers are operationally within
calibrated tolerance. Wwhen it is required that alignment be accomplished prior to
performing the calibration, the alignment should be included or, if too lengthy, a
suitable reference to its identification and purpose should be made,

6.2 Instrumentation System Calibration

To insure that the accuracy capabilities of the instrumentation instal-
lation iB satisfactory, it will be necessary to calibrate the system. This proce-
dure enhances the probability of finding and defining gross inaccuracies and mal-
functions soon after they occur. This procedure further implies that some method
of in-flight calibration capability is provided.

In general it is not possible to perform a complete system calibration
using primary calibration standards. This would require the use of primary stand-
ards for pressure, temperature, acceleration, flow rates, etc. for each measure-
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ment. On occasion a pressure transducer input can be uncoupled from its system and
a secondary standard of pressure substituted for the pressure source: however, it is
usually inconvenient or impossible to do with the other measurement types.

Since it ie impractical to use primary calibrations standards for all
transducer calibrations, a method of voltage substitution is often used. The
procedure is as follows: The transducer (and its amplifier if one is used) is
calibrated in the laboratory using & primary calibration standard with matched
impedances. The result is a tabulation of output voltages from the transducer (and
amplifier) versus input to the transducer from the primary calibration standard.
These tabulated values can then be plotted, producing a continuous calibration curve
for the pressure region of interest. The output voltage values can now be substi-
tuted for pressure changes at the transducer. The instrumentation system is cali-
bratad b{ applying a known voltage at the point where the output of the transducer
(or amplifier) would normally be. The system output is then recorded or tele-
metered to a ground station recorder. Typical calibration curves are shown in
Figure 6.2-1. The dotted line correlates the substitution of pressure with voltage
output.

P 2

TRANSODUCER TELEMETER GROUND STATION
COMMUNICATION

vOLTS
QuUTPUT

CALIBRATED INPUT VOLTS OUT (OR RECORDER DEFLECTION)

Figure 6.2-1 System Calibration Curves Showing
Voltage Substitution.

This method of voltage substitution requires that the transducer-amplifier comwbi-
nation be calibrated as a unit so as to eliminate inaccuracies due to differences
in each individual traniducer and amplifier.

6.3 Review Boards

The broad requirements for documentation apply to all project review
meetings of which the instrumentation engineer is a vital part. The technical
state of the design at the time of the review usually determines the extent of the
detail required. The review board structure as used by the NASA Dryden Flight Re-
search Center is shown here as an example. The criteria for appointing a review
board normally consist of:

a. Significant new program or operation.

b. Critical configuration changes or modifications.
€. Proof-of-concept demonstration or tests.
4. Hazardous or critical flight test.

e. Use of specialized equipment or facilities.
6.3.1 Design Engineering Review (DER)

The DER is a function normally established whenever gystem design is
sufficiently developed and identified so that a credible review and assessment can 3
be made. The DER performs design evaluations prior to an installation, and may 1
continue through the installation phase so long as design/engineering changes may
be required. The DER will normally conclude with the establishment of an Operational
Readiness Review, if applicable.

6.3.2 Operational Readiness Review (ORR)

The ORR precedes the first flight or specified operation at a time when
credible review and assessment can be made without delaying the operational sched-
ule. The ORR may be a follow~-on function to the Design Engineering Review, or may
be established as an independent evaluation of individual or combined operations
associated with any type of flight or ground activity.
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i o 6.3.3 Board Functions

: The functions of the Board should include the following as appropriate
* for the typo of review (DER or ORR) being conducted:

a. Both Boards (DER and ORR)

: (1) Conduct an independent review and assessnent of the total

: program or operation and assure that adequate and proper plan-

‘ ning and preparation is accomplished to result in meeting
requirad objectives under acceptable safety conditions. A major
goal is the development of current and correct operating in-

: structions, effective configuration control and positive safety
i and quality procedures.

(2) Provide engineering and technical recommendations to concerned
personnel, while recognising that it is not a function of the
Board to request or direct the actual work effort.

(3) Maintain effective communication among Board members, program/
operation personnel, and the Program Manager or his represen-
tative.

! (4) Submit a formal report of Board activity, findings, and recom-

mendations to the Program Manager or his representative, with
copies to the Safety and Quality Assurance Office. Submittal
of this report must be early enough in the schedule to allow
for timely and effective action as required.

b. Design Engineering Review Board

Objectively review and assess all facets of the program, including
¥ as applicable:

. program objectives and general plan
. design philosophy and application

. development activity

. engineering approach

system gafety {hazard analysis and
risk assessment)

. preliminary test planning
. prelininary operational planning
c. Operational Readiness Review Board
Objectively review and assess the state of readiness of the in-
stallation verifying that it has met the safety provisions, in-
cluding, as applicable, proper establishment, definition, and im-
plewentation of the following:
operational objectives
operational planning and methods
emergency/contingency planning
system safety (hazard analysis and risk assesament)
6.3.4 Responsibilities and Procedures

The following actions are generally applicable to the performance of
Design Engineering Raviews and Operational Readiness Reviews, although not neces-
sarily in the exact order shown. Specific actions will vary according to the type,
size, and complexity of the program or operation.

a. Appointing Memorandum - The Program Manager or his representative
should appoint the Board by means of a memorandum to concerned
personnel which:

(1) ldentifies the Board members, Board chairman, and advisory or
consultant personnel where applicable.

(2) 1dentifies the program or operation concerned.

(3) Identifies the purpose of the Board and any specific areas of
concern or desired special sffort.
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(4) Establishes meeting places and times and specific reporting
requirements; however, these are normally established by the
Board chairman.

b. Board Briefings - Required briefings should be presented by quali-
fied program or operation personnel to familiarize the Board with
the overall effort, and the specifics of all areas under evaluation.
It is the responsibility of program/operation perscnnel to assure
that all information provided to the Board is current, complete, and
accurate; that all hardware and equipment subaitted for evaluation
is properly prepared and re¥rencntl the actual configuration and
functional characteristics intended for use; and that all known or
suspected anomalies, deficiencies, discrepant conditions, and k
areas of concern or question are identified. i

P VD

c. Evaluations - The Board should perform required and appropriate
evaluations of the concerned program or operation, including, as
applicable, the design, fabrication and performance of hardware, and
the correctness and adequacy of software.

d. Board Report = After completion of all actions congidered necessary
by the Board to properly accomplish its appointed purpose, a report
signed by all Board members shall be submitted to the Program Man-
ager or his representative. No specific report format is required,
but the Board determinations, recommendations, and conclusions pro-
vided in the report shall be based on informatiun acquired and
evaluated as de:cribed in b. and c. above. The report shall in-
clude:

(1) A review of all chronological/historical Board activity.

(2) Recommendations regarding the concerned program or operation,
specifically including all areas of concern and proposed changes,
restrictions, and limitations.

(3) Specific identification of all non-concurrences by any Board
member.

(4) Supplements and attachments pertinent to the report.

Individual Board members have the right of dissent with any action or
recommendation of the overall Board membership, and such dissent, if not
subsequently resolved, shall be a matter of record on all pertinent
documentation, including the Board report. The report must be signed by
the chairman and all members of the Board prior to submittal to the
Program Manager or his representative. The signature of any member does
not necessarily indicate that he agrees with all portions of the report,
but does signify that he has reviewed the report, that in his opinion it
is complete and factual, and that his areas of disagreement or nonconcur- l
rence are properly presented.

6.3.5 Operational Readiness Review Checklist 1

An operational readiness review checklist may be used by councerned oper-
ational/support personnel and the ORR Board as an aid in determining that specific
requirements have been considered and are properly complied with or are not appli-
cable to the operation.

Operational Readiness Review (ORR) Checklist 3
Technica

1. Are operational objectives and proposed methods of accomplishment ;
(technical approach) clearly defined and compatible?

2. Have technical support requirements been coordinated with concerned
elements to ensure performance and avoid schedule conflicts?

3. Are sufficient qualified personnel being utilized?

4. Is there a requirement for training, simulation, dry run?

5. Are proposed facilities and equipment adequate? i

6. Are gspecial technigues or processes required? Are they provided
for?

7. I1s the planned gathering/recording of operational and safety-
critical data adequate?

8. Are gpecific vehicle/equipment limits clearly defined and under-
stood?

9. I8 there an above-normal possibility that limits will be exceeded?

N i _




i
|
ot

10. Has prior erperience with similar operations, and qualification and
other test data, been reviewed ard utilized if appropriate?

11. Is the performance of the operation correctly specified in approved
documentation (drawings, specifications, manuals, procedures, etc.)?

12. 1s additional technival information required?

Safety

1. 1s the plannea sequence of operations logical and satisfactory from
a safety viewpoint?

2, Are hazards identified and criticality determined?

3. Is there any undue hazard to personnel, or possibility of damage to
equipment?

4. Have hazards been eliminated? If not, are they controlled by safety
devices, warnings, procedures, etc.?

5. Has identification been made of conditions having a high risk po-
tential which cannot be minimized, including their relationship to
program goals, scheduling, facilities, other programs?

6. Can th2 operation be accomplished easier and safer by other methods?

7. Is the established operational envelope being exceeded?

8. If the envelope is being exceeded, is it authorized, are necessary
precautions being caken, and are required controls established?

9. Have necessary emergency procedures been established and documented?
10. Are GO-NO-GO criteria established and documented?
11. 1Is the GO-NO-GO decision-maker identified?

12. 1Is the overall operation acceptable to engineering, operations, sup-
port elements, safety/quality?

6.4 Record Keeping and Documentation

The process of developing an instrumentation installation requires a
variety of decisions and a careful accounting of each item of hardware and wiring
contact assignment. The instrumentation engineer should devise a method of record-
ing these decisions and assignments.

Since signal wiring and associated connectors constitute the bulk of
installation hardware, an accounting of connector and contact assignments will be
the most useful.

6.4.1 Wire Lists

A carefully assembled wire list can serve both the instrumentation engi-
neer and the technician. During the development of the wiring diagram, as each
wire or cable is added to the diagram it is assigned a wire number or code. A
careful accounting of assigned number, wire size, and routing per each wire contact
assignment must be recorded. Such a record is often referred to as a wiring list.

A wire list can be very simple or highly complex. A very simple list
consists only of the numbers used to identify each wire. This is a minimum re-
quirement assuring that numbers will be used only once.

.
Table 6.4-1 A Detailed Wiring List

Wire Gage EM] Segments Color and Routing Drawing
Number Class Number of Disconnects Page
Conductors

642 22 v A-8B (Bk,W,R,Gn), 4C D6 4.8

644
645
646
647
648
649
650
651 22 v A-B | (Bk,W,R,Gn), 4C D6
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The wire list shown in Table 6.4-1 has been derived in part from the !
wiring diagram shown in Pigure 6.4-1. In contrast to the simple list of wire
numbers, this wire list is more complex and represents considerable time and effort.
The columns provide the following information. ’

- The assigned wire number. Shown here are Wire Numbers 642-651.

; - The wire gage identifies the wire size and thus its current carrying
’ capacity.
- The EMI Class identifies the wire as either a receiver or trans-

mitter of interference. Class 1V is a receiver.

? - The segments A and B indicate that the wire/cable passes through a
> disconnect of some type.

- The color and total number of conductors in the cable must be listed.
Shown here is a four conductor cable (4C) with ths colors Black,
white, Red, and Green. Parentheses around the colors are used to
indicate a shielded cable.

- The cable routing is shown by listing the disconnect/t through which
the cable is routdd.

AT TR A AT

- Listing the drawing page number facilitates locating the wire ox
cable listed.

3 The complex wiring list as initially prepared appears te contain infor-

3 mation readily found elsewhere in the diagrams. However, the advantage of this type
3 of listing becomes evident months or even years later, when wiring changes, equip-

) ment changes, and even project assignment changes interrupt the initial and care-

; fully planned wiring diagram design efforts. An up-to-date wire listing such as

the example shown will help maintain control over the wiring installation.

6.4.2 Connector Lists

The interface with wire number assignments is connector contact assign-~
ments. Refer to Figure 6.4-1. The aft instrumentation compartment disconnect is
carefully documented. Each contact assignment must be recorded as it is used.

3 Figure 6.4-1 illustrates a method often used to account for each contact in a
connector. This diagram is required for the routing cf each wire, and the tab-
ulated data form shown in Table 6.4-2 is derived from the wiring diagram after
final routing and installation.
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Regardless of the method used, the connector contact assi ntes must be \
carefully controlled, particularly when two or more categoriee of wiring are routed
. through the same connector. (See Section 5.4.1). In these circumstances, each
] category must be routad together by grouping contact assignments. This is a good
3 reason for not "scattering" the contact assignments when using a connector of large
: contact capacity. :

Table 6.4-2 Tabulated Connector Assignments.

Pk Compare with Figure 6.4-1, Aft Instrumentation
Pk Disconuect.
poE
E : P MRAC104 J
oo
Co3 Drawing Wire Wire
1 g Page Identity |Contact| Identity Parameter
E 3 4.8 6a2aac |Bk| D |Bk| 64284C Vertical
: " c |w (prime)
R A R
E Gn B Gn
[ 4.8 643A4C | Bk J Bkj 64384C Veritcal
; " H o IW (spare)
f R E IR
Gn F Gn
' 4.8 6a4aac |Bk| N ]Bk| 644BaC Lateral
2 W Mow {prime)
3 R K R
. Gn L Gn
p a.s | easnac [Bk| T [Bk| 6asBac Lateral
W S W (spare)
R P R
Gn R Gn §
L 4.8 646ARAC 1Bk X Bk] 646B4C Drag
1 W Wofw {(prime)
o R U R
Gn v Gn
4.8 647A4C Bk b Bk| 647B4AC Drag :
| W a |w (spare) :
y R Y R ;
Gn z Gn :

6.4.3 Other Examples of Record Keeping ;

Until now, the discussion has primarily been directed at the equipment
connectors and their wiring. Additional record keeping is required for the follow-
ing, for example:

1. Tape recorders - parameter/recorder channel assignments.

2. Commutator - parameter/input channel assignments.

3. Signal conditioning boxes - parameter/input/output assignments.

4. Time code generator.

Items 1 through 4 are usually added to the wiring diagram within the

'box" drawn to represent the chassis that is being wired into the instrumentation
system. Examples of each are shown in Figure 6.4-3.
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Figure 6.4-3 Examples of Record Keeping
as Part of the Wiriag Diagram.

6.4.4 The Parameter Line-Up Sheet 3

One page of a typical hand printed parameter line-up is shown in Figure
6.4-4. The format is designed to assist the engineer and the technician. Transducer
and signal conditioning information permit the line-up sheet to represent an up-
to-date record of transducer assignment that can be reviewed prior to each flight.
The computer, however, has altered all of this record keeping method.
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The parameter list shown in Figure 6.4-5 represents one example of a
computer print-out in use at the present. The information contained in this form ]
is primarily concerned with only the parameters and the digital system. Instru- ‘
mentation system record keeping has been deleted. In order to document the trans-
ducer and signal conditisning information shown in Figure 6.4-4, additional cards
must be punched and another liatiig made. This procedure has two serious disadvan-
tages. First, it requires additional computer time which is usually not available.
Second, in most cases it transfers control of updating the parameter listing from
the technician staff to the engineer. Formal documentation now depends upon computer
availability.

i
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1f the transducer and signal conditioning information included on the form '
- shown in Flgure 6.4-4 is not provided by a second computer listing then other methods
. must be used.
N !
% For example, the signal conditioning chassis input and output contact
3 .
{ assignments can be recorded on a standard form of the type shown in Figure 6.4-6.
3
H B
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9
TODAYT 09/03/80 FLIGHT INSTRUNENTATION PARANETER LIST PAGE 1 OF COPY 3
REVY DATES 10/ 1/79
VEMICLES F=104/826 FLT TEST FACELITY PCA BIT RATED 16C KW
ELT WO, 510 PROJ INSTR ENGR: $1TS/v0RDS 10
SCHED FLY DATE: 3/03/60 WORDS/FRANET 40
™ FREQ 1652,5 WHZ  S/N FR/DATA CY1 1
PCM SYS/CON NO. L~00 FORNAT KD, 1 FOTuBIT2oNSY
PCH SYS NODELS CT-77¢C NATN FRAME SYKC wORDS3 ¥, 39, 40
& 118 BARABETEL L GALIRRAED. -t ENG CFRAMIFNARESSARPEICONPT REF & VNZTM SEILVER 111M
NOo  PARNID 1 CALlD ] NANME ' DATE & RANGE 1 UNITS ¢MORD! ND. tRATERALG 1 PRESS 5 KP [t 1.1t 19
$184 1 1 1 LL0¥. . HIGYL 12081 1 1. JBARNIQ_L1PARBIR_i£880
110C1 4301710 001 O®IATASPEED - NOSE 19=10=F5 1=1944321641P5F T A 1400140001 v T 401
tirsy £391 10 002 O®sALTITUDE ~ NOSE 19-19-76 3 144 ZO000SPSFA r 2t t 40014000t ' 1 401
33ALPHAT 1391 10 003 OC:tANGLE OF ATTACK - NOSE 19-27-76 1 =5 201086 oW + 400140001 ' 1 A0
4I0ETAT 1391 10 004 BOtANGLE OF SIDESLIP = NOSE 12+12-0C ¢ ~10 +10:DE6 T + 400140001 1 t 401
S1TIAP 1301 10 CO® O®sFREE AIR TENP = NOSE 19-26-76 3 =¢ :2569DEG F 1 31 1 400140001 ' 1 408
6IMILL 1391 10 006 ] ' ] 1 ' 61 1 400120001 ] ' ADY
Teax 1391 10 007 0#1L0NGe Co 6o ACCEL. 19-24=79 1 =1 ¢116 [ 1 40014000 ' t a0
BIAY 1391 10 008 O®1LAT, C. G, ACCEL. 19=24=76 1 =1 +116 [ T} t 400140001 ' Y
AN 1301 10 009 O#INORN, Co Go ACCELS 19=24=76 1-0,9803,9815 Y] t 400140001 ' YT
105NULL $391 10 010 ] 1 ] 1 1100 Tt 400120001 t [ Y 1 *
110MULL 1391 10 012 ] ] ] ] [ ¥ ] 1 4003120001 L] Y1) :
ATINWULL 1391 10 012 t ] 3 ] t 1 1 40012000 [) P 40
13 1MULL 1391 10 013 ] ] 1 3 [ § 1) 1 40012000¢ 1 1 A0
188MULL 1391 10 014 ] ] H ] T 141 t 400120000 [} T 40t
AS0PTELSG21291 30 015  IFTF LOADS = $e6, & ' ' ICOUNTS ¢ 131 1 400140008 ’ 1 401 N
16INULL 1391 10 026 1 v ' ' R TY] 1 400120008 ' 1 A0
179FTFTIP 1391 10 017 OCtFTF CONPARTMENT TENP. t 8-14-001 =60 ¢200iDEC F 1 1Tt 1 400160001 ' T A0 .
100TPSPS131301 10 018 M¢ITILE TEST SPEC. = PORY 513 16=10=0C 1 -720 +T201PSF t 10 1 400840001 ' YY) )
A91TPSP363139) 10 019 ResTILE TEST SPEC. = PORT 383 16-10-60 ¢ =711 *T201PSF t 191 1 450140001 ' V401
2083VIP 1391 10 020 ASISCANIVALVE ND. 1 =~ PRESS, 11-24-0C t =720 +T201PSF V201 1 40014000FPSFTF 1 YY)
ZLIPSETE 1391 10 021 Q%:1F,TeFe = ALTITUDE 110=1-75 1 208 1990tPSEA t 218 1 4000140001 ' 1 a0t
2R2SQCFTF 4391 10 022 O*1F,VaFs ~ AIFRSPEED 19«19«76 1=1T71¢17711PSE LI {] T 400140000 ] (1 ¥}
231SVID 1391 16 02)  1SCANIVALVE NOe 1 = PORY I.4De ¢ 1979 10221COUNTS & 231 1 400140001 [ t 401
2 INLL 1391 10 024 i ] ] ] 2% 1 400120001 t ]
ESOVANTEL 1391 10 025 FOaL/H WING YIP L/E-VID, ACCEL, 3 0=29-801 +3016 [ 1 3] 1 400140001 ] ]
20IVAFTER 3391 10 026 CesR/M FLAP OTBD. T/E VI, ACCEL.? 0~14-801 016 Y + 40014000, ' '
RTIVAWTAL 1301 10 C27 CoIL/H VING T1P T/E=VISs ACCELs +5016¢ [ 31 + 400340001 ' '
200VAFTEL 2391 10 G20 ASIL/M FLAP DTSD. T/E VIS, ACCEL, *5016 (17 + 4C0140001 ' '
29IVAFTAL 1391 10 029 001U /W FLAP TEST ART. VI3, ACCEL. +5014 T2 ' 40014000 ' '
3018V t301 10 LBO  PILOT EVENT 1 + 510 JO23ICOUNTS & 30t 1 400140001 [ '
3L00FLPL 5391 10 031 L/M FLAP POSITION ' ' 020 10221COUNTS 3 31t t 400140001 ' '
BZSVABTT 1391 10 032 00:vIBe ACCEL. = FTF COMPARTMENT 1 8<14-001 <50 +3016 I 1] 1 400140001 ' '
33IV0CI3 1391 10 G3) 0¢115VDC MOMITOR T eld-t0s 0 +151V0C r M 1 40014000 ] '
e INULL 391 10 034 ' ] ] 1 T 4 1 40012000 t ]
IBENULL 1391 10 035 H ] ] ? 1Y) 1 4000120001 [ '
IS INULL 1391 10 03¢ ] ] t [] T 36t 1 40082000+ ] ]
3ITINULL 1391 10 037 1 1 ' ] 1 m 1 400120000 1 H
B3OINE31000129) 10 038  15YNC WOKD 1 0007 OCY/0007 OEC! 1 ' e ¢ 400120001 ' 1
D9INFSZO0e1301 10 039  ISYNC WOPD 2 0312 OCY/0202 DECH ' ' o3 + 400120001 ' '
40INFSIvee RNl 10 040 1SYNC wORD 3 1276 OCT/0702 DEC: ] ] [ Y 1] 1 40012000 ' ]

Figure 6.4-5 Digital Parameter Lineup

e e teaam e e e ik i it i drk easar 7 stk aki . Kmtdabi hion xbadls . s - ot i i s i S 0.




”"""""r""“wr ToT o T T mEmEE e e oy e e

144

Channel No. 1, airspeed (coarse) is routed through channel A, card No. 1 of the
signal conditioning box.

Internal Transducer Peed Signal
Card Connector Thru Output
Assignment] Parameter | +8ig -8ig +Exc -Bxc +8ig -Sig +8ig -8ig
1-Chan A | Airspeed 2-k 2-f 2-c 2-p 2-k 2-p l-y 1-b
{(coarse)
l-Chan B | Airapeed 2-m 2-h 2-4 2-r 2-m 2-r l-e 1-5
(fine)

1-Chan C | Long. Stick} 2-n 2-3 2-a 2-¢ 2-n 2-¢ l-n l-s
1-Chan D ] Lat. 8Stick 2w 2-v 2-t 2-x 2w 2-t l-v l-x

2-Chan A | Rud. Pedal l-n 1-3 l-e l-s l-n l1-8 1~ 1-N
2-Chan B | Yaw Trim 1-w l-v 1-t l-x l-w 1-x 1-R 1-u

Figure 6.4-6 Signal Conditioning Box
Input and Output Contact Assignments.
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7.0 SPECIAL CONSIDERATIONS

Each instrumentation system installation is unique. In fact, it's prob-
ably safe to state that no two are exactly alike. As a result, ALL installations
require special consideration of one kind or another.

Four areas of special consideration were selected for discussion. The
first, sneak circuit analysis, was chosen for two reasons. First, the technique is
relatively new; and second, experience has shown that instrumentation engineers are
oriented towards meeting development and installation deadlines, since the ultimate
goal is an operational system. There is usually very little time available for
circuit analysis that may or may not discover a design deficiency~ An understand-
ing of the type of mistakes most often made during system design and installation
can be of benefit to both the engineer and the technician staff.

The second subject, pyrotechnic devices, was selected based on the present
trend towards the use of scaled down versions of manned aircraft to accomplish
expensive and hazardous testing. This type of flight test vehicle, more so than
a full scale vehicle, requires pyrotechnic devices for initiating various types of
testing modes, vehicle recovery systems, and flight termination systems. The cir-
cuits required to accomplish these tasks are usually designed by the instrumentation
engineer. Further, these circuits require input commands from an external source,
which infers a need for an antenna installation on the fiight test vehicle. For this
reason, a third subject, aircraft antenna patterns, was chusen to provide the engi-
neer with a basic understanding of how to interpret antenna radiation patterns.

The final subject chosen discusses the effects of lightning and static
electricity. This subject involves several areas of interest for the instrumentation
engineer. Foremost, perhaps, is the wire shielding techniques used to control light-
ning induced currents.

7.1 Sneak Analysis

By definition, a sneak is a combination of conditions which cause an
unplanned event. The definition is applied to both sneak circuit and sneak soft-
ware analysis. However, in this discussion, only sneak circuit analysis will be
addressed. Refs. (64, 65, 66).

7.1.1 Sneak Circuit Analysis

Sneak circuits are hidden or unrevealed paths existing in electrical
designs which usually appear to be satisfactory, but may under a given set of
conditions prevent a desired operation or invite an undesired operation. The
analysis does not include component failure. Unfortunately, the expression "sneak
circuit" is generally interpreted as pertaining only to the electrical circuit and
some unknown hidden or latent problem. This concept is not entirely true, because
the sneak circuit, or more appropriately sneak condition, can exist in several
forms.

7.1.2 Types of Sneak Conditions

. Sneak Path: The sneak circuit path is the classic concept. Current
flows along an unexpected route or 'path.'

. Sneak Timing: This form of sneak problem may cause or prevent the
flow of current that activates or inhibits a function at an unexpected time.

. Sneak Indicators: A sneak indicator may cause an ambiguous or false
display of system operating conditions.

. Sneak Labels: An ambiguous or abbreviated label may cause incorrect
stimuli to be initiated through operator error.

. Sneak Procedures: Incomplete or poorly written instructions may
permit improper actior during system operations.

. Design Concerns: Factors such as improper or inaccurate redundancy;
unnecessary circuit components that may have been disregarded or overlooked are
areas of design weakness.

. Drawing errors: Drawing errors may appear in the electrical sche-
matics and/or wire lists, or the two may disagree.

The seven categories of sneak circuit listed here reveal latent potential
problems that may develop immediately or long after initial system operation.
Although sneak circuit analysis can be applied to any electrical system, its cost
effectiveness lies with those sub-systems considered critical, whether large or
small, whose failure jeopardize unique or costly larger systems.
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7.1.3 Instrumentation Systems and Sneak Analysis

Failures in the instrumentation systeam should not affect the safety of
the aircraft and for this reason the two are very carefully interfaced. However, /
the contribution that sneak analysis makes to flight safety and proper instrumen-
tation operation can best be understood when the seven categories are guantitatively

compared.

of success derived from performing a sneak analysis is pri-

marily d.ton.i. y the completeness of the installation documentation, which is
diroctly affected b manpower and funding. 1In other words, since the snesk circuit

is relies on thc data available to the computer, only complete and compre-
hon. ve supporting data will produce optimum results. Support data in the form of
assembly drawings, overall system level interconnect diagrams, and electrical
schematics describing the system interfaces for aircraft/instrumentation must be
complete and up-to-date. When these supporting data are incomplete, then sneak
circuit errors take the form of omissions.

The overall result of omissions generate a catngory of potential anoma-
lous conditions that exist bayond the scope of the anrlysis because the basic
analysis procedure ends at the first designated high impedance device encountered.
Figure 7.1-1 illustrates the problem of omission. A network tree has been con- \
structed from available informaticn. Since the device at point (A) is not iden- |
tified nor is its circuitry routing identified it is designated as a high impedance !
point and analysis stops.

8! PWR
28vdc ANNUNCIATOR PNL #+ |

XREF N.S. 590

8!
81 soini
' LR711 FAILURE 11

5.1K

et 81
@ B8IDS 7 r’:é ) LR8BI
FAILURE 11 22K q

3 . 2 :
(- ]] :
Ji/42 3

TO TELEMETRY ’

Figure 7.1-1 Sneak Circuit Network Tree

Similar omissions may exist in other areas and the lack of overall system document-
ation renders the sneak circuit analysis incomplete and difficult to understand or
interpret.

The solution to the problem of incomplete documentation is obvicus, but for
most instrumentation installations complete and comprehensive documentation is
manpower linited, i.e., it doesn't get done.
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Assuming that a typical instrumentation system installation lacks sufficient
documentation, can the sneak circuit analysis technique still be useful? The
answer is "possibly." The answer is derived from reviewing the results of a vari-
ety of projects that have benefited from sneak analysis.

Listed in Table 7.1-1 are the results of a sneak circuit analysis per-
formed on twenty-two different types of systems. Some were ground based and others
were airborne vehicles such as aircraft and missiles. This table was organized so
that the distribution of each type of sneak condition could be quantitatively
reevaluated.

The column entitled “Combined" consists of five basic types of sneak
circuits:

a. Sneak Paths.
b. Sneak Timing.
c. Sneak Indicators.
d. Sneak Labels.
e. Sneak Procedures.

The two remaining columns, "Design" and "Drawing," bring the total to seven.

Table 7.1-1 Sneak Circuit Distribution for 22 Different Systems.

Type of sneak
System Combined, I Design, Drawing .
percent percent percent
1 11.7 60.3 28.0
2 14.9 0.5 84.6
3 39.0 29.0 32.0
4 24.7 53.4 21.9
5 11.3 5.9 82.8
6 11.5 4.9 83.6
7 10.0 41.4 48.6
8 34.2 15.8 50.0
9 14.8 7.9 77.38
10 13.7 2.2 84.1
11 7.5 10.0 82.5
12 12.5 50.0 37.5
13 27.8 16.7 55.5
14 12.1 0.8 87.1
15 74.2 11.9 13.9
16 13.7 23.9 62.4
17 11.0 4.0 85.6
18 60.5 18.5 21.0
19 97.0 1.6 14.0
20 7.5 10.0 82.5
21 3.7 55.6 40.7
22 25.0 16.7 58.3

After comparing the percentage values in each of the three columns it
becomes apparent that drawing errors comprise the dominant sneak problem. By
actual count drawing errors dominate in 14 of the 22 systems listed. From the
remaining 8, drawing errors rank second in five of them. Knowing that the majority
of sneak conditions are drawing errors should tend to focus careful attention to
these areas during development of the drawings and associated listings.

7.1.4 Examples of Sneak Analysis Reports

Several examples of the sneak circuit reports have been extracted froa
References (64, 65, 66) and are presented in Figure 7.1-2 through Figure 7.1-8.
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Figure 7.1-2 shows a report on a sneak circuit. Tha condition was found
during an analysis of the 3-737 research support flight system. The sneak path would

have allowed

a suppression diode, which

together, loc

28 volt ongaqo interlock bus to have been shorted to a ground through
n turn would have caused the relay contacts to weld

king the system in the engage mode.
DAYE 3114
ne a)%ﬁsvma TO GAOUND SHORT IN ENGAGE .
ENGINEER L. Cr
Bataurze
NEFERENCES

1. AG-40-010, Basic Revision, Autopilot Engage and “A" - *B" Select
2. AF-61-00, Basic Revision, Autopilot Engage Interlock
3. 737 RSFS Nodal Set 102

MODULE/AQUIPMENT
AFD/8237

EXMLANATION

When the FFD "CWS" Eng: Switch relay K1 is ized, a switch ts enabled which
™ the contact positions of K1 and opans a microswitch which inhibits the

K8 circuitry. At this time the aileron force imiter solenotd is energized and

1ts contacts change state. If the emergency disconnect switch in B237 is opsmed,
the aileron force limiter solenoid loses power and its contacts return to a normklly
cloted state. If S149 is thrown to its mormally open position, & power to ground
path exists as shown by the sneak path arrows in Figure 1 (attached). This path
axists only momentarily unless the spring Jodded switch enabled by K1 {s physically
held in the engaged position. A similar path exists through the suppression dicde
of K8 also.

POTENTIAL IMPACT
Damage to circuitry

RECOMMENDATION
Place a blocking diode below pin 1 of 5149.

E1-3
SWITCHED POWER
(+28V0C BUS 1 ENG INTERLOCK)

NO

NC '—_j
A/P CRUISE TRIM 1 ld
CUTOUT SW.

FFD “Cws*®
ENGAGE
3 {SKIM NICRO SW.

2y

SK3

FLAP SYNC
INHIBIT
8237

sK2
THROTTLE
SYNC
INHIBIT

CIRCUITRY *

T0 SWITCHED

——. SHEAX PATH )

Figure 7.1-2 Sneak Path.
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; Tigure 7.1-3 is an example of sneak timing. The altitude hold switch
could be dropped out after being engaged. In addition to being a design concern,
this is a problem of timing and is caused by the normal operation of break-before-

k , make contacts in a relay. The problem can be eliminated by changing to a make- ,
£ t before-break relay.
: [N
E TILE  Altitude Hold Switch May Drop Out After oam
Engagemant ENGINEER

REFERENCES
1) G.E. Drawing 928C292, Revision C, 1-26-66

2) G.E. Drawing 281£402, Mavision B, 2-5-74

MODULE/EQUIPMENT
Control Amplifier Part #230642064, Ref. Des. 65-AR0S
EXMLANATION

wWhen Altitude Hold Switch is engaged, KSA energizes and closes contact Pins 2 and 7.
Then K8A energizes and opens contact Pins 1 and 7, thus removing the 90 VDX

from the Adder Attenuator. After C158 and (23 discmrr below approximetely

21 volts transistor Q3 and Q6 turn off snd K20A loses its path to ground and
de-energizes. When K20A de-energizes K20A contact Ping 1 and 7 close and K20A
contact Pins 2 and 7 open. MWhen thase contacts are switching, the Altitude

Hold Engage switch loses voltage to {ts holding coll,

POTENTIAL IMPACT
Altitude Hold may disengage while K20A contacts are switching,

RECOMMENDATION
Replace relay K20A with a relay with make before bresk contacts.

+28 vOC
When
AFCS
Engged
+36 VDC ‘
S Ty K20A f
? :
+90 VOC “
==\ Altitude i
Hold .o
]
: 1
_________ Lo 12
2 ! 10 3
: *—- 4
- S ;
R30 < 23 1
k 15¢ $ 15 1
€se +| c2y |+ > b
60af o 0 o 1{ 3
PITCH S s |- S :
SYNC R29 S K25 E|
aurc 90 S 90 3
"2
.L. 150
i | 1L L1 1

Contacts shown in normal position during AFCS
operation prior to Altitude Hold Engagement

Figure 7.1-3 Sneak Timiug.
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Figure 7.1-4 shows sneak indicators. A ground indication falsely indi-
catas that four ut:g; are reset vhen only two of the four are monitored by the

indicator. This éa could cause a ground test checkout to verify a circuit )
that could be failed. !

2-19-78

m,‘w
. 8 n

31090 - Schamtic Disgrem, PAL/ACS Spacer Sheet 2, Zome 32, 33

e False Indicati . . DATE
Status on Of “10A Relay Reset ot
G

MrERENCES
1.

MODULE/ZQUIMMENT
PAL/M
EXPLANATION

The indication that 1M relays are reset,as shown in Figure 1, i5 & false
fndfcation. Only relays KS and KS are checked by this 'Miuﬁu.

POTENTIAL INPACT

1f uh{s K3 and K4 fai) fn the set state and a false "IMA Relays Reset :
Indication® would be monitored.

RECOMMENDATION

Add relay contacts for K3 and K& to circuit or change title to "KS and K6 I8A
Ry Reset",

“18A RELAY RESET* |

wJé
PINS

n n 1 \
K Ké K< kb
\

"ISA RLY RESET IND*

i R N e
Il

Figure 7.1-4¢ Sneak Indicators.
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Sneak labels are shown in Figure 7.1-5. The sneak label is on a tele-
metry measurement that indicates that the right landing lights are on. The label,
however, indicates “landing lights on." This is an anmanned aircraft, and the
measurement could cause the rator to believe that all landing lights are on
when only the right landing lights are on.

February 22, 1973
TINE DATE 5
MISLEADING "LANDING LIGHT ON* neer _E. Bryen
TELEMETRY MEASUREMENT Enat e
REFERENCES

1) Electrica) and Electronic Wiring Diagrem, 225-18005, Rev. G, Page 33-40
2)  multiplexer Measurements List provided by Organization 2-2875

MODULEZAQUIPMENT

Afr Vehicle/Exterior Lights
EXPMLANATION

The “Landing Lights On" measurements shown in Figure 1 are not true under
certain conditions. It is possible for the measursments to be on and the LN
Landing Lights OFF if CB17 is open. Also, 1t i possible for the messurements
to be OFF and the LK Landing Lights ON if CB18 is open. The measurements shown
in Figure )| actually monitor the RH Landing Light status.

RECOMMENDATION

Rename existing measurements “RH Landing Lights ON'; and add new mpasurements
for “LH Landing Lights On",

Non-Ess Bus #2 Non-Ess Bus #2
LW Landing RN Landi
e Light cs Lights ™
Landing Landing
K1s -- - Lights On K15 -——- Lights On
LK Landing
Light
RH Landing
Light
’ B 3sig
Wax jfn: Cond
ASS TASE T A
-4

Ness. - “Landing
Lights On*

Figure 7.1-5 Sneak Labels.

Figure 7.1-6 illustrates a sneak procedure. The problem involves the
lost carrier check, which is supposed to be performed between 7 minutes and 2 min-
utes before the vehicle is launched. If this check were to be perfecrmed, it would
activate the timing circuits for the vehicle's drag and main chutes. This would
cause the mission to be lost.
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A} 72 73] O
TITLE l;ﬂ Corriar Ovck In-effective tn bam 1

wtting facovery Systes ENGINEER Serdon Buckle
iy Ao 8 8udd,

REFERENCES

V) T.0. 14750-1, Page 2-88, Flight Contro)ler Monual

MODULL/RGUIMMENT

AN J/Chute Timer
EXPLANATION

1f the Lost Carrier Check i3 parformmd bet seven minutes and two wminy prior Li
te SPA Lounch, the following cendition exists,

In Step 2 of the Lost Carrier Chack, the Chute Timer Reset switch is depressed and
the Orag and Matn Primer lights go off. In Step 3 the Carrier Test switch is
switched to the Corrter Test position gnd its light comes on. 1f Step 3 is not
initiated within J0 seconds of Stap 2,0reg ond Main Primer Timing Circuits (Chute
Timtr) will provide a continuous output which will result in the chutes being
released a3 1000 a3 the SPA 13 released from the launch aircmaft,

RECOMMENDATION

Step 2 and Step 3 should be faterchanged.

Figure 7.1-6 Sneak Procedure.

Figure 7.1-7 illustrates a drawing error. This presents the problem of
incomplete documentation. Since the usage of the wires listed is unknown to the
reviewer, each is assumed to be open ended. (High impedance).

DOCUMENT NO. RerentNCE DESIGNATOR 1EM
See Oclow Dioital

(T NOMENG
filobal Sinnal List

DBCREPANCY.

Listed below are sinnals and associated connectors which Mve no apparent “to*
termination point. These wires arc not labeled a8 spare o in any other wiy
designated as unused.

Signal Rame Connector-Pin Signal Name Connector-Pin .,
+1510ND AJ09-129 +28V0H £000-051 .
+1STESTD AJ09-153 +28V0L E000-052 i
+15VD £000-046 +5 001D AJ09-118 '
+2BMOND AJ09-140 +5H0N20 A0s-19 \
+28TESTD AJ09-155 +STESTID AJ09-181 .
+78VDCTA J017-093 +STEST2D AJ09-152
+28V0CT0 J17-093 - 15HOND AJ0§-130 i
+28VDCTC J217-093 -15TESTD AJ09-154
{Continued)
ASSUMED CORRECTION:

For the purposes of Snedk Circuit Aralvsis these wires are assumed to be open-
ended. This wire list should be revised to reflect usane of all wiring.

i
1
3
W 1
SNYA L K
REPORTED B B. Alexander DATE 1-8-78 1‘
SNEAK CRCUTT i
GROUP ACTION 8Y DATE i
:
TACT NANE DATE —_— —_— h
[ contac ————
CONTRACTOR CONCURRENCE BY. DATE

Figure 7.1-7 Drawing Error.

Figure 7.1-8 shows a sneak design concern. Part of a flight control
amplifier is shown. If any one of the diodes in the three-phase input power fails,
the capacitors used in the circuit would fail.
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TITLE  Cemacitor Failure Dua to Disds Fatlure oam ___J/0/n
enGinees P F. Stokes
4 ks
MEPERENCES E—

1) 6., [ ewing 2016402, Revision B, Deted 2-S-74,
2 G.C. Ormring 925C292, Navisfon C, Dated 1-26-66.
T iRt TR I Rl
8 .0, o! Dated 1 11 1973
%) WIL-STO-196C, Tited 79 September 1972, * her

MODULE/EQUIPMENT
Control Amplifior, P/N 230642064, Ref, Des. §5-ARI0S

EXF(ANATION

Diodes CR5N, CRST and CRSZ rectify the incoming 115VAC, 400 Hz, I phase power to
provide 135 VOC to the Adder Attenvator and Electronic Switch Memftor. This
valtage i3 filtered by cesicitors C50, C51, C158 and C23. (23 is located in the
Adder Attenuator Mod:le. The remsining capacitors are chassis mounted components.
Should any of the diodes fail in the shorted mode (then fall open) each of the four
capacttors will be subjected to reverte current during the neqative portion of

the cy:le far the phase containing the sherted diode. Per reference 4 these
capacitors are of the Tantalum Sintered-S'uq type, Per NIL-STD-19AC, Section A2,
paraqraph 2.1,2 these capacitors cammot withstend any reverse voltiqe.

POTENTIAL IMPACT

rapacitors may fail {mmediately or be damaced to the extent that they will fail
later - possibly in flioht, Capacitor CS1 fallure wil) prevent AFCS from being
engaaed. Capacitor CI58 or (23 failure results in the loss of the pitch fader
effect. Capacitor C50 faflure results fa the loss of both pitch and roll fader effects.

RECOMMENDATION

Add one additiona) diode in sartes with CR50, CRS1 and CR52 ay shown in the
sttached figure.

T1SVAC 115vAC 115VAC
# m [ 5
) £ £
RECTOMENDED
seuTInw
ASSUMED .
FATLURE TN S

i

23

6Naf

-~ S0v
AODER
ATTENUATIR

DESIGN CONCERN REPORT F-4C-7

REVERSE CURRENT PATH

Figure 7.1-8 Sneak Design Concern.

7.2 Pyrotechnic Devices

Though simple in fundamental concept, the type of pyrotechnic initiator
used to perform a given function must be designed for that specific function. The
instrumentation engineer must make the proper selection of initiation method, type
and weight of explosive charges, housing material, electrical and mechanical con-
nection in order to properly utilize the pyrotechnic-actuated device. Refs. (Bll,
67, 68)

On aircraft in general, two basic initiation methods are used. They are:
1. Electrical ignition

2. Percussion ignition.

A
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] The electrically-ignited gyrotochnics fall into two categories: (a) the
; hot bridgewire type, (b) the explosive bridgewiras type.

Percussion~-ignited pyrotechnics la¥ be initizted by a mechanical means or

from a pressure source. In either case, ignition is achieved in the same manner as
that of a rifle cartridge.

Both the electrically-ignited and the percussion-ignited initiators can
} be designed to have either instantaneous or time-delay firing characteristics.

} 7.2.1 Pyrotechnic Terminology

Under the broad category of pyrotechnics, many names are used to describe
any given family member. Until there is a standardization of names, it must be
understood that the names initiator, detonator, device, unit, squib, cartridge, and

igniter are all commonly used to describe the action performed by a pyrotechnic
device.

Sl i e Dol A S

7.2.2 General Description of Initiators

Most manufacturers make a line of pyrotechnic cartridges with specified
charges, sizes, electrical requirements, and actuation times. The standard cartridge
i containg a primer that can be electrically detonated plus a main charge set off by
: the primer. A standard cartridge is shown in Figure 7.2-1. A typical booster car-

4 tridge is shown in Figure 7.2-2. Notice that the booster cartridge shown is actually
3 two parallel cartridges.

§ —__ ELECTRICAL L ELECTRICAL
CONNECTION — 7 e
|_—— BRIDGE WIRE
% ; PRIMER | PRIMER ?
N\ |
: §5 SRIDGE WIRE —= ~———— BOOSTER CHARGE f
E’ %/“ e = SEPARATOR ;
3 "l‘ '- X |
" % MAIN CHARGE MAIN CHARGE i
\ ;
§ 4
s RAM CLOSURE i
> T RAM |
Figure 7.2-1. Standard 7.2-2. Typical Booster Cartridge é

Pyrotechnic Cartridge.
(Explosive Bridgewire Type)

The first step in sizing the charge is to select an appropriate device
for your application. Devices are available in a wide variety of sizes, types, and
materials to accommodate different environmental and actuation requirements. For
cartridges in general, if the required actuation force is less than 250 pounds,
strictly explosive actuation will be the least expensive. Over 250 pounds, a combi-
nation of explosive and compressed gas is favored. This type of information and its
application is best obtained from the manufacturer of pyrotechnic devices. Most
manufacturers will furnish response curves similar to that shown in Figure 7.2-3,.

Since actuator response and energy requirements are basic needs these types of de-
sign curves are very useful.

Y SETE ¥ B UL e TorY ST

7.2.2.1 Hot Bridgewire (HBW) Initiators

[ e b 0 i e

The most commonly used electrical initiator is the hot bridgewire
type, HBW (Figure 7.2-4). The entire initiator assembly is enclosed in a housing
similar in appearance to a typical aircraft electrical connector. The pins are
carried through a ceramic (or glass) seal, and wires are then attached to the pins.
F, The latest state-of-the-art allows the installation of one to four nichrome bridge-

w;res in a single initiator. However, most initiators use just one or two bridge-
wires.
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20

dc

FIRING CURRENT,
)

I |

0 10 20 30
TIME , ms

Figure 7.2-2 Typical Actuator Response Time

Recently, requirements have necessitated the development of hot bridge-
wire units which must have the capablllty of withstanding one ampere for five
minutes and one watt for five minutes without actuation. Prior to this requirement
these devices could be fired with as little as one-quarter ampere current. This
requirement has stemmed primarily from the need to prevent accidental squib igni-
tion from stray EMI sources.

7.2.2.2 Exploding Bridgewire (EBW) Initiators

The typical exploding bridgewire initiator (Figure 7.2-5) is similar in
appearance to the hot bridgewire initiator. One notable difference is a break or
gap existing in one of the pins leading to the bridgewire. Another difference is
3 that there is no primary explosive material on the bridgewire in this device. The
bridgewire, which is of similar material to that of the hot bridgewire initiator,
uses the rapid fusion of the bridgewire itself in response to the high voltage
input to ignite the explosive material in this initiator. The EBW initiator is
usually somewhat larger than the average hot bridgewire initiator. Due to corona
arcing effect in vacuum conditions and the average voltage input to the EBW initi-
ator of 2,000 to 2,500 volts, the electrical pins in the EBW initiator must of
necessity be farther apart than those in the average hot bridgewire initiator.
Also, the average EBW initiator contains only a single bridgewire.

7.2.2.3 Circuitry Comparison of HBW and the EBW

A comparison of the cirxcuitry required for the EBW and the HBW systems
shows that there is more complexity required in the circuitry for the exploding
Lridgewire. From a low voltage power supply a capacitor portion of the firing unit
is charged to high voltage through the arming circuitry. Although conventional
shielded-wire cable is sometimes used for a firing lead, coaxial cable is recom-
mended and is often used.

RTINS

Within the present state-of-the-art, there is no clearly defined way of
checking the electrical integrity of the system with the EBW installed. The over-
all system reliability of the EBW initiator is not expected to be equal with that
of the HBW system because of the limited system checkout capability and fewer
redundant bridgewires.

In making a choice between an HBW system and an EBW system, the instru-
mentation engineer should consider the following comparisons.
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SHELL

GLASS OR
CERAMIC SEAL

L i

(2]

SMELL

RESILIENT
SEAL

GLASS OR
CERAMIC SEALS

\\ SANNN N \\ S \\ :‘\\\

A S L

HOT BRIDGEWIRE
PRO CON
Highly developed state- 1. Mode of failure, after
of=-the-art proper checkout, has

been premature firing

Provides good checkout
capability 2.

Auto ignition at lower

temperatures than most

Highly reliable if
properly checked out

other pyrotechnics

3. Considered to be sensi-

Lightweight

radiation

Two to four bridgewires
offer high redundancy 4.

static charges

Low in cost
Small in sige

Simple circuitry

BATTERY

tive to radio-frequency

Sensitive to electro-

SHORT POSITION

cap

F
|
PRIMARY I
E£XPLOSIVE
MATERIAL |
L

RTT [

BRIDGEWIRE

o~ CARTRIDGE

‘\ SEQUENCE

SECONDARY
EXPLOSIVE
MATERIAL

SWITCH

FIRE POSITION

Figure 7.2-4 Hot Bridgewire Iritiator and Circuit.

EXPLODING BRIDGEWIRE

PRO

Considered to be highly 1.
safe from premature
firing by transients

CON

State-of-the-art not
highly developed

2. Mode of failure has been

Initiator will withstand
higher temperatures than
the hot bridgewire
initiator

failure to function

Complex circuitry

4. Costly

Less sensitive to elec-
trostatic discharges

Lacking in checkout

capability

6. Large size

PYROTECHNIC
BATTERY

EBW FIRING UNIT

ARM!NG
SERIES
SPARK GAP SwircH
car | 1
- | FIRING
| — | SWITCH
omocewne | — |
EXPLOSIVE L]-d
MATERIAL

Figure 7.2-5 Exploding Bridgewire Initiator

and Circuit.
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7.2.2.4 Percussion Initiators

Generally the initiator terminateg with a powder charge (see Figure 7.2~6).
Ignition is initiated through a percussion cap. Various types of percussion caps
are available. The four nost commonly used types are the large and small rifle
primers and the large and small pistol primers.

There are two basic methods of igniting a percussion initiator. The most
often used is a striker or firing pin which is backed by a spring. Retraction of
the striker compresses the spring (shown in Figure 7.2-6).

The second method of actuating a percussion initiator is dependent upon
pressure. In this type of actuator the striker is usually fixed within the body of
the initiator at a fixed distance from the percussion cap (see Figure 7.2-6). It is
retained in position by a shear pin.

There is virtually no way to check a percussion initiator prior to firing
that will indicate that the device will indeed work; however, percussion initiators
have reached a high degree of development over the last 100 years, and there is
probably no other item on an aircraft which is made with greater inherent relia-
bility.

SPRING PRIMER SHEAR PIN PRIMER
\ STRIKER CHARGE TO PRESSURE STRIKER CHARGE
SOURCE

MECHANICALLY ACTUATED PRESSURE ACTUATED

Figure 7.2-6 Typical Percussion Initiator

7.2.3 Connectorg and Wiring

All firing leads should be a shielded twisted wire pair or coaxial cable.
The pyrotechnic device is usually supplied with unshielded lead wires unless other-
wise specified. If shielded lead wires are specified, the shield will probably not
be bonded to the device. The manufacturer will usually "float" the shield within
the ceramic potting inside the pyrotechnic device. A continuity check between the
shield and the device will determine whether or not the shield is floating. One of
the two wires should connect one side of the bridgewire to the positive pole on the
pyrotechnic battery, and the other wire should connect the other side of the bridge-
wire to the negative pole on the pyrotechnic battery. Under no circumstances
should one side of the bridgewire be grounded to the aircraft structure in a ground-
return path. Utilization of a ground return circuit subjects the pyrotechnic
system to transients generated by other on-board systems, which may cause premature
firing. The pyrotechnic system, on the other hand, can create momentary high current
drains which could affect other aircraft systems. Accordingly, the pyrotechnic
system should operate from its own battery.

Wiring should not be smaller than AN 20 gage because of mechanical
strength considerations. The shield, if grounded to the aircraft airframe, should be
grounded at one end only, and when electrical connectors are required, the shield
should be carried through the connector on one pin of the connector.

Reliable electrical connectors should be used on all pyrotechnic cir-
cuits. These should be of the type that have a positive locking feature. It would
be an advantage to have a minimum number of connectors; however, this is not usu-
ally possible. For the engineer it would be convenient to firmly lock all connect-
ors after the first hook-up and verification. To achieve comparable reliability,
redundant circuits are recommended whenever certain functions must occur. The
redundant circuit should have its own separate battery which is completely isolated
from the other system. Here again, the use of a separate power source precludes
transient firing of initiators.

In order to protect the power supply for a given pyrotechnic circuit and
to be sure that this power supply is available for subsequent firings, fuses are
required. Fuses, when used, should be of the current-limiting type, because it is
just as important that the initiator not get too high a current as it is important
that it noct get too low a current.
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A matching electrical connector should be mated to the initiator at all
times prior to connecting the initiator to the aircraft subsystem circuitry. The
mating electrical connector should have all bridgewire connecting pins in each
device shorted to one another; this short should then be shorted to the shell of
the connector. This "shorting plug" provides positive protection from inadvertent
firing which could be caused by the discharge of static electricity through the hot
bridgewire initiator. Protection against static electrical discharge in the air-

craft is provided by shorting circuitry applied through normally closed contacts
of the firing relay or switch.

7.2.4 Power Sources

The pyrotechnic power source is generally provided from batteries. The
most commonly used battery for aircraft use is the silver-zinc wet cell; however,
the engineer can select any battery type that meets his needs. High voltage bat-
teries are not recommended for hot bridgewire initiators because of the impermanent
make/break activity that can occur after initial firing.

7.2.5 System Design Philosophy

The design of pyrotechnic cabling is essentially the same as for any
other electrical system. There is a wide variety of electrical initiators that can
be used to develop a pyrotechnic subsystem for the manned or unmanned aircraft.
Because these devices may be similar in appearance and because these devices may be
located adjacent to or in close proximity of each other, the engineer must use
careful physical layout design. The engineer must develop an installation that
precludes incorrect mating of adjacent initiator connectors.

The electrical connectors should not interchange with initiators in close
proximity to one another which have different sequencing times. Each initiator
should have its own uniquely different connector indexing, pin size, or number of
pins,

It is very important that in order tc decrease the possibility of radi-
ation hazards, the hot bridgewire units utilize shielded wire where the shield is
passed through each connector on one pin in the connector. Again, grounding at one
end only is vitally important.

7.2.6 Pyrotechnic System Checkout

The hot bridgewire initiator affords the best checkout prior to flight of
any type of pyrotechnic initiator. This observation, although subjective, is based
on experience and opinions of a variety of users.

Resigtance readings of all circuits should be documented during buildup
of the pyrotechnic circuitry and should be checked prior to flight at least once
with live pyrotechnic firings. It is important to remember that only a very low
energy checkout galvanometer should be used to check the integrity of the pyro-
technic bridgewire, since a high-energy galvanometer may tend to render the primer
mix inoperative. A very high energy galvanometer would probably fire the device.
Properly trained personne ollowing well-written procedures are of utmost import-
ance if the reliability which is desired is to be obtained.

7.2.7 Static Charges and Unexpected Firings

In general, manufacturers as well as users have determined by thorough
testing that "no fire" and "sure fire" ignition levels are guaranteed to trigger
the device within the required time interval.

Theoretically, it should be easy to control the firing circuit within the
'"no fire" - Ysure fire" limits. However, electrostatic discharges and induction
from RF sources can sometimes provide enough energy to set off an initiator.
Unfortunately, even the static generated by human body movement during system
assembly can fire these devices.

The amount of static charge that triggers premature firing can be less
than 1/3,300 of the "sure-fire" ignition level. The physical process that permits
this premature firing on such a small electrical charge is not well understood;
thus, rules for preventing static firing are derived from experience, rather than
theoretical sources.

The recognized acceptable test most commonly used by manufacturers and
systems engineers is to charge a 500 pf capacitor to a level of .02 joule (200,000
ergs) and to discharge it into the cartridge. Unfired cartridges pass the test!

Another electrical hazard is current induced in the firing circuit by
electromagnetic fields. Nearby radar installations, aircraft transmitters, power
lines, or broadcast transmitters are typical sources. The best way to estimate
induced currents is to perform an on-site measurement of actual el :ctromagnetic
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field strength. In most cases, the low frequency end of the spectrum is the most
crucial, but the higher frequencies can be important if they are nearby. Proper
circuit shielding and adequate grounding of the vehicle and nersonnel during system
installation and test will usually eliminate these problems.

7.2.7.1 Radio Frequency (RF) Effects On Electro-Explosive Devices

Electro-explosive devices (EED) are ignited by an electrical squib or
initiator. The sguib usually consists of a small bridge wire (fuse) surrounded by
an explosive compound. The bridge wire is electrically insulated from its metal
case (and ground). The ignition of the explosive material is achieved by passing a
current through the bridgewire; this generates a temperature rise, causing the
explosive material to detonate. This current flow can be induced by stray electro-
magnetic fields. The energy required depends upon the squib characteristics, such
as the type of bridgewire and the explosive's thermal properties.

As noted elsewhere, the most commonly used electrical initiator or squib
is of the bridgewire type. As a result the bulk of the studies relating to EED's
and RF are concerned with this type. This type of EED contains one or more bridge-
wires connected electrically on the input side to metal pins through which the
electrical firing current originates. The output side of the circuit is connected
mechanically to the explosive material.

Unwanted electrical energy such as RF can also enter on these input pins;
the RF energy may also appear between the pins and the case or between the bridge-
wires in the case of multi-bridgewire squibs. Ref. (69).

7.2.7.2 Pin-To-Pin/Bridgewire Behavior

As a general rule, in the range of 1 to 1000 MHz, the CW-RF sensitivity
of a typical squib in terms of average power is equal to or less than the dc
gensitivity. That is, a 1 watt "mo fire" squib would tend to withstand more CW-RF
pover than a squib with a "no-fire" of 250 milliwatts. Thus, initiation appears to
be mainly a matter of bridgewire heating.

However, above 1000 MHz the pattern is not the same as that below 1000
MHz. For example, arcing frequently occurs and may exist between the bridgewire
and the case. This mechanism of firing results in a spread in data that limits a
general rule like the one for frequenc1es below 1000 MHz. Although the rule may
gtill be applied, it must be done so with the knowledge that a risk factor is in-
volved.

Generally, CW-RF and pulsed RF results are similar, except that arcing is
much more likely due to "thermal stacking" above 1000 MHz. Pulse widths of 1.5 to
3.0 microseconds and pulse repetltlon rates from 500 to 2000 have not indicated any
large variations in squib sensitivity.

"Thermal stacking" refers to the conditions where the amount of heat in
the bridgewire and its immediate surroundlng area has not been completely dissi-
pated by the time the next pulse arrives. The effect then is that successive
pulses cause a heat buildup which can produce detonation or "dudding." "Duddan“
is produced by a decomposition of the explosive material in the immediate vicinity
of the bridgewire.

7.2.7.3 Pin-To-Case Behavior

Firing or dudding of EED's in the pin-to-case mode due to CW-RF energy is
generally a function of voltage stresses applied between the plns and the case.
The initiation will occur whenever the pin-to-case impedance is such that large
voltages can be produced with low power levels; this will occur for low values of
conductance. These low values usually occur at frequencies in the vicinity of 1.5
MHz .

Pulsed RF and the pin-to-case combination represent a very sensitive
condition. 1n addition, the firing sensitivity appears to have no direct relationship
to the dc sensitivity. For example, several 1 amp/l watt devices showed a high
sensitivity to RF pulsed energy. During testing, power levels below 100 milliwatts
vwere frequently sufficient to cause initiation.

Probable causes of RF sensitivity are illustrated in the following example.
a. Example one:

Figure 7.2-7 illustrates two cases of bridgewire support. Figure 7.2-7(a)
shows the bridgewire as carried only halfway across the metal support posts, while
Figure 7.2-7(b) shows the bridgewire overhanging the posts. (a) represents an or-
dinary bridgewire configuration. However, (b) llustrates an abnormal condition
which encourages arcing. Careful examination of (b) showed evidence of burn nmarks
at the ends of the wire and on the inside of the metal case.
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PLUG
METAL PIN
METAL CASE
BRIDGE WIRE

Figure 7.2-7 Overhanging Bridgewire

b. Example two:

Figure 7.2-8 shows metal burrs on the bridgewire posts. Examination
of the posts showed that arcing had occurred between the burrs and the case. Micro-
scopic examination of the burrs on the posts indicated that they were the result of
a grinding operation.

METAL CASE

BRIDGE WIRE

Figure 7.2-8 Metal Burrs on Bridgewire Posts

c. Example three:

The addition of zirconium or aluminum to the explosive mixture is nor-
mally done to increase the heat transfer characteristics of the EED. These con-
ductive particles (insulated from each other by the mixture) tend to increase the
field intensity within the mixture when pulsed RF energy is present. The overall RF
vulnerability problem is one that not only includes the EED but also the circuits
that are part of the installation. An insensitive EED carelessly handled in an RF
environment or assembled into a poorly-designed circuit may be just as hazardous as
a sensitive EED.

7.2.8 Disposal and Inerting

treated as hazardous and shall be disposed of in accordance with
existing procedures.

2. EED devices rendered non-explosive may be used for mockup, simula-
tion, or similar purposes when marked with the word INERT. In addi-
tion to being marked INERT, when size permits, holes should be
drilled into the device to deface it. Caution: On more than one
occasion the above process of drilling holes has resulted in inad-
vertent firing of EED's. DO NOT drill into any EED if there is any
doubt as to its being inert.

7.2.9 rotechnic Operations - Safety Checklist

1. Rough handling, exposure to excessive heat, or exposure to high
energy radio, radar, or other RF signals may increase the possi-
bility of inadvertent firing.

2. Pyro devices should be handled or the handling should be supervised
?y competent persons who thoroughly understand the hazards and risks
nvolved.

Ty n—

1. All EED's, unless positively identified as expended or inert, shall be
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All personnel concerned with hazardous ordnance operations should be
thoroughly briefed concerning the specific hazards involved and
impressed with the fact that their own safety, the safety of

othars, and the prevention of material damage depends upon the
intelligence and care exercised by themselves and their fellow
workers.

Supervision must insure that only properly trained and qualified
personnel participate in operations or tasks involving pyro devices.

Personnel in the vicinity of ordnance or operations involving ord-
nance muat be kept to a minimum.

Special warning signs should be posted in the vicinity of the work
area to alert personnel that ordnance is present and that only
authorized personnel are allowed in the immediate area.

No smoking signs must be posted in each ordnance area. Smoking
shall be permitted only in authorized smoking areas.

Personnel should not have matches, lighters, or other flame producing
devices in their possesaion within the ordnance areas.

All personnel handling ordnance items must wear clean, flame re-

tardant non-static-producing coveralls, face shields, and static

electricity ground devices. All cther personnel in the ordnance

control area should wear clean, flame retardant, non-static-producing cover-
alls with full-length sleeves and trousers.

Flashlights used in ordnance control areas must be of an approved
type.

Oonly conductive/non-static-producing plastic bags or materials will
be used for packaging or in the vicinity of ordnance items.

Special care must be exexcised to prevent rubbing together, drop-
ping, impacting, or otherwise damaging ordnance items during hand-
ling and/or storage.

The number of live ordnance items handled at one time must be kept
to a minimum consistent with efficient operation.

Work must not be performed upon ordnance items except in facilities
approved by Safety.

EED's will remain in their shipping containers except during actual
installation.

Ordnance items not installed must not be left unattended and will
be returned to their proper storage at the end of the operation.

Heat-producing devices and/or electric drillis/motors should not be
operating within 3 meters (10 feet) of ordnance items except when
approved by Safety.

All electrical equipment used to check ordnance must be approved by
Safety.

All test equipment used to perform electrical tests will have a
valid calibration seal.

Metal shipping containers must be grounded prior to opening the
container.

The transportation of pyrotechnic devices must be in accordance
with the proper procedures.

No ordnance operations should begin if an electrical storm is within
eight kilometers (5 miles). All ordnance operations in progress
will terminate and all personnel should evacuate to a safe area.

The supervisor in charge will make the announcement and take the
nece:;ary action when notified lightning is within eight kilometers
(5 miles).

Pyrotechnic devices must not be left unattended at any tinme.
Grounding devices such as conductive foot covers must be used by
all personnel handling electrically initiated ordnance during re-

moval or inatallation. The grocunding devices must ground the
personnel handling the ordnance device to facility ground.
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7.2.10 Circuit Design Considerations

1.

l0.

11.

12.

13.

14.

15.
16.

17.

ls.

19,

20,

Select standard designs and components of known or proven relia-
b@lity and safety. Design for interchangeability of similar de-
vices.

Avoid situations in which the functional reliability of a device or
system depends upon the selective fit of any or all parts.

Solid state devices must never be used in series with EED leads to
control arming or firing. Only mechanical devices such as relays or
switches will be utilized.

Use a separate power supply for the EED subsystem to provide iso-
lation from all other electrically-powered aystems.

Use twisted, shielded wire pairs on all EED circuits, and ground the
return side of the circuit only at the power supply.

All firing circuit leads must be shielded without discontinuities
to provide a minimum attenuation (as specified by existing stan-
dards). All source circuits must terminate in a female connector.

Carefully color code and identify all pyrotechnic wiring in such a
manner as to provide visual isolation and recognition.

All firing circuit shielding must provide a minimum RFI attenuation
(as specified by existing standards). There must be no gaps or
discontinuities in the shielding including the termination at the
rear of the connectors. Individual cxrcuit shields contained within
an overall shielded cable may be terminated by means of very short
lead wires, not to exceed one inch.

Generally the EED is enclosed in a metal housing wvhich meets the
attcnuation requirements called for by existing design standards; in
these situations the wiring shield may be terminated at the EED
conrector. There must be 360° shielding between the shield and the
EED housing.

Caution: In general EED's are supplied with unshielded wire-pairs.
Even though the engineer may specify "shielded wire pairs" the shield
will probably not be grounded to the EED housing.

Shields must never be used as intentional current-carrying conduct-
ors.

Cables may be fabricated such that several EED circuits are con-

tained within a common shielded cable bundle. There should be no
splices within the cable bundle(s). Whenever connecting or dis-

connecting of a circuit is required, a connector will be used in

the design.

The EED lead wires should not be routed through any connector which
also contains any power wiring. It is very important that all
firing circuits be physically isolated from any power, control
checkout, monitor, continuity, and non-simultanecus firing circuits.

Connector paiis should be carefully selected and designed so as to
provide non-interchangeability. There should be only one wire per
contact. All connectors should be safety-wired.

Minimum wire size of AN 20 gage should be considered on the basis of
physical strength.

All EED's must remain electrically shorted until firing.

Logic and EED electrical grounding points must be isolated elec-
trically and physically.

All power-source negative lines should be returned to vehicle ground
point individually.

No flight connectors are to be broken (demated) to perform systems
checkout.

Manual backup switching must be provided on all crew-safety func-
tions.

Redundant relays should always be mounted in such a manner that the
vibration axis of one relay is orthogonal (90°) to the sensitive axis
of the other relay.
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21. Adequate and accessible test points should be provided for checking
all elements and circuits.

22. Provide for sneak-circuit analysis of all firing circuits.

FROM

Dt DROGUE -
35:&3{“" ' DEPLOY RELAY

ARROWS SHow  SWITCH
SNEAK-CIMCUIT PATH

ACTIVATE

SIGNAL l DROGUE -

DEPLOYMENTY

t POSTULATED FAIL - //
OPEN POINT /

‘ /

LOCKUP E

RELAY
BAROSWITCH
LOCKUP
RELAY

MAIN- DEPLOYMENT RELAY
FROM

BAROSWITCHES

MAIN-DEPLOYMENT RING

FROM — —
MAIN - DEPLOYMENT )
MANUAL SWITCH 1

Figure 7.2-9 Parachute Deployment "Sneak" Circuit
Simplified Drawing

In the above figure if the single ground connection (shown as "postulated
fail-open point") should open, then a sneak circuit would exist that could result
in deploying the drogue and pilot parachutes. This sneak circuit was created when
wiring modifications were made external to an electrical chassis. The modifications
nullified the original design of the chassis and allowed circuit paths to exist 4
that the original designer had never planned. This example should be sufficient to
point out the need for proper documentation and documentation review.

R e alsn IR

7.2.11 Documentation

Primary effort should be expended on procedural documentation of pyro-
technic systems. The procedures should provide for inspection and testing upon
§ delivery/acceptance of the initiator. Procedures should be written which carefully

detail aircraft gyrotochnic firings. Accurate detailed wiring diagrams are a must !

so that system discrepancies encountered duran testing can be properly identified
and i-ned ately corrected. Any detail that is overlooked in the installation and
checkout procedures could contribute to premature termination of a mission or
mission failure. Be aware of the total environment in which the system must oper-
ate, For example, RF transmitting systems located alcng the taxi-way, etc.

IO 35 TR R S R

7.3 Aircraft Antenna Patterns

The ingtrumentation engineer usually has responsibility for ensuring :
that his airborne data acquirition system delivers data to either an on-board
recording system or to a receiving ground station by use of telemetry. Oftentimes
a combination of both methods is necessary. The use of an on-board recording
system usually does not present any problems; however, an on-board telemetering
system may be a cause for concern. Although the on-board telemetry system may be
well designed, the telemetry transmitter must interface with an antenna mounted
somewhere on the aircraft. The location and radiation pattern of this antenna is
very important because the radiation pattern must be visible to the ground tracking
antenna during all aircraft attitudes. ]
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The location of an antenna on an aircraft can only be considered adsquate
after evaluation of the antenna's radiation patterns. For most circumstances
radiation patterns cannot be performed on the test aircraft. As a result, scale
modeling techniques are used to optimize the antenna location and radiation pat-
terns. The net result is that the instrumentation engineer is often presented with
a set of radiation patterns that need his approval. In most cases the instrumen-
tation engineer is unfamiliar with the terminology and does not fully understand how
to interpret the radiation patterns.

7.3.1 The_Coordinate System

The spherical coordinate
system is generally used for analy-
zing antenna model radiation pat-
terns. Two angular coordinates
which may be used are shown in
Figure 7.3-1; these are the phi (¢)
coordinate and the theta (0) co-
ordinate. The direction of the
polar axis Z (8 = 0°, 180°) of
this coordinate system is chosen
to be whatever is appropriate
for the antenna being evaluated $+100°
and the corresponding conical
pattern is shown in Figure 7.3-
2, A more complete under-
standing of how this coordinate
system is used can be done by
using actual antenna patterns.
Refs. (Bl2, 70).

§:0°

@=180°
{(a) Coordinates 6 and ¢

8=0° ’ $:0°
§s48°®
8+90° = ¢ 2700 $190°
@s138° /
8+100° ¢ 100
(b) Coordinate 6 (c) Coordinate ¢

Figure 7.3-1 The Spherical Coordinate System
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Figure 7.3-2 Conhical Pattern Around the Z-2' Axis.

7.3.2 Explanation of Antenna Patterns

The examples shown utilize the polar chart method of presentation. This
method is generally used when the antenna patterns presented are very broad in
their coverage as is the circumstance for all airc -aft telemetry antennas. Antenna
installations that present a narrow pattern are generally plotted on rectangular

chart paper.

Figure 7.3-3 presents a "side-view" or “pitch-plane" of an antenna radiation
pattern. Notice that the direction of the polar axis Z (6 = 0°, 180°) has been
chogsen to be horizontal rather than vertical on the polar chart. This location
corresponds with the letter (A) as described below.

A universal or standardized polar chart form does not exist and as a
result the instrumentation engineer is confronted with a variety of forms. How-~
ever, all polar chart forms must, as a mipimum, present the information shown in
block . The information in blockse &), (® and () must be contained in an

attached data sheet.

Parts of Figure 7.3-3 have been identified with either a number or a letter.
The numbers are used to assist in pattern correlation (see Figure 7.3.3) and the
letters are used to assist in describing the polar chart as explained below.

®  As shown in the block panel, the 'X' has indicated that the radi~
ation pattern shown is in the “pitch plane" or, more exactly, the
geometric plane shown in Figure 7.3-1(b).

® The information to be supplied here identifies the type of aircraft,
the antenna location, and model scaling details. The scale model
used for the polar pattern shown is a 1/20 scale X-15A-2. Notice
that block indicates a B-52. Any type aircraft can be used
here. Its sole purpose is to indicate the “plane" in which the
pattern is made. Frequency is related to wavelength and the
ratios are directly proportional. The full scale aircraft telemetry
frequency is 281 MHz. In order to maintain scale model/wavelength
relationship the frequency must be increased twentyfold. Thus 281
MH2z x 20 = 5620 MHz or 5.62 GHz, the scale model test freqguency
used. The large areas of metal that form airplane surfaces are
essentially perfect reflectors for RF waves at all frequencies, so
that if a good conductor such as copper is used in the model, sca-
ling errors will be negligible. However, keep in mind that modern
day aircraft and remotely piloted vehicles use surface materials
such as Fiberglas and other composites. These variations in con-
ductive skin surfaces must be taken into consideration.

© The amplitude patterns of an antenna are usually plotted
in terms of voltage (electrical field intensity), although
power is sometimes used. An alternate form employs
decibels; this is particularly useful for presenting
patterns with minor lobes and nulls. When decibels are
used the major lobes are usually narrow, and, as stated
earlier, plotted on rectangular charts.
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Gain as a voltage ratio:
dB = 20 log G (voltage) Eg. (7.3=2)

The d3 gain is the same whether it is based on power or

voltage ravios. A half-wave dipole has a power gain of

1.64 and a voltage gain of 1.28 relative to an isotropic

antenna. Expresused in decibels the gain is 2.15. In the example
shown in Figure 7.3-3 the gain of the isotrope is unity or 0 dB.
In its proper form, the gain of an zntenna must be stated

in reference to the tested procedurs. For example, a typical
antenna may have a gain of £.0 4B as referenced to an isotropic
antenna ox only 3.85 dB as referenced to a half-wave dipole.

Wheie tranzmitting antennac are concerned, the importance of
field intensity must not be uvverlucked. The scale, mv/meter at

1l mile for 1 wati is standard and can be correlated with decibels
as follows:

Isotropic radiatcr (a radiator that radiates energy uniformiy in all
directions):

The power density P at a2 point due to the
power W, radiated by an isotropic radiator is

P= -t vatts/meter’ Eq. (7.3-3)
4nR

R = distance in meters

W, = power transmitted in watts

The electrical-field inteasity E in volts/meter and power density P in

watts/meterz al any point are related by

g2
® = T20n Eq. (7.3-4)

where 120n is known as the impedance of free space.

From Eq. (7.3-3) and Eq. (7,3-4)
1
(30 wt)2
E = ] volts/meter Eq. (7.3-5)
if R = 5,280 ft/statute mile thue R = 1609 meters
then
1
E = 3.4 (mv/meter)’ Eq. (7.3-6)
Relating the isotropic reference antenna field
intensity to dB:
1
- 2
E = 3.4 (wc)
E? = 11.56 W,
then W, = 0.0865 E° Eq. (7.3-7)

taking logarithms of both sides

10 log wt

log E
if LS

[]

9

-2
10 log 8.65 x 10 + 20 log E
+J log 8.65 - 20 dB + 20 log E

.37 dB - 20 dB + 20 log E

10 log wt _ 9.37 dB + 20 dB

"

20
= 1 then 10 log wt = Dexo.
- log & 10.63 _ T oosas & 2q. (7.3+8)
9 20 = log . iso : *

3.4 mv/neter at 1 mile for 1 wvatt
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The isotropic circle (shown in dotted lines) will thercfcre intersect both 3.4
nv/meter/watt at 1 mile and 0 dB. A 4 dB circle intersects 5.4 mv/meter/w at
1 mile, and gso forth. (See Figure 7.3-3).

® This blocked area contains all the information required to identify
the radiation pattern. The variable angle marked 6 indicates that
the radiation pattern is in the vertical plane. This is verified by
the constant angle ¢ marked as zero. Refer to Figure 7.3-1(b) and (c).
The aircraft model was rotated through a full 360° or @ values of
zero to 180° then continuing around from 180° back to zero. Notice
that the value of 6 = 0° is the top of the aircraft in both Figure
7.3-1 and Figure 7.3-3. This standardized notation will always permit
proper user orientation. During the model rotation the horizontal
plane ¢ remained fixed or constant.

The properties of a wave propagating in free space may be obtained
through the uee of Maxwell's equations, which stated in vector form
in mKe units is expressed as follows (see Figure 7.3-4):
H, the magnetic field intensity,
amperes/ meter; E the electric
field intensity in volts/meter.
E and I are mutually perpendic-
ular and can be rotated as re-
ired. For example, E lies
in the Y axis plane. H lies y
in the Z axis plane and is
propagated along the X axis.
It logically follows then Ey
that if E was chosen to
represent antenna polarity
then a vertically polarized
antenna would have E in the X
Y plane. 1If we rotate E and
H 90° then E lies in the Z
plane and H lies in the Y
plane. An antenna that
radiates E in the 2 plane z
is then referred to as hori-
zontally polarized. Refer-
ring to block C) and Figure Figure 7.3-4 Sinusoidal Propagation
7.3-1(b) and (c), E¢ is no-
tation for horizontal polarity and E8 is notation for vertical po-
larity. Since E is defined as volts/meter then it follows that the
isotropic level C) is shown as millivolts/meter.

H:

C) This block is generally used to identify the aircraft and its con-
figuration. This information is important because antenna tests are
usually representative of a basic aircraft in flight configuration.
Changes to the basic aircraft must be noted. Changes such as land-
ing gears extended, external stores mounted on the fuselage or
wings can alter the basic antenna pattern. Military aircraft may
have dozens of external configurations and additional antenna studies
are required to determine the effect on the basic radiated pattern.
An engineer who has spent months optimizing an antenna installation
on a basic aircraft is justified in being disappointed when external

stores are added to the aircraft later on. The operator's name and
date as well as approval is optional and required only for internal
control.

7.3.3 Pattern Correlation

The antenna patterns shown in Figure 7.3-3 and Figure 7.3-6 will be corre-
lated first. Figure 7.3-3 is the "pitch-plane" radiation pattern discussed earlier
and is fully contained within the aircraft's longitudinal 6 coordinate. Figure 7.3-6
igs a conical pattern as identified by ¢ as the variable angle and 8 = 70° as the
constant angle. Since the conical radiation pattern lies within the ¢ coordinate,
only two points can intersect. These are shown as (D and @& , @ and GB .

The radiation pattern values for points (@) and @A) should be the same value and
they are. Comparing points (2) and (ZA) shows that they are very close to the same
value. All the conical patterns can be correlated with this pitch radiation pat-

tern in this manner. Pairs of points should compare to within a tolerance of *2
dB.
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Figure 7.3-5 Polar Recording Chart

The next two radiation patterns to be correlated are Figure 7.3-5 and Figure
7.3-7. Figure 7.3-5 ig a tail-on view of tha aircraft radiation pattern
and is fully contained within the @ coordinate perpendicular to the pitch plane ¢
coordinate. Figure 7.3-7 ig a conical pattern existing at 6 = 90°. The radiation
pattern valaes for points db d should be the same and they are well within
the +1 dB tolerance. Points an should be the same value and they are.

Further pattern correlation can be achieved with Figure 7.3-3 and Figure 7.3-7.

These two patterns intersect at the ngse (6 = 90°, ¢ = 0°) and the tail (6 = 50°. ¢
= 180°). The points anda GD , @ and (A) compare very well.

One final pattern correlation can be done with Figure 7.3-5 and Figure 7.3-6.
Figure 7.3-6 is the 70° conical pattern and intersects Figure 7.3-5 at 6 = 70°, The
po mi:s (@ and D and (@ and (BX) compare within the +2 d3 tolerance established
earlier.
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Figure 7.3-6 Polar Recording Chart

Pattern correlation serves two purposes: First, the correlatio
imensional view of the radiation pattern. with a little experience

a three d
atterns can be mentally visualized and used to evaluate antenna radiation cover-
age. Second, the comparison of point pairs (e.g., (:% and (:E? ) provides a check
on the precision of how the patterns were made. If ese point-pairs did not match
ithin +2 dB it must be assumed that the test procedure the equipment w.

or e
aulty. Careful, continual system calibrations are necegsary.
4

Quantitative Use of Pattern Data

The following example developed from data taken from Figure 7
e usefulness of presenting calibrated antenna patterns on polar chart paper.
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From basic antenna theory, combine:
A = ¥§ Eq. (7.3-10)
E*
P= 1550 Bq. (7.3~11)
! _ 2%
; a =4S Eq. (7.3-12)
; To obtain:
' 2
, LG - !E.i%&l Eq. (7.3-13)
] where
P = Power density in the incident wave
E A = Wavelength in meters
4 G = Receiving antenna gain
: W, = Power delivered to matched load by receiving antenna
k

Assuming that both antenna and the load impedances are 50 ohms:

v2

LR EqQ. (7.3-14)

where V = voltage at the receiver antenna terminals. From Eg. 7.3-13
and Eq. 7.3-14 we obtain:

- (AE) [5G -
V= (4n) 3 Eq. (7.3-15)
‘ As an example:

wt = 30 watts

R = 100 statute miles

G = 18 dB (Power ratio = 63), receiver antenna gain

281 MHz, A = 1.07 meters

e
]
]

The value of field intensity from Figure 7.3-3 (at point CD the mv/meter
value at 8 = 70° off the nose) is 7.6 mv/meter.

- (7.6) ¥30 -3
E = 155 x 10 Eq. (7.3-16)

0.416 x 10~ v/meter

-3
_ (1.07)(0.416 x 10 ’5 63 _
vV = L—Lr_l _.‘_51 From Eq. (7_3 15)

363 py volts = - 55.8 dBm

The advantages of the quantitative pattern technigque can be further
illustrated by evaluating the -55.8 dBm signal level derived from Eq. (7.3-15).
For example: A -55.8 dBm when compared to a threshold receiver sensitivity of -90
dBm results in a signal strength margin of 34.2 dB. This wculd indicate that nulls
of 10 dB would still leave a usable margin of 24.2 4dB signal strength that can be
applied to path loss considerations.

Another factor often overlooked is the transmitter power output. It is
interesting to note that doubling the transmitter power output is only an advantage
of 3 dB. Obviously, this will not compensate for a ’0 dB null. However, receiver
antenna gain, receiver sensitivity and receiver pre-imps will provide a much better
opportunity for obtaining dB gain advantages.
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7.3.5 Reciprocity of Radiation Patterns

Instrumentation engineers who review antenna patterns often notice that
the polar charts are not labeled as transmit or receive radiation patterns. This
is not necessary because of the reciprocity theorem that states "The radiation
patterns of a given antenna are the same whether the antenna is used for radiation
or reception." Ref, (Bl3).

The antenna reciprocity theorem is an extension of the recriprocal rela-
tions defined in circuit theory as proved by Kirchoff. In using the reciprocity
theorem for antennas and propagation studies it is assumed that the network ele-
ments and the propagation media undergo no change with time.

7.4 Lightning and Static Electricity

The early wooden-structured aircraft with metal control cables and strut
wires were not capable of conducting lightning strike current; as a result parts of
the aircraft ortentimes caught fire or exploded. Even if the aircraft was not
severely damaged, the pilots were frequently shocked or burned. In some cases the
fuel tanks caught fire and exploded. These effects, aided by severe air turbulence
and wet weather, quickly taught pilots to stay clear of any areas that even hinted
of stormy weather. Ref. (Bl4).

with the development of metal-skinned aircraft and later on all metal
aircraft, the hazardous results of lightning strikes were greatly minimized.
However, thunderstorm areas are even today treated with a great deal of respect.
In terms of lightning strike damage, the most common referenced are aircraft struc-
tural damage. In recent years, however, the trend of thinking is also concerned
with secondary or indirect effects. Even though the aircraft's metallic structure
provides a high degree of shielding, some of the fields penetrate through windows
or other non-conducting materials and induce transient voltage surges in the air-
craft's electrical wiring causing systems failures.

Another factor to be considered near thunderstorm activity (and the most
common) is precipitation static. If an aircraft is flying through dry preci-
pitation in the form of sleet, hail, or snow, the impact of these particles on the
aircraft will cause a phenomenon known as triboelectric charging, commonly called
precipitation static or P-static. This process generates interference or static in
the aircraft communications and low-frequency automatic direction finding (ADF)
system. The results of P-static discharges from the vicinity of sharp extremities
on the aircraft produce a visible glow or corona called St. Elmo's fire.

7.4.1 Lightning

The primary or direct effects of lightning generally affect the entire
metal aircraft structure, the outer aircraft skin as well as the internal metal
framework. Because the lightning currents must flow between an entry and exit
points the currents tend to spread out using the entire airframe as a conductor.
As a result, physical damage will often occur at a point where poor electrical
bonding exists and/or at the entrance or exit noints. If sufficient currents, for
example, converge at an exit point, the concentration of magnetic forces and re-
sistive heating can cause damage.

Early aircraft designs using wood and fabric construction would have no
debt suffered high statistical damage rates if it had not been for the sincere
respect for adverse weather conditions. PBut the development of the aluminum skinned
and structured aircraft permitted flylng in and near adverse weather. Because
aluminum is a good conductor catastrophlc damage from lightning strikes was rare.
However, today the trend is again toward the use of non-metallic materials in
aircraft construction. Materials such as fiber-reinforced plastic and resinous
honeycomb offer advantages in cost and weight. Their use is understandable but
these materials have begun to appear at the aircraft extremities where the struc-
tural loads are minimal and the lightning strikes are most apt to occur! Typical
areas include the nose, wingtips, &ccess doors, horizontal stabilizer tips and
rudder tips.

Duxing the last two decades or so it has become 1ncreaslngly apparent
that the direct effects of 11ghtn1ng strikes to aircraft may indirectly cause
electronic equipment failure. The indirect effects are caused by the electro-
magnetic fields associated with the lightning current flowing through the aircraft.

7.4.1.1 Indirect Effects

As lightning current flows through an aircraft it produces strong mag-
netic fields which surround the conducting aircraft and change rapidly in accord-
ance with the fast changing lthtning-utxoke current. Some of this magnetic flux
will find its way into the aircraft. As a result, these internal fields pass
through aircraft elec*vical circuits and the voltage induced is proportional to the
rate cf change of the aagnetic field. These magnetically-induced vcltages may
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appear between both wires of a two-wire circuit or between either wire and the
airframe. Until the development of solid-state circuitry and its application to
aircraft electronics the indirect effects from lightning did not warrant much
attention. However, lightning str’ e reports (civil and military) are showing
incidents of avionics damage without evidence of any direct attachment of the
lightning flash to the electrical systems.

Table 7.4-) Evidence of Indirect Effects
in Commercial Aircraft (214 Strikes)
Refs. (Bl14)(71).

SYSTEM AFFECTED INTERFERENCE OUTAGE

' HF communications -
VHF communications 27
VOR receiver 5
; Compass (all types) 22

l Marker beacon -
Weather radar 3
Instrument Landing System 6
Automatic Direction Finder 6
6

2

S 16 v ey

Radar altimeter
Fuel flow gage
] Fuel quantity gage -

Engine rpm gage -
. Engine exhaust gas temperature -

Static air temperature gage 1
Windshield heater -
Flight director computer 1
Navigation light -
3 ac generator tripoff (6 instances

of tripoff)

Autopilot 1 -
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Table 7.4-1 is a compilation of the indirect effects of 214 lightning-strike incident
reports from commercial sources. While outages occur in only a small percentage of
all incidents, the systems affected indicate potential problems that are slowly
developing due to the following:

3 o Increased use of non-metallic aircraft skin.

[

4 o Increased use of solid-state electronics.

3 o An increasing dependence on electronics to perform flight-critical
functions.

Typical examples are not difficult to find. Probably the best example of
dependent solid-state electronics is the digital-fly-by-wire control system that is
rapidly being adopted in military aircraft.

7.4.1.2 Design Goals For The Instrumentation Engineer

1. Install the instrumentation wiring and hardware in such a manner as
.0 yrevent the indirect effects from damaging either the instrumen-
tation system or the aircraft system. It is very important that the
aircraft system is not compromised during the installation of the
instrumentation system.

2. Review the instrumentation system installation to be certain that i
the safety of the aircraft and crew has not been reduced due to the
instrumentation system installation.

3, when possible, select or design electronic equipments that can
tolerate input/output transients on power and information circuits.

4. Review the trade-offs that must be made between the cost of pro-
viding item #3 and the cost of shielding equipments and wiring.

5. The instrumentation engineer must take advantage of the inherent
aircraft shielding. Avoid areas where equipment and wiring are
exposed to the lightning-generated EMF.

]

6. If the aircraft is to be subjected to lightning strokes (and preci-
pitation static), physically inspect the aircraft for an up-dated
systems approach to lightning and precipitation static control.
Spend some time with an operations engineer and be certain that the
aircraft workbook reflects all E.O.'s (Engineering Orders) pertain-
ing to lightning and precipitation static protection.
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7.4.1.2.1 Location of Equipment

It is readily recognized that the instrumentation engineer may not have
much of a choice of where he can install his system. Yet, the use of existin
areas can often be optimized. For example, the indirect effects can be minimized
by locating electronic equipments in areas whare the EMF produced by lightning
currents are lowest. Since the most important type of outside-to-inside coupling
is through apertures it follows that equipments should be as far away from these
apertures as possible. The ideal location is a shielded compartment toward the
center of the aircraft avay from extremities and outer skin.

7.4.1.2.2 Lightning Protected Access Doors

The need to provide a liquid seal around access doors has led to the use
of various gaskets and seals between the door and its mating surface. Most of
these seals have little or nc electrical conductivity, leaving the metallic fas-
teners and screws as the only conducting path into the cover. Therefore, sugges-
b tions will be offered that, when properly used, will successfully prevent sparking
vhen hit by lightning. The modifications to be made to the access doors are quite f
easy to do:

1. Remove phenolic and anodized coatings from the clamp ring.
2. Remove anodized coating from mating surfaces of the access door.

3. Sealing the access door to the surrounding skin frame with conduc-
tive grease consisting of 35% by weight of aluminum powder and 65X by
1 weight of Aeroshell (or equivalent) 14 grease.

] A typical door modified as suggested above had 23 bolts, whereas other
doors having over 40 bolts have resisted sparking even with zinc chromate on the
mating surfaces.

The importance of adequate electrical conductivity between access doors
; and their surroundings cannot be overemphasized, particularly if the access doors
constitute a large part of the aircraft skin.

7.4.1.2.3 Location of Wiring

when an aircraft is struck by lightning it is forced to assume the elec-
tric field potential of the lightning flash at that point. The electric field
strength will be greatest about points of small radius of curvature, nose radomes
for example. Ref. (Bl4).

wiring should be located away from apertures and away from regions where
the radius of curvatures are small. The best locations for wiring is close to a
ground plane or structural member.

3 Some basic principles to ™ (a) i
follow are (see Figure 7.4<1):

L . 1119
1. Maintain all wiring
close to a metallic ground plane.
This procedure minimizes the amount
of flux that can pass between the H-®
ground plane and the wiring.
(Figure 7.4-1(a)).

2. Magnetic fields
are concentrated around pro- i
)y ¢

truding structural members and Ty i
diverge in inside corners. - - T
Therefore, place wiring in i
the base corners instead of :
on top (Figure 7.4-1(b).

{c) )
3. Magnetic

fields will be weaker on the

interior of a U-shaped channel

than on its edges (see Figure 7.4-1

(c). :

4. Magnetic fields i
will be lowest inside a matal i
conduit (see Figure 7.4-1(d). i

2y

(@) L

Figure 7.4-1 Flux Linkages vs Conductor
Position. Ref. (Bl4).
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7.4.1.2.4 Use of Shielding

Shielding wires and cables against magnetic fields that have been created
by lightning requires the shield to be grounded at both ends so that the shield can
carry a circulating current. It is this circulating current that cancels the
magnetic fields that produce common-mode voltages. The term common-mode voltage in
this application refers to the magnetically-induced voltages appearing between a
gingle conductor and the airframe or conductive skin.

The requirement that a shield intended for protection against lightning
effects be grounded at both ends raises the discussion of single versus multipoint
grounding of circuits. In general, low-level circuits need to be shielded against
low frequency interference and shields intended for this purpose are grounded at
only one end. Often overlooked ig that the physical length of such shields must be
short as compared to the wavelength of interfering signals. Lightning-produced
interference, however, is usually broad band and include frequencies much higher
than those typically considered for low-frequency shield.. As a result the needs
for both cannot eanﬁly be met by the use of one shield system.

Both requirements are usually met by having one shield system to protect
against low-frequency interference and a second overall shield system to protect
against lightning-generated interference. Within the overall shield the necessary
aircraft circuits are independently routed with their own shields and grounding

philosophy.

It logically follows that grounding both ends can be improved upon by
grounding the shield at multiple mid-points. Most likely the cable will be exposed
to a significant amount of magnetic field only at small sections of its total
length; thus, the multiple grounding will tend to isolate the circulating currents
in only those cable sections affected. Multiple grounds should be carefully planned
because it is theoretically possible to sustain standing waves. Therefore, staggered
non~-uniform spacing of multiple ground points is suggested.

Figure 7.4-2 shows four methods of grounding the overall shield. The best
performance i8 obtained with the 360° connector. The shield makes a 360° circum-
ferential connection to the back shell of the connector (see Figure 7.4-2(b)).

At connectores or junction boxes it is often necessary to group shield
grounds together at one point. This practice is difficult and complicated when the
same shields are used to prevent lightning strike effects and to protect sensitive
circuits as well as trying to prevent cabling radiation interference. In order to
reduce these problems remember to group the wiring according to category I1-1V
guidelines. The groundings must be carefully controlled if overall shields are to
be used in addition. .
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The solid shield provides better shielding than a braided shield, and a
spiral-~-wrapped shield can be far inferior to a braided shield. For severe environ-
ments braided shields using two overlapping courses of braid may provide shielding
performance eguivalent to a solid shield.

Conduits may or may not provide electromagnetic shielding. Oftentimes
conduits in aircraft are used more for mechanical protection of conductors. Con-
duits must be electrically grounded to the airframe structure to be of any use for
shielding. For example, conduits used for mechanical protection are often mounted
in clamps that use rubber gaskets to prevent mechanical vibration and wear. Such
clamps electrically isolate the conduit from aircraft ground.

7.4.1.2.5 Length of Shield Ground Termination Leads

Shields are normally difficult to ground because the length of the ter-
mination ground lead tends to be excessive. The reactance of a short, straight
termination ground lead is so low at low frequencies (audio range) that it is of no
concern. This is particularly true if the diameter of the wire is relatively large
so that the ratio of length to diameter is small. But, the effect of this induct-
ance becomes important at higher frequencies. For signals in the audio range,
shield-ground lead wires should not exceed 2.5 to 5.0 centimeters (1 to 2 inches).

The practice of grounding an overall shield to the inside surface of an
equipment case through a set of connector contacts and a lead wire is less effective
than the use of an external lead wire because of the longer length and because the
internal method brings the currents directly into the inside of the junction box.
Such grounding of an overall shield should be avoided and in no case should an
overall shield be connected to & signal ground bus.

7.4.1.2.6 Improvement Through Circuit Design

The studies of the various types of interference produced in an aircraft
by the flow of lightning current have shown that oscillatory frequencies are often
excited on aircraft wiring, particularly if a single point ground system is used.
The frequencies tend to be in the several hundred kilohertz range to a few mega-
hertz. When possible, the pass bands of electronic egquipments should not include
these frequencies.

Basic considerations concerning circuit design and sensor transmission
constitute the majority of the instrumentation engineer's problems. Above all,
signal circuits should avoid the use of the aircraft structure as a return path.

I1f the structure is used as a return, the resistively-generated voltage drops will
be included in the signal path. However, tensor signal transmission over a twisted-
pair circuit with signal groundes isolated from aircraft structure will tend to
couple lower voltages in the signal path.

7.4.2 Precipitation Static

An aircraft flying through dry precipitation in the form of sleet, hail,
ice crystals or even dust or sand will absorb a charge from these particles as they
impact the aircraft. Viewed as electrostatics, the aircraft in flight is a capaci-
tor with the surrounding space as the other electrode. The impacting parxticles
deposit a net charge on the aircraft due to the frictional charging (triboelectric
effect).

7.4.2.1 Discharge Characteristics

The capacitance of a large aircraft (Boeing 707) in flight is around 1000
Picofarards and the potential difference between the aircraft and surrounding space
rapidly approaches several hundred rhousand volts. These large potentials create
very intense electric fields around the aircraft particularly at the trailing edges
of the airfoil surfaces and at the tip of any metallic projection such as an anten-
na. when these field gradients reach a critical level, about 7.5 Kvolt/centimeter
(19.1 Kvolt/inch) at 11 kilometers (36,000 feet), the surrounding air is ionized
and a corona discharge occurs. The discharge is in the form of a train of pulses
with very short rise times (0.0l microsecond) followed by an exponential decay. A
similar phenomenon can occur in clear air, when the aircraft develops a net charge
due to ion transport in the engine exhaust. However, engine charging currents are
small as compared to heavy triboelectric charging.

Three types of ionization of the surrounding air can occur when an air-
craft is charged by precipitation: Refs. (72, 73).

1. Corona Breakdown - Corona discharges occur at the sharp extremities
of the airframe where the radius of curvature is very small. The
amplitude of the individual corona pulses are proportional to the
altitude and to the radius of curvature of the discharge point. The
corona discharge pulses occur as a regularly spaced pulse train.

The pulse repetition fregquency of the corona pulse train is pro-
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portional to the dc discharge current.

Note that the family of curves (Figure 7.4-3) are altitude dependent,
relatively flat below about 1 Milx and then decrease at ¢ db/octave
above 3 MHz.

2. Streamering - This phenomenon occurs between bound charges developed
on dielectric surfaces, such as radomes snd windows, and the sur-
rounding metallic portions of the aircraft.
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Figure 7.4-3 Normalized Noise Spectrum from Trailing Edge. Ref. (72).

Streamering is triboelectric in origin and is not caused by engine
charging. Streamering amplitudes are large and their occurrence is
irregular, and, unlike corona discharges, the noise gpectrum is also
irregular. Streamering is controlled by conducting surface coatings
rather than by use of P-static dischargers.

3. sparking - This third and final phenomeron occurs between two metal-
lic surfaces that are dc isolated and are triboelectrically charged
to different potentials because of their size differences. Examples
are external antennas and lightning diverter strips. The spark
occurs when the dielectric strength of the insulation is exceeded.
The sparks consist of very sharp pulses with a "white-noise" spec-
trum. Most of the P-static observed at VHF communications fre-
quencies is due to sparking. Sparking is controlled by dc bonding
and uot by dischargers.

All three types of noise can be present under natural triboelectric
charging conditions.

7.4.2.2 The Role of the Instrumentation Engineer

So far the basics of precipitation static appear to be only academic with
little or no relevance to the instrumentation engineer; indeed, this may be so.
However, in some circumstances, the instrumentation engineer may have responsi-
bility for evaluating navigation systems and their antennas. For these circum-
stances the effects of P-static is very important.

The noise that is present in the absence of corona discharge depends on
the receiving system considered. Ignoring man-made noige, it is always atmospheric
noise for LF and MF radios (eg., ADF, Loran C/D and Decca), always internal circuit
noise for VHF (eg., VOR and VHF comm), and atmospheric or internal circuit noise
for HF receivers.

7.4.2.2.1 Effects of P-Static on Navigation Subsystems

Precipitation static can cause a deviation indicator, VHF Omnirange
(VOR), Localizer (LOC), and Glide Slope (GS) equipment to present false indication
without showing a warning flag. P-static induces course errors in VOR receivers
and causes misalignment in LOC and GS receivers. These effects have been demon- !
strated on all navigation equipment tested to date. The problem is apparently !
caused by shock excitation of the receiver tuned circuits. é
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7.4.2.2.2 Antenna Factors

Exposed metal antenna components should be insulated with polyethylene or
some other suitable material so that they do not come in contact with charged
airborne particles. An insulated antenna also prevents a corona discharge directly
from the antenna.

Since static charges concentrate at areas of small radii antennas should
be installed as far away from these areas as possible. For example: A fin cap
; located Loran C/D antenna is particularly vulnerable to corona noise. However, a
' belly mounted installation that uses the ADF sense antenna (with a suitable multi-
coupler) is far less vulnerable to P-static.

Q 7.4.2.2.3 Static Discharges

The static discharge phenomenon can be controlied by use of a specially
designed electrostatic discharger, Figure 7.4-4. Refs. (74, 75).
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PIN (DISCHARGING np-/
Figure 7.4-4 Typical Null Field Type Electrostatic Discharger

Present day electrostatic dischargers permit a satisfactory solution to
the P-static problem. They have no effect on the lightning problem and will neither
attract nor divert lightning strikes.

There are basically two types of static dischargers: active and passive.

1. The active discharger utilizes circuitry to reduce the static charge
on an aerospace vehicle. One type uses the thermionic emission
principle to "boil" off excess electrons. Being independent of
airflow, this type is adaptable to space vehicles.

2. Figure 7.4-4 represents the passive type of discharger most commonly
used on jet aircraft. In the past, static discharge wicks were used
to reduce the charge on the aircraft. However, because of the high
speeds of mcdern jet aircraft and the fact that they are powered
by jet engines which tend to increase static charges, it became nec-
esgary to develop static-discharge devices that were more effective
than the wicks formerly used. This new type (Figure 7.4-4) is called
a Null Field Discharger and was developed by Granger Associates,

Ref. (75). They produce a discharge field which has minimum coup-
ling with radio antennas. Ref. (Bl5).

7.4.2.2.4 The Design of a P-Static Prctection System

Fortunately, several aircraft of varying size have been successfully
protected by discharger installations and it is these aircraft that can be used as
a basis for similar system designs. Thus, in actual practice the aircraft engineer
is more concerned with specific discharger design, the number of dischargers and
their location. Most of these decisions can be approached by using well-developed
scaling rules.

Dischargers should be located at o’ near the maximum field concentration
points to insure that corona discharges will always occur through the discharger
and not from some cther airframe location. Because of mutual shielding, wing
located dischargers need not be closer than about 30 centimetersa (12 inches) and
except for the wingtip dischargers 60 centimeters (24 inches) is typical.
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The tip dischargers serve a particular purpose. At this point localized
lov pressures associated with the tip vortex result in unusually high discharge
currents when the breakdown field concentration is exceeded. The tip dischargers
control the noise from this discharge and position the ion cloud which trails aft
from it so as to provide a "space-charge shield" around the critical airfoil tip
extremity. Probe-type HF antennas are vulnerable tc corona and special high den-
sity dischargers must be installed at these extremities.

It may be of assistance to recognize conventional discharger installa-
tions. Typical large aircraft shapes will use dischargers at the trailing wing
tips, the trailing tip of the vertical fin and the trailing tips of the horizontal
stabilizer whether it is conventional or a “T" tail.

7.4.2.2.5 Aircraft Inspection

The average flight teat operations engineer usually knows very little
about the types of P-ltatgc unless he is accusrtomed to flying in that type environ-
ment. As a result, noise that appears in the communications and navigation systems
is usually brought to the attention of the instrumentation engineer. General
knowledge concerning P-static can be very useful at a time like this and can often-
times point to an aircraft with deficient P-static dischargers or none at all.
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